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AboutThisCourse

Course Goal

The Solaris Operating Environment- TCP/IP Network Administration
course teaches you the advanced administration skills required to
plan, create, administer, and troubleshoot a local area network (LAN).
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Course Overview

This course provides hands-on experience with network configuration,
planning, and troubleshooting; Domain Name System (DNS);
sendmail; Dynamic Host Configuration Protocol (DHCP); and LAN
planning.
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Course Map

The course map enables you to see what you have accomplished and
where you are going in reference to the course goal.
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Module-by-Module Overview
This course contains the following modules:

● Module 1 – “Network Models”

In this module, you will learn about the International
Organization for Standardization/Open Systems Interconnection
(ISO/OSI) and Transmission Control Protocol/Internet Protocol
(TCP/IP) networking models.

Lab exercise – Review network models.

● Module 2 – “Introduction to Local Area Networks”

This module covers the LAN concepts and terminology required
for the more complex concepts taught in later modules.

Lab exercise – Review LAN architecture and components.
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Module-by-Module Overview

● Module 3 – “Ethernet Interface”

In this module, you will learn what role the Ethernet interface
(Hardware layer) plays in TCP/IP architecture. Solaris™
Operating Environment (“Solaris”) based network monitoring
utilities will be introduced.

Lab exercise – Monitor Ethernet hardware operation using Solaris
based monitoring utilities such as netstat and snoop.

● Module 4 – “ARP and RARP”

How TCP/IP resolves Ethernet addresses to Internet addresses
and Internet addresses to Ethernet addresses is described in this
module. The arp utility will be introduced.

Lab exercise – Monitor Address Resolution Protocol and Reverse
Address Resolution Protocol operations using Solaris based
monitoring utilities such as arp and snoop .

● Module 5 – “Internet Layer”

This module examines Internet address Version IPv4. In this
module, you will learn how to configure network interfaces using
the ifconfig command. You will also learn how subnets are
defined. Included in this module is a detailed description of the
subnet mask.

Lab exercise – Configure network interfaces for LAN
communication.

● Module 6 – “Routing”

In this module, you will learn how TCP/IP routes data between
networks. Various routing protocols will be explored.

Lab exercise – Review key routing concepts, and configure a LAN
with subnetworks, and configure hosts for routing between the
subnets.
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Module-by-Module Overview

● Module 7 – “Transport Layer”

This module covers the TCP/IP transport layer and the TCP and
User Datagram Protocol (UDP) protocols.

Lab exercise – Review key Transport layer concepts.

● Module 8 – “Client-Server Model”

In this module, you will learn about the relationship of
client/server hosts on the network. Remote procedure call (RPC)
services are also covered.

● Lab exercise – Explore how client processes find and connect to
server processes and the two ways that server processes can be
started.

● Module 9 – “DHCP”

You will learn to dynamically allocate IP addresses to networked
hosts in this module. Detailed address leasing and macro file
configuration are also examined.

Lab exercise – Configure a DHCP server and clients.
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Module-by-Module Overview

● Module 10 – “Introduction to Network Management Tools”

In this module, you will learn about Simple Network Management
Protocol (SNMP) and SNMP-based management applications. An
overview of Solstice™ Enterprise Agents™ is included.

Lab exercise – Review key network management tool concepts.

● Module 11 – “Domain Name System”

How TCP/IP resolves host names to IP addresses is examined n
this module. DNS configuration and troubleshooting are also
covered.

Lab exercise – Configure a DNS server with clients.

● Module 12 – “Email Fundamentals”

In this module, you will learn about electronic mail, including
electronic mail configuration, aliases, and mail forwarding.

Lab exercise – Configure an electronic mail server with user
aliases.
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Module-by-Module Overview

● Module 13 – “Introduction to sendmail ”

This module focuses on the configuration of inter-domain email
that uses the sendmail program.

Lab exercise – Configure email to function between domains.

● Module 14 – “Common Mail Tasks”

This module explores the day-to-day tasks associated with
sendmail . In this module, you will learn how to connect to the
sendmail daemon, how to troubleshoot basic email problems,
what the sendmail queue is, what spam is, how to read email
headers, and how to configure sendmail anti-spam.

Lab exercise – Perform sendmail maintenance tasks.
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Module-by-Module Overview

● Module 15 – “LAN Planning”

This module explores issues concerned with planning a LAN.
Included in the module are strategies for laying out a plan and
choosing an appropriate topology, using media options, and
dealing with business considerations.

Lab exercise – You will develop a LAN installation plan based on a
case study.

● Module 16 – “Networking Troubleshooting”

In this module, you will learn basic network troubleshooting
strategies. These troubleshooting strategies employ the
networking tools and concepts explored earlier in this course.

Lab exercise – Troubleshoot common networking problems.
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Course Objectives

Upon completion of this course, you should be able to:

● Understand the OSI layer terminology and TCP/IP technology,
and identify the major protocols of the TCP/IP networking model

● Understand and configure routing and routing tables

● Understand and configure subnet masks including variable length
masks

● Add Internet and Remote Procedure Call (RPC) services

● Implement DHCP

● Use network troubleshooting tools to maintain the network

● Understand and configure DNS

● Identify DNS security issues

● Understand and configure, and maintain sendmail

● Plan a TCP/IP LAN

● Troubleshoot common network faults.
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Skills Gained by Module

The skills for Solaris Operating Environment– TCP/IP Network
Administration are shown in column 1 of the matrix below. The black
boxes indicate the main coverage for a topic; the gray boxes indicate
the topic is briefly discussed.

 Module

Skills Gained 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

Determine benefits of a LAN

Identify LAN components

Define the following networking-related
terms: topology, backbone, segment,
repeater, bridge, router, gateway,
networking model, protocol, layer, and
frame

Identify the function of each layer in the
OSI networking model

Identify the function of each layer in the
TCP/IP networking model

Describe how applications use the
TCP/IP suite to exchange data through
Ethernet networks

Describe peer-to-peer communications

Define the following terms: Ethernet,
packet, and maximum transfer unit

Describe the different Ethernet standards

Describe Ethernet addresses

Describe the components of an Ethernet
frame

Describe the concept of encapsulation

Describe the purpose of Carrier Sense,
Multiple Access/Collision Detection
(CSMA/CD)

Define an Ethernet broadcast address

Use the commands netstat  and snoop
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Define address resolution

Describe the network configuration
process used in system start-up

Describe network configuration files and
scripts that are used to configure the
network interface

Define the terms: IP, datagrams, and

fragmentation

List the four IPv4 address classes

Define the network number

Identify an Ethernet address, an IP
address, and a broadcast address

Use the ifconfig command to configure
the network interface(s)

Verify and troubleshoot the network
interface

Describe the routing algorithm

Define the following routing terms: table-
driven routing, static routing, dynamic
routing, and default routing

Use the in.routed  and in.rdisc
processes

Employ the Routing Information
Protocol (RIP) and Router Discovery
(RDISC) protocols

Describe the /etc/init.d/inetinit
routing start-up script

Use the route  and netstat  commands

Use the /etc/defaultrouter ,
/etc/inet/networks , and
/etc/gateways  files

Configure a router

Define subnetting

 Module

Skills Gained 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
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Describe the reasons for implementing
subnets

Use a subnet mask

Use variable length subnet masks

List the steps associated with
implementing a subnet

Describe the function of the Transport
layer

Describe the features of the UDP and
TCP

Define the terms: connection-oriented,

connectionless, stateful, and stateless

Describe UDP and TCP port numbers

Define the terms: client, server, and

service

Describe the client-server interaction

Understand Internet and RPC services

Identify the files used in the client-server
model

Add and remove Internet services

Add and remove RPC services

Monitor application performance using
netstat  and rpcinfo

Identify DHCP protocols

Describe the relationship between a
DHCP client and server

Configure a DHCP server

Configure a DHCP client

Troubleshoot a DHCP configuration

Identify common network problems

Isolate defective key components

 Module

Skills Gained 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
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Identify SNMP agent based tools

Describe Solstice Enterprise Agent

Describe the purpose of DNS

List the differences between the DNS
namespace, a domain, and a zone of
authority

Describe what a resolver is and
understand the processes of address
resolution and reverse address resolution

Describe the syntax of the server-side
DNS setup files, including the
/etc/named.boot file, the cache file, and
zone files

Use SOA, NS, A, and PTR resource
records

Understand the syntax of the client-side
DNS setup file, /etc/resolv.conf

Describe DNS debugging and
troubleshooting methods

Identify DNS security issues

Name and describe the types of machines
used for electronic mail

Describe a mail address

Name and describe the different alias
files

Create alias entries in the alias  files

Create.forward  files

Describe the steps involved in setting up
a mail server

Describe a sendmail  operation

Analyze the contents of the
/etc/mail/sendmail.cf  file

Install a mail host and a mail relay

 Module

Skills Gained 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
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Add rewriting rules to the
/etc/mail/sendmail.cf  file

Use telnet  or mconnec t to connect to
the sendmail  daemon for testing
purposes

Administer the mail queue

Describe what spam is and gain an
understanding of mail headers

Configure sendmai l for anti-spam

Describe the key components of a LAN
installation plan

Identify the supporting protocols to be
considered

Identify performance considerations and
bottlenecks

Identify cost considerations and trade-
offs

 Module

Skills Gained 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
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Guidelines for Module Pacing

The table below provides a rough estimate of pacing for this course.

Module Day 1 Day 2 Day 3 Day 4 Day 5

“Network Models” A.M.

“Introduction to Local Area
Networks”

A.M.

“Ethernet Interface” P.M.

“ARP and RARP” P.M.

“Internet Layer” A.M.

“Routing” P.M.

“Transport Layer” A.M.

“Client-Server Model” A.M.

“DHCP” P.M.

“Introduction to Network
Management Tools”

P.M.

“Domain Name System” A.M.

“Email Fundamentals” P.M.

“Introduction to sendmail ” P.M.

“Common Mail Tasks” P.M.

“LAN Planning” A.M.

“Network Troubleshooting” P.M.
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Topics Not Covered

This course does not cover the following topics. Many of these topics
are covered in other courses offered by Sun Educational Services.

● Solaris system administration – Covered in SA-237: Solaris 7
System Administration I, SA-287: Solaris 7 System Administration II,
and ES-220: Disk Management With DiskSuite

● Server storage administration – Covered in SA-350: Solaris 2.x
Server Administration

● NIS+ – Covered in SA-385: Solaris 2.x NIS+ Administration With
Workshop

● Solaris OS tuning – Covered in SA-400: Solaris System Performance
Management

Refer to the Sun Educational Services catalog for specific information
and registration.
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How Prepared Are You?

To be sure you are prepared to take this course, can you answer yes to
the following? Can you:

● Perform basic host operations, such as startup and shutdown, to
initialize certain network configuration changes?

● Manipulate startup and shutdown scripts to configure networks?

● Set up user accounts when configuring network services for
system users?

● Locate and install network software packages required to set up
various network services?
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Introductions

Now that you have been introduced to the course, introduce yourself
to each other and the instructor, addressing the items shown on the
above overhead.
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How to Use Course Materials

To enable you to succeed in this course, these course materials employ
a learning model that is composed of the following components:

● Course map – Each module starts with an overview of the content
so you can see how the module fits into your overall course goal.

● Relevance – The relevance section for each module provides
scenarios or questions that introduce you to the information
contained in the module and provoke you to think about how the
module content relates to other topics in the course.

● Overhead image – Reduced overhead images for the course are
included in the course materials to help you easily follow where
the instructor is at any point in time. Overheads do not appear on
every page.

● Lecture – The instructor will present information specific to the
topic of the module. This information will help you learn the
knowledge and skills necessary to succeed with the exercises.
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How to Use Course Materials

● Exercise – Lab exercises give you the opportunity to practice your
skills and apply the concepts presented in the lecture.

● Check your progress – Module objectives are restated, sometimes
in question format, so that before moving on to the next module
you are sure that you can accomplish the objectives of the current
module.

● Think beyond – Thought-provoking questions are posed to help
you apply the content of the module or predict the content in the
next module.
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Course Icons and Typographical Conventions

The following icons and typographical conventions are used in this
course to represent various training elements and alternative learning
resources.

Icons

Additional resources – Indicates additional reference materials are
available.

Discussion – Indicates a small-group or class discussion on the current
topic is recommended at this time.

Exercise objective – Indicates the objective for the lab exercises that
follow. The exercises are appropriate for the material being discussed.

Power user – Indicates additional supportive topics, ideas, or other
optional information.
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Course Icons and Typographical Conventions

Note – Additional important, reinforcing, interesting or special
information.

!
Caution – A potential hazard to data or machinery.

Warning – Anything that poses personal danger or irreversible
damage to data or the operating system.
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Course Icons and Typographical Conventions

Typographical Conventions

Courier is used for the names of command, files, and directories, as
well as on-screen computer output. For example:

Use ls -al to list all files.
system% You have mail.

Courier bold is used for characters and numbers that you type. For
example:

system% su
Password:

Courier italic is used for variables and command-line
placeholders that are replaced with a real name or value. For example:

To delete a file, type rm filename .

Palatino italics is used for book titles, new words or terms, or words
that are emphasized. For example:

Read Chapter 6 in User’s Guide.
These are called class options
You must be root to do this.
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NetworkModels 1

Objectives

Upon completion of this module you should be able to

● Describe each layer in the ISO/OSI network model

● Describe each layer in the TCP/IP network model

● Identify the similarities and differences between the ISO/OSI and
TCP/IP models

● Describe how applications use TCP/IP to exchange data through
Ethernet networks

● Describe the following protocols: TCP, UDP, IP, and Internet
Control Message Protocol (ICMP)

● Describe peer-to-peer communications

● Identify common TCP/IP protocols by name and function
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● Why are TCP/IP networks so popular today?

● How does the TCP/IP network model differ from the ISO/OSI
network model?

● Which protocols are used in a TCP/IP network architecture?

● Which network model will provide the services required by
your organization?

References

Additional resources – The following reference can provide additional
details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 85-4003-10.
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Network Models

The two network models that provide a framework for network
communication are:

● ISO/OSI reference model

● TCP/IP suite (TCP/IP model or TCP/IP)

A network model represents a common structure or protocol to
accomplish communication between systems.

These models consist of layers. You can think of a layer as a step that
must be completed before you can go on to the next step and,
ultimately, to communicate between systems.
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ISO/OSI 7 Layer Model

At the beginning of the 1980s, the International Organization for
Standardization (ISO) developed the Open Systems Interconnection (OSI)
reference model whose functionality was geared toward the needs of
communicating between multiple manufacturers. In this model, the
individual services that are required for communication between
computers are arranged in seven layers that build on one another.
Each layer provides specific services and makes the results available to
the next layer. ISO standardized this model when existing networks
were already being operated. As a result, the ISO/OSI 7 Layer Model
represents an ideal case to a certain extent. Figure 1-1 illustrates OSI
model layering.

Figure 1-1 OSI Reference Model
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ISO/OSI 7 Layer Model

The individual layers of the OSI model are listed in Table 1-1.

Table 1-1 ISO/OSI Network Model Layers

ISO/OSI Layer Description

Application Provides a service for managing the application.

Presentation Manages the presentation of the data to be independent of the architecture.

Session Administers communication relationships.

Transport Makes sure that messages reach their destination system via an optimal trans-
mission path.

Network Manages data addressing and delivery between networks, as well as fragment-
ing data for the Data Link layer. A router functions at this layer (routing).

Data Link Manages the delivery of data across the physical network. This layer provides
error detection and packet framing. A bridge/switch functions at this layer.

Physical Describes the network hardware, including electrical signal characteristics
such as voltage and current. A repeater functions at this layer.
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ISO/OSI 7 Layer Model

The goal of this protocol stack is a regulated, well-defined exchange of
data between application processes. The layering is based on the
principle that every layer can take advantage of the services of the next
lower layer without knowing how their services are provided. A layer
offers its own service to the respective next higher layer. This makes it
possible to achieve a division of labor within the layers.

Consequently, every layer:

● Has limited, defined tasks.

● Has a precisely defined interface to the neighboring higher and
lower layers.

● Attaches its own layer-specific header to the data package being
passed on. The corresponding layer on the other side interprets
and removes the header.

In principle, the layer concept can be expanded and layers from other
protocol types inserted. Figure 1-2 illustrates the relationship between
layers of corresponding hosts.

Figure 1-2 Data Exchange Between Application Processes
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ISO/OSI 7 Layer Model

Physical Layer

The Physical layer regulates the transmission of unstructured bit
streams over a transmission medium with regard to transmission
speed, representation of the signals, and connection technique.

Depending on the transmission medium, the Physical layer is
recognized by the corresponding board, the connection elements to the
network, and the transmission cable.
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ISO/OSI 7 Layer Model

Data Link Layer

The Data Link layer addresses the stations attached to the transmission
medium and the next higher protocol that used the transmission
service. This information is required for demultiplexing on the receiver
side. For the most part, the transmission of information units is
assured by a checksum which permits error detection and elimination.
If necessary, flow control is also conducted. Packets can now be
recognized from the previously unstructured bit stream.

Examples of protocols for the Data Link layer are:

● LAPB (Link Access Procedure; X.25)

● Ethernet V.2, Ethernet IEEE 802.3, Token Ring IEEE 802.5, and
Token Bus IEEE 802.4

Ethernet (IEEE 802.3) or Token Ring (IEEE 802.5) are frequently used
as a transmission media for LANs.
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ISO/OSI 7 Layer Model

Data Link Layer (Continued)

The Fiber Distributed Data Interface (FDDI) American National
Standards Institute standard is a typical transmission medium in the
realm of metropolitan area networks (MANs).

For the most part, public networks are used for WAN data
transmission (Datex-P (X.25)), Integrated Services Digital Network
[ISDN], analog telephone network [modem], and Adobe Typeface
Manager.

FDDI (ANSI standard) is a typical transmission medium in the realm
of MANs.
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ISO/OSI 7 Layer Model

Network Layer

The Network layer protocol ensures that messages reach their
destination system via an optimal route. To do this, a system uses a
routing table to determine the next, directly accessible computer on the
route to the packet’s destination and then transmits to it with the aid
of a service made available by the Data Link layer. This next computer
is either the destination itself or the next gateway to the destination.

An example of a protocol for the Network layer is:

● Connectionless-mode/connection-mode (CLNS/CONS)
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ISO/OSI 7 Layer Model

Transport Layer

The Transport layer handles the transport of messages between
communication partners, controls the flow of data, and defines the
transport quality (directional, non-directional) of the data
transmission.

An example of a protocol for the Transport layer is:

● TP-0 to TP-4 (OSI)
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ISO/OSI 7 Layer Model

Session Layer

The Session layer enables users on different machines to establish
sessions between them. A session allows ordinary data transport, as
does the Transport layer, but can also provide enhanced services, such
as authentication, which are useful in some applications. A session
might allow a user to log into a remote time-sharing system or to
transfer a file between two machines.

An example of the services provided by the Session layer is
management of dialogues. Sessions can allow traffic to go in both
directions at the same time, or in only one direction at a time. If traffic
can only go one way at a time, the Session layer keeps track of whose
turn it is.

Another example of the services provided by the Session layer is re-
establishment of interrupted connections.
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ISO/OSI 7 Layer Model

Presentation Layer

The Presentation layer stipulates a transfer syntax. The transfer syntax
represents a coding agreement for the data to be transferred.

Data is represented in different ways in various computer architectures
(for example, representation of floating point numbers; character
codes; ASCII [American Standard Code for Information Interchange]
or EBCDIC [Extended Binary Coded Decimal Interchange Code], and
different byte sequences: high-byte or low-byte). In the case of
completely different computer architectures, successful data
transmission would be of no benefit because the data is interpreted
completely different on some systems.

This layer is implemented using XDR (External Data Representation),
which balances the interpretation differences. It transforms C basic
structures into XDR data structure and vice versa. Any system can
communicate via the network by using XDR.
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ISO/OSI 7 Layer Mode

Application Layer

The Application layer represents the application process. Basic
functions such as file transfer, virtual terminal, and job transfer
(remote execution) are realized.

Examples of the Application layer are:

● SMTP (Simple Mail Transfer Protocol)

● FTP (File Transfer Protocol)

● TELNET (Remote Terminal Protocol)

● NFS™

● SNMP
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TCP/IP

TCP/IP is a set of protocols developed to allow cooperating computers
to share resources across a network.

TCP/IP provides services to many different types of computers,
operating systems, and networks. Types of networks supporting
TCP/IP range from LANs, such as Ethernet, FDDI, and Token Ring, to
wide-area networks (WANs) such as ISDN, Frame Relay, X.25, and
ATM.

TCP/IP supports important network services such as

● File transfer

● Remote login

● Electronic mail
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TCP/IP Network Model

Layered Model

The TCP/IP protocol suite is structured as a hierarchy of five layers,
sometimes referred to collectively as a protocol stack. This
architectural scheme provides the following benefits:

● Each layer is designed for a specific purpose and exists on both the
sending and receiving hosts.

● Each layer is designed so that a specific layer on one machine
sends or receives exactly the same object sent or received by its
peer process on another machine.

● Each layer on a host acts independently of other layers on the
same machine, and in concert with the same layer on other hosts.



1

Network Models 1-17
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

TCP/IP Network Model

Layered Model (Continued)

Table 1-2 lists each layer in the TCP/IP network model.

Table 1-2 TCP/IP Network Model

TCP/IP Layer Description

Application Consists of user-accessed application programs
and network services. This layer is also
responsible for defining the way in which
cooperating networks represent data. A
gateway functions at this layer.

Transport Manages the transfer of data using
acknowledged and unacknowledged transport
protocols. This layer also manages the
connections between cooperating applications.

Internet Manages data addressing and delivery between
networks, as well as fragmenting data for the
network interface layer. A router functions at
this layer.

Network Interface Manages the delivery of data across the physical
network. This layer provides error detection
and packet framing. A bridge/switch functions
at this layer.

Hardware Describes the network hardware, including
electrical signal characteristics such as voltage
and current. A repeater functions at this layer.
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TCP/IP Network Model

Hardware Layer

The Physical layer regulates the transmission of unstructured bit
streams over a transmission medium with regard to transmission
speed, representation of the signals, and connection technique.

Depending on the transmission medium, the Physical layer is
recognized by the corresponding board, the connection elements to the
network, and the transmission cable.

Ethernet (IEEE 802.3) or Token Ring (IEEE 802.5) are frequently used
as transmission media for LANs.

Figure 1-3 compares the Hardware layer of the TCP/IP mode to the
Physical layer of the ISO/OSI reference model.

Figure 1-3 TCP/IP Model Hardware Layer
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TCP/IP Network Model

Network Interface Layer

This layer defines how bits are assembled into manageable units of
data or frames. A frame is a series of bits with a well-defined beginning
and end. It supports:

● IEEE 802.3 – Ethernet standards

● IEEE 802.4 – Token bus standards

● IEEE 802.5 – Token Ring standards

Figure 1-4 compares the Network Interface layer of the TCP/IP model
to the Data Link layer of the ISO/OSI reference model.

Figure 1-4 TCP/IP Model Network Interface Layer
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TCP/IP Network Model

Internet Layer

The function of this layer is the same as the ISO/OSI network layer.
The Internet layer uses IP and ICMP. IP is responsible for fragmenting
and routing data while ICMP assists routing, and performs error
detection and other network management tasks.

Figure 1-5 compares the Internet layer of the TCP/IP model to the
Network layer of the ISO/OSI reference mode.

Figure 1-5 TCP/IP Model Internet Layer
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TCP/IP Network Model

Transport Layer

The Transport layer uses TCP and UDP.

TCP provides a reliable virtual circuit (connection-oriented) for
application processes. Connection-oriented means that a connection
must be established between systems before they can exchange data.
Furthermore, TCP uses acknowledgments between systems to ensure
data delivery.

UDP is a connectionless protocol for application processes. It is faster
than TCP for certain applications since it does not require setting up a
connection and handling acknowledgments. It is also known as a
stateless protocol because systems using UDP to exchange data have no
indication of the operational status of one another.

Figure 1-6 compares the Transport layer of the TCP/IP model to the
Transport layer of the ISO/OSI reference model.

Figure 1-6 TCP/IP Model Transport Layer
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TCP/IP Network Model

Application Layer

The top layer of TCP/IP is the Application layer. This includes all
processes that use Transport layer protocols to deliver data to the
Internet layer. There are many application protocols and new protocols
are frequently added.

Figure 1-7 compares the Application layer of the TCP/IP model to the
Application, Presentation, and Session layers of the ISO/OSI reference
model.

Figure 1-7 TCP/IP Model Application Layer
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Peer-to-Peer Communication

When systems exchange data using the TCP/IP model, they are
performing peer-to-peer communication. Peer-to-peer communication is
the ability of a specific layer to communicate with the corresponding
layer on another host

At each layer, the data or message is encapsulated and header
information about the corresponding protocol layer added. This
information is key in the peer-to-peer communication and is used to
de-encapsulate and direct the message to the appropriate application.
Data encapsulation is discussed in Module 3.

Figure 1-8 shows how header (H) and/or trailer (T) information is
added (or removed) as the packet transmits each layer.

Figure 1-8 TCP/IP Data Encapsulation
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TCP/IP Protocols

Definition of a Protocol

A protocol is a set of rules governing the exchange of data between
two entities. These rules cover:

● Syntax – Data format and coding

● Semantics – Control information and error handling

● Timing – Speed matching and sequencing

The TCP/IP model includes a number of protocols to insure proper
communication between corresponding layers of networked machines.
(See Table 1-3.)

Table 1-3 TCP/IP Protocol Stack

TCP/IP Protocol TCP/IP Layer

NFS, NIS+, DNS, telnet , ftp , rlogin , SMTP,
DHCP, and SNMP

Application

TCP and UDP Transport

IP, ARP, RARP, and ICMP Internet

SLIP (Serial Line IP), PPP (Point-to-Point
Protocol), Ethernet, Token Ring, and ATM

Network Interface



1

Network Models 1-25
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

TCP/IP Protocols

TCP/IP Protocol Descriptions

Table 1-4, Table 1-5, Table 1-6, and Table 1-7 give a brief description of
common TCP/IP protocols.

Table 1-4 TCP/IP Network Interface Layer Protocol Descriptions

Table 1-5 TCP/IP Internet Layer Protocol Descriptions

Table 1-6 TCP/IP Transport Layer Protocol Descriptions

Protocol Description

SLIP Serial Line IP encapsulates IP datagrams on serial lines.

PPP Point-to-Point Protocol transmits datagrams over serial
point-to-point links.

Protocol Description

ARP Address Resolution Protocol defines the method used
to map a 32-bit IP address to a 48-bit Ethernet address.

RARP Reverse Address Resolution Protocol is the
reverse of ARP. It maps a 48-bit Ethernet address
to a 32-bit IP address.

IP Internet Protocol determines the path a packet must take,
based on the destination host’s IP address.

ICMP Internet Control Message Protocol communicates error
messages and other controls within IP datagrams.

Protocol Description

TCP Transmission Control Protocol is a connection oriented
protocol that provides the full duplex, stream service on
which many application protocols depend.

UDP User Datagram Protocol provides a datagram delivery
service.
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TCP/IP Protocols

TCP/IP Protocol Descriptions

Table 1-7 TCP/IP Application Layer Protocol Descriptions

Protocol Description

DNS Domain Name System is a database used by the Internet
to provide electronic mail routing information and to
map between host names and IP addresses.

FTP File Transfer Protocol transfers a file by copying a
complete file from one system to another system.

telnet This service enables terminals and terminal-oriented
processes to communicate on a network running TCP/IP.

rlogin This service, offered by UNIX® systems, enables users of
one machine to connect to other UNIX systems across an
Internet and interact as if their terminals were connected
to the machines directly.

DHCP Dynamic Host Configuration Protocol automates the
assignment of IP addresses in an organization’s network.

SMTP Simple Mail Transfer Protocol transfers electronic mail
messages from one machine to another.

SNMP Simple Network Management Protocol is the language
that allows for the monitoring and control of network
devices.

POP-3 Post Office Protocol, Version 3, enables users to pick up
email across the network from a central server.

IMAP4 Internet Message Access Protocol, Rev 4, similar to POP-
3 in that it enables users to pick up email across the
network from a central server. IMAP4 is more powerful
and offers more features than POP-3.

HTTP Hypertext Transfer Protocol is used by the world wide
web to display text, pictures, sounds, and other
multimedia information with a web browser.
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Exercise: Reviewing the Module

Exercise objective – Review key module concepts by completing a
written exercise.

Tasks

Answer the following questions:

1. What is the purpose of the ISO/OSI network model?

__________________________________________________________

__________________________________________________________

2. Match the ISO/OSI layers to their definition.

____ Application a. Provides for presentation of the data
independent of architecture.

____ Presentation b. Manages the delivery of data across
the physical network. This layer
provides error detection and packet
framing.

____ Session c. Describes the network hardware.

____ Transport d. Administers communication
relationships.

____ Network e. Consists of user-accessed application
programs and network services.

____ Data Link f. Manages data addressing and
delivery between networks, as well
as fragmenting data.

____ Physical g. Manages the transfer of data using
acknowledged and unacknowledged
transport protocols.
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Exercise: Reviewing the Module

Tasks (Continued)

3. What is the purpose of TCP/IP network architecture?

__________________________________________________________

__________________________________________________________

4. List the layers of the TCP/IP network model by their name and
function.

Layer Name Function

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Reviewing the Module

Tasks (Continued)

5. In your own words, define the term peer-to-peer.

__________________________________________________________

__________________________________________________________

6. In your own words, define the term protocol.

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

7. Which of the following are examples of network protocols?

a. DHCP

b. ISO/OSI

c. Token Ring

d. SMTP

e. WIZ
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Exercise: Reviewing the Module

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Reviewing the Module

Task Solutions

Answer the following questions:

1. What is the purpose of ISO/OSI network model?

ISO/OSI is a set of protocols developed to allow cooperating computers
to share resources across a network.

2. Match the ISO/OSI layers to their definition.

e Application a. Provides for presentation of the data
independent of architecture.

a Presentation b. Manages the delivery of data across
the physical network. This layer
provides error detection and packet
framing.

d Session c. Describes the network hardware.

g Transport d. Administers communication
relationships.

f Network e. Consists of user-accessed application
programs and network services.

b Data Link f. Manages data addressing and
delivery between networks, as well
as fragmenting data.

c Physical g. Manages the transfer of data using
acknowledged and unacknowledged
transport protocols.
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Exercise: Reviewing the Module

Task Solutions (Continued)

3. What is the purpose of TCP/IP network architecture?

TCP/IP is a set of protocols developed to allow cooperating computers to
share resources across a network.

4. List the layers of the TCP/IP network model by their name and
function.

Layer Name Function

Application Consists of user-accessed application programs
and network services. This layer is also
responsible for defining the way in which
cooperating networks represent data. A gateway
functions at this layer.

Transport Manages the transfer of data using
acknowledged and unacknowledged transport
protocols. This layer also manages the
connections between cooperating applications.

Internet Manages data addressing and delivery between
networks, as well as fragmenting data for the
network interface layer. A router functions at
this layer.

Network Interface Manages the delivery of data across the physical
network. This layer provides error detection and
packet framing. A bridge functions at this layer.

Hardware Describes the network hardware, including
electrical signal characteristics such as voltage
and current. A repeater functions at this layer.
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Exercise: Reviewing the Module

Task Solutions (Continued)

5. In your own words, define the term peer-to-peer.

Peer-to-peer communication is the ability of a specific layer to
communicate with the corresponding layer on another host.

6. In your own words, define the term protocol.

A protocol is set of rules governing the exchange of data between two
entities. These rules cover:

▼ Syntax – Data format and coding

▼ Semantics – Control information and error handling

▼ Timing – Speed matching and sequencing

7. Which of the following are examples of network protocols?

a. DHCP

d. SMTP



1

1-34 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C .1

Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe each layer in the ISO/OSI network model

❑ Describe each layer in the TCP/IP network model

❑ Identify the similarities and differences between the ISO/OSI and
TCP/IP models

❑ Describe how applications use TCP/IP to exchange data through
Ethernet networks

❑ Describe the following protocols: TCP, UDP, IP, and ICMP

❑ Describe peer-to-peer communications

❑ Identify common TCP/IP protocols by name and function
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Think Beyond

This module covered basic network models. The next modules will
focus on the LAN, its components, and how a LAN can benefits your
organization.
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Introduction toLocalAreaNetworks 2

Objectives

Upon completion of this module you should be able to:

● Describe the benefits of a LAN

● Identify various LAN topologies

● List the components of a LAN

● Define the following networking terms: topology, backbone, segment,
repeater, bridge, switch, router, and gateway
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2

Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● Why should you incorporate a LAN into your organization?

● What type of LAN topology is best suited to your organization?

● Which components are best suited for a particular LAN topology?

References

Additional resources – The following reference can provide additional
details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 805-4003-10.
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Introduction to Local Area Network

Definition of Local Area Network

The LAN is a communication system that links nodes into a network,
usually via a wiring-based cabling scheme. LANs connect personal
computers (PCs), workstations, and servers to enable users to
communicate and share resources like hard disk storage and printers.
Devices linked by a LAN can be on the same floor or within a building
or campus. It is user-owned and does not run over leased lines,
though a LAN might have gateways to a WAN.
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2

Introduction to Local Area Network

Benefits of a LAN

There are numerous benefits to using LAN. These benefits are
important and sometimes critical to an organization’s success. These
benefits include:

● Resource sharing

● Workgroup synergy

● Management

▼ Centralized

▼ Decentralized

● Data access and integration

● Economic resources

LAN Architecture

LAN architecture can be divided into two components; software and
hardware.

● Software

An end-user application may use a software protocol suite such
as the Transmission Control Protocol/Internet Protocol or
ISO/OSI.

● Hardware

The physical network medium is designed to carry signals
encoded with information, such as coaxial, twisted-pair cable, or
fiber-optical materials carrying multiband modulated laser light.
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LAN Topology

A network constructed of coaxial, twisted-pair, or fiber-optical cables
can support one or more interconnecting plans.

Bus Configuration

Bus has been the typical LAN topology for Ethernet since its inception.
This configuration has one large coaxial cable running throughout an
area. Physical taps are cut into the co-axial cable and signal converting
amplifiers are attached to allow a drop cable to be connected to a node
device. The large coaxial bus is considered obsolete by 1990s
standards. Figure 2-1 illustrates a bus topology.
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2

LAN Topology

Bus Configuration (Continued)

Figure 2-1 LAN Bus Topology

Star Configuration

This topology uses a central location or hub from which a
number of signal carrying cables goes out to each individual
device on this branch of the LAN.

Star LAN configurations are well suited to many of today’s LAN
network methodologies.
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LAN Topology

Star Configuration (Continued)

Another advantage to the star configuration is that the maximum
distance between any two nodes is always two segments long. The
hub controls which port messages are transferred to and what devices
are connected to each port or segment. There is a limit to the number
of segments that can be linked together. Figure 2-2 illustrates a star
topology.

Figure 2-2 LAN Star Topology

Hub
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2

LAN Topology

Ring Configuration

In a ring configuration, the output of one node connects to the
input of the next node. Each node in the ring is between two
other nodes. As with any series string of elements, if one element
breaks, the entire string is broken. In the case of the ring network,
if one node stops functioning, communication to any node on the
network cannot take place.

With the advent of the “intelligent” central hub, the ring can be a
useful network configuration with the reliability of a bus or star
configuration.

Figure 2-3 illustrates a star-wired ring topology.

Figure 2-3 Star-Wired Ring Topology
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LAN Components

LANs can contain the following components:

● Backbone – The primary connectivity mechanism of a network.
All systems that have connectivity on the backbone can have
connectivity to each other.

● Segment – A continuous length of cable commonly joined with
other network components providing a point-to-point connection.
A segment is also referred to as a link.

● Repeater – A device that amplifies and regenerates the data signal
bit by bit in order to extend the distance of the transmission. A
repeater does not read or interpret the data.

● Hub – The central device through which all hosts in a twisted pair
Ethernet installation are connected.

● Bridge – A device that connects two or more network segments. It
is a link layer device that reads and interprets packet addresses for
the purposes of filtering or forwarding. A single path is shared by
all ports.



2-10 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

2

LAN Components

● Switch – A multiport device which provides for the logical
dynamic connection and disconnection between any two cable
segments without operator intervention. The switch is a high-
speed device because multiple data paths can be established and
used simultaneously.

● Router – A device that has two or more network interfaces. It
examines the software protocol (IP) address, selects an appropriate
travel path, and forwards the packet accordingly between separate
networks.

● Gateway – A device that interconnects two or more
communication networks based on different protocol suites. The
gateway performs any necessary protocol conversions.

● Concentrator – A central device through which various types of
network packets can flow. The concentrator is often a multi-slotted
device containing separate boards that provide the functionality of
a repeater, bridge, switch, router, gateway, or hub. The
concentrator provides multiple functions between cable segments
and networks.
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Ethernet Components

The following components are required in order to connect a system to
the Ethernet:

● Ethernet controller – The hardware circuitry that is responsible for
creating or reading Ethernet frames.

● Transceiver – An active element used to move the data from the
Ethernet cable to the controller.

● Transceiver cable – A connection cable which connects the
workstations and the transceiver. If the transceiver is on-board, no
transceiver cable is necessary.

● Thick Ethernet RG8 coaxial cable, 50 Ohm – A heavy-gauge,
high-quality special cable used for Ethernet. The transceiver
connection points are identified every 2.5 meters. The maximum
length of a segment is 500 meters. With a maximum of four
repeaters, this results in a maximum length of a Ethernet network
of 2,500 meters.
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2

Ethernet Components

● Thin Ethernet RG58 coaxial cable, 50 Ohm – A light-gauge
connection cable with lower quality, but otherwise the same
transmission properties as a thick Ethernet coaxial cable. It is
intended for easier installation of systems that are located next to
one another. The maximum length of a segment is 180 meters. A
maximum length of 540 meters can be achieved using repeaters.

● Terminator resistors, 50 Ohm – Resistors which are attached to
both ends of the Ethernet coaxial cable in order to avoid signal
reflection.

● Twisted pair cable – The cable consists of four pair of conductors
arranged in twisted pairs. Each twisted pair provides improved
noise reduction. Both shielded twisted pair (STP) and unshielded
twisted pair (UTP) cable are available for LANs. STP cable has a
protective sheath around it to improve data transmission. UTP
cable is cheaper and easier to install. These cables are used in star
topologies with a hub in the center. The maximum distance from
the hub to each system is 100 meters. The two most popular types
of twisted pair cabling are Category 3 and Category 5. Category 3
(voice grade) features two to three twists per foot and is used in
10BaseT and 100BaseT4 networks. Category 5 (data grade)
featuring two to three twists per inch is used in 10BaseT and
100BaseTx networks.



2

Introduction to Local Area Networks 2-13
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Sun Communications Controllers

ATM

Sun™ provides the following ATM controller interfaces:

● SunATM™-155 SBus fiber controller (ba0 )

● SunATM-155 SBus UTP5 controller (ba0 )

● SunATM-622 SBus/PCI fiber controller (ba0 )

Ethernet

Sun provides the following Ethernet controller interfaces:

● Lance Ethernet SBus controller (le0 )

● Quad Lance Ethernet SBus controller (qe0-3 )
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2

Sun Communications Controllers

Fast Ethernet

Sun provides the following Fast Ethernet controller interfaces:

● Sun Fast Ethernet™ 1.0 SBus controller (be0 )

● Sun Quad FastEthernet™ 1.0 SBus controller (hme0-3 )

● Sun Quad FastEthernet™ 2.0 SBus controller (qfe0-3 )

● SunFastEthernet™ 2.0 SBus/PCI controller (hme0)

FDDI

Sun provides the following FDDI controller interfaces:

● SunFDDI/S™ SAS Fiber SBus controller - single (nf0 )

● SunFDDI/S DAS Fiber SBus controller - double (nf0 )

Token Ring

Sun provides the following Token Ring controller interface:

● SunTri/S™ 4/16 Mbps SBus controller (tr0 )

Gigabit Ethernet

Sun provides the following Gigabit Ethernet controller interfaces:

● Vector Gigabit Ethernet V1.1 (vge0 )

● GEM Gigabit Ethernet V2.0 (ge0 )
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LAN Methodologies

Ethernet – IEEE 802.3

Ethernet is assumed to be the LAN method unless otherwise
stated. It is estimated that more than 85 percent of all installed
network connections use the Ethernet. This means there are over
200 million interconnected workstations, PCs, and servers using
Ethernet today.

High reliability is critical to the success of an enterprise;
therefore, ease of installation and support are primary
considerations in the choice of a network method. Since the
introduction of the star configuration with 10-BASE-T hubs,
Ethernet methodology has become extremely reliable.
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LAN Methodologies

Ethernet – IEEE 802.3 (Continued)

Fast Ethernet, known as 100-BASE-T, delivers 100 Megabits per
second (Mbps) over Category 5 unshielded twisted-pair (UTP),
multimode fiber, and single-mode fiber-optic cable. Even though
10-BASE-T can be used with the old thick-net backbone,
100-BASE-T really needs the very high bandwidth a switched
backbone environment provides. Another advantage to the
100-BASE-T fast Ethernet is that the applications and protocols
used for the conventional 10 Mbps Ethernet are compatible, so
there is no need for additional software at each workstation.

Asynchronous Transfer Mode

ATM eliminates inefficiencies by dynamically sharing network
bandwidth among multiple logical connections. Instead of
dividing the bandwidth into dedicated channels, ATM uses the
entire bandwidth of a WAN trunk to transmit a steady stream of
53-byte cells. Each cell has an address to identify it with a
particular logical connection and 48 bytes of information. ATM
has been defined at speeds of 45 Mbps, 100 Mbps, 155 Mbps, and
622 Mbps. Sun provides hardware and software support for 155
Mbps and 622 Mbps.

The ATM LAN equipment includes ATM switches, routers, hubs,
bridges, and workstations. Hubs provide high-speed,
concentrated access for many users to a shared resource like a
database server. ATM routers or hubs are access devices that
accept multiple routing protocols (Ethernet, TokenRing) and
convert them into ATM cells for transport over the ATM WAN.
Because hubs can convert various protocols to ATM, it is the
perfect medium to support multiple services. ATM WANs
provide frame relay, switched multimegabit data service (SMDS),
native ATM, voice, and video over wide area circuits. A cell relay
service delivers ATM cells directly, while other services use ATM
adaptation layers (AALs) to translate non-ATM traffic into cells.
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LAN Methodologies

Asynchronous Transfer Mode (Continued)

The SunATM-155 SBus Adapter supports 155 Mbps and the
SunATM-622/MMF SBus Adapter supports 622 Mbps, over
62.5/125 mm fiber-optic cable.

Token Ring – IEEE 802.5

The Token Ring network was originally developed by IBM. It is
still IBM's primary LAN technology. Only Ethernet/IEEE 802.3
enjoys a larger LAN popularity.

Token-passing networks move a small command frame, called a
token, around the (circular or ring) network. Possession of the
token grants the possessor the right to transmit data. To transmit
data, the token is changed to a data frame and the information is
attached. This data frame is then passed onto the ring. The
header containing the address of the recipient is read by each
station on the ring until the destination is reached. The
destination can be a a router or gateway which transfers the data
to another LAN or WAN.

If the node receiving the token has no information to send, it
passes the token to the next end station. Each station can hold the
token for a predetermined period of time.

The IBM Token Ring network uses a star topology which
contributes to its network reliability. All information in a Token
Ring network is detected by active, intelligent hubs. When a data
frame is received by the hub, it is passed directly to the recipient
without traveling though every other station on the ring. This is
one major advantage star topology has over a true ring topology.

The hubs in this star configuration can be programmed to check
for problems (nodes not responding or passing the token) and
selectively remove that node from the ring. Reports are generated
and messages are sent to administrators notifying them of the
problem.
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LAN Methodologies

Fiber Distributed Data Interface

Today, although FDDI implementations are not as common as
Ethernet or Token Ring, FDDI has gained a substantial following
that continues to increase as the cost of FDDI interfaces
decreases. FDDI is frequently used as a backbone technology as
well as a means to connect high-speed computers in a local area.

ISO has created an international standard for FDDI. FDDI
specifies a 100-Mbps, token-passing, dual-ring LAN using a fiber-
optic transmission medium. It defines the Physical layer and
media-access portion of the Link layer, and so is roughly
analogous to Institute of Electrical and Electronic Engineers
(IEEE) 802.3 and IEEE 802.5 in its relationship to the OSI
reference model.

The dual-ring fiber-optic medium allows for a true bidirectional,
simultaneous, full-duplex operation at 100 Mbps on each Fib
Channel. Due to the nature of fiber-optic material, a token
passing protocol is required. Thus the similarities to TokenRing
are many but the speed of the FDDI network is much greater.

FDDI uses optical fiber as a transmission medium. Optical fiber
offers several advantages over traditional copper wiring:

▼ Security – Fiber does not emit electrical signals that can be
illegally monitored. This is a security advantage.

▼ Reliability – Fiber is immune to electrical interference.

▼ Speed – Optical fiber has much higher throughput potential
than copper cable.

▼ Interference – There is no interference from outside EMI
(electromagnetic interference) sources.
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LAN Methodologies

Fiber Distributed Data Interface (Continued)

FDDI supports real-time allocation of network bandwidth,
making it ideal for a variety of different application types. FDDI
provides for two types of traffic: synchronous and asynchronous.

Synchronous traffic consumes a dedicated portion of the
100-Mbps total bandwidth of a FDDI network, while
asynchronous traffic consumes the rest. Synchronous bandwidth
is allocated to those nodes requiring continuous transmission
capability. Such capability is useful for transmitting voice and
video information, for example. Other nodes use the remaining
bandwidth asynchronously.

Asynchronous bandwidth is allocated using a priority scheme:
each node is assigned a priority level. FDDI also permits
extended dialogues, where nodes temporarily use all of the
asynchronous bandwidth available. The FDDI priority scheme
can temporarily lock out stations that have too low an
asynchronous priority.
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Network Media

Six types of medium commonly used in Ethernet networking are

● 10BASE-5

● 10BASE-2

● 10BASE-T

● 100BASE-TX

● 100BASE-T4

● 100BASE-FX

IEEE Shorthand

Media types are displayed with their IEEE identifiers. These identifiers
include three pieces of information:

● The first part, 10 or 100, stands for a media speed of 10Mbps or
100Mbps, respectively.

● The second part, BASE, stands for baseband, which is a type of
signaling. Baseband signaling means Ethernet signals are the only
signals carried over the media system.

● The third part of the identifier provides a rough indication of
segment type or length. For thick coaxial, a 5 indicates the 500
meter maximum length allowed for individual segments of thick
coaxial cable. For thin coax, the 2 implies 200 meters which is
rounded up from the 185 meter maximum length for individual
thin coaxial segments. The designation T or F stands for twisted-
pair or fiber optic cable, respectively.

The thick coaxial media segment was the first to be defined in the
earliest Ethernet specifications. Next came the thin coaxial segment,
followed by the twisted-pair, and fiber optic media segments. The
twisted-pair segment type is widely used today for making network
connections to the desktop.
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Network Media

10BASE-5 (Thick Ethernet)

This is a thick coaxial media system. It was the first media system
specified in the original Ethernet standard of 1980.

Thick coaxial segments are sometimes installed as a “backbone”
segment for interconnecting Ethernet hubs, since thick coaxial media
provides a low-cost cable with good electrical shielding that can carry
signals up to 500 meters. Thick coaxial cable is limited to carrying
10-Mbps signals only.

10BASE-2 (Thin Ethernet)

The thin coaxial Ethernet system uses a more flexible cable that
makes it possible to connect the coaxial cable directly to the Ethernet
interface in the computer. This results in a lower-cost and easier to use
system that was popular for desktop connections until the twisted-pair
media system was developed.

The flexibility and low cost of the thin coaxial system continues to
make it popular for networking clusters of workstations in an open lab
setting, for example. However, like the thick coaxial system, thin coax
is limited to carrying 10-Mbps signals only.



2-22 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

2

Network Media

10BASE-T (Twisted-Pair Ethernet)

The specifications for the twisted-pair media system were published in
1990. This system has since become the most widely used medium for
connections to the desktop.

The 10BASE-T system operates over two pairs of wires: one pair
receives data signals and the other pair transmits data signals. The two
wires in each pair must be twisted together for the entire length of the
segment, a standard technique used to improve the signal carrying
characteristics of a wire pair. Multiple twisted-pair segments
communicate by way of a multiport hub.

10BASE-T can be implemented over Category 3 or Category 5 twisted
pair cable.

100BASE-TX

The 100BASE-TX media system is based on specifications published in
the ANSI TP-PMD physical media standard. The 100BASE-TX system
operates over two pairs of wires, one pair receives data signals and the
other pair transmits data signals. Since the ANSI TP-PMD specification
provides for the use of either unshielded twisted-pair or shielded
twisted-pair cable, the 100BASE-TX system can use both. 100BASE-TX
cannot be implemented over Category 3 cable.

.
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Network Media

100BASE-T4

Similar to 100BASE-TX, 100BASE-T4 operates over four pairs of wires,
with a signalling system that makes it possible to provide Fast
Ethernet signals (100 MHZ) over standard voice-grade Category 3, 4,
or 5 unshielded twisted-pair cable. One pair transmits data (TX), one
pair receives data (RX), and two pairs are bidirectional data pairs (BI).
Each pair is polarized, with one wire of the pair carrying the
positive (+) signal, and the other wire of the pair carrying the
negative (-) signal.

The 100BASE-T4 specifications recommend using Category 5 patch
cables, jumpers, and connecting hardware whenever possible, since
the higher quality components and cable will improve the reception of
signals on the link

100BASE-FX (Fiber Optic Ethernet)

The 100BASE-FX fiber optic media system uses pulses of light instead
of electrical currents to send signals. The use of fiber provides superior
electrical isolation for equipment at each end of the fiber link. While
Ethernet equipment used in metallic media segments has protection
circuits designed for typical indoor electrical hazards, fiber optic
media is totally non-conductive. This complete electrical isolation
provides immunity from much larger electrical hazards, such as
lightning strikes, and from different levels of electrical ground currents
that can be found in separate buildings. Complete electrical isolation is
essential when using Ethernet segments to link separate buildings.

A major advantage of the 100BASE-FX fiber optic link segment is the
long distances that it can span. Another major advantage is that fiber
optic media can support transmission speeds higher than 10Mbps.
When designing a network backbone, you can use fiber-optic media to
link 10-Mbps and/or 100-Mbps hubs. The same fiber optic media will
handle both speeds.
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Multimode Ethernet

Because of packet switching and the Ethernet being so versatile and
adaptable, an Ethernet network can include a variety of network
speeds and interfaces. Figure 2-4 shows how mixing products from
various vendors is also possible because of the standards laid out in
the IEEE 802.3 specifications.

Figure 2-4 Heterogeneous Networking Topologies

It is easy and allowable to set up subnets with 10BaseT and 100BaseT
systems sharing the hub or backbone as long as the hub or backbone
supports 100BaseT. 10BaseT, 100BaseT, 100BaseFX, and 1GBaseFX can
all be used without protocol conversions. Sometimes, however, it is
more practical to convert a system such as ATM-622 because it handles
larger data packets enabling a higher throughput to and from large
database servers. For example:

● 10BaseT designates 10 Mbits per second (Mbits/sec) on Category
3, 4, or 5 UTP.

● 100BaseT4 designates 100 Mbit/sec on four-pair Category 3, 4, or 5
UTP.

● 100BaseTX designates 100Mbit/sec on two-pair Category 5 UTP.

● 100BaseFX designates two strands of multimode fiber-optic cable.
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Exercise: Reviewing the Module

Exercise objective – Review important concepts put forth in this
module.

Preparation

Review module contents.
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Exercise: Reviewing the Module

Tasks

Answer the following questions:

1. Match the terms to their definition.

____ Backbone a. A contiguous length of cable

____ Segment b. A device that connects two or
more network segments of the
same physical media type

____ 10BASE-T c. Specification for 100-Mbps,
unshielded-twisted-pair media

____ Repeater d. A device that translates protocols
in order to send packets to a net-
work using a different protocol

____ Bridge e. Central device through which all
hosts in a twisted-pair, Ethernet
installation are connected

____ Router f. The primary connectivity
mechanism of an Ethernet
network

____ Gateway g. A device that amplifies and re-
generates data signals and sends
them to the next segment of cable

____ CAT 5 h. Specification for 10-Mbps,
unshielded, twisted-pair media

____ Switch i. A device that sends packets to
another network which is using
the same protocol

____ Hub j. Multiport device which provides for
the logical dynamic connection and
disconnection between any two
cable segments without operator
involvement
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Exercise: Reviewing the Module

Tasks (Continued)

2. Which of the following functions does a router perform?

a. Adds a preamble to the network packet

b. Forwards packets based on the destination IP address

c. Specifies the MTU (maximum transmission unit)

d. Fragments datagrams, if necessary

e. Uses the destination port number to identify the appropriate
application to invoke

3. A LAN can be configured with which of the following
topologies?

a. Ring

b. Star

c. Bus

d. Wing
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Exercise: Reviewing the Module

Tasks (Continued)

4. Which of the following Ethernet specifications support
100 Mbps?

a. 10BASE-5

b.10BASE-2

c. 100BASE-FX

d.10BASE-T

e. 100BASE-T4

f. 100BASE-TX

5. List the benefits of a LAN.

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Reviewing the Module

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Reviewing the Module

Task Solutions

Answer the following questions:

1. Match the terms to their definition.

f Backbone a. A contiguous length of cable

a Segment b. A device that connects two or
more network segments of the
same physical media type

h 10BASE-T c. Specification for 100-Mbps, unshielded-
twisted-pair media

g Repeater d. A device that translates protocols
in order to send packets to a net-
work using a different protocol

b Bridge e. Central device through which all
hosts in a twisted-pair, Ethernet
installation are connected

i Router f. The primary connectivity
mechanism of an Ethernet
network

d Gateway g. A device that amplifies and re-
generates data signals and sends them
to the next segment of cable

c CAT 5 h. Specification for 10-Mbps,
unshielded, twisted-pair media

j Switch i. A device that sends packets to
another network which is using
the same protocol

e Hub j. Multiport device which provides for
the logical dynamic connection and
disconnection between any two
cable segments without operator
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Exercise: Reviewing the Module

Task Solutions (Continued)

2. Which of the following functions does a router perform?

b. Forwards packets based on the destination IP address

d. Fragments datagrams, if necessary.

3. A LAN can be configured with which of the following
topologies?

a. Ring

b. Star

c. Bus

4. Which of the following Ethernet specifications support
100 Mbps?

c. 100BASE-FX

e. 100BASE-T4

f. 100BASE-TX

5. List the benefits of a LAN.

▼ Resource sharing

▼ Workgroup synergy

▼ Management (centralized/decentralized)

▼ Data access and integration

▼ Economic savings
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Exercise: Identifying Lab Components

Exercise objective – Identify the major components which make up
the training lab network.

Tasks

Complete the following steps:

1. Contact your instructor before completing step 2.

2. Using information provided by your instructor, identify the
major components which make up the training lab network.
Include the following information:

▼ Subnets

● Subnet name

● Subnet IP address

▼ Hosts

● Host names

● Internet addresses
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Exercise: Identifying Lab Components

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe the benefits of a LAN

❑ Identify various LAN topologies

❑ List the components of a LAN

❑ Define various networking-related terms such as backbone, segment,
repeater, bridge, switch, router, and gateway
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Think Beyond

This module covered basic networking concepts. The next series of
training modules will focus on how network services used on a daily
basis (electronic mail and file sharing, for example) are implemented.
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Ethernet Interface 3

Objectives

Upon completion of this module you should be able to:

● Define the following terms: Ethernet, packet, and maximum transfer
unit

● Describe Ethernet addresses

● List the components of an Ethernet frame

● Define encapsulation

● Describe the purpose of CSMA/CD

● Determine an Ethernet broadcast address

● Use the commands netstat and snoop
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● How does the Hardware layer of the TCP/IP model prepare user
data for transmission to the network?

● How does Ethernet hardware arbitrate access between multiple
machines to a common medium?

● What are some of the issues surrounding Ethernet interface
configuration, management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● Man pages for ifconfig, netstat , and snoop
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Introduction to Ethernet

Ethernet is the most popular LAN technology. Now specified in a
standard, IEEE 802.3, Ethernet was created by Xerox and then
developed by Xerox, DEC, and Intel. Ethernet was designed as a
packet-switching LAN over broadcast technology. Devices are
connected to the cable and compete for access using a CSMA/CD
protocol. Figure 3-1 shows the TCP/IP network model layers with
which Ethernet is associated.

Figure 3-1 Ethernet TCP/IP Layers

Network Interface layer

Hardware layer

Transport layer

Internet layer

Application layer
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Ethernet Major Elements

Ethernet networks are comprised of three major elements:

● Hardware cables, connectors, and circuitry that transfer data to
and from a packet-switching network of computers

● An Ethernet packet which is a unit of data sent across a network

● The Ethernet access method protocol (CSMA/CD), which is used
to control packet transmission and flow over the Ethernet
hardware
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Access Method

CSMA/CD

Hosts send messages on an Ethernet LAN using a Network Interface
layer protocol and CSMA/CD.

CSMA/CD ensures that only one device on a single segment transmits
at a time and all hosts receive the transmission. If two devices try to
transmit at the same time, the transmit collision is detected by the
transceiver, and both devices wait a random (but short) period before
trying to transmit again using an exponential back-off algorithm.
Figure 3-2 shows how CSMA/CD accesses the network.
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Access Method

CSMA/CD (Continued)

Figure 3-2 CSMA/CD Network Access Flowchart

This model represents the CSMA/CD as it was developed for the
original topology used for Ethernet. That was a single-wire, bi-
directional backbone. The theory of operations is still the same, but
today’s Ethernet topologies use intelligent components which allow
for a much higher throughput of data.

A fact of life with shared media topology is that collisions are going to
happen. The more a node transmits on a network, the more likely
collisions are going to occur. The collisions increase at an exponential
rate until there is almost no throughput of data.
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Switched Ethernet

Switched Ethernet reduces the number of collisions on a network by
removing the physical backbone network wire and replacing it with a
central hub device that can receive, store, and transmit packets.
Implementing an Ethernet switch can reduce the potential for
collisions since it provides multiple dedicated paths for network ports.
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Switched Ethernet

Increased throughput on segments means you can connect the
segments to each other through another hub, but at a much higher
transfer rate. Figure 3-3 illustrates how you can use FDDI or Fast
Ethernet to interconnect these hubs, which greatly increases intranet
transfer rates and makes Internet connections more economical.

Figure 3-3 Switched Ethernet Diagram

Connecting multiple subnets into an intranet using Fast Ethernet
requires no protocol changes, thus, the cost of such a speed increase is
minimized.

100BASE-T

10BASE-T
10BASE-T

10BASE-T

10BASE-T

10BASE-T

Hub

Hub

Hub

Hub

Hub

Ethernet switch



3

Ethernet Interface 3-9
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Ethernet Address

An Ethernet address is a host’s unique hardware address. It is 48 bits
long and is displayed as 12 hexadecimal digits (six groups of 2 digits)
separated by colons. For example:

08:00:20:1e:56:7d

Unique Ethernet addresses are administered by IEEE. The first three
octets are vendor specific and are designated by IEEE. Sun systems
usually begin with the sequence 8:0:20. The E10K systems use a
different ethernet sequence and begin with 0:0:be. Sun assigns the last
three octets to the products it manufactures. This method ensures that
each node on an Ethernet has a unique Ethernet address.

On Sun systems, the Ethernet address is read from PROMs (read-only
memory) in the system hardware.
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Ethernet Address

Sending Messages

There are three types of Ethernet addresses which can be used to
communicate across a network:

● Unicast address

A host sends a message to another host on the Ethernet using a
unicast address. Individual host Ethernet addresses are used for
one-to-one, unicast transmissions.

● Broadcast address

A host sends a message to all hosts on the local Ethernet using a
broadcast address. The Ethernet broadcast address is all ones
(ff:ff:ff:ff:ff:ff in hex). When an Ethernet frame is
received with a destination address of all ones, the Network
Interface layer passes it to the next layer.
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Ethernet Address

Sending Messages (Continued)

● Multicast address

A host sends a message to a subset of hosts on the network. In
Ethernet multicast addressing, the first three octets must contain
a value of 01:00:5E . The last three octets are used to assign host
group identify.
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Ethernet Frame

Ethernet Frame Analysis

An Ethernet frame is a single unit of data transported through the
LAN. It is a series of bits with a definite beginning and end. The
Ethernet specification describes how bits are encoded on the cable and
how hosts on the network detect the beginning and end of a
transmission. Figure 3-4 illustrates the relationship in this analogy.

Figure 3-4 Ethernet Version 2 Frame Fields

Hosts use this information to receive and transmit data.

Preamble D addr S addr Type Data CRC
64 bits 48 bits 48 bits 16 bits 32 bits(maximum 1500 bytes)

1–6 7–12 13–14 15–1514 (the maximum) Last 4 octetsOctet location:



3

Ethernet Interface 3-13
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Ethernet Frame

Ethernet Frame Analysis (Continued)

Illustrated in Figure 3-4 are the:

● Preamble

The 64-bit Ethernet preamble field, composed of ones and zeros,
is used for synchronization. Synchronization helps the network
interface determine where an Ethernet frame begins.

● Destination address

The destination address field is the Ethernet address of the
destination host.

● Source address

The source address field is the Ethernet address of the sending
host.

● Type

The fourth field of the Ethernet frame describes the type of data
encapsulated in the Ethernet frame (such as IP, ICMP, ARP, or
RARP).

● Data

The data field holds information originally from the user
application.

● Cyclical redundancy check (CRC)

The CRC field is used for error detection. The value is calculated
based on frame contents, by the sending host. The receiving host
uses the same algorithm to recalculate the CRC upon arrival, and
then compares it with the frame CRC value. If the two values are
not the same, the frame is ignored.
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Ethernet Frame

Encapsulation

In telecommunication, encapsulation is the inclusion of one data
structure within another structure so that the first data structure is
transparent for the time being.

When sending data to another node on the network, data is passed
from the Application layer down to the Physical layer. Each layer adds
control information, called a header, to the front (or in some layers tail
at the back) of the data. The header information is used to ensure
proper delivery.

Encapsulation helps to maintain the atomic structure of each layer in
the TCP/IP model. Figure 3-5 illustrates how each layer in the TCP/IP
model encapsulates data with control information specific to that layer.

Figure 3-5 TCP/IP Layer Encapsulation
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Maximum Transfer Unit

An MTU is the largest amount of data that can be transferred across a
given physical network. The Ethernet MTU is hardware specific. For a
physical Ethernet interface, the MTU is 1500 bytes, while the MTU is
8232 bytes for a loopback interface. The loopback interface is a pseudo
device used to communicate or loop back to the host itself. Figure 3-6
shows how application data is broken down into the maximum frame
size (MTU) for transmission on the LAN.

Figure 3-6 Ethernet Maximum Transfer Unit
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Ethernet Error Checking

When a packet is received by a host, the Ethernet interface performs
integrity checking to verify Ethernet frame validity. The Ethernet
interface checks for the following:

● Runts

If the received packet is less than 46 bytes, the packet is too short
and is discarded.

● Jabbers

If the received packet is greater than 1500 bytes (MTU), the
packet is too long and is discarded.

● Bad CRC

If the received packet fails the CRC, the packet is corrupted and
therefore discarded.
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Useful Troubleshooting Commands

snoop

This command is located in the /usr/sbin directory.

You can use snoop to capture network packets and display their
contents. Packets can be displayed as soon as they are received or
saved to a file. When snoop writes to an intermediate file, packet loss
under busy trace conditions is unlikely. snoop itself is used to interpret
the file.

The snoop command can only be run by superuser. In summary form,
snoop only displays data pertaining to the highest-level protocol. For
example, an NFS packet will only display NFS information. The
underlying RPC, UDP, IP, and Ethernet frame information is
suppressed but can be displayed if either of the verbose options (-v
or -V ) is chosen.
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Useful Troubleshooting Commands

snoop (Continued)

The snoop command has many options that will be discussed and
used in later modules. For information about using the snoop
command, refer to the snoop man page.

Some examples of using snoop are

● Examine broadcast packets using summary mode

#snoop broadcast

Using device /dev/le(promiscuous mode)
skunk --> 128.50.255.255 RUSERS C
zebra --> 128.50.255.255 RUSERS C
mil02lab -> (broadcast) RIP R (25 destinations)
mil02lab -> (broadcast) RIP R (25 destinations)
mil02lab -> (broadcast) RIP R (25 destinations)

● Display the packet and header information of the broadcast from
one system using the verbose mode

Note – snoop only displays output when there is network traffic and
the traffic matches the search criteria.
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Useful Troubleshooting Commands

snoop (Continued)

# snoop -v broadcast
Using device /dev/hme (promiscuous mode)
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 1 arrived at 15:28:16.62
ETHER:  Packet size = 60 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:e:d:56, Sun
ETHER:  Ethertype = 0806 (ARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 1 (ARP Request)
ARP:  Sender's hardware address = 8:0:20:e:d:56
ARP:  Sender's protocol address = 129.150.65.70, hals
ARP:  Target hardware address = ?
ARP:  Target protocol address = 129.150.65.81, mil02lab
ARP:

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 15:28:17.47
ETHER:  Packet size = 106 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:15:af:b, Sun
ETHER:  Ethertype = 0800 (IP)
ETHER:
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Useful Troubleshooting Commands

snoop (Continued)

IP:   ----- IP Header -----
IP:
IP:   Version = 4
IP:   Header length = 20 bytes
IP:   Type of service = 0x00
IP:         xxx. .... = 0 (precedence)
IP:         ...0 .... = normal delay
IP:         .... 0... = normal throughput
IP:         .... .0.. = normal reliability
IP:   Total length = 92 bytes
IP:   Identification = 51010
IP:   Flags = 0x4
IP:         .1.. .... = do not fragment
IP:         ..0. .... = last fragment
IP:   Fragment offset = 0 bytes
IP:   Time to live = 1 seconds/hops
IP:   Protocol = 17 (UDP)
IP:   Header checksum = 2c13
IP:   Source address = 129.150.65.16, mil02lab
IP:   Destination address = 129.150.65.255, 129.150.65.255
IP:   No options
IP:
UDP:  ----- UDP Header -----
UDP:
UDP:  Source port = 520
UDP:  Destination port = 520 (RIP)
UDP:  Length = 72
UDP:  Checksum = D0E9
UDP:
RIP:  ----- Routing Information Protocol -----
RIP:
RIP:  Opcode = 2 (route response)
RIP:  Version = 1
RIP:
RIP:  Address                        Port   Metric
RIP:  192.168.10.0    192.168.10.0     0     2
RIP:  129.150.212.0   129.150.212.0    0     1
RIP:  129.220.0.0     129.220.0.0      0     2
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Useful Troubleshooting Commands

snoop (Continued)

● Display information on any packet going to or coming from the
host cherries using summary verbose mode

# snoop -V cherries
Using device /dev/hme (promiscuous mode)
________________________________
wrapper -> cherries ETHER Type=0800 (IP), size = 98 bytes
wrapper -> cherries IP  D=129.150.165.123 S=129.150.165.114
LEN=84, ID=7780
wrapper -> cherries ICMP Echo request
________________________________
cherries -> wrapper ETHER Type=0800 (IP), size = 98 bytes
cherries -> wrapper IP  D=129.150.165.114 S=129.150.165.123
LEN=84, ID=5905
cherries -> wrapper ICMP Echo reply

To enable data captures from the snoop output without losing packets
while writing to the screen, send the snoop output to a file. For
example:

# snoop -o /tmp/snooper -V cherries

returns the same type of information as shown previously but
stores it in the /tmp/snooper file. While snoop is capturing
information, a record counter displays the recorded packets. The
actual output of the snoop command is in a data-compressed
format and can only be read with the snoop -i command. To read
this format, issue the following command:

# snoop -i /tmp/snooper

  1   0.00000 wrapper -> cherries ICMP Echo request
  2   0.00106 cherries -> wrapper ICMP Echo reply
  3   0.99110 wrapper -> cherries ICMP Echo request
  4   0.00099 cherries -> wrapper ICMP Echo reply
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Useful Troubleshooting Commands

netstat

This command is located in the /usr/bin directory. When used with
the -i option, netstat displays the state of the Ethernet interfaces.

# netstat -i
Name Mtu Net/Dest Address Ipkts Ierrs Opkts Oerrs Coll Queue
lo0 8232 loopback localhost 5248 0 5248 0 0 0
hme0 1500 128.50.0.0 mule 77553 4 39221 2 2103 0

The fields are:

● Name– The name of the device (interface).

● Mtu – The maximum transfer unit in bytes.

● Net/Dest – The network number. This field references the
/etc/inet/networks file. This file is discussed later in this
course.

● Address – The IP address for that interface. This field references
the /etc/inet/hosts file.

● Ipkts/Ierrs – The input packets and errors.

● Opkts/Oerrs – The output packets and errors.

● Coll – The number of collisions on this interface.

● Queue – The number of packets awaiting transmission.



3

Ethernet Interface 3-23
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Useful Troubleshooting Commands

ifconfig

This command is located in the /usr/sbin directory. The ifconfig
command is used to display information about the configuration of the
network interface specified. The following example shows the
configuration of an hme0 interface, including the Ethernet addresses:

# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 129.150.65.124 netmask ffffff00 broadcast 129.150.65.255
ether 8:0:20:80:d0:a7

There are many other functions of ifconfig which will be discussed
in Module 5.
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Exercise: Using the snoop and netstat Commands

Exercise objective – Use the snoop and netstat commands to
examine Ethernet frames.

Note – While you may not understand everything you see at this
point, you should at least become familiar with the command syntax,
options, and output format. Troubleshooting will be covered in
Module 15.

Tasks

Answer the following questions and complete the tasks:

1. Match the terms to their definition.

______ MTU a. A general term used to describe
the unit of data sent across a
packet-switching network

______ Unicast b. A protocol which enables concurrent
multiple communications among
nodes on a network

______ Preamble c. A local area packet-switching network

______ Ethernet d. The process of passing data from
layer to layer in the protocol
stack and adding header infor-
mation to the data at each layer

______ Encapsulation e. The field in the Ethernet frame
that describes the type of data
being carried in the frame

______ Packet f. A message sent to an individual host

______ Frame g. The field in an Ethernet frame
used for synchronization purposes
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Exercise: Using the snoop and netstat Commands

Tasks (Continued)

______ Packet-switching h. The maximum number of
data octets contained in a
Network Interface layer frame

______ Type field i. The unit of data sent from the
Network Interface layer to the
Physical layer

2. Open a terminal window and run the following command. Look
at the various modes and options for capturing and viewing
frames.

# man snoop

What snoop option is used to display size of the entire Ethernet
frame in bytes on the summary line?

__________________________________________________________

What option would you use to capture frames to a file instead of
to standard output?

__________________________________________________________

How would you make the output of snoop verbose?

__________________________________________________________

Which snoop option is used to display frames arriving on a non-
primary interface, such as le1 or hme1 ?

__________________________________________________________



3

3-26 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Using the snoop and netstat Commands

Tasks (Continued)

3. Open another terminal window and run netstat to determine
the name of your Ethernet interface.

# netstat -i

What are the names of the Ethernet interfaces on your machine
and what are their purposes?

__________________________________________________________
__________________________________________________________
__________________________________________________________

4. In one terminal window, run snoop to capture only broadcast
frames. Let this command run for the next step.

# snoop broadcast

5. In another terminal window, log in to another host on your
network and issue the command rup .

Does rup issue broadcast frames?

__________________________________________________________

Do you see the replies to rup? Why?

__________________________________________________________

Do you see hosts in other subnets? Why or why not?

__________________________________________________________
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Exercise: Using the snoop and netstat Commands

Tasks (Continued)

6. Stop the snoop command that is running and repeat step 4, but
this time run snoop in verbose mode.

# snoop -v broadcast

7. Repeat step 4 again, but this time run snoop in verbose
summary mode.

# snoop -V broadcast

How do the two formats differ?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

8. Log off the remote host and quit all instances of snoop you are
running.
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Exercise: Using the snoop and netstat Commands

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications



3

Ethernet Interface 3-29
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Using the snoop and netstat Commands

Task Solutions

Answer the following questions and complete the tasks:

1. Match the terms to their definition.

h MTU a. A general term used to describe the
unit of data sent across a packet-
switching network

f Unicast b. A protocol which enables concurrent
multiple communications among
nodes on a network

g Preamble c. A local area packet-switching
network

c Ethernet d. The process of passing data from
layer to layer in the protocol stack
and adding header information to
the data at each layer

d Encapsulation e. The field in the Ethernet frame that
describes the type of data being
carried in the frame
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Exercise: Using the snoop and netstat Commands

Task Solutions (Continued)

a Packet f. A message sent to an individual host

i Frame g. The field in an Ethernet frame used
for synchronization purposes

b Packet-switching h. The maximum number of data octets
contained in a Network Interface
layer frame

e Type field i. The unit of data sent from the
Network Interface layer to the
Physical layer

2. Open a terminal window and run the following command. Look
at the various modes and options for capturing and viewing
frames available to you.

# man snoop

What snoop option is used to display size of the entire ethernet
frame in bytes on the summary line?

-s

What option would you use to capture frames to a file instead of
to standard output?

-o filename

How would you make the output of snoop the most verbose?

Run snoop with -v option.



3

Ethernet Interface 3-31
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Using the snoop and netstat Commands

Task Solutions (Continued)

Which snoop option is used to display frames arriving on the
non-primary interface?

-d

3. Open another terminal window and run netstat to determine
the name of your Ethernet interface.

# netstat -i

What are the names of the Ethernet interfaces on your machine
and what are their purposes?

hme0 Network interface providing access to the LAN.

4. In one terminal window, run snoop to capture only broadcast
frames. Let this command run for the next step.

# snoop broadcast

5. In another terminal window, log in to another host on your
subnet and issue the command rup .

Does rup issue broadcast frames?

Yes

Do you see the replies to rup ? Why?

No status replies because the replies are sent to the host where rup
originated. Note that ARP requests may be present.

Do you see hosts in other subnets? Why or why not?

No because snoop is LAN specific.
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Exercise: Using the snoop and netstat Commands

Task Solutions (Continued)

6. Stop the snoop command that is running and repeat steps 4, but
this time run snoop in verbose mode.

# snoop -v broadcast

7. Repeat steps 3 and 4 again, but this time run snoop in verbose
summary mode.

# snoop -V broadcast

In general, how do the two formats differ?

-v Verbose mode. Print packet headers in lots of detail. This
display consumes many lines per packet and should be used
only on selected packets.

-V Verbose summary mode. This is halfway between summary
mode and verbose mode in degree of verbosity. Instead of
displaying just the summary line for the highest level
protocol in a packet, it displays a summary line for each
protocol layer in the packet.

8. Log off the remote host and quit all instances of snoop you are
running.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Define the following terms: Ethernet, packet, and maximum transfer
unit

❑ Describe Ethernet addresses

❑ List the components of an Ethernet frame

❑ Define encapsulation

❑ Describe the purpose of CSMA/CD

❑ Determine an Ethernet broadcast address

❑ Use the commands netstat and snoop
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Think Beyond

You have learned that each Ethernet hardware interface is assigned a
unique identifier called the Ethernet address. Given that network
applications use IP addresses to get around the network, how does
TCP/IP resolve application level IP addresses to Network Hardware
level Ethernet addresses?
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ARPandRARP 4

Objectives

Upon completion of this module you should be able to:

● Define address resolution

● Describe the process used to map a destination Internet address to
a destination Ethernet address

● Describe the process used to map a machine’s Ethernet address to
it’s Internet address
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Relevance

Discussion – The following question is relevant to understanding
the content of this module:

● Given that Ethernet addresses are used as the unique identifier of
the network interface, how are Internet layer IP addresses
translated to Ethernet addresses for host access?

References

Additional resources – The following reference can provide additional
details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.
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Introduction to Address Resolution

Address resolution is the process of mapping a 32-bit IP address to a
48-bit Ethernet address. Reverse address resolution is the process of
mapping a 48-bit Ethernet address to a 32-bit IP address. These
important networking functions are performed by the ARP and RARP
protocols. Figure 4-1 shows the TCP/IP network model layers
applicable to address resolution/reverse address resolution.

Figure 4-1 Address Resolution TCP/IP Layers
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Why ARP Is Required

Recall that data is encapsulated into an Ethernet frame before it is
transmitted. The Ethernet frame is composed of fields for addressing
information as well as data, data type, and error checking as shown in
Figure 4-2. Each of these fields must be complete prior to sending the
frame.

Figure 4-2 Ethernet Version 2 Frame Components
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Why ARP Is Required

The sending host must obtain and complete the contents of each field
in the Ethernet frame. The sending host already “knows” what it
wants to send (the data) and the Internet and Transport protocols it
wants to use; it can automatically calculate a CRC.

However, the sending host may not have the destination Ethernet
address. In order to obtain the destination Ethernet address, the IP
header in the data portion of the Ethernet frame must include the
source and destination IP address information. The sending host
initially obtains its address by consulting the /etc/nsswitch.conf
file. The /etc/nsswitch.conf specifies which name service to use
such as the local database, /etc/inet/hosts .

The sending host completes the source and destination fields of the
Ethernet header. The source Ethernet address is retrieved from the
kernel which obtains it from NVRAM on bootup.

The Ethernet frame is almost ready to send. All that is required is the
destination host’s Ethernet address.

The sending host uses ARP to obtain the destination host’s Ethernet
address as illustrated in Figure 4-3.

Figure 4-3 Ethernet Frame Address Resolution

If the final destination (receiving system) of the message being sent is
on the same LAN as the sending system, only one address resolution
is required. If, on the other hand, the final destination of the message is
on a different LAN, multiple address resolutions will be required, one
for each hop through a router until the final destination is reached.
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Address Resolution Protocol

ARP is the process that builds an address link between the Internet
layer and Network Interface layer. It is used by a host to prepare a unit
of information for network transmission.

ARP Request

The ARP table, cached in memory, stores requested Ethernet addresses
for up to 5 minutes. This table is read each time a destination Ethernet
address is required to prepare an Ethernet frame for transmission. If an
Ethernet address does not appear in the ARP table, an ARP broadcast
request must be sent.
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Address Resolution Protocol

ARP Request (Continued)

A trace of the ARP request using the snoop command is done as
follows:

In this example, the requesting host broadcasts an ARP request packet
to all hosts on the subnet using the broadcast address
ff:ff:ff:ff:ff:ff .

# snoop -v arp
Using device /dev/le (promiscuous mode)
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 1 arrived at 16:15:29.64
ETHER:  Packet size = 42 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:75:6e:6f, Sun
ETHER:  Ethertype = 0806 (ARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 1 (ARP Request)
ARP:  Sender's hardware address = 8:0:20:75:6e:6f
ARP:  Sender's protocol address = 128.50.1.2, mule
ARP:  Target hardware address = ?
ARP:  Target protocol address = 128.50.1.3, rhino
ARP:



4

4-8 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Address Resolution Protocol

ARP Reply

Each host on the subnet receives the ARP request packet. The unique
host with the matching target IP address sends a response directly to
the source Ethernet address. A trace of the ARP reply using the snoop
command is done as follows:

In this example, the host that responds sends the ARP reply packet to
the destination host, 128.50.1.2, on the same subnet.

# snoop -v arp

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 16:15:29.64
ETHER:  Packet size = 60 bytes
ETHER:  Destination = 8:0:20:75:6e:6f, Sun
ETHER:  Source      = 8:0:20:75:8b:59, Sun
ETHER:  Ethertype = 0806 (ARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 2 (ARP Reply)
ARP:  Sender's hardware address = 8:0:20:75:8b:59
ARP:  Sender's protocol address = 128.50.1.3, rhino
ARP:  Target hardware address = 8:0:20:75:6e:6f
ARP:  Target protocol address = 128.50.1.2, mule
ARP:
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Address Resolution Protocol

ARP Reply Caching

The ARP replies received by a requesting host are temporarily stored
in the ARP table managed by the system kernel. A host that replies to
an ARP request also updates its ARP table with the IP and hardware
address of the requesting host.

Complete entries map the IP address to a hardware address.
Incomplete entries contain the IP address only. Complete entries have
a time-to-live (TTL) value and a period during which they are
considered to be valid entries, (normally 5 minutes). If the entry in the
ARP table is not used before the TTL expires, the entry is
automatically deleted.

A host uses the information in the ARP table to send packets to the
destination host without having to rebroadcast an ARP request.
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ARP Table Management

The arp command displays and controls the ARP table entries used
for mapping IP addresses to Ethernet addresses.

ARP Command Examples

For example:

● To examine all entries in the ARP table, type:

# arp -a

Net to Media Table
Device IP Address Mask Flags Phys Addr
------ ----------- --------------- ------ -----------------
hme0 rhino 255.255.255.255 08:00:20:75:8b:59
hme0 mule 255.255.255.255 SP 08:00:20:75:6e:6f
hme0 horse 255.255.255.255 U
hme0 224.0.0.0 240.0.0.0 SM 01:00:5e:00:00:00



4

ARP and RARP 4-11
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

ARP Table Management

ARP Command Examples (Continued)

The fields displayed are

▼ Device – The network device (interface).

▼ IP Address – The IP address requested.

▼ Mask –The netmask value applied. This is discussed later.

▼ Flags – The status of the ARP entry. Status options are:

● S – A static entry.

● P – A published entry.

● M– A mapped entry. This is indicative of a multicast
entry. Multicast is defined in the next module.

● U– An unresolved or incomplete entry.

▼ Phys Addr – The physical address also known as the Media
Access Controller (MAC) or Ethernet address.

● To examine a specific ARP table entry, type:

# arp hostname

where hostname is the name of the host or its decimal-dot
notated IP address.

● To add a permanent ARP table entry, type

# arp -s hostname ethernet_address

This overrides the default time-to-live for ARP table entries by
creating a permanent entry. Populating an ARP table manually
reduces ARP broadcast packets and can reduce network traffic on
extremely busy networks (for example, subnetwork routers
forwarding IP traffic along a busy backbone).
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ARP Table Management

ARP Command Examples (Continued)

● To add a published ARP table entry, type:

# arp -s hostname ethernet_address pub

A published ARP entry is used when a host answers an ARP
request for another host. This is a useful option for
heterogeneous environments with hosts that cannot respond to
ARP requests. The entry will be permanent unless the temp
option is given in the command.

● To delete an ARP table entry, type:

# arp -d hostname

where hostname is the name of the host or its decimal-dot
notated IP address.

● To add ARP entries from a file, type:

# arp -f filename

Entries in the file should be in the form:

hostname ethernet_address [temp ] [pub]
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Reverse Address Resolution

Reverse address resolution is the process that builds an address link
between the Network Interface layer and Internet layer.

Reverse Address Resolution Protocol

Diskless Systems

A diskless system initially must use RARP to obtain its IP address.
ARP begins with a known destination IP address and an unknown
Ethernet address. RARP begins with a known Ethernet address and an
unknown IP address.

JumpStart Systems

JumpStart™ systems are similar to diskless clients in that they depend
on another host or server to install. JumpStart clients also use RARP to
begin the install process from the server.
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Reverse Address Resolution

Reverse Address Resolution Protocol (Continued)

RARP Request

A RARP request is a broadcast packet that is generated by a booting
diskless client. Figure 4-4 shows a trace of the RARP request using the
snoop command.

Figure 4-4 snoop Trace of a RARP Request

# snoop -v rarp
Using device /dev/le (promiscuous mode)
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 1 arrived at 16:29:55.70
ETHER:  Packet size = 64 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:75:8b:59, Sun
ETHER:  Ethertype = 8035 (RARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 3 (REVARP Request)
ARP:  Sender's hardware address = 8:0:20:75:8b:59
ARP:  Sender's protocol address = 255.255.255.255, BROADCAST
ARP:  Target hardware address = 8:0:20:75:8b:59
ARP:  Target protocol address = ?
ARP:
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Reverse Address Resolution

Reverse Address Resolution Protocol (Continued)

RARP Reply

A RARP reply packet generated by another host on the same subnet is
configured to respond to the RARP request. The in.rarpd server
process responds to RARP requests.

The following shows a trace of the RARP reply using the snoop
command:

# snoop -v rarp

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 16:29:58.78
ETHER:  Packet size = 42 bytes
ETHER:  Destination = 8:0:20:75:8b:59, Sun
ETHER:  Source      = 8:0:20:75:6e:6f, Sun
ETHER:  Ethertype = 8035 (RARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 4 (REVARP Reply)
ARP:  Sender's hardware address = 8:0:20:75:6e:6f
ARP:  Sender's protocol address = 128.50.1.2, mule
ARP:  Target hardware address = 8:0:20:75:8b:59
ARP:  Target protocol address = 128.50.1.3, rhino
ARP:
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Reverse Address Resolution

Troubleshooting the in.rarpd Server

If a diskless client server is being set up for the first time, use the
following system startup script on the server to start any missing
processes:

# /etc/init.d/nfs.server start

If the client does not boot, follow these steps:

● Run the snoop -v rarp command on a third disinterested system
on the same network. If you do not see the system RARP request,
there is a network hardware problem.

● If you see the diskless client RARP request but do not see the
server’s RARP reply on the client’s boot server, check the
following:

▼ The /etc/inet/hosts file (or the Network Information
Service [Unix] /Network Information Service [Unix] +
equivalents) for the client’s hostname and IP address
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Reverse Address Resolution

Troubleshooting thein.rarpd Server (Continued)

▼ The /etc/ethers file (or the NIS/NIS+ equivalents) for the
client’s hostname and Ethernet address

▼ That the in.rarpd process is running

● Start the rarp daemon in debug mode; for example:

# /usr/sbin/in.rarpd -ad



4

4-18 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Understanding ARP

Exercise objective – Use the arp and snoop commands to display
TCP/IP address resolution.

Tasks

Answer to the following questions and complete the tasks:

1. Match the terms to their definition.

______ ARP table a. Protocol that translates an
IP address into the corresponding
Ethernet (hardware) address

______ ARP b. Information requested by an
ARP request packet

______ RARP c. Command used to configure network
interfaces.

______ CRC d. Process that listens and responds to
RARP packets

______ arp e. Command that can be used to capture
and inspect network packets

______ Mac Address f. Frame field used to check for data
corruption

______ snoop g. Protocol that translates an Ethernet
(hardware) address into a
corresponding IP address

______ ifconfig h. Command used to display and control
the ARP table

______ in.rarpd i. Structure which stores frequently
accessed Ethernet addresses
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Exercise: Understanding ARP

Tasks (Continued)

2. In a terminal window, display the current contents of the ARP
cache of your host.

# arp -a

Are there any hosts listed in the cache?

__________________________________________________________
__________________________________________________________

3. In order to contact another host, the system must “learn” the
Ethernet address of that host first. Issue the ping command to a
host in your network that is not currently in your ARP cache.

# ping hostname

Examine the ARP cache again.

# arp -a

Is there an entry for the host used with the ping command?
Would you say that ARP did its job?

__________________________________________________________
__________________________________________________________
__________________________________________________________

4. In a terminal window, log in to the host you just used with the
ping command. From there, run the snoop command in
summary verbose mode to capture broadcast frames.

otherhost# snoop -V broadcast

Note – Running snoop while remotely logged in is not recommended
but should work in this case. rlogin/telnet traffic can add to the
snoop output.
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Exercise: Understanding ARP

Tasks (Continued)

5. In a terminal window on your own host, check the contents of
your ARP cache for another host in your subnet not currently
listed. Issue the ping command for that host. (If all hosts in your
network are listed, delete one using the command in step 7.)

# ping hostname

Examine the output from the snoop command.

Did you see the ARP request?

6. In a terminal window running the snoop command, stop the
operation. Restart the snoop function in summary verbose mode
to look for frames containing ARP information.

otherhost# snoop -V arp

7. Delete the ARP cache entry for the host you used with the ping
command in step 5.

# arp -d hostname

# arp -a

Is it gone?

_________________________________________________
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Exercise: Understanding ARP

Tasks (Continued)

8. Now that the host from step 5 is no longer listed, use the ping
command with the host again.

# ping hostname

Examine the output from the snoop command.

Did you see the ARP request?

__________________________________________________________

Why?

__________________________________________________________
__________________________________________________________
__________________________________________________________

Did you see the ARP response?

__________________________________________________________

Why?

__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Understanding ARP

Tasks (Continued)

9. Use the ping command to contact a host that is currently in the
local ARP cache.

10. Examine the output from the snoop command.

Did you see the ARP request?

__________________________________________________________

Why?

__________________________________________________________
__________________________________________________________

11. Quit the snoop command and log off of the remote host.



4

ARP and RARP 4-23
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Understanding ARP

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Understanding ARP

Task Solutions

Answer the following questions and complete the tasks:

1. Match the terms to their definition.

i ARP table a. Protocol that translates an
IP address into the corresponding
Ethernet (hardware) address

a ARP b. Information requested by an
ARP request packet

g RARP c. Command used to configure
network interfaces.

f CRC d. Process that listens and responds to
RARP packets

h arp e. Command that can be used to
capture and inspect network packets

b Mac address f. Frame field used to check for data
corruption

e snoop g. Protocol that translates an Ethernet
(hardware) address into a
corresponding IP address

c ifconfig h. Command used to display and
control the ARP table

d in.rarpd i. Structure which store frequently
accessed Ethernet addresses
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Exercise: Understanding ARP

Task Solutions (Continued)

2. In a terminal window, display the current contents of the ARP
cache of your host.

# arp -a

Are there any hosts listed in the cache?

If the machine has previously contacted another machine on the LAN,
an entry will be present.

3. In order to contact another host, the system must “learn” the
Ethernet address of that host first. Issue the ping command to a
host in your network that is not currently in your ARP cache.

# ping hostname

Examine the ARP cache again.

# arp -a

Is there an entry for the host used with the ping command?
Would you say that ARP did its job?

The target machine should be listed in cache. If the network is
functioning correctly, ARP should perform as expected.

4. In a terminal window, remotely log in to the host you just used
with the ping command. From there, run the snoop command in
summary verbose mode to capture broadcast frames.

otherhost# snoop -V broadcast
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Exercise: Understanding ARP

Task Solutions (Continued)

5. In a terminal window on your own host, check the contents of
your ARP cache for another host in your subnet not currently
listed. Issue the ping command for that host. (If all hosts in your
network are listed, delete one using the command in step 7.)

# ping hostname

Examine the output from the snoop command.

Did you see the ARP request?

Yes. An address resolution was required because the host did not have
the destination host address information in cache.

Did you see the ARP response?

If the network is functioning correctly, the answer is yes.

6. In a command tool window running the snoop command, stop
the operation. Restart the snoop function in summary verbose
mode to look for frames containing ARP information.

otherhost# snoop -V arp

7. Delete the ARP cache entry for the host you used with the ping
command in step 5.

# arp -d hostname

# arp -a

Is it gone?

Yes.
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Exercise: Understanding ARP

Tasks Solutions (Continued)

8. Now that the host from step 5 is no longer listed, use the ping
command with the host again.

# ping hostname

Examine the output from the snoop command.

Did you see the ARP request?

Yes.

Why?

The destination host responded to the broadcast.

Did you see the ARP response?

Yes.

9. Use the ping command to contact a host that is currently in the
local ARP cache.

10. Examine the output from the snoop command.

Did you see the ARP request?

No.

Why?

The destination ethernet address was resolved using a local ARP cache.

11. Quit the snoop command and log off of the remote host.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Define address resolution

❑ Describe the process used to map a destination Internet address to
a destination Ethernet address

❑ Describe the process used to map a machine’s Ethernet address to
a destination Internet address
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Think Beyond

You have learned that TCP/IP uses the ARP and RARP protocols to
resolve Ethernet addresses to IP addresses. So why are IP addresses
necessary?
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InternetLayer 5

Objectives

Upon completion of this module you should be able to:

● Define the terms: IP, datagrams, and fragmentation

● Describe the four IPv4 address classes

● Define the three standard netmasks

● Define the network number

● Determine the benefits of variable length subnet masks (VLSM)

● Configure files for automatic start-up of network interfaces

● Use the ifconfig command to configure the network interface(s)

● Verify the network interface
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● How do IP addresses differ from Ethernet addresses?

● Now that IP Version 4 is running out of available addresses, what
is the alternative solution?

● What are some of the issues surrounding IP address configuration,
management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● Comer, Douglas E., 1995 Internetworking With TCP/IP, Vol. 1,
Third Edition.
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Introduction to the Internet

The Early Days

The Advanced Research Project Agency (ARPA) began formalizing the
Internet technology in the mid 1970s. The Internet was formalized in
1978. The completion of the formal Internet came in January of 1983
when the Secretary of Defense mandated that TCP/IP be used for all
network to network interconnectivity. At about the same time, the
Internet was split into two parts: ARPANET for research and MILNET
for military/defense communication.

Berkeley Software Distribution

The University of California (UC) at Berkeley was very active in UNIX
and TCP/IP technology throughout the 1980s. To encourage research
and educational involvement, UC Berkeley offered its Berkeley
Software Distribution (BSD) which included many network
communication utilities such as rlogin , rcp , rsh , rup , and rusers .
BSD contributed considerably to the growth of the Internet.
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Introduction to the Internet

Rapid Growth

In 1979, it was estimated that a few hundred systems were connected
via the Internet. By 1985, the number of connected systems eclipsed
20,000 at various universities, government sites, and corporate
research organizations. By 1994, the Internet exceeded 3 million
connected systems in 61 countries.

As a consequence of the continuing growth of the Internet, an
independent organization called the Internet Architecture Board (IAB)
was formed in 1983. The purpose of this organization included
management of request for comments (RFCs). RFCs largely dictate the
standards and protocols of the Internet. You will see RFCs mentioned
throughout the next three modules.

By 1989, the growth of the Internet was so great that a number of sub-
organizations of the IAB were formed. Included among these sub-
organizations was the Internet Engineering Task Force (IETF). In 1992,
the Internet was formally separated from the U.S. government and
ARPANET was retired. Currently, the Internet Society manages the
Internet through an organization known as the Internet Network
Information Center (INTERNIC) and continues to monitor
standardization through the IAB.

The Future

With the rapid growth of the Internet, it became clear that the Internet
Protocol (IP) Version 4 (IPv4) was reaching its limits. In 1992, the IETF
began formally meeting to discuss the future of the IP. During the
discussion phase, the next protocol was called the Internet Protocol -
Next Generation (IPng). It has been largely formalized and is now
called the Internet Protocol Version 6 (IPv6).

Throughout this module, when the term IP is used, the discussion will
apply to Internet Protocol Version 4 (IPv4). For more information on
Internet Protocol Version 6 (IPv6), refer to Appendix A of your student
guide.
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Introduction to the Internet

Figure 5-1 shows how the Internet layer fits in the TCP/IP layered
model.

Figure 5-1 TCP/IP Layered Model

Application layer

Transport layer

Hardware layer

Internet layer

Network Interface layer
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Internet Layer

Internet Protocol

The Internet Protocol is built into the system’s kernel. IP provides two
services:

● Fragmentation and reassembly of fragments for upper-level
protocols.

● The routing function for sending data. This will be discussed in
detail in the next module.
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Internet Layer

Datagrams

Datagrams are basic units of information passed across a TCP/IP
Internet. Within the datagram, is the datagram header that contains
information such as the source IP address and the destination IP
address. The header contains information on what protocol IP is to
pass the data to (such as UDP, TCP, or ICMP) and a TTL field that
determines how many gateways or hosts can process a datagram
before it expires.

Internet Control Message Protocol

The ICMP allows routers to send control or error messages to other
routers and hosts. It provides the communication mechanism between
the IP on one system and the IP on another system.

When an error occurs in the transmitted datagram, ICMP reports the
error to the system which issued the datagram (the source). This
communication by ICMP can include a control message (such as a
redirect) or an error message (such as Network is Unreachable ). This
error messaging feature can be used as a diagnostic tool by network
administrators.

ICMP also includes an echo request or reply that is used to test
whether a destination is reachable or not. The ping command uses this
protocol.

Fragmentation

Fragments are units of data that have been broken into smaller units of
data. Since the data must be able to fit into the data portion of an
Ethernet frame, it may be necessary to fragment the application data
so that it can be encapsulated into an Ethernet frame.

The fragment size is determined by the MTU of the network interface
and hardware layers. IPv4 specifies that fragmentation occur at each
router based on the MTU of the interface through which the IP
datagrams must pass.
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Classful IPv4 Addressing

Recall that an IPv4 address is a unique number assigned to a host on a
network. IPv4 addresses are 32 bits divided into four 8-bit fields. Each
8-bit field, or octet, is represented by a decimal number between 0 and
255, separated by periods; for example, 129.150.182.31 .

Each IPv4 address identifies a network and a unique host on that
network. The value of the first field determines which portion of the
IPv4 address is the network number and which portion is the host
number. The network numbers are divided into four classes: Class A,
Class B, Class C, and Class D.
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Classful IPv4 Addressing

Class A – Very Large Networks (up to 16 Million Hosts)

If the first bit is 0, the next seven bits are the network number and the
remaining 24 bits are the host number. This allows up to 127 Class A
networks.

Note – Any address beginning with 127 is reserved for loopback. See
the “Reserved Network and Host Values” section.

Class B – Large Networks (up to 65,000 Hosts)

If the first 2 bits are 10, the next 14 bits are the network number, and
the remaining 16 bits are the host number. This allows for 16,384 Class
B networks.

0

1 - 127 Example: 10.102.2.113

1 0

Example: 129.150.254.2
0 - 255128 - 191
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Classful IPv4 Addressing

Class C – Small and Mid-Sized Networks (up to 254 Hosts)

If the first 3 bits are 110, the next 21 bits are the network number, and
the remaining 8 bits are the host number. This allows for up to
2,097,152 Class C networks.

Class D – Multicast Address

If the first 4 bits are 1110, which makes the first field an integer value
between 224 and 239, the address is a multicast address. The remaining
28 bits comprise a group identification number for a specific multicast
group. An IPv4 multicast address is a destination address for one or
more hosts, while a Class A, B, or C address specifies the address for
an individual host.

Note – The IPv4 multicast address maps to an Ethernet multicast
address so the network interface can listen for an additional Ethernet
address. The low-order 23 bits of the IPv4 multicast address are placed
into the low-order 23 bits of the Ethernet multicast address. Thus, an
IPv4 address of 224.0.0.0 maps to 01:00:5e:00:00:00. The multicast
address 224.0.1.8 shown in the above example is reserved for NIS+.

1 01

Example: 192.9.227
0 - 255 0 - 255192 - 223

0 - 255 0 - 255224 - 239

1 01 1

Example: 224.0.1.8



5

Internet Layer 5-11
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Special IPv4 Addresses

IPv4 Broadcast Addresses

A broadcast address is the address used to represent broadcasts to the
network. A broadcast means that data is simultaneously sent to all
hosts on the LAN. In the Solaris 7 environment, the default broadcast
address is an address with a host number of all ones. An example of a
broadcast address is 128.50.255.255.

Note – The broadcast address is computed by applying a set of binary
functions to the netmask and network number (the logical NOT
operator applied to the netmask followed by the logical OR of the
resulting value with the network number). This is discussed in more
detail in Module 5. For further discussion of these and other
operations, see TCP/IP Addressing by Buck Graham, or other similar
texts.
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Special IPv4 Addresses

IPv4 Broadcast Addresses (Continued)

Note – Sun systems running the SunOS™ 4.x operating system use all
zeroes (0) for the broadcast address. An example of this broadcast
address is 128.50.0.0. Also, all Sun systems process or listen for
broadcasts of 0 or 255, thus, maintaining backward compatibility.
Other systems and routers, unless specifically configured, may not
support this style of broadcast address.

Reserved Network and Host IPv4 Values

Certain values associated with IPv4 addresses are reserved for specific
purposes. These are defined in Table 5-1.

Table 5-1 IPv4 Addresses

IPv4 Address Description

127 .x.x.x Reserved for loopback.

Network number followed
by all bits set to 0

Network address, such as128.50.0.0 .

Network number followed
by all bits set to 1

Broadcast address such as
128.50.255.255.

0.0.0.0 Special address used by systems that do not
yet “know” their own IP addresses. Proto-
cols such as RARP and Bootstrap Protocol
use this address when attempting to commu-
nicate with a server

255.255.255.255 Limited broadcast.
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IPv4 Netmasks

Definition of Network Masks

A network mask (netmask) is defined for each of the three classes of
IPv4 addresses so that the system can compute the network number
from any given IPv4 address. In a previous section of this module,
Class A, Class B, and Class C IPv4 addresses were described as having
a portion of the address reserved for the network number and the
remainder for the host.

If a netmask is not specified during system startup a default netmask
is assumed. The default netmask for each of the three classes of
addresses is shown in Figure 5-2.In order to efficiently use IP
addresses customizing of the netmask address may be required and
must be explicitly configured.
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IPv4 Netmasks

Definition of Network Masks (Continued)

Class A netmask

Class B netmask

Class C netmask

Figure 5-2 Default Class Netmasks

Decimal

Hexadecimal

Binary

255.0.0.0

ff:00:00:00

11111111 00000000 00000000 00000000

Decimal

Hexadecimal

Binary

255.255.0.0

ff:ff:00:00

11111111 11111111 00000000 00000000

Decimal

Hexadecimal

Binary

255.255.255.0

ff:ff:ff:00

11111111 11111111 11111111 00000000
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IPv4 Netmasks

Computation of Network Numbers

The network number is computed by using a logical AND operator on
the IPv4 address and its associated netmask. The logical AND operator
is a binary function, which may be defined as shown in Table 5-2.

Another way of describing this function is:

Suppose TRUE = 1 and FALSE = 0; the logical AND operator works as
follows:

FALSE AND FALSE is FALSE

TRUE AND FALSE is FALSE

FALSE AND TRUE is FALSE

TRUE AND TRUE is TRUE

Table 5-2 Logical AND Operators

AND 0 1

0 0 0

1 0 1
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IPv4 Netmask

Computing Network Numbers (Continued)

Given this definition of the logical AND operator, consider the IPv4
address of 171.63.14.3, a Class B address whose netmask is, therefore,
255.255.0.0. Figure 5-3 illustrates how a network number is computed.

Figure 5-3 Network Number Computation

Thus, the resulting network number is 171.63.0.0 in decimal. Notice
that the host portion of the address is zero (masked out).

IPv4 address in decimal:

IPv4 address in binary:

Class B netmask in decimal:

Class B netmask in binary:

Apply the logical AND operator

 171.63.14.3

10101011 00111111 00001110 00000011

 255.255.0.0

 11111111 11111111 00000000 00000000

IPv4 address (binary):

AND netmask:

Network # (binary): 10101011 00111111 00000000 00000000

10101011 00111111 00001110 00000011

Network # (decimal): 171

171 63 14 3

0063

IPv4 address (decimal):

11111111 11111111 00000000 00000000
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Subnetworks

Reasons to Subnet

There are many reasons for dividing a network into subnetworks.
Some of these reasons are:

● Isolate network traffic within a local subnet, thus reducing
network traffic

● Secure1 or limit access to a subnet (in.routed -q )

● Enable localization of network protocols to a subnet

● Allow the association of a subnet with a specific geography or
department

● Allow administrative work to be broken into logical units

1. Since ICMP is capable of issuing an address mask request message, preventing the
discovery of a subnet mask would require other software, such as firewall
software.
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Defining Subnets

Address Hierarchy

Adding another level of hierarchy to the IP addressing structure made
the definition of subnets possible. Instead of the two-level hierarchy,
subnetting supports a three-level hierarchy. Figure 5-4 illustrates the
basic idea of subnetting which is to divide the standard host-number
field into two parts: the subnet-number and the host-number on that
subnet.

Figure 5-4 Subnet Address Hierarchy

Extended Network Number

Internet routers use only the network number of the destination address
to route traffic to a subnetted environment. Routers within the
subnetted environment use the extended network number to route traffic
between the individual subnets. Figure 5-5 shows that the extended
network number is composed of the network number and the subnet
number.

Figure 5-5 Extended Network Number

Host number

Host numberNetwork number

Network number Subnet number

Two-level hierarchy

Three-level hierarchy

Host numberNetwork number Subnet number

Extended network number
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Defining Subnets

Computation of the Extended Network Number

The extended network number is defined by extending the default
netmask (with ones) contiguously into the host number field. This
extended netmask is often referred to as the subnet mask. Each host-
number bit that is masked (using the logical AND) becomes defined as
a subnet number. Figure 5-6 illustrates how to use a byte-bounded
subnet mask to extend the net number 129.147 to 129.147.25.

Figure 5-6 Calculating Subnets Using the Subnet Mask

10000001 10010011 00011001 00000011
129 147 25 3

11111111 11111111 11111111 00000000

Host number

Two-level hierarchy

Three-level hierarchy

Extended mask

10000001 10010011 00011001 00000000

Extended network number

Default mask
Subnet mask

Subnet
number

Host
number

129 147 25 0

Network

Network number

number

No mask

after logical AND.
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Non-Byte Bounded Subnet Masks

While it is always easier to administrate an environment which uses
byte-bounded subnet masks (as shown in the example on the previous
page), it is not always practical. In the current Internet environment, it
is not uncommon for an Internet Service Provider (ISP) to supply
portions of Class C IPv4 addresses to its customers.

An example of a non-byte bounded subnet mask is:

255.255.255.240 (decimal)

or

11111111 11111111 11111111 11110000 (binary)

Suppose the IPv4 address of a given system is 197.8.43.211; Figure 5-7
illustrates how the network number is computed.

Figure 5-7 Computing a Network Number Using Non-Byte
Bounded Subnet Mask

The extended network number, for this example, is 197.8.43.208 using
dot notation. This may seem odd when first viewed. Remember,
however, that the logical AND operator is a binary operator and is
applied to binary values. Furthermore, a network number is defined in
a bitwise manner; it is not byte oriented. Dot notation is intended to
make address calculations easier. When using non-byte bounded
subnet masks, this may not be the case.

11000101 00001000 00101011 11010011
197 8 43 211

11111111 11111111 11111111 11110000

Host

IPv4 Class C address

Extended network number

Subnet mask

Subnet
number

Network
number

11000101 00001000 00101011 11010000

Network
number number

Dot notation (decimal) 197 8 43 208.. .
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Computation of the Broadcast Address

The IPv4 broadcast address is defined as the logical OR of the network
number and the logical NOT of the netmask.

The Logical NOT Operator

The logical NOT operator is a binary operator which changes a given
value to what it is not.

Another way of describing this function is:

Suppose TRUE = 1 and FALSE = 0. The logical NOT operator works as
follows:

NOT FALSE is TRUE

NOT TRUE is FALSE

Table 5-3 Logical NOT

NOT Result

0 1

1 0
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Computing the Broadcast Address

The Logical OR Operator

The logical OR operator is a binary function that behaves in a manner
nearly opposite to that of the logical AND operator.

Another way of describing this function is:

Suppose TRUE = 1 and FALSE = 0. The logical AND operator works as
follows:

FALSE OR FALSE is FALSE

TRUE OR FALSE is TRUE

FALSE OR TRUE is TRUE

TRUE OR TRUE is TRUE

Do not confuse the use of OR, a logical binary function, and the
English word “or.”

Table 5-4 Logical OR

OR 0 1

0 0 1

1 1 1
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Computation of Broadcast Address

Computing the Broadcast Address

The Figure 5-8 illustrates broadcast address computation:

Figure 5-8 Broadcast Address Computation
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Variable Length Subnet Masks (VLSM)

In 1985, RFC 950 specified how a subnetted network could use more
than one subnet mask. When an IP network is assigned more than one
subnet mask, it is considered a network with “variable length subnet
masks” since the extended-network-numbers have different lengths at
each subnet level.

VLSM Advantages

There are two main advantages to assigning more than one subnet
mask to a given IP network number:

● Multiple subnet masks permit more efficient use of an
organization’s assigned IP address space.

● Multiple subnet masks permit route aggregation which can
significantly reduce the amount of routing information at the
backbone level within an organization’s routing domain.
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Variable Length Subnet Masks (VLSM)

Efficient Use of IP Address Space

VLSM supports more efficient use of an organization’s assigned IP
address space. One of the major problems with supporting only a
single subnet mask across a given network number is that once the
mask is selected, it locks the organization into a fixed number of fixed-
sized subnets. For example, a class B subnet that is masked with
255.255.252.0 would yield the following additional subnet and host
addresses:

Figure 5-9 A 22-bit Class B Subnet Mask Subnet and Host Yield

This would be OK if you had many hosts per subnet. Most of the IP
addresses would probably get used. But what if each subnet had only
a small number of hosts? Most of the IP addresses would be wasted.
And, as you learned earlier, IPv4 addresses are becoming a limited
resource.

VSLM solves this problem by allowing a network to be assigned more
than one subnet mask. This would allow each subnet level to have its
own subnet mask. Figure 5-10 illustrates that when using variable
length subnet masks in a class A network, IP addresses can be
conserved.

11111111 11111111 11111100 00000000

64 subnets per network

1024 -2 hosts per subnet
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Variable Length Subnet Masks (VLSM)

Efficient Use of IP Address Space (Continued)

Figure 5-10 Class A Network Using VLSM

Route Aggregation

VLSM also allows the recursive division of the network address space
so that it can be reassembled and aggregated to reduce the amount of
routing information at the top level. As shown in Figure 5-10, a
network is first divided into subnets, some of the subnets are further
divided into sub-subnets, and some of the sub-subnets are divided
into more subnets. This allows the detailed structure of routing
information for one subnet group to be hidden from routers in another
subnet group.
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Variable Length Subnet Masks (VLSM)

Associated Protocols

Modern routing protocols, such as Open Shortest Path First (OSPF)
and Intra-Domain Intermediate System to Intermediate System (IS-IS),
enable the deployment of VLSM by providing the extended network
number length or mask value along with each route advertisement.
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Permanent Subnet Masks

/etc/inet/netmasks File

The /etc/inet/netmasks file enables permanent assignment of a
netmask. When the system reboots, this file will be consulted prior to
configuring the network interface(s).

For every network that is subnetted, an individual line is entered into
this file. The fields in the /etc/inet/netmasks file include:

network-number netmask

An example of a Class B network is:

128.50.0.0 255.255.255.0

An example of a Class C network is:

197.8.43.0 255.255.255.240
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Recommended Subnet Masks

Contiguous Versus Non-Contiguous

RFC 950 recommends the use of contiguous subnet masks. A contiguous
subnet mask is one that only uses contiguous high-order bits. For
example:

11111111 11111111 11111111 11110000

Since RFC 950 only recommends contiguous subnet masks, there is
nothing which would prevent the use of non-contiguous subnet
masks. For example:

11111111 11111111 11111111 01001010

However, it makes administration more difficult. Avoid non-
contiguous subnet masks if at all possible.



5

5-30 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Recommended Subnet Masks

Table 5-5 shows the possible class B subnet masks.

Table 5-5 Class B Subnet Masks

Mask in Decimal Mask in Binary
Number

of
Subnets

Number
of Hosts

per
Subnets

255.255.0.0 11111111 11111111 00000000 00000000 1 65534

255.255.128.0 11111111 11111111 10000000 00000000 2 32766

255.255.192.0 11111111 11111111 11000000 00000000 4 16382

255.255.224.0 11111111 11111111 11100000 00000000 8 8190

255.255.240.0 11111111 11111111 11110000 00000000 16 4094

255.255.248.0 11111111 11111111 11111000 00000000 32 2046

255.255.252.0 11111111 11111111 11111100 00000000 64 1022

255.255.254.0 11111111 11111111 11111110 00000000 128 510

255.255.255.0 11111111 11111111 11111111 00000000 256 254

255.255.255.128 11111111 11111111 11111111 10000000 512 126

255.255.255.192 11111111 11111111 11111111 11000000 1024 62

255.255.255.224 11111111 11111111 11111111 11100000 2048 30

255.255.255.240 11111111 11111111 11111111 11110000 4096 14

255.255.255.248 11111111 11111111 11111111 11111000 8192 6

255.255.255.252 11111111 11111111 11111111 11111100 16384 2
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Recommended Subnet Masks

Table 5-6 shows the possible class C subnet masks.

Table 5-6 Class C Subnet Masks

Mask in Decimal Mask in Binary
Number

of
Subnets

Number
of Hosts

per
Subnets

255.255.255.0 11111111 11111111 11111111 00000000 1 254

255.255.255.128 11111111 11111111 11111111 10000000 2 126

255.255.255.192 11111111 11111111 11111111 11000000 4 62

255.255.255.224 11111111 11111111 11111111 11100000 8 30

255.255.255.240 11111111 11111111 11111111 11110000 16 14

255.255.255.248 11111111 11111111 11111111 11111000 32 6

255.255.255.252 11111111 11111111 11111111 11111100 64 2
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Configuring a Subnet

Router Setup

Perform the following steps on the router:

1. Create a /etc/hostname. xxn file for the new Ethernet interface
and identify the host name.

2. Edit the /etc/inet/hosts file and add the IPv4 address and
host name for the second Ethernet interface.

3. Edit the /etc/inet/netmasks file and assign the netmask value.
An example of the /etc/inet/netmasks file is:

128.50.0.0 255.255.255.0

4. (Optional) Use the /etc/inet/networks file to assign names to
each subnet.

5. Reboot the router.

6. Verify the changes using the ifconfig -a command.
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Configuring a Subnet

Host Setup

The other hosts in the subnet are configured by changing the netmask
value through the /etc/inet/netmasks file. To centralize
administration, this file is also referenced through the NIS and NIS+
name services. The procedure to set up the other hosts depends on
whether a name service is available.

The /etc/inet/networks file is also an NIS map and NIS+ table, and
can be configured through the respective name service.

Subnet Setup Using NIS

Perform the following steps on the NIS master:

1. Edit the /etc/hosts file and assign host names and numbers (if
necessary) for each machine and include the router’s second IPv4
address and host name. For example:

128.50.1.2 hostname
128.50.3.7 hostname-r

2. Edit the /etc/netmasks file and assign a netmask value. The
decimal representation is:

128.50.0.0 255.255.255.0

3. (Optional) Use the /etc/networks file to assign names to each
subnet.

4. Change to the directory /var/yp and issue the command make.

5. Reboot the NIS master.

6. When the NIS master finishes rebooting, reboot the slaves and
the clients.

7. Verify the changes using the command ifconfig -a .
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Configuring a Subnet

Host Setup (Continued)

Subnet Setup Using NIS+

Perform the following steps on the NIS+ master:

1. Use Admintool to change the hosts table and reflect host names
and numbers (if necessary) for each machine; include the router’s
second IPv4 address and host name.

2. If installed, use Solstice AdminSuite™ to change the netmasks
table.

3. (Optional) Change the networks table by using Solstice
AdminSuite.

4. Reboot the NIS+ master.

5. Reboot the remaining workstations in the network.

6. Use the ifconfig -a command to verify the changes

Subnet Setup Without a Name Service

Perform the following steps on a host with no name service:

1. Edit the /etc/inet/hosts file and assign host names and
numbers (if necessary) for each machine and include the routers
second IPv4 address and host name.

128.50.1.2 hostname
128.50.2.250 hostname-r

2. Edit the /etc/inet/netmasks file and assign a netmask value.
The decimal representation is:

128.50.0.0 255.255.255.0

3. (Optional) Use the /etc/inet/networks file to assign names to
each subnet.
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Configuring a Subnet

Host Setup (Continued)

Subnet Setup Without a Name Service

4. Reboot the workstation.

5. Verify the changes by using the ifconfig -a command.

Manual Configuration of the Subnet

A subnet can be configured manually via the command line without
actually editing any files. This is done to temporarily test a host or fix
a problem related to subnetting without having to reboot.

Note – Be careful when you manually change the subnet value. Many
network services can be running and they may not process the new
netmask and broadcast values.

Use ifconfig from the command line as follows:

# ifconfig hme0 down
# ifconfig hme0 inet ip-addr netmask 255.255.255.0
broadcast + up



5

5-36 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Network Interface Configuration

A properly configured host network interface is essential to network
connectivity. A host’s ability to listen for, receive, and send
information using ARP depends on the interface configuration.

Interface Configuration

The Solaris computing environment automatically configures the host
network interface by using local or network databases. This process is
part of the system startup sequence and is managed through the
system kernel, the init process and its configuration file
/etc/inittab , and associated run level scripts. Figure 5-11
illustrates the Solaris operating system’s start-up flow.

Figure 5-11 Interface Configuration Process

/platform/SUNW, x/kernel/unix

/etc/rcS.d/S30rootusr.sh

/sbin/init

/sbin/rcS

1. The system boots from the UNIX kernel. One of the pro-
cesses it runs is /sbin/init .

2. The /sbin/init  process reads the /etc/inittab
configuration file, which runs, among other scripts, the
/sbin/rcS  script.

3. The /sbin/rcS  script sets the system to single-user
mode, including starting the
/etc/rcS.d/S30rootusr.sh script.

4. The /etc/rcS.d/S30rootusr.sh script configures the
Ethernet and loopback interfaces, in addition to mounting
the /usr  file system as read-only.
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Network Interface Configuration

Interface Configuration (Continued)

/etc/rcS.d/S30rootusr.sh

The /etc/rcS.d/S30rootusr.sh script executes during the single-
user phase of the system startup. The /etc/hostname. interface
file identifies the hostname for that network interface. The
/etc/inet/hosts file identifies the IP address and the hostname. The
ifconfig command references these files to configure the network
interface and its respective IP address.

Note – The /etc/inet/hosts file is linked to the /etc/hosts file.

Even in single-user mode, the network interface is properly configured
and listens for, receives, and sends frames.

A sample file /etc/hostname.hme0 for the host bear is:

# cat /etc/hostname.hme0
bear

A sample file /etc/inet/hosts for the host bear is:

# cat /etc/inet/hosts
127.0.0.1 localhost
128.50.1.2 bear loghost
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/sbin/ifconfig Command

The ifconfig command, used by the superuser, configures all
network interface parameters. It is used at boot time, by the
/etc/rcS.d/S30rootusr script, to define the network address of each
interface present on a machine. It is also used later in the boot
sequence, by the /etc/rc2.d/S72inetsvc script, to reset any network
interface configurations set by NIS/NIS+. The ifconfig command
can also be used to redefine an interface’s IP address or parameters.

The plumb argument to the ifconfig command opens the device
associated with the physical interface name and sets up the streams
needed for TCP/IP to use the device. This is required for the interface
to be displayed in the output of the ifconfig -a command.

The unplumb argument to the ifconfig command destroys streams
associated with the driver and closes the device. An interface will not
be displayed in the output of the ifconfig -a command after it has
been removed with the ifconfig unplumb command.
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Examining Network Interfaces

ifconfig Examples

Some examples of this command are as follows:

● To examine the status of all network interfaces, type:

# ifconfig -a
lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu 8232

inet 127.0.0.1 netmask ff000000
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffff0000 broadcast 128.50.255.255
ether 8:0:20:75:6e:6f

● To examine the status of a single interface, type:

# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffff0000 broadcast 128.50.255.255
ether 8:0:20:75:6e:6f

Where:

● lo0, hme0 – The device name for the interface.

● Flags – A numerical representation of the interface status. The
status values are defined in the brackets and discussed later.

● MTU– The MTU determined packet fragmentation.

● Inet – The Internet address for that interface.

● Netmask – The netmask applied to incoming and outgoing packets
at the Network layer. It is used to define the value of bits which
represent the network address bits.

● Broadcast – A command used to send messages to all hosts.

● Ether – The Ethernet address used by ARP.
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Examining Network Interfaces

Status Flags

These flags and what they indicate are as follows:

● UP– The interface is marked up and sends and receives packets
through the interface.

● NOTRAILERS– A trailer is not included at the end of the Ethernet
frame. Trailers were a method used in Berkeley UNIX versions
that puts the header information at the end of the packet. This
option is not supported in the Solaris environment but is provided
for command-line backward compatibility.

● RUNNING– The interface is recognized by the kernel.

● MULTICAST– The interface supports a multicast address.

● BROADCAST– The interface supports a broadcast address.
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Network Interface Configuration Examples

The following are some examples of configuring network interfaces:

● To disable an interface, type:

# ifconfig hme0 down
# ifconfig hme0
hme0: flags=862<BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffff0000 broadcast 128.50.255.255
ether 8:0:20:75:6e:6f

● To enable an interface, type:

# ifconfig hme0 up
# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffff0000 broadcast 128.50.255.255
ether 8:0:20:75:6e:6f

● To close an interface, type:

# ifconfig hme0 unplumb
# ifconfig hme0
ifconfig: SIOCGIFFLAGS: hme0: no such interface

● To open an interface, type:

# ifconfig hme0 plumb
# ifconfig hme0
hme0: flags=842<BROADCAST,RUNNING,MULTICAST> mtu 1500

inet 0.0.0.0 netmask 0
ether 8:0:20:75:6e:6f

Note – Always bring an interface down, using the down option on the
ifconfig command, before changing the interface parameters.
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Network Interface Configuration Examples

● To set IP address and enable interface, type:

# ifconfig hme0 128.50.1.2 -trailers up
# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffff0000 broadcast 128.50.255.255
ether 8:0:20:75:6e:6f

● To change netmask and broadcast value, type:

# ifconfig hme0 down
# ifconfig hme0 netmask 255.255.255.0 broadcast + up
# ifconfig hme0
hme0: flags=843<UP,BROADCAST,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.2 netmask ffffff00 broadcast 128.50.1.255
ether 8:0:20:75:6e:6f

● To set broadcast addresses based on netmask, type:

# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.5 netmask ffffff00 broadcast 128.50.255.255
ether 8:0:20:75:8b:59

# ifconfig hme0 down
# ifconfig hme0 broadcast + up
# ifconfig hme0
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500

inet 128.50.1.5 netmask ffffff00 broadcast 128.50.1.255
ether 8:0:20:75:8b:59
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Troubleshooting the Network Interface

Missing, incomplete, or incorrectly configured network interface
parameters might result in loss of connectivity. For example, a host
may refuse to mount remote file systems, send and receive email, or
send jobs to a print host if the interface is not configured properly.

To ensure that the network interface parameters are correct, verify
that:

● All interfaces are up

● The IP address is correct

● The netmask is correct

● The broadcast address is correct
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Exercise: Becoming Familiar With the Internet Protocol Lab

Exercise objective – Use the ifconfig command to verify network
configuration.

Tasks

Answer the following questions and complete the tasks:

1. Describe the four IP address classes.
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

2. Match the terms with their description.

______ S30rootusr.sh a. A unique number assigned to a
system by a system administrator

______ IP address b. Elements that explicitly identify
the network number

______ Broadcast c. Command used to configure
network interfaces

______ Fragments d. Data simultaneously sent to all
hosts on the LAN

______ Netmask e. Data that is broken into smaller
units of data

______ Datagram f. Script used to auto-configure the
network interfaces at startup

______ ifconfig g. A basic unit of information passed
across a TCP/IP Internet
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Exercise: Becoming Familiar With the Internet Protocol Lab

Tasks (Continued)

3. Identify the purpose of the following IP addresses:

127.x.x.x

__________________________________________________________

255.255.255.255

__________________________________________________________

128.50.255.255

__________________________________________________________

128.50.0.0

__________________________________________________________

0.0.0.0

__________________________________________________________

4. Give two benefits of using VLSM.

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

5. Given the following IPv4 address and byte bounded netmask,
compute the extended network number and host number:

IPv4 address 128.50.67.34

Netmask 255.255.255.0

Extended network number ___________

Host number ___________
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Exercise: Becoming Familiar With the Internet Protocol Lab

Tasks (Continued)

6. Given the following IPv4 address and non-byte bounded
netmask, compute the extended network number and host
number:

IPv4 address 128.50.99.186

Netmask 255.255.255.224

Extended network number ___________

Host number ___________

With reference to step 6, what is the maximum number of hosts
possible on each subnet?

__________________________________________________________

7. Execute the ifconfig command to see what Ethernet interfaces
are configured on your system.

# ifconfig -a

Which interfaces are configured?

__________________________________________________________

What are the IP addresses assigned to your interfaces? Are they
correct?

__________________________________________________________
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Exercise: Becoming Familiar With the Internet Protocol Lab

Tasks (Continued)

What is the IP broadcast address assigned to your external
interface?

__________________________________________________________

Are your interfaces running?

__________________________________________________________

What is the Ethernet address of your system?

__________________________________________________________

8. Verify that your interface is running by using the ping command
to contact another host in your subnet.

# ping hostname

Is your external interface functioning?

__________________________________________________________
__________________________________________________________

9. Execute the ifconfig command to turn off your external
interfaces.

# ifconfig hme0 down
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Exercise: Becoming Familiar With the Internet Protocol Lab

Tasks (Continued)

10. Execute the ping command again to test the state of your
external interface.

# ping hostname

What interface does the ping command try to use to reach the
network? Does it work?

__________________________________________________________
__________________________________________________________

11. Use the ifconfig command to restart your interface.

# ifconfig hme0 up

12. Verify that the external interface is functioning again.

# ifconfig -a
# ping hostname

13. Change your broadcast address to zero (0) by executing the
ifconfig command. Can you still send a broadcast with the
rusers command and get responses? Why or why not?

# ifconfig hme0 down
# ifconfig hme0 broadcast 128.50.0.0 up
# ifconfig -a

__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Becoming Familiar With the Internet Protocol Lab

Tasks (Continued)

14. Set the external interface to the correct values and undo any
changes or reboot the system.

# ifconfig hme0 down
# ifconfig hme0 broadcast + up
# ifconfig -a

__________________________________________________________
__________________________________________________________

15. Use the unplumb and plumb options with the ifconfig
command to close and open the external interface.

16. After completing the lab reboot your system.
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Exercise: Becoming Familiar With the Internet Protocol Lab

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions

Answer the following questions and complete the tasks:

1. Describe the four IP address classes.

Class A: First byte range of 1–127. First byte is the network number
and the last three bytes represent the host number.

Class B: First byte range of 128–191. First two bytes represent the
network number and the last two bytes represent the host number.

Class C: First byte range of 192–223. First three bytes represent the
network number and the last byte is the host number.

Class D: First byte range of 224–239. First byte represents a multicast
address.

2. Match the terms with their description.

f S30rootusr.sh a. A unique number assigned to a
system by a system administrator

a IP address b. Explicitly identifies the network
number

d Broadcast c. Command used to configure
network interfaces

e Fragments d. Data simultaneously sent to all
hosts on the LAN
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions (Continued)

b Netmask e. Data that is broken into smaller
units of data

g Datagram f. Script used to auto-configure the
network interfaces at startup

c ifconfig g. A basic unit of information passed
across a TCP/IP Internet

3. Identify the purpose of the following IP addresses:

127.x.x.x

Loopback address

255.255.255.255

Universal broadcast address

128.50.255.255

Network 128.50.0.0 broadcast

128.50.0.0

Old-style broadcast for network 128.50.0.0.

0.0.0.0

Address used by a system that does not know its own IP address. RARP
and BOOTP use this address when attempting to communicate with a
server

4. Give two benefits of using VLSM.

▼ Multiple subnet masks permit more efficient use of an organization’s
assigned IP address space.

▼ Multiple subnet masks permit route aggregation which can
significantly reduce the amount of routing information at the
backbone level within an organization’s routing domain.
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions (Continued)

5. Given the following IPv4 address and byte bounded netmask,
compute the extended network number and host number.

IPv4 address 128.50.67.34

Netmask 255.255.255.0

Extended network number = 128.50.67.0

Host number = 34

6. Given the following IPv4 address and non-byte bounded
netmask, compute the extended network number and host
number.

IPv4 address 128.50.99.186

Netmask 255.255.255.224

Extended network number 128.50.99.160

Host number 26

With reference to step 6, what is the maximum number of hosts
possible on each subnet?

Thirty
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions (Continued)

7. Execute the ifconfig command to see what Ethernet interfaces
are configured on your system.

# ifconfig -a

Which interfaces are configured?

Typically lo0 and hme0.

What are the IP addresses assigned to your interfaces?

Typically lo0 and hme0.

Are they correct?

Yes.

What is the IP broadcast address assigned to your hme0
interface?

Should be something like 128.50.XX.YY.

Are your interfaces running?

Yes.

What is the Ethernet address of your system?

This address is unique to each Ethernet interface.

8. Verify that your interface is running by using the ping command
to contact another host in your subnet.

# ping hostname

Is your external interface functioning?

The ping command checks the first three layers of the TCP/IP
model, the Hardware layer, the Network Interface layer, and the
Internet layer. If ping provides the expected result, the
Network Interface is functioning.
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions (Continued)

9. Execute the ifconfig command to turn off your external
interface.

# ifconfig hme0 down

10. Execute the ping command again to test the state of your
external interface.

# ping hostname

What interface does the ping command try to use to reach the
network? Does it work? (Press Control-c to stop the output.)

If you try to use ping to reach the network, you will get an ICMP Net
Unreachable error message. ping attempts to use lo0 .

11. Once more, use execute ifconfig command to restart your
interface.

# ifconfig hme0 up

12. Verify that the external interface is functioning again.

# ifconfig -a
# ping hostname

13. Change your broadcast address to zero (0) by executing the
ifconfig command. Can you still send a broadcast with the
rusers command and get responses? Why or why not?

# ifconfig hme0 down
# ifconfig hme0 broadcast 128.50.0.0 up
# ifconfig -a

Using the ifconfig command to change your broadcast address
to zero (0) will work on SunOS, since SunOS provides backwards
compatibility with older OS versions which used this style of
broadcast address.
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Exercise: Becoming Familiar With the Internet Protocol Lab

Task Solutions (Continued)

14. Set the external interface to the correct values to undo any
changes or reboot the system.

# ifconfig hme0 down
# ifconfig hme0 broadcast + up
# ifconfig -a

15. Use the unplumb and plumb options with the ifconfig
command to close and open the external interface.

16. After completing the lab reboot your system.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Define the terms: IP, datagrams, and fragmentation

❑ Describe the four IPv4 address classes

❑ Define the three standard netmasks

❑ Define the network number

❑ Determine the benefits of VLSM

❑ Configure files for automatic startup of network interfaces

❑ Use the ifconfig command to configure the network interface(s)

❑ Verify the network interface
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Think Beyond

You have learned how IP addresses are used on the local network.
What role do IP addresses play when routing between networks?
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Routing 6

Objectives

Upon completion of this module you should be able to:

● Describe the routing algorithm

● Define the following routing terms: table-driven routing, static
routing, dynamic routing, and default routing

● Describe the in.routed and in.rdisc processes

● Describe the RIP and RDISC protocols

● Describe the /etc/init.d/inetinit routing startup script

● Describe the /etc/defaultrouter , /etc/inet/networks , and
/etc/gateways files

● Use the route and netstat commands

● Configure a Sun system as a router
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● How are routing schemes available to network administrators?

● What are some of the issues surrounding router configuration,
management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● Huitema, Christian. 1995. Routing in the Internet, Prentice-Hall.
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Introduction to Routing

One of the important functions of the Internet layer is routing and is
handled by IP (Internet Protocol). A IP router in TCP/IP connects two
or more networks for the purpose of forwarding IP datagrams
between them. IP routers understand the format of the IP header and
can forward IP datagrams based on the information in the IP header.
The forwarding of IP datagrams to their destinations is called routing.

There are two types of routing; direct and indirect.

Direct delivery occurs when the destination host is attached to the
same physical network as the source host. The source host can send
the IP datagram using the physical network frame without any
involvement from the router.

Indirect routing occurs when the destination host is not on the same
physically attached network as the source host. The IP datagram must
be forwarded through a router connected to its physical network. The
address of the first router is called and indirect hop.

Figure 6-1 shows the TCP/IP layer associated with routing.
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Introduction to Routing

Figure 6-1 TCP/IP Layered Model

Application layer

Transport layer

Hardware layer

Internet layer

Network Interface layer



6

Routing 6-5
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Routing Schemes

Table-Driven Routing

Each workstation maintains a kernel routing table that identifies the
host or device it can forward packets to. This method for choosing the
appropriate path to a network is called table-driven routing. The routing
table can be displayed with the netstat -r command.

Static Routing

Static routes are routes that are permanent unless you remove them
manually. Rebooting the system removes the static entries. The most
common static entry is a host that routes packets to the locally
connected network(s).
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Routing Schemes

Static Routing (Continued)

The ifconfig command, which configures each interface, updates the
kernel routing table with static entries for the network(s) that are
directly connected to your local network interface(s). Thus, even in
single-user mode, a host can route directly to the local network(s).

Static routes can also be added to your system’s routing table
manually. These static entries define the network destinations that are
not directly connected, but are reachable through another host or
device called a router.

Dynamic Routing

Dynamic routing means that the routing environment changes.
Dynamic routing is used to identify other network destinations that
are not directly connected but are reachable through a router. Once the
routing table identifies the other reachable networks, the identified
router can forward or deliver the packets.

Dynamic routing is implemented by two daemons that are started at
run level 2 by the /etc/rc2.d/S69inet script:

● RIP is implemented by the process in.routed .

● RDISC is implemented by the process in.rdisc .

The theory behind dynamic routing is that routers broadcast or
advertise the networks they know about, while other hosts listen to
these periodic announcements and update the routing table with the
most current and correct information. This way, only valid entries
remain in the table. Routers listen as well as broadcast.
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Routing Schemes

Internet Control Messaging Protocol Redirects

The ICMP handles control and error messages. ICMP on a router or
gateway sends reports of problems to the original source.

ICMP also includes an echo request or reply that is used to test
whether a destination is reachable or not. The ping command uses this
protocol.

ICMP redirects are most commonly used when a host is using default
routing. If the router determines a more efficient way to forward the
packet, it redirects the datagram using the best route and reports the
correct route to the sender.

The sending host’s route table is updated with the new information.
The drawback to this method of routing is that for every ICMP
redirect, there is a separate entry in the sending host’s route table. This
can lead to a large route table. However, it also ensures that the
packets going to all reachable hosts are taking the shortest route.

ICMP messages:

● Echo request and reply messages from ping command

● Report unreachable destinations

● Control congestion and datagram flow

● Route change requests from gateways to hosts

● Detect circular or excessively long routes

● Clock synchronization and transit time estimation

● Report other problems
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Routing Schemes

Default Routing

A default route is a route table entry that allows a host to define default
routers to use if no other specific route is available. The default routers
must be reliable. There is no need to define every reachable network.
All indirectly connected packet destinations go to the default router.

A default router can be identified by creating the /etc/defaultrouter
file which contains hostname or IP address entries that identify one or
more routers. Upon rebooting, this prevents the startup of the
in.routed and in.rdisc dynamic router processes. Default route
table entries may also be added by the in.rdisc daemon.

Advantages of default routing are:

● The /etc/defaultrouter file prevents additional routing
processes from starting.

● A default route is suitable when only one router is used to reach
all indirectly connected destinations.

● A single default route entry results in a smaller routing table.

● Multiple default routers can be identified, which eliminate single
points of failures within a network.

● Can run other routing protocols on the route.

● ICMP redirects occur if more than one router is available to a host.

Disadvantages of default routing:

● The default entry is always present, even when the default router
is shut down if added using /etc/defaultrouter . The host does
not learn about other possible paths.

● All systems must have the /etc/defaultrouter file configured.
This may be a problem on large, evolving networks.
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Routing Algorithm

When implementing routing in the Solaris kernel:

● Check local LAN for destination hosts

The kernel extracts the destination IP address from the IP
datagram and computes the destination network number. The
destination network number is then compared with the network
numbers of all local interfaces (an interface physically attached to
the system) for a match. If one of the destination network
numbers matches that of a local interface network number, the
kernel encapsulates the packet and sends it through the matching
local interface for delivery.

● Check routing table for matching IP host address

If no local interface network number matches the destination
network number, the kernel searches the routing table for a
matching host IP address.
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Routing Algorithm

● Check routing table for matching network number

If no specific IP host address matches the destination
IP address, the kernel searches the routing table for a
matching network number. If found, the kernel sets the
destination Ethernet address to that of the router associated with
the entry in the routing table which matched. It completes the
encapsulation of the packet, leaving the destination IP address
unchanged, so that the next router will execute the routing
algorithm again.

● Check for a default entry in the routing table

If there is no matching network number in the routing table, the
kernel checks for a default entry in the routing table. If found, the
kernel encapsulates the packet, setting the destination Ethernet
address to that of the default router, leaving the destination IP
address unchanged, and delivers the packet through the interface
which is local to the default router.

● If there is route to host, generate ICMP error message

If no matching address is found and no default router entry is
found in the routing table, the kernel cannot forward the packet
and an error message from ICMP is generated. The error message
will state No route to host or network is unreachable .

Figure 6-2 illustrates the kernel routing process.



6

Routing 6-11
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Routing Algorithm

Implementing Routing in the Solaris Kernel

Figure 6-2 Kernel Routing Process
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Autonomous Systems (AS)

An autonomous system (AS) is a collection of networks and routers
under a single administrative control. This intentionally broad
definition was incorporated into the Internet to begin to deal with
overly large routing tables.

An AS is assigned a unique 16-bit address by the INTERNIC. In this
way, it is possible to maintain routing tables which include AS
numbers representing exterior (with respect to the AS) routes. Any
router within the AS would still contain network entries in the routing
table for interior (with respect to the AS) routes.

A routing table protocol used within an AS is called an Interior
Gateway Protocol (IGP). A routing table protocol used to communicate
routes between AS is called an Exterior Gateway Protocol (EGP).

Another way of thinking of this is to remember that IGPs are used
within an organization or an organization’s site. EGP is used between
organizations or sites; that is, in large WANs such as the Internet or a
large corporation’s intranet.
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Gateway Protocols

The two principal protocol used to exchange routing table information
between autonomous systems. These two protocols are Exterior
Gateway Protocol (EGP) and Border Gateway Protocol (BGP).

Exterior Gateway Protocol (EGP)

EGP was developed in the early 1980s. In fact, the concept of the AS
came out of the research and development of EGP.

EGP organizes exchanging of information using three procedures:

● Neighbor acquisition

EGP incorporates a mechanism which allows reachable
autonomous systems (neighbors) to negotiate an agreement to
exchange EGP routing information.
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Gateway Protocols

Exterior Gateway Protocol (EGP) (Continued)

● Neighbor reachability

Once two EGP gateways1 agree to become neighbors, they will
send each other keep alive communications to verify that the other
is still available for network traffic.

● Network reachability

The list of each network which may be reached by an AS is
passed to its neighbor at regular polled intervals. This allows
packets to be routed to their destinations. EGP limits these routes
by instituting a metric limitation (255). This limit is essentially a
distance vector.

Figure 6-3 illustrates the EGP’s role in Internet routing.

Figure 6-3 Exterior Gateway Protocol

1. The term gateway is used here to describe a router within an AS that has a
connection outside of the AS.
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 AS

AS
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Gateway Protocols

Border Gateway Protocol (BGP)

BGP was developed to overcome certain limitations of EGP. BGP does
this by incorporating attribute flags (which among other things, allows
it to interpret EGP communications) and by replacing the distance
vector requirement of EGP with a path vector.

The path vector implemented by BGP causes the routing table
information to include a complete path (all routes) from source to
destination. This eliminates all possibility of any looping problems
arising from complex networks (like the Internet) which have
experience with EGP (recall that EGP only knows about its
neighbors2). A looping problem in BGP would only occur if the path it
received had an AS listed twice; if this occurs, BGP generates an error
condition.

It also reduces the time it takes to determine that a
particular network is unreachable. The disadvantage of using the path
vector is that it requires more information be included in BGP
packets, thus requiring the systems involved to consume more
memory.

In other ways, BGP is similar to EGP. It uses a keep-alive procedure
and negotiates with other BGP routers to distribute information.
Instead of polling for information, however, BGP uses an updating
procedure. This procedure causes information to be exchanged
whenever there are changes in route paths.

2. EGP was designed with the assumption that the Internet had a single backbone,
consequently it was not designed to keep path information as does BGP. Instead it
uses a combination of Interior Gateway Protocols (RIP, OSPF, and so on) metrics to
determine its distance (maximum of 255). As the Internet grew, new backbones
were implemented. It thus became possible for EGP to send a packet which would
reach its metric limit (255), but not its destination. This is known as an infinite
routing loop or counting to infinity.
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Gateway Protocols

Border Gateway Protocol (BGP) (Continued)

Currently, BGP is more commonly used than EGP within the Internet
community. Additionally, BGPv4 has added support for classless inter-
domain routing (CIDR). Figure 6-4 illustrates the BGP’s role in Internet
routing.

Figure 6-4 Border Gateway Protocol
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Gateway Protocols

Border Gateway Protocol (BGP) (Continued)

Classless Inter-Domain Routing

CIDR was developed in 1992 as a response to the immediate problems
of Class B IPv4 address exhaustion and routing table explosion. It is
intended as a stopgap solution until IPv6 is universally adopted. CIDR
addresses these problems in the following ways:

● Provides for more efficient allocation of IP address space

With classful routing protocols, only networks supporting either
254; 65534; or 16777214 hosts could be assigned. This is because
classful routing protocols examine the first three bits of an IP
address to determine the division between the network portion
and the host portion of an IP address.

CIDR compliant protocols do not use the first three bits to
determine the network/host address. Instead, they pass explicit
netmask information for each route entry. The inclusion of
specific netmask information means that IP networks can now be
configured to support just the number of hosts required.

● Provides for route table aggregation in order to reduce the size of
routing tables on backbone routers

To provide the basis for route table aggregation, individual ISPs
were assigned large blocks of contiguous IP address space. All
network numbers allocated by the ISP from this address space
share the same first 3 bits. This means that a single Internet
backbone route entry to the ISP’s router can represent many
underlying networks.
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Gateway Protocols

Interior Gateway Protocol (IGP)

There are numerous protocols available to pass routing table
information within an AS. An overview of some of the major IGP
follows. In addition, the following sections cover RIP and RDISC in
detail. Figure 6-5 illustrates the IGP’s role in Internet routing

Figure 6-5 Interior Gateway Protocol
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Open Shortest Path First

The Open Shortest Path First (OSPF) Protocol is a link-state protocol.
Instead of computing route paths based on distance vectors, the way
RIP does, OSPF maintains a map of the network topology. This
provides a more global view of the network and hence, shortest path
choices on routes. The maps are updated regularly.

The major advantages of a link-state protocol over a distance vector
protocol are:

● Fast, loopless convergency

Complete computation of paths is done locally, making it faster.
Having the complete map locally makes looping impossible.

● Support of multiple metrics

OSPF allows for multiple metrics such as lowest delay, largest
throughput, and best reliability. This adds flexibility to the choice
of path.

● Multiple paths

In more complex networks, where there are multiple routes to
the same destination, OSPF is capable of making load-balancing
decisions.

● VLSM

VLSM allow more efficient use of IP address space.
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Routing Information Protocol

The Routing Information Protocol (RIP) is a distance-vector protocol
which exchanges routing information between IP routers. Distance-
vector algorithms obtain their name from the fact that it is possible to
compute the least cost path using information exchanged by routers
which describes reachable networks along their distances.

Some advantages of RIP are:

● It is a common, easily implemented, stable protocol.

● Updates to the routing table are made every 30 seconds.

● It eliminates the need for the network administrator to maintain
routing tables. Updates occur dynamically.

● Industry standard.

Some disadvantages of RIP are:

● It can generate unnecessary traffic due to frequent broadcasts.

● There is no support for multiple metrics.

● It does not support load balancing features.

● It reaches infinity after 15 hops (a passage through a router) which
makes that path unreachable.

● There is no VLSM support.
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Routing Information Protocol

Least Cost Path

The efficiency of a route is determined by its distance from the source
to the destination; it is measured by a metric called hop count. A hop is
defined as a passage through a router.

RIP maintains only the best route to a destination. When multiple
paths to a destination exists, only the path with the lowest hop count
is maintained. This is referred to as the least cost path. Figure 6-6
illustrates the least cost path between a source host and a destination
host.

Figure 6-6 Least Cost Path

Metric = 1 (least cost path)

Metric = 2 (discarded)

Source
host

Destination
host

Router

Router

Router
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Routing Information Protocol

Stability Features

RIP specifies a number of features designed to make its operation
more stable in the face of rapid network topology changes. These
include a hop-count limit, hold-downs, split horizons, and poison
reverse updates.

● Hop-count limit

RIP permits a maximum hop count of 15. Any destination greater
than 15 hops away is tagged as unreachable. RIP's maximum hop
count greatly restricts its use in large internetworks, but prevents
a problem called count to infinity from causing endless network
routing loops.

● Hold-down state

Hold-downs are used to prevent regular update messages from
inappropriately reinstating a route that has gone bad. When a
route goes down, neighboring routers will detect this. These
routers then calculate new routes and send out routing update
messages to inform their neighbors of the route change. This
activity begins a wave of routing updates that filter through the
network.

Triggered updates do not instantly arrive at every network
device. It is therefore possible that a device that has yet to be
informed of a network failure may send a regular update
message (indicating that a route that has just gone down is still
good) to a device that has just been notified of the network
failure. In this case, the latter device now contains (and
potentially advertises) incorrect routing information.
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Routing Information Protocol

Hold-downs tell routers to hold down any changes that might
affect recently removed routes for some period of time. The hold-
down period is usually calculated to be just greater than the
period of time necessary to update the entire network with a
routing change. Hold-down prevents the count-to-infinity
problem.

● Split horizons

Split horizons derive from the fact that it is never useful to send
information about a route back in the direction from which it
came. The split-horizon rule prohibits this from happening. This
helps prevent two-node routing loops.

● Triggered updates with route poisoning

Whereas split horizons should prevent routing loops between
adjacent routers, poison reverse updates are intended to defeat
larger routing loops. The idea is that increases in routing metrics
generally indicate routing loops. Poison reverse updates are then
sent to remove the route and place it in hold-down.

in.routed Process

The /usr/sbin/in.routed process implements RIP, which builds and
maintains the dynamic routing information.

The /usr/sbin/in.routed process causes a host to broadcast its own
routing information if more than one Ethernet interface exists. A
router broadcasts to the network(s) that it is directly connected every
30 seconds. All hosts receive the broadcast, but only hosts running
in.routed will process information. Routers run the in.routed -s
process, while non-routers run the in.routed -q process.
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Routing Information Protocol

in.routed Process

The syntax for in.routed is:

/usr/sbin/in.routed [ -gqsSt v ] [ logfile ]

The in.routed process starts at boot time by the
/etc/init.d/inetinit script. It is used to update routing tables.
Routers broadcast their routes every 30 seconds. This is not a
configurable option.

● To keep from broadcasting, start the in.routed process in quiet
mode using the -q option. The host still listens for broadcasts.

# /usr/sbin/in.routed -q

● To make a multi-homed system advertise routes, type:

# /usr/sbin/in.routed -s

Note – Multi-homed systems are discussed later in this module.

● To log the actions of the in.routed process use:

# /usr/sbin/in.routed -v /var/adm/routelog

The /var/adm/routelog file is not cleaned out automatically.

● To log the actions of the in.routed process to the screen use:

# /usr/sbin/in.routed -s -t
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

Network Router Discovery

Network Router Discovery (RDISC) is a protocol that can send and
receive router advertisement messages. RDISC is implemented
through the in.rdisc process.

in.rdisc Process

Routers running the in.rdisc -r process advertise their presence
using the multicast address 224.0.0.1 every 600 seconds (10 minutes).
Non-routers listen at multicast 224.0.0.1 for these router advertisement
messages through the in.rdisc -s process. in.rdisc builds a
default route entry for each advertisement.

Some advantages of RDISC are:

● It is routing protocol independent.

● It uses a multicast address.

● It results in a smaller routing table.

● It provides redundancy through multiple default route entries

Some disadvantages of RDISC are:

● An advertisement period of 10 minutes can result in a black hole. A
black hole is the time period that a router path is present in the
table, but the router is not actually available. The default lifetime
for a non-advertised route is 30 minutes (three times the
advertising time interval).

● Routers must run a routing protocol, such as RIP, to learn about
other networks. RDISC (in.rdisc ) provides a default path to
hosts, not between routers.
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Gateway Protocols

Interior Gateway Protocol (IGP) (Continued)

in.rdisc Process

The syntax for in.rdisc is:

/usr/sbin/in.rdisc [-a] [-s][ send-address ][ receive
address ]

/usr/sbin/in.rdisc -r [-p preference ][-T interval ] \
[ send-address ] [ receive address ]

The in.rdisc process implements the ICMP router discovery
protocol. The first syntax is used by a non-router host, while the
second syntax is used by router hosts. It:

● Sends three solicitation messages, initially, to quickly discover the
routers when the system is booted.

# /usr/sbin/in.rdisc -s

● Causes a router to advertise.

# /usr/sbin/in.rdisc -r

● Changes the interval for router advertisements. The default is 600
seconds.

# /usr/sbin/in.rdisc -r -T 100
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Multihomed Host

By default, the Solaris environment considers any machine with
multiple network interfaces to be a router. However, you can change a
router into a multihomed host – a host with more than two network
interfaces that does not run routing protocols or forward IP packets.
The following types of machines can be configured as multihomed
hosts:

● NFS servers, particularly large data-centers, can be attached to
more than one network in order to share files among a large pool
of users. These servers do not need to maintain routing tables.

● Database servers can have multiple network interfaces for the
same reason NFS servers do.

● Firewall gateways are machines that provide connections between
private networks and public networks such as the Internet.
Administrators set up firewalls as a security measure.
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Routing Initialization

When a machine reboots, the startup script,
/etc/init.d/inetinit , looks for the /etc/notrouter file. If the
file exists, the startup script does not run in.routed -s or
in.rdisc -r , and does not turn on IP forwarding. This process will
happen regardless of whether or not the /etc/gateways file exists.
Figure 6-7 shows the /etc/init.d/inetinit script router
initialization sequence.

Figure 6-7 /etc/init.d/inetinit Script Router Initialization
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Displaying the Routing Table

The /usr/bin/netstat -r Command

The netstat -r command displays the routing table information. For
example:

# netstat -r

Routing Table:
Destination Gateway Flags Ref Use Interface
------------ ---------- ------ ---- ---- ---------
localhost localhost UH 0 2272 lo0
128.50.1.0 bear U 3 562 hme0
128.50.2.0 potato-r UG 10 1562
128.50.3.0 skunk UG 3 562
default 128.50.1.250 UG 0 1613
224.0.0.0 bear U 3 0 hme0

Where:

Destination /etc/inet/networks  or /etc/inet/hosts .

Gateway The host that delivers or forwards the packet.

Flags The status of this route. This field uses the
following flags:

U The interface is up.

H The destination is a host; not a network.

G The delivery host is another host (an
indirect path).

D The path is an ICMP redirect entry.

Ref The current number of routes that share the
same network interface (Ethernet) address.

Use The number of packets sent using this route. For
the localhost entry, it is the number of packets
received.

Interface The interface used to go to the destination.
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DisplayingtheRoutingTable

/etc/inet/networks File

To associate a network name to a network number, edit the
/etc/inet/networks file. The following identifies the fields in the file
/etc/inet/networks :

network-name network-number nicknames

For example:

fish 128.50.3 The_School Fish-net
veggie 128.50.2 The_Vegetables Veggie-net
zoo 128.50.1 The_Animals Zoo-net

Display the routing table after editing the file /etc/inet/networks as
follows:

# netstat -r

Routing Table:
Destination Gateway Flags Ref Use Interface
----------- ---------- ----- --- --- ---------
localhost localhost UH 0 2272 lo0
zoo bear U 3 562 hme0
veggie potato-r UG 10 1562
fish skunk UG 3 562 hme0
224.0.0.0 bear U 3 0 hme0
#

The /etc/inet/networks file is also referenced by the route
command which is discussed on the next page.



6

Routing 6-31
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Manually Manipulating the Routing Table

route Command

The route command allows manual manipulation of the routing table.
Its command format is:

route [-fn] add|delete [host|net] dest. [ gateway
[ metric ]]

It can be used to:

● Add a route

# route add net 128.50.3.0 skunk 1

● Add a route using a network name

# route add net Animal-net potato-r 1

● Add a default route

# route add default potato-1 1
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Manually Manipulating the Routing Table

route Command (Continued)

● Delete a route

# route delete net 128.50.2.0 sword-r

● Lookup and display the route for a destination

# route get 128.50.2.0

● Get routing reports continuously

# route monitor

● Flush the routing table

# route flush

● Add the multicast path for 224.0.0.0

# route add 224.0.0.0 `uname -n` 0

Note – The metric between two machines increases by one each time a
new router (gateway) is encountered in the path. RIP automatically
chooses the path with the lowest metric. The metric information for a
path is kept in the kernel’s routing table in cache.

Note – When deleting entries from or flushing the routing table, the
process in.routed stops listening for RIP broadcasts but, continues
listening for RDISC advertisements.
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Manually Manipulating the Routing Table

/etc/gateways File

The in.routed process reads the optional /etc/gateways file upon
initialization to build its routing table. This is another way to add a
permanent (passive) route other than adding a default router. It is also
a method to add one or more permanent routes that are not default
routes. The following identifies the fields in the /etc/gateways file:

net dest.net gateway router metric cnt [passive][active]

For example:

net 128.50.0.0 gateway sword-r metric 1 passive
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Router Configuration

To configure a Solaris router:

1. Create an /etc/hostname. interface file for each additional
network interface installed on the machine and add a single line
entry with the host name of this interface.

hostname-for-interface

2. Add the new IP address and hostname to the /etc/inet/hosts
file.

IP-Address hostname-for-interface

3. Perform a reconfigure boot and halt the system to add the second
Ethernet card.

# touch /reconfigure
# init 5
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Router Configuration

4. Once the system has rebooted, verify the new interface
parameters.

# ifconfig -a

The output should be appropriate for the newly added Ethernet
card.
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Troubleshooting Router Configuration

When troubleshooting a problem, ask yourself:

● Does the device information tree recognize the second card?

# prtconf

Check for the existence of the device name and instance number of
a newly added Ethernet card.

● Does ifconfig report the second card?

# ifconfig -a

Check for the occurrence and proper parameter settings for the
newly added Ethernet card.
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Troubleshooting Router Configuration

● Do you have the correct device and file name?

# ls -l /etc/hostname. interface

Check that the file suffix corresponds to the device name and
instance number, such as, hme1 for device hme, instance #1.

● Is the correct IP address defined in the /etc/inet/hosts file?

# cat /etc/inet/hosts
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Multihomed Host Configuration

Configure a multihomed host by performing the following steps:

1. Create a /etc/hostname. interface file for each additional
network interface installed on the machine and add a single-line
entry with the host name of this interface.

hostname-for-interface

2. Add an entry in /etc/hosts file.

3. Create an empty file called /etc/notrouter .

# touch /etc/notrouter

4. Perform a reconfigure boot and halt the system to add the new
Ethernet card(s).

# touch /reconfigure
# init 5

5. Once the system has rebooted, verify the new interface
parameters.

# ifconfig -a

The output should be appropriate for the newly added Ethernet
card(s).

6. Verify that the host is a multihomed host.

# ps -ef |grep in.r
root 119 1 0 Dec 29 ? 0:01 /usr/sbin/rpcbind
root 111 1 0 Dec 29 ? 0:01 /usr/sbin/in.rdisc -s
root 340 33 1 19:59:55pts/2 0:00 grep in.r

The output should not reflect in.routed -s or in.rdisc -r
processes.
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Exercise: Enabling Routing and Subnetting

Exercise objective – Enable subnetting, configure a Sun workstation
as a router, and use the route command to manually configure your
routing tables.

Preparation

The following is an example of an /etc/hosts file.

Note – Refer to Figure 6-8 for more lab setup information.

# cat /etc/hosts

# Internet host table

127.0.0.1 localhost

# zoo 128.50.1.0

128.50.1.1 horse

128.50.1.2 mule

128.50.1.250 lion

# veggie 128.50.2.0

128.50.2.1 pea loghost

128.50.2.2 tomato



6

6-40 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Enabling Routing and Subnetting

Preparation (Continued)

Edit /etc/networks with the following network configuration:

# vi /etc/networks

arpanet 10 arpa # Historical

zoo 128.50.1 The_Animals zoo-net

veggie 128.50.2 The_Vegetables veggie-net

Figure 6-8 Lab Network Configuration
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Exercise: Enabling Routing and Subnetting

Tasks

Note – Sections titled Individually are to be completed by yourself.
Sections titled Subnet Group are to be completed in a group.

Individually

Complete the following steps and answer the questions:

1. In your own words, define each of the following routing
schemes:

Table-driven routing

__________________________________________________________

__________________________________________________________

__________________________________________________________

Static routing

__________________________________________________________

__________________________________________________________

__________________________________________________________

Dynamic routing

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Default routing

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

2. What is a multihomed host?

__________________________________________________________

__________________________________________________________

__________________________________________________________

3. List three types of machines that are often configured as
multihomed hosts.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

4. Define the term autonomous systems (AS).

__________________________________________________________

__________________________________________________________

__________________________________________________________

5. In your own words, describe the differences between IGP and
EGP protocols.

__________________________________________________________

__________________________________________________________

__________________________________________________________

6. Give two examples of IGP’s.

__________________________________________________________

__________________________________________________________

__________________________________________________________

7. Give two examples of EGP’s.

__________________________________________________________

__________________________________________________________

__________________________________________________________

8. Explain the purpose of ICMP redirects.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Subnet Group

9. Before making any changes to the Ethernet interfaces, observe
the configuration of your hme0(hme0) interface. Pay special
attention to the netmask and broadcast values. Write them down.

# ifconfig -a

________________________________________________________

________________________________________________________

What class of IPv4 address (A, B, or C) is assigned to your
system?

________________________________________________________

How many bits of your IPv4 address are currently being used for
your network address?

________________________________________________________

10. Execute the netstat command to observe your current routing
tables. Write down how many routes are available.

# netstat -r

________________________________________________________

________________________________________________________

Execute the netstat -rn command. What is the difference
between this output and the previous netstat -r output?

________________________________________________________

________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

11. Execute the rup command in a terminal window. Which hosts
respond?

# rup

________________________________________________________

________________________________________________________

12. Run the ps command to determine what routing processes are
currently running on the system.

# ps -ef | grep in.r

Which daemon(s) are running with which options and why?

________________________________________________________

________________________________________________________

13. Configure the router (lion ) for your subnet and reboot it.

a. Create the hostname file and place the hostname in it so that
the interface will be configured automatically at each boot
time.

lion# vi /etc/hostname.hme1
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

b. Enter the second interface to the local hosts database if
necessary:

lion# vi /etc/hosts

After

# Internet host table

127.0.0.1 localhost

# zoo 128.50.1.0

128.50.1.1 horse

128.50.1.2 mule

128.50.1.250 lion

Enter

128.50.2.250 lion-r

# veggie 128.50.2.0

128.50.2.1 pea loghost

128.50.2.2 tomato

128.50.2.250 lion-r

c. Edit the /etc/netmasks file on each system to use a class C
mask on a class B address.

lion# vi /etc/netmasks

128.50 255.255.255.0

d. Reboot all of the systems that are configured as routers.

lion# init 6
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

14. Verify that each router is correctly configured.

a. Display the configuration for each network interface.

lion# ifconfig -a

How many external interfaces are configured and running now?

__________________________________________________

What are the netmask and broadcast values now?

__________________________________________________

How many bits of the IPv4 address are now being used as the
network address?

__________________________________________________

b. Display the contents of the routing table.

lion# netstat -rn

How many entries are in the routing table now?

__________________________________________________

__________________________________________________

__________________________________________________

c. Determine which routing daemons are running on the router.

lion# ps -ef|grep in.r

__________________________________________________

__________________________________________________

__________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Individually

15. Determine which routing daemons are running on each non-
router system.

pea# ps -ef|grep in.r

________________________________________________

_______________________________________________

16. Go to the non-router workstations and change the system
netmask in the /etc/netmasks file as follows:

# vi /etc/netmasks

a. Enter 128.50 255.255.255.0

b. Run netstat -r and record the current routes.

________________________________________________

_______________________________________________

c. Run ifconfig -a and record the current netmask and
broadcast values.

d. Run snoop on the router and watch for network traffic
associated with multicast addresses 224.0.0.1 and 224.0.0.2 as
the non-routers reboot.

lion# snoop -d hme1

e. Reboot your non-router workstation.
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Individually

17. Run the ifconfig command on the non-routers to observe
changes to the Ethernet interfaces.

pea# ifconfig -a

What are the netmask and broadcast values now?

__________________________________________________________

18. Run the netstat command and observe the change to the
routing tables.

pea# netstat -r

What new type of entry is now present? How was it entered
into the routing table?
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

19. Run the ps command on the non-routers to determine which
routing daemons are now running and with which options.

pea# ps -ef | grep in.r

Why are these daemon(s) running and why?

__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Subnet Group

20. Start a snoop trace in a separate window and use the pkill
utility to terminate the in.rdisc process on the router. (You are
simulating a graceful shutdown of a router.)

lion# snoop -v

lion# pkill in.rdisc

Examine the snoop trace, did you see the router notification
when in.rdisc was gracefully terminated?
__________________________________________________________

21. Verify that the process has been terminated.

lion# ps -ef|grep in.r

__________________________________________________________
__________________________________________________________

Individually

22. Use the netstat utility to view the routing tables on one of the
non-router systems. What is missing?

pea# netstat -r

__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

23. Verify that the snoop session started earlier is still running and
then start the in.rdisc process on the router system.

lion# /usr/sbin/in.rdisc -r

Observe ICMP and other traffic as the in.rdisc process is
started.

__________________________________________________________

24. Use the netstat utility to view the routing tables on one of the
non-router systems to verify that the default route has been
inserted into the routing table.

pea# netstat -r

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

25. Simulate a router crash, kill the in.rdisc daemon on the router.

lion# pkill -9 in.rdisc

26. On a non-router use the date and netstat utilities to
determine how long before the default route entry is removed.

pea# while true

> do date; netstat -r |grep default; sleep 20

> done

Approximately how long did it take for the default entry to be
removed from the table?

_________________________________________________________

When done, exit by pressing Ctrl-c.
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

Note – Stop, please do not proceed with the next step until everyone is
at this point of the lab exercise. This is to prevent route-flap.

27. Kill the in.routed daemon on the routers.

lion# pkill in.routed

28. Kill the in.rdisc daemon on the non-router systems.

pea# pkill in.rdisc

29. Flush the routing tables.

On the router:

lion# route flush

On the non-routers:

pea# route flush

30. Use the netstat -r command to determine what type of routes
have been removed.

__________________________________________________________

31. Working on a non-router system, attempt to contact a non-router
system on one of the other subnets.

pea# ping horse

What is the response from the ping command?

__________________________________________________________

When done, exit ping by pressing Ctrl-c.
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Exercise: Enabling Routing and Subnetting

Tasks (Continued)

32. Working on all systems, add routes to the remote subnets.

pea# route add net 128.50.1.0 lion-r2 2

33. Working on all systems, note the routing tables.

pea# netstat -r

________________________________________________________________
________________________________________________________________
________________________________________________________________

Working on a non-router system, attempt to contact a non-router
system on one of the other subnets.

pea# ping horse

What is the response from the ping command?

__________________________________________________________
__________________________________________________________

34. Compare the contents of the /etc/networks file and the
contents of the routing table.

pea# cat /etc/networks

pea# netstat -r

Are all the networks described in the /etc/networks file present
in the routing table?

__________________________________________________________

35. Reboot the routers, two minutes later, reboot all the non-router
systems. Check to see if in.rdisc or in.routed was started on
each of the non-router systems. Explain why you see the results
that you do.
__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Enabling Routing and Subnetting

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Enabling Routing and Subnetting

Task Solutions

Complete the following steps and answer the questions:

1. In your own words, define each of the following routing
schemes:

Table-driven routing

Each workstation maintains a kernel routing table that identifies the
host or device that can forward packets to a defined destination network.

Static routing

Static routes are routes that are permanent unless you remove them
manually. Rebooting the system removes the static entries. The most
common static entry is a host that routes packets to the locally
connected network(s).

Dynamic routing

Dynamic routing means that the routing environment changes.
Dynamic routing is used to identify other network destinations that are
not directly connected but are reachable through a router. Once the
routing table identifies the other reachable networks, the identified
router can forward or deliver the packets.

Default routing

A default route is a table entry that allows a host to define default
routers to use all the time. It is a static path that is used for all
indirectly connected workstations. The default routers must be reliable.
There is no need to define every reachable network. All indirectly
connected packet destinations go to the default router.
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

2. What is a multihomed host?

A host with more than two network interfaces that does not run routing
protocols or forward IP packets.

3. List three types of machines that are often configured as
multihomed hosts.

NFS servers

Database servers

Firewall gateways

4. Define the term autonomous systems (AS).

An autonomous system (AS) is a collection of networks and routers
under a single administrative control. This intentionally broad
definition was incorporated into the Internet in order to deal with
overly large routing tables.

5. In your own words, describe the differences between Interior
Gateway Protocol and Exterior Gateway Protocol.

A routing table protocol used within an AS is called an Interior
Gateway Protocol. A routing table protocol used to communicate routes
between autonomous systems is called an Exterior Gateway Protocol.
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

6. Give two examples of Interior Gateway Protocol.

Open Shortest Path First (OSPF)

Routing Information Protocol (RIP)

7. Give two examples of Exterior Gateway Protocol.

Exterior Gateway Protocol (EGP)

Border Gateway Protocol (BGP)

8. Explain the purpose of Internet Control Messaging Protocol
redirects.

ICMP redirects are most commonly used when a host is using default
routing. If the router determines a more efficient way to forward the
packet, it redirects the datagram using the best route and reports the
correct route to the sender.
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

Subnet Group

9. Before making any changes to the Ethernet interfaces, once again
observe the configuration of your hme0 interface. Pay special
attention to the netmask and broadcast values. Write them down.

# ifconfig -a

lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu
8232 inet 127.0.0.1 netmask ff000000

hme0: flags=863
<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500
inet 128.50.2.1 netmask ffff0000 broadcast
128.50.255.255 ether 8:0:20:79:ce:7c

What class of IPv4 address (A, B, or C) is assigned to your
system?

Class B

How many bits of your IPv4 address are currently
being used for your network address?

16 bits

localhost localhost UH 0 593 lo0
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

10. Execute the netstat command to observe your current routing
tables. Write down how many routes are available.

# netstat -r

Routing Table:

Destination Gateway Flags Ref Use Interface

------------- ------- ----- ----- ------ --------

128.50.0.0 pea U 3 1 hme0

224.0.0.0 pea U 3 0 hme0

localhost localhost UH 0 593 lo0

Execute the netstat -rn command. What is the difference
between this output and the previous netstat -r output?

netstat -rn displays the table in numeric form.

11. Execute the rup command in a terminal window. Which hosts
respond?

# rup

pea up 7 mins, load average: 0.01, 0.08, 0.06

lion-r2 up 7 mins, load average: 0.03, 0.12, 0.09

12. Run the ps command to determine what routing processes are
currently running on the system.

# ps -ef | grep in.r

Which daemon(s) are running with which options and why?

root 8 8 1 0 12:17:56 ? 0:00 /usr/sbin/in.routed -q

root 9 2 1 0 12:17:56 ? 0:00 /usr/sbin/rpcbind

root 348 331 0 12:25:01 pts/4 0:00 grep in.r
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

13. Configure the router for your subnet and reboot it.

a. Create the hostname file and place the hostname in it so that
the interface will be configured automatically at each boot
time.

lion# vi /etc/hostname.hme1

b. Enter the second interface to the local hosts database if
necessary:

lion# vi /etc/hosts

After

# Internet host table

127.0.0.1 localhost

# Zoo subnet 128.50.1.0

128.50.1.1 horse

128.50.1.2 mule

128.50.1.2 lion

Enter

128.50.2.250 lion-r

# Veggie subnet 128.50.2.0

128.50.2.1 pea loghost

128.50.2.2 tomato

128.50.2.250 lion-r
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

c. Edit the /etc/netmasks file on each system to use a class C
mask on a class B address.

lion# vi /etc/netmasks
128.50 255.255.255.0

d. Reboot all the systems that are configured as routers.

lion# init 6

14. Verify that each router is correctly configured.

a. Display the each network interface configurations.

lion# ifconfig -a

How many external interfaces are configured and running now?

Three interfaces: lo0 , hme0, and hme1

What are the netmask and broadcast values now?

lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu
8232 inet 127.0.0.1 netmask ff000000

hme0: flags=863
<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu
1500 inet 128.50.1.250 netmask ffffff00 broadcast
128.50.2.255 ether 8:0:20:76:6:b

hme1: flags=863
<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu
1500 inet 128.50.2.250 netmask ffffff00 broadcast
128.50.1.255 ether 8:0:20:76:6:b

How many bits of the IPv4 address are now being used as the
network address?

24 bits on hme0 and hme1
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

b. Display the contents of the routing table.

lion# netstat -rn

How many entries are in the routing table now?

Four entries

c. Determine which routing daemons are running on the router.

lion# ps -ef|grep in.r

root 236 223 0 12:49:15 pts/1 0:00 grep in.r

root 82 1 0 12:39:11 ? 0:00 /usr/sbin/in.routed -s

root 84 1 0 12:39:12 ? 0:00 /usr/sbin/in.rdisc -r

root 8 8 1 0 12:39:13 ? 0:00 /usr/sbin/rpcbind

Individually

15. Determine which routing daemons are running on each non-
router system.

pea# ps -ef|grep in.r

root 87 1 0 12:39:07 ? 0:00 /usr/sbin/in.rdisc -s

root 9 1 1 0 12:39:07 ? 0:00 /usr/sbin/rpcbind

root 345 330 0 12:49:53 pts/4 0:00 grep in.r

16. Go to the non-router workstations and change the system
netmask in the /etc/netmasks file as follows:

# vi /etc/netmasks

a. Enter 128.50 255.255.255.0
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

b. Run netstat -r and record the current routes.

Destination Gateway Flags Ref Use Interface

----------- ------- ----- ----- ------ --------

128.50.0.0 pea U 3 7 hme0

224.0.0.0 pea U 3 0 hme0

default lion-r UG 0 0

localhost localhost UH 0 4407 lo0

c. Run ifconfig -a and record the current netmask and
broadcast values.

pea# ifconfig -a
lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu
8232 inet 127.0.0.1 netmask ff000000
hme0: flags=863
<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu
1500 inet 128.50.2.1 netmask ffff0000 broadcast
128.50.255.255
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

d. Run snoop on the router and watch for network traffic
associated with multicast addresses 224.0.0.1 and 224.0.0.2 as
the non-routers reboot.

# snoop -d hme1

Using device /dev/le (promiscuous mode)

lion -> 128.50.1.255 RIP R (1 destinations)
lion -> 128.50.1.255 RIP R (1 destinations)
lion -> 128.50.1.255 RIP R (1 destinations)
lion -> 224.0.0.1 IP D=224.0.0.1 S=128.50.1.250
LEN=36, ID=0
horse -> 224.0.0.2 IP  D=224.0.0.2 S=128.50.1.1
LEN=28, ID=17391
lion -> horse IP  D=128.50.1.1 S=128.50.1.250
LEN=36, ID=12461
lion -> 128.50.1.255 RIP R (1 destinations)
horse ->(broadcast) ARP C Who is 128.50.1.1, horse ?
horse -> 224.0.0.2 IP  D=224.0.0.2 S=128.50.1.1
LEN=28, ID=23401
lion -> horse IP  D=128.50.1.1 S=128.50.1.250
LEN=36, ID=20305
horse -> 224.0.0.2 IP  D=224.0.0.2 S=128.50.1.1
LEN=28, ID=23402
lion -> horse IP  D=128.50.1.1 S=128.50.1.250
LEN=36, ID=20306
lion -> 128.50.1.255 RIP R (1 destinations)

e. Reboot your non-router workstation.



6

Routing 6-65
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

Individually

17. Run the ifconfig command on the non-routers to observe
changes to the Ethernet interfaces.

pea# ifconfig -a

pea# ifconfig -a
lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu
8232 inet 127.0.0.1 netmask ff000000
hme0: flags=863
<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500
inet 128.50.2.1 netmask ffff0000 broadcast
128.50.255.255

What are the netmask and broadcast values now?

18. Run the netstat command and observe the change to the
routing tables.

pea# netstat -r

Destination Gateway Flags Ref Use Interface

----------- ------- ----- ----- ------ --------

128.50.0.0 pea U 3 7 hme0

224.0.0.0 pea U 3 0 hme0

default lion-r UG 0 0

localhost localhost UH 0 4407 lo0

What new type of entry is now present? How was it entered into
the routing table?

The newest entry is a default route. It learned the default route from the
router on the subnet through RDISC.
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

19. Run the ps command on the non-routers to determine which
routing daemons are now running and with which options.

pea# ps -ef | grep in.r

root 87 1 0 12:39:07 ? 0:00 /usr/sbin/in.rdisc -s
root 91 1 0 12:39:07 ? 0:00 /usr/sbin/rpcbind
root 345 330 0 12:49:53 pts/4 0:00 grep in.r

Why are these (daemons) running?

The in.rdisc daemon is running because there was not a
/etc/defaultrouters file. It solicited for and received an answer to
it’s RDISC query from a router file.

Subnet Group

20. Start a snoop trace in a separate window and use the pkill
utility to terminate the in.rdisc process on the router. (You are
simulating a graceful shutdown of a router.)

lion# snoop -v

lion# pkill in.rdisc

Examine the snoop trace, did you see the router notification
when in.rdisc was gracefully terminated?
yes.

21. Verify that the process has been terminated.

lion# ps -ef|grep in.r



6

Routing 6-67
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

Individually

22. Use the netstat utility to view the routing tables on one of the
non-router systems. What is missing?

pea# netstat -r

Destination Gateway Flags Ref Use Interface

----------- ------ ----- ----- ------ -------

128.50.2.0 pea U 3 2 hme0

224.0.0.0 pea U 3 0 hme0

localhost localhost UH 0 8923 lo0

The default route have been removed

23. Verify that the snoop session started earlier is still running and
then start the in.rdisc process on the router system.

lion# /usr/sbin/in.rdisc -r

24. Use the netstat utility to view the routing tables on one of the
non-router systems to verify that the default route has been
inserted into the routing table.

pea# netstat -r

Destination Gateway Flags Ref Use Interface

----------- ------ ----- ----- ------ --------

128.50.2.0 pea U 3 2 hme0

224.0.0.0 pea U 3 0 hme0

default lion-r2 UG 0 0

localhost localhost UH 0 9295 lo0
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

25. Simulate a router crash, kill the in.rdisc daemon on the router.

lion# pkill -9 in.rdisc

26. On a non-router use the date and netstat utilities to
determine how long before the default route entry is removed.

pea# while true

> do date; netstat -r |grep default; sleep 20

> done

Approximately how long did it take for the default entry to be
removed from the table?

20 minutes

When done, exit by pressing Ctl-c.

27. Kill the in.routed daemon on the routers.

lion-r# pkill in.rdisc

lion-r# pkill in.routed

28. Kill the in.rdisc daemon on the non-router systems.

pea# pkill in.rdisc

29. Flush the routing tables.

On the router:

lion-r# route flush

On the non-router:

pea# route flush
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

30. Use the netstat -r command to determine what type of routes
have been removed.

Removes all gateway entries from the routing table

31. Working on a non-router system, attempt to contact a non-router
system on one of the other subnets.

pea# ping horse

What is the response from the ping command?

ICMP Net Unreachable from gateway pea (128.50.2.1)

for icmp from pea (128.50.2.1) to horse (128.50.1.1)

32. Working on all systems, add routes to the remote subnets:

pea# route add net 128.50.1.0 lion-r 2

33. Working on all systems, note the routing tables:

pea# netstat -r

Destination Gateway Flags Ref Use Interface

----------- ------- ----- ----- ------ --------

128.50.2.0 pea U 3 3 hme0

128.50.1.0 lion-r UG 0 1

224.0.0.0 pea U 3 0 hme0

localhost localhost UH 0 18517 lo0
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Exercise: Enabling Routing and Subnetting

Task Solutions (Continued)

Working on a non-router system, attempt to contact a non-router
system on one of the other subnets.

pea# ping horse

What is the response from the ping command?

ICMP Net Unreachable from gateway pea (128.50.2.1)

for icmp from pea (128.50.2.1) to horse (128.50.1.1)

34. Compare the contents of the /etc/networks file and the
contents of the routing table.

pea# cat /etc/networks

pea# netstat -r

Are the networks described in the /etc/networks file present in
the routing table?

Yes

35. Reboot the routers, two minutes later, reboot all the non-router
systems. Check to see if in.rdisc or in.routed was started on
each of the non-router systems. Explain why you see the results
that you do.

The in.rdisc daemon is running because there was not a
/etc/defaultrouters file. It solicited for and received an answer to
it’s RDISC query from a router file.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe the routing algorithm

❑ Define the following routing terms: table-driven routing ,
static routing, dynamic routin g, and default
routing

❑ Describe the in.routed and in.rdisc processes

❑ Describe the Routing Information Protocol (RIP) and the Router
Discovery (RDISC) protocols

❑ Describe the /etc/init.d/inetinit routing startup script

❑ Describe the /etc/defaultrouter, /etc/inet/networks ,
and /etc/gateways files

❑ Use the route and netstat commands

❑ Configure a Sun system as a router
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Think Beyond

You have learned how hosts determine routes between networks. How
are routes determined within a network that is divided into
subnetworks?
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TransportLayer 7

Objectives

Upon completion of this module you should be able to:

● Describe the function of the Transport layer

● Describe the features of the UDP and TCP

● Define the terms: connection-oriented, connectionless, stateful, and
stateless
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● How does the Transport layer of the TCP/IP model prepare user
data for transmission to the network?

● What are some of the issues surrounding Transport layer
configuration, management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● RFC 1323 - TCP Extensions for High Performance
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Introduction to the Transport Layer

The purpose of the Transport layer is to transport data to and from the
correct application. This is often called end-to-end communication. The
Transport layer provides a transport service or protocol defined by the
application.

The Transport layer header includes a destination port number, which
identifies the destination application program on the remote machine
and a source port number that identifies the application on the
originating machine.

The transport software divides the stream of data being transmitted
from the application into smaller pieces and passes these pieces (with
their destination address) to the next lower level.

The Transport layer also handles error detection and recovery
problems. It regulates the flow of information. How the Transport
layer deals with error detection, the sequence of data, and regulating
the flow depends on which protocol is used. There are two protocols
associated with the Transport layer: TCP and UDP. The one that is
used is up to the designer of the application.

Both UDP and TCP protocols are part of the Solaris kernel.
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Introduction to the Transport Layer

Figure 7-1 illustrates where the Transport layer is located in the
TCP/IP layered model.

Figure 7-1 TCP/IP Layered Model

Application layer

Transport layer

Hardware layer

Internet layer

Network Interface layer
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Types of Protocols

Connection-Oriented Protocols

With connection-oriented protocols, a logical connection must be
established with the communication partner before exchanging data.
This method:

● Is highly reliable

● Requires more computational processing

Figure 7-2 Connection-Oriented Protocols
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Types of Protocols

Connectionless Protocols

With connectionless protocols, a connection is not necessary. Self-
contained messages are simply delivered. This method

● Has virtually no reliability features

● Requires that transmission quality be augmented

● Is very fast

Figure 7-3 Connectionless Protocol

Mail
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Stateful Versus Stateless

Stateful Protocols

A stateful protocol is a protocol in which part of the data sent from
client to server includes the state of the client. That is, the server
“knows” about and keeps track of the state of the client.

Figure 7-4 Stateful Protocol

Client Server
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Stateful Versus Stateless

Stateless Protocols

A stateless protocol is a protocol in which the server has no obligation
to keep track of the state of the client. Since a stateless protocol
prevents most reliability features, data sent may be lost or delivered
out of sequence.

Figure 7-5 A Stateless Protocol

The advantages to a stateless protocol are less overhead and a degree
of isolation between the client and server. Connectionless protocols are
stateless.

Client Server
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Reliable Versus Unreliable

Reliable Protocols

A reliable protocol such as TCP, requires that each transmission be
acknowledged by the receiving host. The sender retransmits if
necessary.

Figure 7-6 A TCP Reliable Protocol

Unreliable Protocols

An unreliable protocol such as UDP, does not require an
acknowledgment at the Transport layer.

Figure 7-7 A UDP Unreliable Protocol

Packet lost
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Timeout
Resend packet 3
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Packet lost
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Send packet 3

Send packet 4

Sender Receiver
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Transport Protocols

Figure 7-8 shows an analogy between TCP and UDP and Table 7-1 lists

TCP features.

Figure 7-8 TCP Versus UDP Analogy

Table 7-1 Transport Layer Protocol Features

Features UDP TCP

Connection oriented No Yes

Message boundaries Yes No

Data checksum Optional Yes

Positive acknowledgment No Yes

Timeout and retransmit No Yes

Duplicate detection No Yes

Sequencing No Yes

Flow control No Yes

TCP

UDP

Certified
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User Datagram Protocol

The User Datagram Protocol (UDP) is a connectionless, stateless
protocol. It is designed for small transmissions of data and for data
that does not require a reliable transport mechanism.

Unreliable and Connectionless

UDP is an unreliable and connectionless protocol. UDP packets can be
lost, duplicated, or delivered out of order. The application program
using UDP is responsible for reliability and flow control.

UDP gives an application direct access to the Internet layer while
defining the source and destination port numbers.
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UDP

Non-Acknowledged

UDP does not require the receiving host to acknowledge
transmissions. UDP is therefore very efficient and is used for high-
speed applications over reliable networks.

With UDP, the application is responsible for handling message loss,
duplication, sequence (delivery out of order), and loss of connection.

Datagrams

UDP receives incoming data from the application and divides it into
datagrams. Datagrams are composed of a leading header section
containing some control information, the source and destination port
numbers, and a data section. Datagrams are sent to the Internet layer.
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Transmission Control Protocol

The Transmission Control Protocol (TCP) is a connection-oriented,
stateful protocol. It is suited for large volumes of data and data that
must travel across multiple routers and gateways. TCP can be
characterized by four main features: unstructured stream orientation,
virtual circuit connection, buffered transfer, and full duplex
connection.

Unstructured Stream Orientation

Data coming from the application is said to flow in a stream. TCP
breaks the data into octets to pass to the Internet layer. The packets are
passed to the receiver in the same sequence in which they originated
from the application.

TCP breaks the incoming data into efficient pieces for sending to
the Internet layer. The content of the data is not read or translated by
TCP. TCP’s job is to get all the data back intact on the receiving end
and leave the data interpretation up to the receiver.



7

7-14 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

TCP

Virtual Circuit Connection

Before transmission can start, both the sending and receiving
applications must interact with their operating systems (OSs). This
interaction informs the OS to set up whatever is necessary for
communication to take place. This is analogous to making a phone
call; the line must be established before you can begin to talk.

Buffered Transfer

Data coming from the application is referred to as a flowing stream.
Data can flow fast or slow. To insure efficient flow of data to and from
the application, TCP provides both input and output buffers.

Full Duplex Connection

TCP connections provide concurrent transfer in both directions. From
the point of view of the application, a full duplex connection consists of
two independent streams flowing in opposite directions. The
underlying protocol software sends control information for one stream
back to the source in datagrams which carry data in the opposite
direction. This is called piggybacking and reduces network traffic.
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TCP Flow Control

TCP is more than a simple send-receive-acknowledge-send
progression. It includes sophisticated algorithms to optimize flow
control.

Sliding Window Principle

Flow control is managed by window advertisement. Window
advertisement means that the receiving host informs the sending host
of how much data it is prepared to receive.

Each acknowledged segment specifies how many bytes have been
received and how many additional bytes the receiver is prepared to
accept. This adjusts the window of transmitted data between
acknowledgments.
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TCP Flow Control

Sliding Window Principle (Continued)

Solaris implements RFC 1323, which allows larger TCP window sizes
in order to enhance performance over high-delay networks such as
satellite networks and high bandwidth, such as ATM and FDDI,
networks.

A standard TCP header uses a 16-bit field to report the receive
window size to the sender. Therefore, the largest window that can be
used is 216 or 64 Kbytes. RFC 1323 introduced a mechanism to increase
the window size to 230 or 1 Gbyte.

Congestion Window

To avoid congestion, TCP maintains a congestion window. The
congestion window adjusts the size of the sliding window according
to the number of lost packets.

In steady state, the congestion window is the same as the receiver’s
advertised window. When a segment is lost, the congestion window is
reduced by half and the retransmission timer is backed off
exponentially.

When TCP “senses” that the congestion has ended, TCP uses a slow-
start process, which increases the congestion window size by one
segment each time an acknowledgment is received.
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Exercise: Reviewing the Module

Exercise objective – Review module information.

Tasks

Answer the following questions:

1. Match each term to its definition.

______ Sliding window a. Virtual circuit

______ UDP b. Reliable and connection-oriented
protocol

______ Connection- c. Unacknowledged transmission
oriented protocol

______ TCP d. Principle used to optimize TCP

2. Why would an application programmer use an unacknowledged
transmission protocol?

________________________________________________________
__________________________________________________________

3. Explain the difference between UDP and TCP.

________________________________________________________
________________________________________________________
__________________________________________________________
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Exercise: Reviewing the Module

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Reviewing the Module

Task Solutions

Answer the following questions:

1. Match each term to its definition.

d Sliding window a. Virtual circuit

c UDP b. Reliable and connection-oriented
protocol

a Connection- c. Unacknowledged transmission
oriented protocol

b TCP d. Principle used to optimize TCP

2. Why would an application programmer use an unacknowledged
transmission protocol?

UDP is faster than TCP.
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Exercise: Reviewing the Module

Task Solutions (Continued)

3. Explain the difference between UDP and TCP.

Features UDP TCP

Connection oriented No Yes

Message boundaries Yes No

Data checksum Optional Yes

Positive acknowledgment No Yes

Timeout and retransmit No Yes

Duplicate detection No Yes

Sequencing No Yes

Flow control No Yes
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe the function of the Transport layer

❑ Describe the features of UDP and TCP

❑ Define the terms connection oriented, connectionless, stateful, and
stateless
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Think Beyond

You have learned how the layers of the TCP/IP network model work
together to provide organizations with a robust networking solution.

Now you will take a look at how a networked host plays important
roles when providing services to end-users.
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Client-ServerModel 8

Objectives

Upon completion of this module you should be able to:

● Define the terms client, server, and service

● Describe ONC+™ technologies

● Define a port and a port number

● Describe the client-server interaction

● Describe Internet and RPC services

● Identify the files used in the client-server model

● Add and remove Internet services

● Add and remove RPC services

● Use the commands netstat and rpcinfo to monitor services
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Relevance

Discussion – You may have heard of Open Network Computing
(ONC), perhaps even ONC+. You have probably heard of client-server
applications.

● What is ONC+?

● How are RPC port numbers assigned?

● How is an RPC service started?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● The http://docs.sun.com web site
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The Client-Server Model

The client-server model is a fundamental component of network
administration. It has a major impact on users and their ability to share
resources, and on administrators who provide services to the network.
A service is any application that is accessed via the network.
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The Client-Server Model

The client-server model describes the relationship between a client, a
process running on a system that requests a service, and a server, a
process running on a system that provides a service. This relationship
functions at the Transport and Application layer of the TCP/IP model.

Figure 8-1 Application Layer

Application layer

Transport layer

Hardware layer

Internet layer

Network Interface layer
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ONC+ Technologies

ONC+ technology is Sun’s open systems distributed computing
environment. ONC+ technologies are the core services available to
developers who implement distributed applications in a
heterogeneous distributed computing environment. ONC+
technologies also include tools to administer client/server networks.
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Overview of ONC+ Technologies

ONC+ technologies are composed of a family of technologies, services,
and tools. It is backward compatible and interoperates with the
installed base of ONC services. The main components and
technologies that require the use of programming facilities are covered
in this module.

Figure 8-2 illustrates an integrated view of how client-server
applications are built on top of ONC+ technologies and low-level
networking protocols.
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ONC+ Technologies

Figure 8-2 ONC+ Distributed Computing Platform

TI-RPC

The transport-independent remote procedure call (TI-RPC) was
developed by Sun and AT&T as part of the UNIX System V Release 4
(SVR4). It makes RPC applications transport independent by allowing
a single binary version of a distributed program to run on multiple
transports. Previously, with transport-specific RPC, the transport was
bound at compile time so that applications could not use other
transports unless the program was rebuilt. With TI-RPC, applications
can use new transports if the system administrator updates the
network configuration file and restarts the program. Thus, no changes
are required to the binary application.

Application
Programs

TI-RPC XDR

TLI Sockets

TCP or UDP Port Numbers

RPC
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ONC+ Technologies

XDR

XDR is the backbone of the SunSoft™ Remote Procedure Call package,
in the sense that data for RPCs are transmitted using this standard.
External data representation (XDR) is an architecture-independent
specification for representing data. It resolves the differences in data
byte ordering, data type size, representation, and alignment between
different architectures. Applications that use XDR can exchange data
across heterogeneous hardware systems.

TLI

TLI was introduced with AT&T’s System V, Release 3 in 1986. It
provided a Transport layer interface API. TLI was modeled after the
ISO Transport Service Definition and provides an Application Program
Interface between the OSI Transport and Session layers.

Sockets

Sockets are the Berkeley UNIX interface to network protocols. They are
commonly referred to as Berkeley sockets or BSD sockets. Beginning in
Solaris 7, the XNS 5 (Unix98) Socket interfaces (which differ slightly
from the BSD sockets) are also available.

A socket is an endpoint of communication to which a name can be
bound. A socket has a type and one associated process. Sockets were
designed to implement the client-server model for interprocess
communication where the interface to the network protocols needs to:

● Accommodate multiple communication protocols

● Accommodate server code that waits for connections and client
code that initiates connections

● Operate differently, depending on whether communication is
connection oriented or connectionless

● Allow application programs to specify the destination address of
the datagrams instead of binding the address with the open() call
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ONC+ Technologies

NFS

NFS is Sun’s distributed computing file system that provides
transparent access to remote file systems on heterogeneous networks.
In this way, users can share files among PCs, workstations,
mainframes, and supercomputers. As long as they are connected to the
same network, the files appear as though they are on the user’s
desktop. The NFS environment features Kerberos authentication,
multithreading, the network lock manager, and the automounter.

NIS+

NIS+ is the enterprise naming service in the Solaris operating system.
It provides a scalable and secure information base for host names,
network addresses, and user names. It is designed to make
administration of large, multi-vendor client/server networks easier by
being the central point for adding, removing, and relocating network
resources. Changes made to the NIS+ information base are
automatically and immediately propagated to replica servers across
the network; this ensures that system uptime and performance is
preserved. Security is integral to NIS+. Unauthorized users and
programs are prevented from reading, changing, or destroying naming
service information.
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Port Numbers

Each network service that is provided or requested uses a port that
represents an address space, which is reserved for that service.
Generally, a client exits the workstation through an unused arbitrary
port and communicates to the server through a well-known port.

A port is an address that the kernel uses for this service, very much
like a physical port that is used to provide a login service. The
difference is that the port is not physical, it is abstract.

In establishing the client-server interaction, an agreement must be
made to identify what port number is identified for what service or
application. The port number must be unique for each service
provided in the network community.
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Port Numbers

The /etc/inet/services file is used to identify and register the
reserved port numbers, services, and protocols used for Internet
services. These services and their port numbers are registered with the
Network Information Center (NIC) in Chantilly, Virginia. For example:

# cat /etc/inet/services

ftp-data 20/tcp
ftp 21/tcp
telnet 23/tcp
smtp 25/tcp mail
sunrpc 111/udp rpcbind
sunrpc 111/tcp rpcbind

A port defined in the /etc/inet/services file is referred to as a well-
known port because it is an agreed port number location for a specific
service. When adding a new Internet service to the network, this file
must be updated on the client and server to identify the location for
this service.

Note – The first 1024 ports are reserved ports in that only root owned
processes can provide services at these ports.
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How a Server Process Is Started

Each service requires a server process to respond to the client request,
such as when a client runs the mail or ftp commands.

Many server processes are started through the normal boot procedure
at run level 2. Additional services, such as in.routed , in.rdisc , or
sendmail, can be started at run level 3. These processes continually
run on the host.

Other services, however, are not started at the boot sequence. These
services, such as rlogin and ftp , are started upon demand. The
server does not start the process until the client requests the service.
When the service is completed, the server process eventually
terminates.
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How an Internet Service Process Is Started

The inetd Process

A special network process, inetd , runs on each host to listen on behalf
of many server processes which are not started at boot time. It listens
for requests on the agreed well-known ports. The inetd process starts
these server processes when the appropriate port address is requested.
inetd is started at run level 2 from the startup script
/etc/init.d/inetsvc .

The /etc/inet/inetd.conf File

The inetd process is informed of the network services to listen for at
their well known port and the corresponding processes to start
through the /etc/inet/inetd.conf file. For example:

# cat /etc/inet/inetd.conf

ftp stream tcp nowait root /usr/sbin/in.ftpd in.ftpd
telnet stream tcp nowait root /usr/sbin/in.telnetd in.telnetd
login stream tcp nowait root /usr/sbin/in.rlogind in.rlogind
talk dgram udp wait root /usr/sbin/in.talkd in.talkd

If a change is made to the /etc/inet/inetd.conf file, you must send
a hang-up signal to the process inetd . This causes the inetd process
to reread this configuration file. For example:

In Solaris 2.x

# ps -ef | grep inetd
# kill -HUP <PID#>

In Solaris 7

# pkill -HUP inetd



8

8-14 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Remote Procedure Call

The problem with the client-server model as described is that each
new service must have a unique port number that is agreed upon by
all hosts in the network. How would a computer network company,
such as Sun, generate a unique port number for all hosts throughout
the world?

Sun’s answer was to develop an extension to the client-server model
known as remote procedure call (RPC). When using an RPC service, the
client connects to a special server process, rpcbind (portmap in the
SunOS 4.x operating system), that is a well-known registered Internet
service. rpcbind listens at port number 111 for all RPC-based client
applications and sends the client the appropriate server port number.

RPC eliminates the need to register all services with the NIC and in
the /etc/inet/services file. The client does not need to know in
advance the port number of the destination service. The client requests
the port number at connection time from the process rpcbind (port
111). The server returns the arbitrary port number that was assigned to
that service when the process was registered with rpcbind during the
boot sequence.
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Remote Procedure Call

RPC services are written such that when they start, they register
themselves with rpcbind and are then assigned an arbitrary (the next
available) port number. Thus when the client reaches port 111,
rpcbind returns the actual port number for the service, if it is
registered. If the service was not registered, rpcbind returns the error
message RPC: Program not registered.

rpcbind is started at run level 2 in the startup script
/etc/init.d/rpc .

How an RPC Process Is Started

RPC-based processes are started in the same way as non-RPC based
applications. Some, such as rpc.nisd , mountd , and nfsd are started
at boot time and are always running. Some, such as rwalld , sprayd ,
and sadmind , are started upon demand by inetd .

The /etc/inet/inetd.conf File

# cat /etc/inet/inetd.conf
ftp stream tcp nowait root /usr/sbin/in.ftpd in.ftpd
telnet stream tcp nowait root /usr/sbin/in.telnetd in.telnetd
100232/10 tli rpc/udp wait root /usr/sbin/sadmind sadmind

You will notice that some of the services are referenced by number in
the /etc/inet/inetd.conf file and not by name. These are services
introduced in the Solaris 2.x environment and may not be identified by
a SunOS 4.x NIS master in /etc/rpc . To avoid RPC TIME OUTerrors,
they are referenced by the program number, such as the Solstice
system and the network administration class agent server is referenced
by the program number 100232.

# cat /etc/rpc| grep sadmind
sadmind         100232
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Status Commands

To centralize administration of the /etc/inet/services and
/etc/rpc files, they are ported as NIS maps and NIS+ tables. The file
/etc/inet/inetd.conf is not a name service file.
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Status Commands

The /usr/bin/rpcinfo Command

The command rpcinfo provides information about RPC services. For
example, it:

● Displays the program number, version, protocol, port number,
service, and owner of RPC services.

# rpcinfo

● Identifies all RPC services registered on a host.

# rpcinfo -p [hostname]
program ver proto port service
100000 4 tcp 111 portmapper
100007 1 udp 32771 ypbind
100008 1 udp 32803 walld
100012 1 udp 32805 sprayd

● Broadcasts a program to the network to identify servers with that
registered program version. The output defines the server IP
address, port number, and host name.

# rpcinfo -b mountd 1
192.9.200.10.199 servera
192.9.200.13.187 serverb

● Determines if a specific service is running on a server.

# rpcinfo -u servera mountd
program 100005 version 1 ready and waiting
program 100005 version 2 ready and waiting

● Unregisters an RPC program on your host (stopping the service).

# rpcinfo -d mountd 1
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Status Commands

The /usr/bin/ netstat -a Command

The command netstat -a can be used to identify what ports are
reserved on your host and to identify established connections. For
example:

# /usr/bin/netstat -a
UDP
Local Address State
--------------- --------
*.route Idle
*.* Unbound
*.sunrpc Idle
*.nfsd Idle
TCP Remote
Local Address Address Swind  Send-Q  Rwind Recv-Q State
--------------- --------- ------ ------ ------ ------ -------
*.* *.*  0  0  8576  0 Idle
*.ftp *.*  0  0  8576  0 LISTEN
*.telnet *.*  0  0  8576  0 LISTEN
*.login *.*  0  0  8576  0 LISTEN
*.sunrpc *.*  0  0  8576  0 LISTEN
chesapeake.login yogi.1023 16384  0 16384  0 ESTABLISHED
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Exercise: Exploring the Client/Server Process

Exercise objective – Explore how client processes find and connect to
server processes and the two ways the server processes can be started.

Preparation

For this exercise you will either work in pairs or have access to two
different workstations. One host will be the client and one host will be
the server.

No special preparation is required for this exercise.
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Exercise: Exploring the Client/Server Process

Tasks

Note – Work as a team, designate a system to be a server and one to be
a client.

Answer the following questions and complete the steps:

1. Define the following terms:

Client

__________________________________________________________

Server

_________________________________________________________

RPC service

__________________________________________________________

2. How is an RPC service registered and made available?

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

3. List the contents of the /etc/inetd.conf file on the server host.

__________________________________________________________

4. What type of services are the in. xxxx services?

__________________________________________________________

__________________________________________________________

__________________________________________________________



8

Client-Server Model 8-21
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Exploring the Client/Server Process

Tasks (Continued)

5. What type of services are the rpc .xxxx services?

__________________________________________________________

__________________________________________________________

__________________________________________________________

6. Is rpc.sprayd started at boot time by an rc script or is it started
by inetd ?

__________________________________________________________

__________________________________________________________

__________________________________________________________

7. From the client, issue the spray command to the server.
Did it work?

__________________________________________________________

__________________________________________________________

__________________________________________________________

8. Is the spray service registered on the server?

__________________________________________________________

Write the port and program number of the sprayd process.

__________________________________________________________
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Exercise: Exploring the Client/Server Process

Tasks (Continued)

9. Use the -d option with rpcinfo to delete sprayd ’s registration
with RPC.

__________________________________________________________

10. Use the rpcinfo command to see if sprayd is still registered.

__________________________________________________________

__________________________________________________________

11. From the client, try using spray on the server. Does it work?
Does this agree with your earlier spray results?

__________________________________________________________

__________________________________________________________

__________________________________________________________

Send a HUP (hang up) signal to inetd with the kill command.
Does spray work?

__________________________________________________________

12. Edit the /etc/inetd.conf file and comment out the line that
starts sprayd . Save the file and then send a HUP (hang up)
signal to inetd with the kill command. Repeat steps 8 and 9.
Does spray work? Is it registered? Does this indicate to you that
services can be made available or unavailable by inetd as
desired without rebooting?

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Exploring the Client/Server Process

Tasks (Continued)

13. Edit the /etc/inetd.conf file and uncomment out the line that
starts sprayd . Save the file and then send a HUP (hang up)
signal to inetd with the kill command. Verify that the spray
service registered on the server.

__________________________________________________________

__________________________________________________________

14. Run the rpcinfo command on the server and check whether
walld is registered.

__________________________________________________________

__________________________________________________________

__________________________________________________________

15. Stop the walld service by unregistering it.

__________________________________________________________

__________________________________________________________

16. From the client, use the rwall command to send a message to
the server. Did it work? Why?

__________________________________________________________

__________________________________________________________

__________________________________________________________

17. Examine the walld lines in both /etc/inetd.conf and
/etc/rpc . Are these lines still enabled or did the previous
rpcinfo -d command disable (comment out) them?

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Exploring the Client/Server Process

Tasks (Continued)

18. Run the ps command to find the process identifier (PID) of inetd
and send a -HUP signal to inetd . Then try to send the server a
message with rwall once again. Did it work? Why?

__________________________________________________________

__________________________________________________________

__________________________________________________________

19. On the server, run the rpcinfo command to see if walld is
registered. Verify that the walld service is functional again.

__________________________________________________________

__________________________________________________________

20. On the server, determine where the mountd daemon is started. Is
it started by inetd as needed or is it started by an rc script at
bootup?

__________________________________________________________

__________________________________________________________

__________________________________________________________

21. View the startup script that runs mountd and determine what
triggers the mountd daemon startup.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Exploring the Client/Server Process

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Exploring the Client/Server Process

Task Solutions

Answer the following questions and complete the steps:

1. Define the following terms:

Client – A client is a system or process that requests a service.

Server – A server is a system or process that provides a service.

RPC service – An RPC service is one of many services that is managed
through a single well-known port identified in /etc/services as 111.
This is opposed to services that have a one to one relationship with port
numbers in /etc/services .

2. How is an RPC service registered and made available?

An RPC service is registered and made available through an entry for
the service which is made in the /etc/inetd.conf file. A
corresponding entry is also made in the /etc/rpc file which includes:
service process name, program number, and service alias name(s). When
the inetd process receives a hangup (HUP) signal, it reads
/etc/inetd.conf and is then directed to the service’s RPC
information in the /etc/rpc file.

The /etc/nsswitch.conf file must show a files field on the rpc line
so that the /etc/rpc file is consulted.

3. List the contents of the /etc/inetd.conf file on the server host.

# more /etc/inetd.conf

4. What type of services are the in. xxxx services?

The in. xxxx services in /etc/inetd.conf are those services that
have well-known ports.

5. What type of services are the rpc .xxxx services?

Those marked rpc. xxxx are services that are handled via the RPC
registration and port assignment mechanism.
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Exercise: Exploring the Client/Server Process

Task Solutions (Continued)

6. Is rpc.sprayd started at boot time by an rc script or is it started
by inetd ?

# grep sprayd /etc/init.d/*
# grep sprayd /etc/inetd.conf

sprayd is started by inetd (only when needed), not at system startup
time.

7. From the client, issue the spray command to spray the server.
Did it work?

# spray <server_name>

When the spray command is issued from the client it does work, but
some of the packets were reported as being dropped by the server.

8. Is the spray service registered on the server?
Write the port number and the program number of sprayd
process.

# rpcinfo -p server_name

sprayd uses program number 100012 and port number 33486 (varies)
as reported by the rpcinfo command.

9. Use the -d option with rpcinfo to delete sprayd ’s registration
with RPC.

# rpcinfo -d sprayd 1

10. Use the rpcinfo command to see if sprayd is still registered

# rpcinfo -p

sprayd is not registered now.
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Exercise: Exploring the Client/Server Process

11. From the client, try using spray on the server. Does it work? Does
this
agree with your earlier spray results?

# spray <server_name>

spray does not work as it did earlier. The message returned is:

spray: cannot clnt_create hostname netpath: RPC:
Program not registered

Send a HUP (hang up) signal to inetd with the kill command.
Does spray work?

Yes, spray is working.

12. Edit the /etc/inetd.conf file and comment out the line that
starts sprayd . Save the file and then send the HUPsignal to inetd
with the kill command. Repeat steps 8 and 9. Does spray
work? Is it registered? Does this indicate to you that services can
be made available or unavailable by inetd as desired without
rebooting?

No, sprayd is not registered. Yes, services can be made available or
unavailable without rebooting.

13. Edit the /etc/inetd.conf file and uncomment out the line that
starts sprayd. Save the file and then send a HUP (hang up) signal
to inetd with the kill command. Verify that the spray service
registered on the server.

Yes, sprayd is registered.

14. Run the rpcinfo command on the server and check whether
walld is registered.

# rpcinfo -p

Yes, the rpcinfo -p command shows that walld is registered.

15. Stop the walld service by unregistering it.

# rpcinfo -d walld 1
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Exercise: Exploring the Client/Server Process

16. From the client, use the rwall command to send a message to
the server. Did it work? Why?

# rwall <server_name>
hello server
^D

rwall does not work because it has been unregistered.

17. Examine the walld lines in both /etc/inetd.conf and
/etc/rpc . Are these lines still enabled or did the previous
rpcinfo -d command disable (comment) them?

The walld lines in /etc/inetd.conf and /etc/rpc were
untouched but the service is still disabled (unregistered).

18. Run the ps command to find the process PID of inetd and send
a -HUP signal to inetd . Then try to send the server a message
with rwall once again. Did it work? Why?

server# ps -ef | grep inetd
server# kill -HUP <PID>
client# rwall <server_name>
hello server
^D

Follow the directions in the exercise. Sending the HUP signal to inetd
forces this daemon to reread its configuration file which results in the
walld service being registered (enabled) again.



8

8-30 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Exploring the Client/Server Process

19. On the server, run the rpcinfo command to see if walld is
registered. Verify that the walld service is functional again.

# rpcinfo -p

Yes, walld is registered again.

client# rwall <server_name>
hello server
^D

Follow the directions in the exercise to verify that walld service has
been restarted.

20. On the server, determine where the mountd daemon is started. Is
it started by inetd as needed or is it started by an rc script at
bootup?

# grep mountd /etc/inetd.conf
# grep mountd /etc/init.d/*

mountd is started at system startup time in the
/etc/init.d/nfs.server script. (It is not started as part of the
inetd mechanism.)

21. View the start-up script that runs mountd and determine what
triggers the mountd daemon start-up.

# view /etc/init.d/nfs.server

mountd is started in the /etc/init.d/nfs.servers script if there
is an nfs entry in the /etc/dfs/sharetab file.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Define the terms client, server, and service

❑ Describe ONC+ technologies

❑ Define a port and a port number

❑ Describe the client-server interaction

❑ Describe Internet and RPC services

❑ Identify the files used in the client-server model

❑ Add and remove Internet services

❑ Add and remove RPC services

❑ Use the commands netstat and rpcinfo to monitor services
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Think Beyond

Now that you have a better idea of how services are started and
stopped, consider disabling unnecessary services to better secure the
systems for which you are responsible.
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DHCP 9

Objectives

Upon completion of this module you should be able to:

● List the benefits of DHCP

● Define DHCP client functions

● Define DHCP server functions

● Choose the appropriate DHCP datastore for your network
environment

● Customize the DHCP datastore files dhcptab and
dhcp_network by using the dhtadm program

● Identify the best address lease policy

● Configure DHCP network services using the dhcpconfig utility

● Use DHCP troubleshooting tools
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● How does Dynamic Host Configuration Protocol (DHCP) allow a
host to get an Internet Protocol (IP) address and other Internet
configuration parameters without preconfiguration by the user?

● Does this new protocol improve on the traditional Internet
architecture, where the system administrator must assign or
change each IP address individually?

● What are some of the issues surrounding DHCP configuration,
management, and troubleshooting?

References

Additional resources – The following reference can provide additional
details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, part number 802-5753-10.
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Dynamic Host Configuration Protocol

Dynamic Host Configuration Protocol (DHCP) enables network
administrators to manage a system through a centrally located system
and automates the assignment of Internet Protocol (IP) addresses in an
organization’s network.

When an organization sets up its computer users with a connection to
the Internet, an IP address must be assigned to each machine. Without
DHCP, the IP address must be entered manually at each computer
and, if computers move to another location in a different part of the
network, a new IP address must be assigned. With DHCP, a network
administrator can supervise and distribute IP addresses from a central
point and automatically send a new IP address when a computer is
plugged into a different place in the network.
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Introduction to Dynamic Host Configuration Protocol

Benefits of Using DHCP

DHCP reduces the cost of managing networks by eliminating the need
for the administrator to assign or change IP addresses again and again.
Dynamic IP addresses are chosen from a pool of unused IP addresses,
and are automatically assigned to a host for temporary or permanent
use. DHCP also reclaims IP addresses that are no longer needed or the
time period for their use has expired. These addresses can be used by
other clients.

A Brief History of CIDR

The Internet has grown so rapidly that users are running out of
network addresses to support it. In response to this problem, classless
inter-domain routing (CIDR) was developed. IP addresses had been
separated into class A, B, and C for large, medium, and small
networks, respectively. As the class B IP addresses were depleted, the
CIDR design came into use. CIDR was based on the idea that an
organization should get the exact number of class C IP addresses it
needs, rather than be assigned one class B network consisting of 65,536
addresses.

The class C network numbers that are allocated using the CIDR
strategy are not random. They are contiguous and share the same
prefixes. This helps to alleviate many of the problems caused by
manipulating very large routing tables.

With the CIDR strategy, blocks of IP addresses are allocated to
individual internet service providers (ISPs), not to individual
requestors or companies, as was done previously. Thus it has become
important to renumber IP addresses easily. DHCP makes it easy to
renumber network, and change ISPs.
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How DHCP Uses BOOTP

DHCP is an extension and enhancement of the Bootstrap Protocol
(BOOTP). BOOTP provides for the automatic download of IP
addressing information to clients. DHCP enhances BOOTP by offering
reusable IP addresses.

DHCP implements a “leasing” policy. The client can use the IP address
for a defined period of time. Once the lease time has elapsed, the IP
address can be assigned to a different client. This eliminates the need
to set up a BOOTP table.

BOOTP clients are supported under DHCP. All network access
information is contained in DHCP databases.

The allocation of an IP address is based on:

● Physical connection to a particular subnet

● A client identification string assigned by the network manager

● The hardware address of the Ethernet card
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DHCP Features

DHCP has the following features:

● Automatic management of IP addresses, including the prevention
of duplicate IP address problems are supported.

Once the DHCP network management scheme has been
configured, further management of IP addresses is unnecessary.
DHCP tests for duplicated IP addresses on the same network.

● BOOTP clients are supported, so you can easily transition your
networks from BOOTP to DHCP.

● The administrator can set lease times, even on manually allocated
IP addresses.

By default, each IP address managed by DHCP has a lease time
of three days. Administrators can change the lease time to suit
their needs. Administrators can also allow clients to renegotiate
their leases.
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DHCP Features

● It sets limits on which Ethernet hardware addresses are served
with dynamic IP addresses.

● It defines the pool or pools of IP addresses that can be allocated
dynamically. A user might have a server that forces the pool to be
a whole subnet or network. The server should not force such a
pool to consist of contiguous IP addresses.

● The association of two or more dynamic IP address pools on
separate IP networks (or subnets) is supported. This is the basic
support for secondary networks. It allows a router to act as a
BOOTP relay for an interface which has more than one IP network
or subnet IP address.
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DHCP Client/Server

Client Side

The DHCP protocol has two functions with regard to the client, it

● Supplies sufficient information to establish an endpoint for
network communications

● Supplies parameters needed by system-level and application-level
software
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DHCP Client/Server

Client Side (Continued)

Establish Network Communications

To perform the first function, the DHCP client supplies an IP address
which is valid for the network attached to the client’s hardware
interface.

The dhcpagent client:

● Constructs and sends packets

● Listens for responses from servers

● Caches the configuration information received

● Releases or renews leases

● Configures the interfaces with sufficient information to enable
communications with the network through the interface

Supply Additional Information

The Solaris DHCP client uses dhcpinfo to perform the second
function.

The dhcpinfo command takes a command-line argument with a
specified parameter, interrogates the agent as to the value of that
parameter, and echoes the result to its standard output as a (human
readable) text string. However, the chief consumer of the dhcpinfo
output is not the user, but the Solaris start-up scripts, since the output
lends itself to shell command substitution and output redirection.
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DHCP Client/Server

Server Side

The DHCP server manages the IP address space of networks directly
connected to that server. To extend this environment into other
networks, DHCP servers or BOOTP relay agents must be set up on
those networks.

Primary/Secondary Server

A primary server is responsible for passing IP addresses to the client.
A DHCP server’s range of IP addresses is specified during the
installation and configuration of the software on the server. As a
primary DHCP server, the server can give an IP address to a client
requesting a new configuration from the range of IP addresses for
which it is responsible. Multiple primary servers can exist on the same
network as long as each is responsible for a different IP range.
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DHCP Client/Server

Server Side

Primary/Secondary Server (Continued)

A secondary server confirms existing configurations supplied by a
primary server when the primary server is unable to respond to
requests for confirmation. Every primary server automatically acts as a
secondary server.

DHCP service is enabled and configured on the machine on which the
dhcpconfig utility was run. This utility enables you to set start-up
options, configure the DHCP service database type and location, and
initialize the dhcptab and dhcp_network tables for any locally
attached or remote networks.
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Server Databases

The DHCP server uses two types of databases: the dhcptab database
and the dhcp_network database.

The dhcp_network database is used to map a DHCP client’s client
identifier to an IP address and the associated configuration parameters
of that address. This database is located by the DHCP server at
runtime upon receipt of a DHCP discover request. The default
dhcp_network file name is the network IP address with underscores;
for example:

/var/dhcp/ 128_50_1_0

The dhcptab table contains information related to client
configuration. This table is organized as a series of macro definitions
that contain all of the information necessary to configure a network
client. A client is configured when it is assigned an IP address from the
network table.



9

DHCP 9-13
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

dhcp_network Entry Format

The dhcp_network databases can exist as network information
service plus (NIS+) tables or text files. Since the format of the file can
change, the preferred method of managing the dhcp_network
databases is through the use of the pntadm command.

Each entry in a dhcp network database has the form

Client_ID|Flags|Client_IP|Server_IP|Lease|Macro|#Comment
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dhcp_network Entry Format

The fields are defined as follows:

Client_ID This field is an ASCII hexadecimal representation of the
unique octet string which identifies the DHCP client.
Valid characters are 0–9 and A–F. Entries with values of
00 are available for dynamic allocation to a requesting
client.

BOOTP clients are identified by the concatenation of the
network’s hardware type and the client’s hardware
address. For example, if a BOOTP client has a hardware
type of 01 (Ethernet) and a hardware address of
8:0:20:9b:0d:45, the Client_ID field would be
dynamically updated with the client identifier
010800209b0d45.

Other implementations of DHCP can use other
identifiers, such as Domain Name Service (DNS) names
or property numbers. The important thing to remember
is that the client IDs must be unique within the networks.

Flags This field is a numeric bit field can contain any
combination of the following values:

● 0 (DYNAMIC) – Evaluation of the Lease field is
turned on.

● 1 (PERMANENT) – Evaluation of the Lease field is
turned off. Lease is permanent.

● 2 (MANUAL) – The manual client ID binding cannot
be reclaimed by the DHCP server.

● 4 (UNUSABLE) – Either the Internet Control
Message Protocol (ICMP) echo or client DECLINE has
found this address to be unusable.

● 8 (BOOTP) – IP addresses are allocated to BOOTP
clients only.
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dhcp_network Entry Format

Client_IP This field holds the IP address for this entry. This
value must be unique in the database.

Server_IP This field holds the IP address of the DHCP server
which owns this client IP address, and thus is
responsible for the initial allocation to a requesting
client.

Lease This numeric field holds the entry’s absolute lease
expiration time, in seconds since January 1, 1970. It
can be decimal or hexadecimal (if 0x is a prefix to the
number). The special value -1 is used to denote a
permanent lease.

Macro This ASCII text field contains the dhcptab macro
name which is used to look up this entry’s
configuration parameters in the dhcptab database.

Comment This ASCII text field contains any optional comments.
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dhcp_network Examples

Examples of dhcp_network entries are

Client_ID Flags Client_IP Server_IP Lease Macro

00 00 129.146.86.205 129.146.86.181 0 inet01

In this entry, the flags (00) indicate dynamic allocation to any host and
leasing is enforced as defined in the macro inet01 . Client_ID (00).
Lease (0) field values indicate that this entry is not currently assigned to a
client.

Client_ID Flags Client_IP Server_IP Lease Macro

010800209b0d45 03 129.146.86.205 129.146.86.181 -1 inet01

In this entry, the flags (03) indicate that the network administrator has
permanently assigned IP address 129.146.86.205 to client 0800209b0d45. A -
1 in the Lease field indicates this is a permanent IP address assignment.
Client 0800209b0d45 accesses the network using the parameters defined in
the macro inet01 .

Client_ID Flags Client_IP Server_IP Lease Macro

010800209b0d45 00 129.146.86.205 129.146.86.181 905704239 inet01

In this entry, the flags (00) indicate that dynamic allocation to any host
and leasing is enforced as defined in the macro inet01 . The Client_ID field
indicates that the IP address 129.146.86.205 has been assigned to client
0800209b0d45. The Lease field indicates that the lease on IP address
129.146.86.205 will expire on September 13, 1998 at approximately 10:30
A.M.

Client_ID Flags Client_IP Server_IP Lease Macro

00 04 129.146.86.205 129.146.86.181 0 inet01

In this entry, the flags (04) indicate that IP address 129.146.86.205 is
unusable. This entry is generated when the IP address 129.146.86.205 is
being used by another machine connected to the LAN.
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dhcptab Entry Format

The preferred method of managing the dhcptab macro table is
through the use of the dhtadm utility.

dhcptab records contain three fields:

Name | Type | Value
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dhcptab Entry Format

These fields are defined as follows:

Name This field identifies the record and is used as the search
key for the dhcptab table. A name must consist of
ASCII characters. If the record is of type macro, the name
is limited to 64 characters. If the record is of type symbol,
then the name is limited to 8 characters.

Type This field specifies the type of record. Currently, there are
only two legal values for Type :

s (symbol) – Definition used to define vendor- and site-
specific options.

m(macro) – A DHCP macro definition.

Value This field contains the value for the specified type of
record.

For the macro type, the value consists of a series of
symbol=value pairs, separated by a colon (:).

For the symbol type, the value consists of a series of
fields, separated by a comma (,), which define a symbol’s
characteristics. Once defined, a symbol can be used in
macro definitions.
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dhcptab

Symbols and Macros

Symbol

A symbol enables network administrators to define vendor- and site-
specific options. Symbols reference information not covered in the
standard internal symbol codes. Once defined, a symbol can be used
in macro definitions.

Macro

A macro contains information which is used to determine how client
machines access a network. It is made up of standard internal symbols
and user-defined, vendor- and site-specific symbols.

Note – Refer to Appendix B for a list of standard internal symbols.
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dhcptab

dhcptab Examples

Examples of dhcptab entries are:

Name Type Value

SN_TZ s Vendor=SUNW,13,ASCII,1,0

This is an example of a symbol entry named SN_TZ. This symbol
defines a vendor-specific option number 13. Option 13 consists of one
ASCII text object and can be used a number of times in one macro
definition.

Name Type Value

SUNW s :UTCoffst=25200:SN_TZ=”PST8PDT”:

This is an example of a macro entry named SUNW. This macro defines
coordinated universal time offset (UTCoffst ) and time zone as
specified in the previous symbol example. This macro is intended to be
imbedded in other macros using the Include option.

Name Type Value

inet11 s \
:Include=SUNW:Timeserv=129.146.86.181:\
:LeaseTim=259200:DNSdmain=Pac.Sun.COM: \
:DNSserv=129.146.1.151 129.146.1.152 \
129.144.1.57 129.144.134.19:LeaseNeg:

This is an example of a macro entry named inet11 . This macro
defines network access information such as the time server
(Timeserv ), DNS domain (DNSdmain), and DNS servers (DNSserv ).
This macro also defines the IP address lease policy as the maximum
lease time of three days (LeaseTim =259200 ). The client is allowed to
negotiate for an additional three days if the lease time limit expires
(LeaseNeg ). The SUNWmacro is included in this macro definition.
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dhcptab

Symbol Characteristics

The fields describing the characteristics of a symbol are:

Context | Code | Type | Granularity | Maximum
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dhcptab

Symbol Characteristics (Continued)

These fields are defined as follows:

Context This field defines the context in which the symbol
definition is to be used. It can have three values:

Extend This symbol defines a standard option
for codes from 77–127. It is used to add
the new standard options which were
added after the release of the DHCP
server.

Site This symbol defines a site-specific
option for codes 128–254.

Vendor=Client Class This symbol defines a vendor-
specific option for codes 1–254. The
Vendor context takes ASCII string
arguments which identify the client
class that this vendor option is
associated with. Multiple client class
names can be specified, if they are
separated by whitespace. Only those
clients whose client class matches one of
these values will see this option.
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dhcptab

Symbol Characteristics (Continued)

Code This field specifies the option code number associated
with this symbol. Valid values are 128–254 for site-
specific options, and 1–254 for vendor-specific
options.

Type This field defines the type of data expected as a value
for this symbol. Legal values are:

ASCII ASCII text. Value is enclosed in double-
quotes (“).

BOOLEAN No value is associated with this data type.
Presence of symbols of this type denote
Boolean TRUE, absence denotes FALSE.

IP Dotted decimal form of an IP address.

NUMBER An unsigned number with a supported
granularity of 1, 2, 4, and 8 octets.

OCTET Uninterpreted ASCII representation of
binary data. The client identifier is one
example of an octet string.

Granularity This value specifies how many objects of Type define
a single instance of the symbol value. For example,
the static route option is defined to be a variable list
of routes. If a route consists of two IP addresses, the
Type is defined to be IP, and the data’s granularity is
defined to be two IP addresses.

Maximum This value specifies the maximum items of
Granularity which are permissible in a definition
using this symbol. For example, only one IP address
can be specified for a subnet mask, so the maximum
number of items in this case is one. A Maximum value
of zero (0) means that a variable number of items is
permitted.
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dhcptab

Macro Definitions

The four macro types are determined by placing the client class,
network, IP address, or client identifier value in the first field (Name)
of the dhcptab entry. They are defined as follows:

Client Class A macro called by the ASCII representation of the
client class is searched for in dhcptab . If it is
found, then its symbol/value pairs will be
delivered to the client. This mechanism enables
the network administrator to return configuration
parameters to all clients of the same class.
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dhcptab

Macro Definitions (Continued)

Network A macro named by the dotted Internet form
of the network address of the client’s
network (for example, 128.50.1.0) is searched
for in dhcptab . If it is found, then its
symbol/value pairs are combined with those
of the Client Class macro. This mechanism
enables the network administrator to return
configuration parameters to all clients on the
same network.

IP Address If this macro is found in dhcptab , then its
symbol/value pairs are combined with those
of the Client Class macro and the Network
macro. This mechanism enables the network
administrator to return configuration
parameters to a client using a particular IP
address.

Client Identifier A macro called by the ASCII representation
of the client’s identifier is searched for in
dhcptab . If it is found, its symbol/value
pairs are combined with the sum of the
Client Class , Network , and IP
Address macros. This mechanism enables
the network administrator to return
configuration parameters to a particular
client, regardless of what network that client
is connected to.

Macros are cumulative. Normally the dhcp_network file macro field
specifies the Client Class . The DHCP daemon checks the dhcptab
for this definition. If found, the daemon checks the dhcptab file for
associated Network , IP Address , and/or Client Identifier
macros. If any are found, they are combined in the following manner:

Client Class + Network + IP Address + Client \
Identifier = client network access parameters
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dhcptab

Lease Time Policy

The right to use this IP address is given to a client for a finite period of
time, called a lease. If the client wants to use the IP address for a period
of time longer than the original lease, it must periodically negotiate a
lease extension with the server through DHCP. When the client no
longer needs the IP address, the user of the machine can relinquish its
lease, returning it to the pool of available IP addresses. Otherwise, the
IP address is reclaimed automatically when its lease expires.

You can set a lease time policy based on server, network, client vendor
class, or individual client IP addresses through the use of the following
dhcptab symbols:

● LeaseTim

● LeaseNeg
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dhcptab

Lease Time Policy (Continued)

LeaseTim Symbol

Expressed in seconds, LeaseTim is a relative time, such as 24 hours, 2
hours, or three days. When a client is assigned an IP address (or
renegotiates a lease on an IP address it is already assigned), the
LeaseTim value is added to the absolute time the client received as its
DHCP reply. Absolute time is the current time, such as September 17,
1998. The LeaseTim value plus the absolute current time is stored in
the client’s dhcp_network record as an absolute future time when the
client’s lease on its IP address expires.

LeaseNeg Symbol

The LeaseNeg symbol determines whether or not a client can
renegotiate its lease with the server before the lease expires. If this
symbol is present, then the client can renegotiate its lease. LeaseNeg
allows clients to operate on the network without lease-related
interrupts of existing connections.
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DHCP Server Configuration

Collecting Network Information

Before you set up a network running DHCP, you must collect
information about your existing network. This includes:

● Topology, such as routers, switches, other networks, and services
such as name services, file and print services, and so on

● Subnet masks, if you plan to support remote networks

● The IP addresses of the routers on the remote network, or the
configuration of clients on the remote network which use router
discovery
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DHCP Configuration

Choosing Data Store; NIS+ or Files

Once you have gathered all of the necessary information, you must
decide whether to store data that will be moved across the network in
NIS+ or in files.

● NIS+ – Preferred storage for a multiple server environment or an
enterprise environment

● Files – Preferred storage for a single server or for small
environments

The DHCP service is configured in the /etc/default/dhcp file by
the dhcpconfig utility. The runtime daemon and administrative
utilities use this file to determine which name service to contact during
processing.

# cat /etc/default/dhcp
# This file controls the defaults for datastore type and location.
# for the DHCP service. Two directives are currently supported,
# ’RESOURCE’ and ’PATH’. ’RESOURCE’ can be either ’files’ or ’nisplus’.
# ’PATH’ can be a unix pathname for ’files’ resources, or a legal
# nisplus directory for ’nisplus’ resources.
RESOURCE=files
PATH=/var/dhcp

After you have collected this information and chosen the preferred
data store, run dhcpconfig to configure your remote network.
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DHCP Configuration

Configuring DHCP on the Server

dhcpconfig is a Korn shell (ksh) front-end to the DHCP table
administration utilities dhtadm and pntadm . It supports and
configures the DHCP server services on the machine on which it is
run.
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DHCP Configuration

Configuring DHCP on the Server (Continued)

The dhcpconfig menu has the following options:

1) Configure DHCP service

This option is used to configure the DHCP service, including
setting start-up options, such as OFFER time-out and dhcptab
rescan interval enabling BOOTP compatibility mode and
accepting dhcptab configuration data. It produces appropriate
dhcp_network tables.

2) Configure BOOTP Relay Agent

In this mode, no DHCP service databases are required. You are
prompted for a list of BOOTP and/or DHCP servers to which
the relay agent forwards BOOTP/DHCP requests.

3) Unconfigure DHCP or Relay Service

This option restores the DHCP service to an uninitialized state.
This option should be used with extreme caution since the
DHCP tables for the BOOTP/DHCP service are removed. Be
very careful if the resource type you are using is NIS+, since
other DHCP servers might be using this information.

4) Exit

This option will quit the dhcpconfig program.
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DHCP Configuration

Configuring DHCP on the Client

By default, the Solaris DHCP client is disabled. To enable it, you must
create a DHCP enable file for each network interface you want to
configure with DHCP. The name of the DHCP enable file is
/etc/dhcp. interface_name , where interface_name is the
name of the network interface you want configured by DHCP.

For example, if you want to configure network interface hme1 using
DHCP, you would create an empty file, /etc/dhcp.hme1 . If you
have multiple network interfaces that you want to configure using
DHCP, you must create a DHCP enable file for each interface.
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DHCP Administration Commands

pntadm

The pntadm command is used to manage the dhcp_network DHCP
client tables. One of the following option flags must be specified:

-C Create the DHCP network table for the network specified by
the network address or the name specified in the networks
files. For example:

pntadm -C 128.50.2.0

-A Add a client entry with the hostname or the client IP address to
the named dhcp_network table. For example:

pntadm -A 128.50.2.2 -r files -p /var/dhcp \
128.50.2.0



9

9-34 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

DHCP Administration Commands

pntadm (Continued)

-M Modify the specified client entry with the hostname or the client
IP address in the named dhcp_network table. For example:

pntadm -M 128.50.2.2 -m inet11 -f ‘PERMANENT +\
MANUAL’ 128.50.2.0

-D Delete the specified client entry in the named dhcp_network .
For example:

pntadm -D inet01 128.50.2.0

-P Display the named dhcp_network table. For example:

pntadm -P 128.50.2.0

-R Remove the named dhcp_network table. For example:

pntadm -R 128.50.2.0 -r nisplus -p \
Test.Nis.Plus.

dhtadm

The dhtadm command is used to manage the DHCP service
configuration table, dhcptab . One of the following option flags must
be specified:

-C Create the DHCP service configuration table, dhcptab . For
example:

dhtadm -C
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DHCP Administration Commands

dhtadm (Continued)

-A Add a symbol or macro definition to the dhcptab table. For
example:

dhtadm -A -s NewSym -d \
’Vendor=SUNW.PCW.LAN,20,IP,1,0’ -r files -p \
/var/dhcp

and

dhtadm -A -m NewMacro -d ‘:Timeserv=10.0.0.10 \
10.0.0.11:DNSserv=10.0.0.1:’

-M Modify an existing symbol or macro definition. For example:

dhtadm -M -m NewMacro -e ‘Timeserv=’

or

dhtadm -M -m NewMacro -e ’LeaseTim=3600’

-D Delete a symbol or macro definition. For example:

dhtadm -D -s NewSym

or

dhtadm -D -m aruba

-R Remove the dhcptab table. For example:

dhtadm -R -r nisplus -p Test.Nis.Plus.
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Troubleshooting DHCP

Strategies and Tips

The following troubleshooting techniques will help you identify
system problems and their causes:

● Use the snoop command to monitor network traffic

snoop will capture the underlying protocol dialogue between
the server and the client. Watch for the successful completion of
key message types such as:

▼ DHCPREQUEST

▼ DHCPACK

● Run the DHCP client or server in debug mode

Placing the client in debug mode using -d yields detailed
information about how the client initiates DHCP requests.
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Troubleshooting DHCP

Strategies and Tips (Continued)

● Reboot the DHCP client

If the DHCP configuration has been changed or if DHCP is not
working correctly, reboot the client. During the reboot sequence:

▼ Stop the OS from restarting

▼ Perform the next option (stop/start DHCP server)

▼ Boot the OS

● Stop the DHCP server and then start it again

If the DHCP configuration has been changed or the DHCP is not
working correctly, stop and restart the DHCP daemon.
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Troubleshooting DHCP

snoop

To use snoop to monitor network traffic:

1. Log in to the root account on a Solaris server or BOOTP/DHCP
relay agent on the same subnet as the client.

2. Search the /etc/services file for the port numbers of
DHCP/BOOTP. Look for the following service names:

● bootps – BOOTP/DHCP server

● bootpc – BOOTP/DHCP client

3. Use the snoop command to trace DHCP network traffic. For
example:

# snoop -o /tmp/output1 udp dhcp

4. Boot the client and watch the DHCP message exchange between
the client and server(s). For example:

# snoop -i /tmp/output3 -x 0 -v

Note – Refer to Appendix B for snoop output examples.
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Troubleshooting DHCP

DHCP Client Debug Mode

Running the DHCP client in debug mode reveals much of the
interactions between the client and the server.

To run DHCP in debug mode:

1. Stop all previously invoked agents by finding the agent’s process
ID and sending it a terminate signal. For example:

# kill -TERM <process_id_of_dhcpagent>

2. Configure DHCP agent to log details of the packets exchanged with
the server by starting the agent with debug mode turned on. For
example:

# /sbin/dhcpagent -d3

where

▼ -d3 flag turns on the debug mode at level 3
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Troubleshooting DHCP

DHCP Server Debug Mode

Running the DHCP server in debug mode reveals much of the
ongoing communication between the client and the server.

To run DHCP in debug mode:

1. Stop the server by using the shutdown script. For example:

# /etc/init.d/dhcp stop

2. Restart the server in debug/verbose mode.

# /usr/lib/inet/in.dhcpd -i <interface> -d -v

where

▼ -i specifies the interface to be monitored

▼ -d invokes debug mode

▼ -v invokes verbose mode

Note – Refer to Appendix B for debug mode output examples.
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Troubleshooting DHCP

Restart the DHCP Client

Restart the DHCP client by rebooting the client.

Restart the DHCP Server

To restart the DHCP server:

1. Log in to the DHCP server as root user.

2. Type:

# /etc/init.d/dhcp stop

3. Wait 10 seconds and then type:

# /etc/init.d/dhcp start

On the client:

4. Run:

# ifconfig hme0 dhcp
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Exercise: Configuring and Troubleshooting DHCP

Exercise objective – Configure a DHCP server and multiple clients on
two networks, and practice using troubleshooting tools such as the
snoop command and dhcpagent debugger.

Preparation

For this lab, make sure:

● The SUNWdhcsuand SUNWdhcsr software packages have been
installed on the designated DHCP server.

● NIS+ is not being used.

● The lab has been previously set up with two LANs connected to a
router.

● Each LAN has two machines (hosts).

● DHCP server and clients are using network interface hme0.

● LANs are numbered 128.50.1.0 and 128.50.2.0 and are using the
netmask 255.255.255.0. See the /etc/inet/netmasks file.

● The designated DHCP server horse has an IP address of 128.50.1.1
manually installed.

● horse is configured as the DHCP server.

● mule , pea , and tomato are DHCP clients.

● The router connecting the two networks has IP addresses
128.50.1.250 and 128.50.2.250 manually installed.

● The DHCP server’s /etc/inet/hosts file reflects network
configuration.

Note – Refer to Figure 9-1 for further clarification.
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Exercise: Configuring and Troubleshooting DHCP

Figure 9-1 DHCP Lab Network Configuration
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Exercise: Reviewing the Module

Tasks

Answer the following questions and complete the steps:

1. What is the purpose of the DHCP server?

_________________________________________________________

_________________________________________________________

_________________________________________________________

2. Name two database schemes that are available for storing DHCP
information.

_________________________________________________________

_________________________________________________________

3. If files is chosen as the DHCP datastore, what is the name of
each file and its purpose?

Name Purpose

___________ _______________________________________

___________ _______________________________________

4. An entry from the dhcp_network file is:

010800110E41F2 03 128.50.1.3 128.50.1.2 -1 mynet1

In your own words, summarize what is indicated by this entry.

_________________________________________________________

_________________________________________________________

_________________________________________________________

_________________________________________________________
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Exercise: Reviewing the Module

Tasks (Continued)

5. An entry from the dhcptab file is:

mynet1 Macro :Timeserv=128.50.1.2:\
:LeaseTim=259200:LeaseNeg:MTU=1500 \
:DNSdmain=Ed.Sun.COM:DNSserv=128.50.1.2: \
:Broadcst=128.50.1.255:Subnet=255.255.255.0:

In your own words, summarize what is defined by this entry.

_________________________________________________________

_________________________________________________________

_________________________________________________________

_________________________________________________________

6. Which software packages must be installed on a machine to
configure it as a DHCP server?

_________________________________________________________

7. What utility is used to configure the DHCP server?

_________________________________________________________

Note – At this time, move to the designated DHCP server console.
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Exercise: Configuring Local DHCP

Tasks

Configure the DHCP Server for Local LAN

Note – At this time, move to the designated DHCP server console.

1. Select a non-router system to be configured as the DHCP server
and open a window session on the system console.

2. Verify the following lab configuration:

▼ Networks have been assigned their netmasks in the
/etc/inet/netmasks file

Note – If this has not been done, contact your instructor before
continuing.

3. Start the DHCP server configuration utility.

# dhcpconfig

Note – If you use Ctrl-C to exit from the dhcpconfig script then you
should unconfigure the DHCP server using dhcpconfig and start the
initial configuration over again. Failure to do this can cause corruption
in the DHCP tables.

4. From the configuration menu, use option 1 to configure the
machine for the following DHCP service parameters:

▼ General DHCP parameters

● Stop currently running DHCP service

● Select files as the datastore

● Use /var/dhcp as the default path of datastore files

● Do not define additional nondefault daemons
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Exercise: Configuring Local DHCP

Tasks (Continued)

● Set lease policy to 3 days

● Allow clients to renegotiate leases

▼ Local LAN (128.50.1.0) configuration

● Enable DHCP/BOOTP services

● Set IP address to your local LAN address; for example
128.50.1.0

● Allow the system to generate host names

● Take default root name

● Start with a base number of 50

● Set client beginning IP address range to x.x.x.50

● Add support for four clients

● Enable ping testing for duplicate IP addresses

● Do not enable remote networks

● Restart DHCP services

5. Exit the DHCP server configuration utility.

6. Locate the local dhcp_network and dhcptab files.

# ls /var/dhcp

What name did the dhcpconfig utility give this dhcp_network
file?

_________________________________________________________
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Exercise: Configuring Local DHCP

Tasks (Continued)

7. Display the contents of the dhcp_network file using the
command pntadm :

# pntadm -P x.x.x.x

What do the flag fields indicate?

_________________________________________________________

What do the Client_ID and Lease fields indicate?

_________________________________________________________

8. Locate the dhcptab file.

# ls /var/dhcp

Write the contents of the dhcptab file using the command
dhtadm .

# dhtadm -P

In your own words, summarize what is defined by each macro
found in this file.

_________________________________________________________

_________________________________________________________

_________________________________________________________

_________________________________________________________

9. Use the ps utility and verify whether any DHCP daemons are
running.

_________________________________________________________
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Exercise: Configuring Local DHCP

Tasks (Continued)

Configure the DHCP Local Client

Note – At this time, move to another non-router system to configure
the local DHCP client.

10. Log on to the DHCP client as root user.

11. Enable DHCP on the client by creating the appropriate file for
external interface hme0.

The command syntax used to enable the client DHCP is:

# touch /etc/dhcp.hme0

Note – Do not remove the interface file /etc/hostname.xxn

12. Reboot the client and watch the system console for DHCP
messages as the system boots.

13. After the client has rebooted, log on as root user and execute the
following command:

# ifconfig hme0

Was the client network interface programmed with the network
access parameters specified in the DHCP server dhcptab file?

_________________________________________________________

14. Use the ps utility and verify whether any DHCP daemons are
running.

Note – If the network interface did not contain the correct parameters,
contact your instructor before continuing.
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Exercise: Configuring Local DHCP

Tasks (Continued)

Note – At this time, move to the designated DHCP server console.

15. Display the contents of the dhcp_network file.

Notice that the Client_ID field has been updated with the
identifier of the client and the Lease field is updated according
to the lease policy.
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Exercise: Configuring Local DHCP

Tasks (Continued)

Using DHCP Troubleshooting Tools

Perform the following steps on the designated DHCP server console.

16. Identify the DHCP related port numbers specified in the
/etc/services file.

Record the port numbers on the following lines:

bootps __________________________________________________

bootpc __________________________________________________

17. Enter the following command:

# snoop -o /tmp/output dhcp

18. Using the designated local network DHCP client console, reboot
the local DHCP client.

19. On the designated DHCP server console, after the client has
rebooted, enter the following command:

# snoop -i /tmp/output -v

Look for DHCP message dialogue in the snoop trace.

Did the server receive the following broadcast information?

▼ DHCP message type is DHCPREQUEST.

▼ Client identifier is sent to the server.

▼ DHCPACKresponse contains the parameters specified in the
dhcptab file.
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Exercise: Configuring Local DHCP

Tasks (Continued)

20. Using the DHCP server, stop the DHCP service.

# /etc/init.d/dhcp stop

21. Configure the DHCP server for debug mode.

# /usr/lib/inet/in.dhcpd -i hme0 -d -v

Look for dhcptab macro syntax errors.

22. Reboot the DHCP client.

Look for the DHCP datagram reception on the client’s interface.
The datagram should have the correct client identifier from the
DHCP client.
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Exercise: Configuring Remote DHCP

Tasks (Continued)

Configure the DHCP Server for Remote LAN

1. Remove the DHCP configuration from all servers except one.
From the configuration menu, use option 3 to configure DHCP

2. Start the DHCP server configuration utility on the remaining
DHCP server.

3. From the configuration menu, use option 1 to configure the
machine for the following DHCP service parameters:

▼ Remote LAN (128.50.2.0) configuration

● Do not configure local LAN (it is already configured)

● Enable BOOTP/DHCP services on remote LAN

● Set the IP address 128.50.2.0

● Have clients access remote network via LAN

● Set the remote router IP address to 128.50.2.250

● Set maximum transfer unit (MTU) size to 1500

● Begin the Client IP address range at 128.50.2.1

● Support four clients

● Enable ping testing for duplicate IP addresses

4. Exit the DHCP server configuration utility.

5. Display the contents of the remote dhcp_network file.

What name did the dhcpconfig utility give this
dhcp_network file?

_________________________________________________________

6. Select a router and configure it to become the relay to the remote
network using dhcpconfig . From the configuration menu, use
option 2 to configure the BOOTP relay agent.
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Exercise: Configuring Remote DHCP

Tasks (Continued)

Configure the DHCP Remote Clients

Perform the following steps on each remote DHCP client:

7. Log on to the remote DHCP client as root user. Set up a router to
function as a relay.

# dhcpconfig

8. Enable DHCP on the remote client by creating the appropriate
file for network interface hme0.

9. Reboot the remote client.

10. After the remote client has rebooted, log on as root user and
execute the following command:

# ifconfig hme0

Was the remote client network interface programmed with the
network access parameters specified in the DHCP server
dhcptab file?

_________________________________________________________

Note – If the network interface did not contain the correct parameters,
contact your instructor before continuing.

11. Remove DHCP from all systems.
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Exercise: Configuring and Troubleshooting DHCP

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Reviewing the Module

Task Solutions

Answer the following questions and complete the steps;

1. What is the purpose of the DHCP server?

Dynamic Host Configuration Protocol (DHCP) enables network
administrators to manage a system through a centrally located system
and automates the assignment of Internet Protocol (IP) addresses in an
organization’s network.

2. Name two database schemes that are available for storing DHCP
information.

Local files and NIS+

3. If files is chosen as the DHCP datastore, what is the name of
each file and its purpose?

Name Purpose

dhcptab Contains information related to client
configuration

dhcp_network Maps a DHCP client’s client
identifier to an IP address and the associated
configuration parameters of that address

4. An entry from the dhcp_network file is:

010800110E41F2 03 128.50.1.3 128.50.1.2 -1 mynet1

In your own words, summarize what is indicated by this entry.

Client 010800110E41F2 has a manually assigned permanent lease IP
address of 128.50.1.3 from DHCP server 128.50.1.2. The parameters in
macro mynet1 in dhcptab will be used to configure this client.
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Exercise: Reviewing the Module

Task Solutions (Continued)

5. An entry from the dhcptab file is

mynet1 Macro :Timeserv=128.50.1.2:\
:LeaseTim=259200:LeaseNeg:MTU=1500 \
:DNSdmain=Ed.Sun.COM:DNSserv=128.50.1.2: \
:Broadcst=128.50.1.255:Subnet=255.255.255.0:

In your own words, summarize what is defined by this entry.

▼ Macro mynet1 defines the following:

▼ Time server = 128.50.1.2

▼ DNS server = 128.50.1.2

▼ DNS Domain = Ed.Sun.COM

▼ Broadcast address = 128.50.1.255

▼ Subnet mask = 255.255.255.0

▼ Maximum transfer unit = 1500 bytes

▼ IP address lease time expires in 72 hours and is renegotiable.

6. Which software package must be installed on a machine to
configure it as a DHCP server?

SUNWdhcsuand SUNWdhcsr software packages

7. What utility is used to configure the DHCP server?

dhcpconfig
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Exercise: Configuring Local DHCP

Tasks Solutions (Continued)

Configure the DHCP Server for Local LAN

1. Select a non-router system to be configured as the DHCP server
and open a window session on the system console.

2. Verify the following lab configuration:

▼ Networks have been assigned their netmasks in the
/etc/inet/netmasks file

Note – If this has not been done, contact your instructor before
continuing.

3. Start the DHCP server configuration utility.

# dhcpconfig

Note – If you use Ctrl-C to exit from the dhcpconfig script then you
should unconfigure the DHCP server using dhcpconfig and start the
initial configuration over again. Failure to do this can cause corruption
in the DHCP tables.

4. From the configuration menu, use option 1 to configure the
machine for the following DHCP service parameters:

▼ General DHCP parameters

● Stop currently running DHCP service

● Select files as the datastore

● Use /var/dhcp as the default path of datastore files

● Do not define additional nondefault daemons

● Set lease policy to 3 days

● Allow clients to renegotiate leases
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Exercise: Configuring Local DHCP

Tasks Solutions (Continued)

▼ Local LAN (128.50.1.0) configuration

● Enable DHCP/BOOTP services

● Set IP address to 128.50.1.0

● Allow the system to generate host names

● Take default root name

● Start with a base number of 50

● Set client beginning IP address range to your local LAN
address; for example, 128.50.1.2

● Support four clients

● Enable ping testing for duplicate IP addresses

● Enable ping testing for duplicate IP addresses

● Do not enable remote networks

● Restart DHCP services

5. Exit the DHCP server configuration utility.

6. Locate the local dhcp_network and dhcptab files.

# ls /var/dhcp

What name did the dhcpconfig utility give this dhcp_network
file?

128_50_1_0

7. Display the contents of the dhcp_network file using the
command pntadm :

# pntadm -P x.x.x.x

This may vary, depending on your configuration. Refer to page 9-35 for
examples.
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Exercise: Configuring Local DHCP

Tasks Solutions (Continued)

What do the flag fields indicate?

This may vary, depending on your configuration. Refer to page 9-21 for
examples.

What do the Client_ID and Lease fields indicate?

This may vary, depending on your configuration. Refer to page 9-21 for
examples.

8. Locate the dhcptab file.

# ls /var/dhcp

Display the contents of the dhcptab file using the command
dhtadm :

# dhtadm -P

This may vary, depending on your configuration. Refer to page 9-36 for
examples.

In your own words, summarize what is defined by each macro
found in this file.

This may vary, depending on your configuration. Refer to page 9-28
and 9-34 for examples.

9. Use the ps utility and verify whether any DHCP daemons are
running.

Yes, the in.dhcpd daemon is running.

# ps -ef| grep in.dhcp
root 12346     1  0 14:19:31 ?        0:00 /usr/lib/inet/in.dhcpd
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Exercise: Configuring Local DHCP

Tasks Solutions (Continued)

Configure the DHCP Local Client

Note – At this time, move another non-router system to configure the
local DHCP client.

10. Log on to the DHCP client as root user.

11. Enable DHCP on the client by creating the appropriate file for
external interface hme0.

The command syntax used to enable the client DHCP is

# touch /etc/dhcp.hme0

Note – Do not remove the interface file /etc/hostname.xxn

12. Reboot the client and watch the system console for DHCP
messages as the system boots.

You should observe DHCP message when the ethernet interface is being
configured.

13. After the client has rebooted, log on as root user and execute the
following command:

# ifconfig hme0

Was the client network interface programmed with the network
access parameters specified in the DHCP server dhcptab file?

Yes
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Exercise: Configuring Local DHCP

Tasks Solutions (Continued)

14. Use the ps utility and verify whether any DHCP daemons are
running.

Yes, dhcpagent is running on the client.

Note – If the network interface did not contain the correct parameters,
contact your instructor before continuing.

Note – At this time, move to the designated DHCP server console.

15. Display the contents of the dhcp_network file.

Notice that the Client_ID field has been updated with the
identifier of the client and the Lease field is update according to
the lease policy.
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Exercise: Configuring and Troubleshooting DHCP

Tasks (Continued)

Using DHCP Troubleshooting Tools

Perform the following steps on the designated DHCP server console.

16. Identify the DHCP related port numbers specified in the
/etc/services file.

Record the port numbers on the following lines:

bootps __________________________________________________

bootpc __________________________________________________

17. Enter the following command:

# snoop -o /tmp/output dhcp

18. Using the designated local network DHCP client console, reboot
the local DHCP client.

19. On the designated DHCP server console, after the client has
rebooted, enter the following command:

# snoop -i /tmp/output -v

Look for DHCP message dialogue in the snoop trace.

Did the server receive the following broadcast information?

▼ DHCP message type is DHCPREQUEST.

▼ Client identifier is sent to the server.

▼ DHCPACKresponse contains the parameters specified in the
dhcptab file.
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Exercise: Configuring and Troubleshooting DHCP

Tasks (Continued)

20. Using the DHCP server, stop the DHCP service.

# /etc/init.d/dhcp stop

21. Configure the DHCP server for debug mode.

# /usr/lib/inet/in.dhcpd -i hme0 -d -v

Look for dhcptab macro syntax errors.

22. Reboot the DHCP client.

Look for the DHCP datagram reception on the client’s interface.
The datagram should have the correct client identifier from the
DHCP client.
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Exercise: Configuring Remote DHCP

Tasks Solutions (Continued)

Configure the DHCP Server for Remote LAN

1. Remove the DHCP configuration from all servers except one.
From the configuration menu, use option 3 to configure DHCP

2. Start the DHCP server configuration utility.

3. From the configuration menu, use option 1 to configure the
machine for the following DHCP service parameters:

▼ Remote LAN (128.50.2.0) configuration

● Do not configure local LAN (it is already configured)

● Enable BOOTP/DHCP services on remote LAN

● Set the IP address 128.50.2.0

● Have clients access remote network via LAN

● Set the remote router IP address to 128.50.2.250

● Set maximum transfer unit (MTU) size to 1500

● Begin the Client IP address range at 128.50.2.1

● Support four clients

● Enable ping testing for duplicate IP addresses

4. Exit the DHCP server configuration utility.

5. Display the contents of the remote dhcp_network file.

What name did the dhcpconfig utility give this
dhcp_network file?

It should be similar to 128_50_1_0 .

6. Select a router and configure it to become the relay to the remote
network using dhcpconfig . From the configuration menu, use
option 2 to configure the BOOTP Relay agent.
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Exercise: Configuring Remote DHCP

Tasks Solutions (Continued)

Configure the DHCP Remote Clients

Perform the following steps on each remote DHCP client:

7. Log on to the remote DHCP client as root user.

8. Enable DHCP on the remote client by creating the appropriate
file for network interface hme0.

9. Reboot the remote client.

10. After the remote client has rebooted, log on as root user and
execute the following command:

# ifconfig hme0

Was the remote client network interface programmed with the
network access parameters specified in the DHCP server
dhcptab file?

Yes

Note – If the network interface did not contain the correct parameters,
contact your instructor before continuing.

11. Remove DHCP from all systems.
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Exercise: Configuring and Troubleshooting DHCP

Tasks (Continued)

Using DHCP Troubleshooting Tools

Perform the following steps on the designated DHCP server console.

12. Identify the DHCP related port numbers specified in the
/etc/services file.

Record the port numbers on the following lines:

bootps __________________________________________________

bootpc __________________________________________________

13. Enter the following command:

# snoop -o /tmp/output dhcp

14. Remove dhcp from all systems.

15. Using the designated local network DHCP client console, reboot
the local DHCP client.

16. On the designated DHCP server console, after the client has
rebooted, enter the following command:

# snoop -i /tmp/output -v

Look for DHCP message dialogue in the snoop trace.

Did the server receive the following broadcast information?

▼ DHCP message type is DHCPREQUEST.

▼ Client identifier is sent to the server.

▼ DHCPACKresponse contains the parameters specified in the
dhcptab file.
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Exercise: Configuring and Troubleshooting DHCP

Tasks (Continued)

17. Using the DHCP server, stop the DHCP service.

# /etc/init.d/dhcp stop

18. Configure the DHCP server for debug mode.

# /usr/lib/inet/in.dhcpd -i hme0 -d -v

Look for dhcptab macro syntax errors.

19. Reboot the DHCP client.

Look for the DHCP datagram reception on the client’s interface.
The datagram should have the correct client identifier from the
DHCP client.

20. Remove the DHCP configuration from all servers except one.
From the configuration menu, use option 3 to configure DHCP.
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ List the benefits of DHCP

❑ Define DHCP client functions

❑ Define DHCP server functions

❑ Choose the appropriate DHCP datastore for your network
environment

❑ Customize the DHCP datastore files dhcptab and
dhcp_network by using the dhtadm program

❑ Identify the best address lease policy

❑ Configure DHCP network services using the dhcpconfig
program

❑ Use DHCP troubleshooting tools



9

9-70 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Think Beyond

You have learned how IP addresses can be managed. Is there a similar
scheme for host names?
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Introduction toNetwork
ManagementTools 10

Objectives

Upon completion of this module you should be able to:

● Describe network management

● List some SNMP-based management applications
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Relevance

Discussion – You often hear about network management, SNMP,
MIBs (Management Information Base), and OIDs (object identifiers).

● What is network management?

● What is an OID?

● Why is network management important?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Rose, Marshall. 1994. The Simple Book., Second Edition: Prentice
Hall.

● Stallings, William. 1993. SNMP, SNMPv2, and CMIP. Don Mills:
Addison-Wesley.

● Fang, Karen and Allan Leinwand. 1993. Network Management: A
Practical Perspective. Addison-Wesley.

● Scoggins, Sophia and Adrian Tang. 1992. Open Networking With
OSI. Prentice-Hall: Toronto.

● RFC 1155 – Structure of Management Information (SMI) for TCP/IP-
based Internets

● RFC 1156 – Management Information Base for Network Management of
TCP/IP-based internets

● RFC 1157 – A Simple Network Management Protocol (SNMP)

● RFC 1212 – Concise MIB

● RFC 1213 – Management Information Base (MIB-II)

● RFC 1215 – Trap Definitions
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Network Management

Network management usually means different things to different
people. The International Standards Organization (ISO) defines five
areas of network management:

● Configuration management – Monitor and maintain the current
state of the network

● Fault management – Detect, isolate, and correct abnormal
conditions

● Performance management – Ensure network performance is at
acceptable levels

● Accounting management – Enable charges to be established for the
use of network resources

● Security management – Provide authorization, access control,
encryption, and key management



10

10-4 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Network Management

Typically when people refer to network management they do not
include accounting and security management.

Network management requires at least the following:

● A management system with a graphical user interface (GUI), a
network management application, and disk space to log events.

The management station runs applications that monitor and
control network devices.

Often the management station is split into two systems: a
management station which performs the network management
tasks and a system to display network maps and the GUI for the
network management application.

● A device, such as a router, a system, a hub, or switch, to be
managed. This device must have a management agent process
running.

The agent is responsible for performing the network
management tasks as instructed by the network management
system.
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Notes
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Simple Network Management Protocol

The Simple Network Management Protocol (SNMP) is one of the more
common network management protocols. SNMP is IP based and uses
UDP which is connectionless. UDP is used by SNMP based on the
premise that management traffic will still flow in a degraded network
when a connection-based transport, such as TCP, fails.

How SNMP Works

SNMP management basically performs the following functions

● Get – Retrieve data from a managed device by way of its SNMP
agent. Network management stations often poll managed devices
periodically and perform SNMP gets in order to update a graphic
display which is often a map.
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Simple Network Management Protocol

How SNMP Works (Continued)

● Set – Change data on a managed device by way of the SNMP
agent. A device can be instructed to change its IP address, for
example. This, of course, would not be a good thing to do because
the management station would lose contact with the device until it
was discovered again.

● Trap – Send an unsolicited message to the management station.
SNMP traps are often used by network devices to report on
network link failures, device reboots, and so on.

SNMP gets and sets basically retrieve or place data into object
identifiers (OID). OIDs are defined in the Structure of Management
Information (SMI).

Structure of Management Information

The Structure of Management Information (SMI) for TCP/IP-based
Internets is defined in RFC 1155. It describes how managed objects
contained in the management information base (MIB) are defined.

RFC 1155 states that; “An Object Identifier (OID) is a sequence of
integers which traverse a global tree. This tree consists of an unlabeled
root connected to a number of labeled nodes via edges. Each node
may, in turn, have children of its own which are labeled.”
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Simple Network Management Protocol

Structure of Management Information (Continued)

Figure 10-1 OID Global Tree

Figure 10-1 illustrates the global tree. To obtain the data contained in
hostID , the SNMP manager has to perform an SNMP get of the
iso.org.dod.internet.private.enterprise.sun.sunMib.sunSys
tem.hostID ; or put another way, perform an SNMP get of OID
1.3.6.1.4.1.42.3.1.2.

(nameless root)
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org  (3)

dod (6)

internet  (1)

ccitt  (0) joint-iso-ccitt (2)

directory  (1) mgmt (2) experimental  (3) private  (4)

enterprise  (1)

sun  (42)

sunMib  (3)

hostID  (2)

sunSystem  (1)

mib  (1)

system  (1) interfaces  (2)at  (3) ip  (4) ...

sysContact  (4)
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Simple Network Management Protocol

Management Information Bases

RFC 1156, Management Information Base for Network Management of
TCP/IP-based Internets defines the managed objects contained in the
MIB using Abstract Syntax Notation One (ASN.1). ASN.1 is defined in
International Standard number 8824 by the Open Systems
Interconnection (OSI) International Organization for Standardization.
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Simple Network Management Protocol

Management Information Bases (Continued)

The following object groups are defined in RFC 1156:

● System

● Interfaces

● Address translation

● IP

● ICMP

● TCP

● UDP

● EGP

The specification for an object as defined in RFC 1156 is:

● Object – A textual name, termed the object descriptor, for the
object type, along with its corresponding object identifier.

● Syntax – The abstract syntax for the object type is presented using
ASN.1. This must resolve to an instance of the ASN.1 type
ObjectSyntax defined in the SMI.

● Definition – A textual description of the semantics of the object
type. Implementations should ensure that their interpretation of
the object type fulfills this definition since this MIB is intended for
use in multi-vendor environments. As such, it is vital that object
types have consistent meaning across all machines.

● Access – A read-only, read-write, write-only, or not-accessible
value.

● Status – A mandatory, optional, or obsolete value.
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Simple Network Management Protocol

Management Information Bases (Continued)

An example of an excerpt from a MIB is:

OBJECT:

ifNumber { interfaces 1 }

Syntax:

INTEGER

Definition:

The number of network interfaces (regardless of
their current state) on which this system can
send/receive IP datagrams.

Access:

read-only.

Status:

mandatory.

Vendors can write their own specific MIB extensions to take advantage
of their products’ features.
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Notes
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SNMP-based Management Applications

There are many SNMP-based management applications. Many
vendors offer management applications. Many free SNMP-based
management applications are available on the Internet.

Sun offerings include:

● Solstice Site Manager™

● Solstice Domain Manager™

● Solstice Enterprise Manager™

● Solstice Enterprise Agents™
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SNMP-based Management Applications

Solstice Site Manager

Solstice Site Manager manages networks up to 100 nodes. The Solstice
SunNet Manager product has been incorporated into the Solstice Site
Manager product.

Figure 10-2 Solstice Site Manager
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SNMP-based Management Applications

Solstice Domain Manager

Solstice Domain Manager provides comprehensive, centralized
management for large, multi-site networks.

Figure 10-3 Solstice Domain Manager
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SNMP-based Management Applications

Solstice Enterprise Manager

Solstice Enterprise Manager is the premier network management for
mission-critical business environments.

Figure 10-4 Solstice Enterprise Manager
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SNMP-based Management Applications

Solstice Enterprise Agents

The Solstice Enterprise Agents technology and Developer’s Toolkit
provide an open, extensible, standards-based solution that facilitates
effective management of both network elements and computer
subsystem components.

The Solstice Enterprise Agents technology implements a
Master/Subagent architecture which allows the separate execution of
multiple subagents on a system with the Master agent acting as the
subagent scheduler and main interface to the SNMP management
application.
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Notes
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Exercise: Introducing Network Management Tools

Exercise objective – Review the material that this module introduced.

Tasks

Answer the following questions:

1. List the five areas of network management defined by the
International Standards Organization (ISO).

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

2. Describe each of the five areas of network management defined
by the International Standards Organization (ISO).

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Introducing Network Management Tools

Tasks (Continued)

3. What are the minimum component requirements for network
management?

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

4. What transport does SNMP use?

__________________________________________________________

__________________________________________________________

5. Why is this protocol used?

__________________________________________________________

__________________________________________________________

__________________________________________________________

6. List the three basic functions of SNMP.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Introducing Network Management Tools

Tasks (Continued)

7. Describe the objective of each SNMP function.

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

8. What OID needs to be retrieved in order to determine the
number of interfaces that a system has?

__________________________________________________________

__________________________________________________________
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Exercise: Introducing Network Management Tools

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercises.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Introducing Network Management Tools

Task Solutions

Answer the following questions:

1. List the five areas of network management as defined by the
International Standards Organization (ISO).

▼ Configuration management

▼ Fault management

▼ Performance management

▼ Accounting management

▼ Security management

2. Describe each of the five areas of network management as
defined by the International Standards Organization (ISO).

▼ Configuration management – Monitor and maintain the current state
of the network

▼ Fault management – Detect, isolate, and correct abnormal conditions

▼ Performance management – Ensure network performance is at
acceptable levels

▼ Accounting management – Enable charges to be established for the
use of network resources

▼ Security management – Provide authorization, access control,
encryption, and key management

3. What are the minimum component requirements for network
management?

▼ A management system with a GUI, a network management
application, and disk space to log events.

▼ A device with a management agent process running
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Exercise: Introduction to Network Management Tools

Task Solutions (Continued)

4. What transport does SNMP use?

The IP UDP is used.

5. Why is this protocol used?

Management traffic can still flow in a degraded network when a
connection-based transport, such as TCP, has failed.

6. List the three basic functions of SNMP

▼ Get

▼ Set

▼ Trap

7. Describe the function of each SNMP function.

▼ Get – Retrieve data from a managed device by way of the SNMP
agent. Network management stations often poll managed devices
periodically and perform SNMP gets in order to update a graphic
display which, is often a map.

▼ Set – Change data on a managed device by way of the SNMP agent.
A device can be instructed to change its IP address, for example. This
would not be a good thing to do because the management station
would lose contact with the device until it was discovered again.

▼ Trap – An unsolicited message sent to the management station.
SNMP traps are often used by network devices to report on network
link failures, device reboots and so on.

8. What OID needs to be retrieved in order to determine the
number of interfaces that a system has?

iso.org.dod.internet.mgt.mib.interfaces
1.3.6.1.2.1.2
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe network management

❑ List some SNMP-based management applications
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Think Beyond

Now that you have been introduced to network management, could
you use network management to automate some of your daily
administrative tasks?
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DomainNameSystem 11

Objectives

Upon completion of this module you should be able to:

● Describe the purpose of the Domain Name System (DNS)

● Describe the differences between the DNS namespace, a domain,
and a zone of authority

● Describe the concept of a nameserver, including the different types
of nameservers, such as a primary nameserver, a secondary
nameserver, and a caching only nameserver

● Describe what a resolver is and understand the processes of
address resolution and reverse address resolution

● Describe the syntax of the server side DNS setup files, including
the /etc/named.conf file, the cache file, and zone files

● Describe the information included in the Start Of Authority (SOA),
Name Server (NS), Address (A), and Pointer (PTR) resource
records

● Describe the syntax of the client-side DNS setup file
/etc/resolv.conf

● Describe the various DNS debugging and troubleshooting
methods available to the administrator
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● When sending a mail message to a remote host on the Internet,
how is the destination host’s name translated into an IP addresses?

● Who is responsible for maintaining hostname-to-IP address
translation databases?

● What are some of the issues surrounding DNS configuration,
management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Albitz, Paul and Liu, Cricket. 1998. DNS & BIND, Third Edition.

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, part number 802-5753-10.
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Why DNS –A Brief History

In the earlier days of the Internet (before the mid 1980s) application
programs translated host names to addresses and host addresses to
names by performing a local file lookup. In the UNIX operating
system, the file used was (and is) /etc/hosts . In order to contact a
host on the Internet by name, the user needed to populate the local
hosts file with the names and addresses of all hosts on the Internet.
This was accomplished by transferring the file HOSTS.TXTfrom the
server sri-nic using a file transfer utility like FTP. With a small
network and hosts database this mechanism is adequate. However
with network growth, problems with this mechanism arise.
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Why DNS – A Brief History

Early Internet Naming Problems

Use of a local file and file transfer utility to obtain host names and
addresses requires the maintenance of a central, monolithic, name
database. This in turn leads to several problems, the more serious of
which are:

● Name uniqueness

Once a name like venus , for example, has been taken no other host
on the Internet can use this same name.

● HOSTS.TXTfile maintenance

As the Internet grew, the rate of modifications to the HOSTS.TXT
file grew beyond the logistical capacity of the administrative staff
at the Network Information Center (NIC) to handle. This is a
natural consequence of a large, centralized, monolithic database.

● Server/network load

Since each system on the Internet needed to have access to its own
hosts file, the number of file transfers from the centralized
sri-nic host grew with time. Eventually this placed an
unacceptable load on the sri-nic server as well as the Internet
backbone.



11

Domain Name System 11-5
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Why DNS – A Brief History

The Solution

Each of the problems just described needed to be resolved. The DNS
was designed to do just that. At the heart of the DNS solution is a
distributed naming database which solves each of the problems
described previously as follows:

● Name uniqueness

The unique naming problem is solved by the creation of domains.
In the DNS, a domain is an administrative collection of named
resources on the network. These resources typically represent
workstations, PCs, routers, and the like, but can actually be
representative of anything. Domains are discussed in more detail
in the following section.

● HOSTS.TXTfile maintenance

The DNS specifies host name and address lookups via a
distributed name database. This database is implemented in DNS
servers where each server is responsible for only a small portion of
the entire name database. Obviously, DNS servers would have to
know how to contact other appropriate DNS servers to look up
naming information outside the knowledge base of the local
server.

● Server/network load

Server/network load is reduced in the DNS by having DNS
servers cache information taken from other DNS servers. Once
cached, a local DNS server does not need to query a remote server
for the same piece of information for the duration of the
information’s cached lifetime.
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BIND

The most frequently used implementation of the DNS, in the UNIX
world, is BIND (Berkeley Internet Name Domain). It has the following
features:

● It is available from the http://www.isc.org/bind.html site.
(The latest version is 8.2.3, March 2000.)

● Solaris 7 implements BIND Version 8.1.2.

● You can download and compile the latest version if you want;
however, this may not be supported by Sun.
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DNS Namespace

The DNS namespace is composed of a set of hierarchical domains
arranged in a manner similar to the branches of an inverted tree.

Domains

A DNS domain is represented by a branch or leaf in the DNS inverted
tree. A domain:

● Is a collection of names maintained by a group of administrators.

● Specifies keys which may be used to look up information in the
DNS distributed database.

● Can be branches or leaves in the DNS tree. Branches represent
collections of names in a common domain. Leaves represent
individual nodes and are considered a domain unto themselves.



11

11-8 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

DNS Namespace

Domains (Continued)

● Represents nodes or systems by name in the DNS naming tree,
which may or may not be in physical proximity. In other words, a
domain can span a large physical area.

● Can be broken into subdomains and can delegate authority for
those subdomains to another group of administrators.
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DNS Namespace

Structure

The top of the DNS tree contains a nameless root domain. This domain
is used as a place holder and contains no naming information. The
root domain is controlled by the NIC.

Below the root domain are the top-level domains. These currently
include domains such as com, edu, gov, org, arpa , and so on. All
top-level domains are currently controlled by the NIC.
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DNS Namespace

Structure (Continued)

Table 11-1 DNS Top-Level Domains

These top-level domains can be broken into two main categories:
organizational and geographical domains.

● Organizational – Based on the function or purpose of the domain

● Geographical – Based on the physical location

Below the top-level domains are second-level domains. The second
level is typically the first place the NIC delegates authority for the
domain to some other local organization. The second-level domain,
sun.com, for example, is controlled by administrators of Sun
Microsystems not the NIC.

An organization may decide to break up their second-level domain
into lower-level domains. This is generally done on an organizational,
political, or as needed basis. Lower levels can be split into even lower
levels as needed. All domains are subject to the naming length
restrictions set out in the ‘‘Domain Naming Rules’’ section on
page 11-12“

Domain Description

com Commercial organizations

edu Educational organizations

gov Governmental (U.S.) organizations

mil Military (U.S) organizations

net Networking organizations and ISPs

org Non-profit and other organizations

arpa Used for inverse address lookups

ca Country based domains, Canada in this example
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DNS Namespace

Domain Naming

The fully qualified name of a domain (FQDN) is specified by
appending all names from the leaf node up to the root of the name tree
using a dot as the separator and including a trailing dot. For example,
the FQDN of the policy node in the corp domain, within the sun
domain, would be policy.corp.sun.com. (including the trailing
dot).

Relative domain names (RDN) may also be specified and are
analogous to UNIX relative path names. Relative domain names do
not end in a dot. For example, policy, policy.corp, and
policy.corp.sun.com are all possible RDNs for the policy node in
the previous example. Notice the lack of a trailing dot in each case.
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DNS Namespace

Domain Naming Rules

Domains can, in general, be nested as deeply as needed and named as
desired if the following restrictions are kept in mind:

● There is a 255 character limit (including the dots) per FQDN.

● There is a 63 character limit per domain label.

● Names should only contain alphas, numerics, and the dash. All
other characters are now officially forbidden.

● Naming conventions are decided upon by the domain
administrator.

The in-addr.arpa. Domain

Since the DNS is a distributed database, information lookup is
performed by providing a key to a DNS server and requesting the
value associated with that key. DNS name lookups start with a domain
name and search for an unknown IP address. There are applications,
however, that request reverse lookups starting with a known IP
address.

The in-addr.arpa. domain was created as a mechanism to take an IP
address and represent it in domain name form. Given this
representation, reverse (address to name) lookups can be performed.

The structure of the in-addr.arpa. domain consists of subdomains
named after each successive octet of an IP address in descending levels
of the naming tree. The net effect is to allow for the representation of
the IP address 128.50.1.64 as 64.1.50.128.in-addr.arpa. for
example. (Notice the IP address appears backwards in standard
domain name notation.)
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DNS Namespace

Zones of Authority

In addition to dividing the name space into administrative domains,
the namespace is also divided into various zones of authority. These
zones can:

● Be the portion of the name space for which a server is
authoritative (that is, contain information for domains over which
the server has naming control)

● Consist of domains and all associated data

● Be one or more domains
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Notes
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DNS Servers

Domains are controlled and name translations are performed by DNS
servers. Although not all types of DNS servers will be covered here,
the following sections contain some server types and a description of
each.

Root Servers

Root servers are positioned at the top, or root, of the DNS hierarchy,
and maintain data about each of the top-level zones. There are
currently (as of November, 1998) 13 root servers. Of these, 9 serve the
root and top-level domains, while 4 serve the root domain only. The
root servers are maintained by the NIC and have been moved to a
common domain for consistent naming purposes. The root servers are
currently named A.root-servers.net., B.root-servers.net,
and so on.

This file is obtained from:

ftp://ftp.rs.internic.net/domain/named.root
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DNS Servers

Primary (Master) Servers

Each domain must have a primary server. Primary servers have the
following features:

● There is generally only one primary server per domain.

● They are the system where all changes are made to the domain.

● They are authoritative for all domains they serve. (See the
following sections for definitions of authoritative and non-
authoritative servers.)

● They periodically update and synchronize secondary servers of
the domain.

● They can specify the delegation of authority for subdomains.

● In BIND 8.1.2, they are defined by the type master argument to
the zone statement in the configuration file /etc/named.conf .

Secondary (Slave) Servers

Each domain should have at least one secondary server. In fact, the
NIC will not allow a domain to become officially registered as a
subdomain of a top-level domain until a site demonstrates two
working DNS servers. Secondary servers have the following features:

● There is one or more secondary servers per domain.

● They obtain a copy of the domain information for all domains they
serve from the appropriate primary server or another secondary
server for the domain.

● They are authoritative for all domains they serve. (See the
following sections for definitions of authoritative and non-
authoritative servers.)
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DNS Servers

Secondary (Slave) Servers (Continued)

● They periodically receive updates from the primary servers of the
domain.

● They provide load sharing with the primary server and other
servers of the domain.

● They provide redundancy in case one or more other servers are
temporarily unavailable.

● They provide more local access to name resolution if placed
appropriately.

● In BIND 8.1.2, they are defined by the type slave argument to
the zone statement in the configuration file /etc/named.conf .

Caching-Only Servers

Keep in mind that all DNS servers cache information for remote
domains over which they are non-authoritative. Caching-only servers
only cache information for any DNS domain. They are not
authoritative for any domain. Caching-only servers provide the
following features:

● They provide local cache of looked up names.

● They have lower administrative overhead.

● They are never authoritative for any domain.

● They reduce overhead associated with secondary servers
performing zone transfers from primary servers.

● They allow DNS client access to local cached naming information
without the expense of setting up a DNS primary or secondary
server.

Note – The setup of caching-only servers is not covered in this
module.
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DNS Servers

Forwarding Servers

Forwarding servers are a variation on a primary or secondary server
and act as focal points for all off-site DNS queries. Designating a
server as a forwarding server causes all off-site requests to go through
that server first. Forwarding servers have the following features:

● They are used to centralize off-site requests.

● The server being used as a forwarder builds up a rich cache of
information.

● All off-site queries go through forwarders first.

● They reduce the number of redundant off-site requests.

● No special setup on forwarders is required.

● If forwarders fail to respond to queries, the local server can still
contact remote site, DNS servers itself.

● In BIND 8.1.2, they are defined by the options statement in the
configuration file /etc/named.conf .
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DNS Answers

Answers returned from DNS servers can be described as authoritative
or non-authoritative.

Authoritative Answers

Answers from authoritative DNS servers:

● Are sourced from a disk based file.

● Are typically correct. Since humans administer the DNS, it is
possible for “bad” data to enter the DNS database.

● Are “as good as it gets.”
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DNS Answers

Non-Authoritative Answers

Answers from non-authoritative DNS servers

● Are sourced from a server cache.

● Are typically correct.

● May be incorrect as an authoritative remote domain server due to
the updating of its domain data after the non-authoritative was
cached.
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DNS Name Resolution Process

DNS name resolution is what happens between the person typing the
command ftp ftp.sun.com. on the command line and the client
machine receiving the appropriate address to use from a DNS server.

Client Resolver

Name resolution begins with client-side resolver code. Resolver code
is typically built into the operating system and is available to
programs via system interface calls and shared libraries.

Client resolver code provides the following features:

● It is typically only stubs because it does not cache any information
received from the DNS servers.
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DNS Name Resolution Process

Client Resolver (Continued)

● It queries the local DNS server specified in the /etc/resolv.conf
file.

● It is activated by a reference to DNS in the /etc/nsswitch.conf
file hosts entry.

The following sequence of steps is typically used by a DNS client to
resolve name to address or address to name requests. Figure 11-1
shows a graphical representation of each of the following steps.

Figure 11-1 DNS Name Resolution Process

/etc/nsswitch.conf file
hosts: files nisplus dns
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DNS Name Resolution Process

Resolution Process

Use these steps:

1. The client system consults the /etc/nsswitch.conf file to
determine name resolution order. In this example, the presumed
order is local file first, NIS+ server second, and DNS third.

2. The client system consults the local /etc/inet/host file and
does not find an entry.

3. The client system sends a query regarding the address of
ftp.internic.net. to the NIS+ server and finds none.

4. The client system consults the /etc/resolv.conf file to
determine the name resolution search list and the address of the
local DNS server.

5. The client system resolver routines send a recursive DNS query
regarding the return address for ftp.internic.net to the local
DNS server. (A recursive query says “I will wait for the answer,
you do all the work.”) At this point, the client will wait until the
local server has completed name resolution. This is the nature of
stub clients.

6. The local DNS server consults the contents of its cached
information in case this query has been tried recently. If the
answer is in local cache, it is returned to the client as a non-
authoritative answer.

7. The local DNS server contacts the appropriate DNS server for the
internic.net. domain, if known, or a root server and sends an
iterative query. (An iterative query says “Send me the best
answer you have, I’ll do all the work.”) In this example, the
assumption is that the answer is not cached and a root server
must be contacted.
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DNS Name Resolution Process

Resolution Process (Continued)

8. The root server returns the best information it has. In this case,
the only information you can be guaranteed that the root server
will have is the names and addresses of all the net. servers. The
root server returns these names and addresses along with a time-
to-live value specifying how long the local name server can cache
this information.

9. The local DNS server contacts one of the net . servers returned
from the previous query, and transmits the same iterative query
sent to the root servers earlier.

10. The net. server contacted returns the best information it has
which is the names and addresses of the internic.net. servers
along with a time-to-live value.

11. The local DNS server contacts one of the internic.net. servers
and makes the same query.

12. The internic.net. servers return the address(es) of the
ftp.internic.net . along with a time-to-live value.

13. The local DNS server returns the requested address to the client
system and the ftp command can proceed.
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DNS Server Configuration

DNS name servers are configured in the Sun environment by the
running of the in.named process. When configuring a DNS server, you
need to supply the server with the following types of information:

● Names and addresses of root servers.

● The information needed to resolve all domains for which the server
is authoritative. This consists of name to address translations.

● The information needed to resolve all inverse domains for which
the server is authoritative. This consists of address to name
translations.

● Names and addresses of servers for all domains one level below
the domain being served by this server. This is sometimes referred
to as parenting or delegating.

All of this information is supplied in configuration files referenced by
the BIND configuration file /etc/named.conf and loaded into the
in.named cache.
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DNS Server Configuration

BIND Configuration File

BIND 8.1.2 adds a new configuration file, /etc/named.conf , that
replaces the /etc/named.boot file. The /etc/named.conf file
establishes the server as a primary, secondary, or cache-only name
server. It also specifies the zones over which the server has authority
and which data files it should read to get its initial data. A BIND 4.9.x
named.boot file can be converted to a BIND 8.1.2 named.conf file by
running /usr/sbin/named-bootconf script.

The /etc/named.conf file contains statements that implement:

● Security through an access control list (ACL) that defines a
list of IP addresses to which a NIS+ host has read/write access

● Logging specifications

● Selectively applied options for a set of zones

Figure 11-2 shows an example of the BIND configuration file
/etc/named.conf and its relationship to name server data files.

Figure 11-2 The BIND Configuration File

/etc/named.conf

DIRECTORY “/var/named”;
/var/named

named.root

domain-info

inverse-domain-info

loopback-domain-info

options {

};

zone “.” in {

type hint;

file “named.root”;

};

zone “zoo.edu” in {

type master;

file “domain-info”;

};

zone “1.50.128.in-addr.arpa” in {

type master;

file “inverse-domain-info”;

};

zone “127.in-addr.arpa” in {

type master;

file “loopback-domain-info”;

};
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DNS Server Setup

BIND Configuration File (Continued)

The configuration file is read by in.named when the daemon is started
by the server's start up script, /etc/init.d/inetsvc . The
configuration file directs in.named either to other servers or to local
data files for a specified domain.

The named.conf file contains statements and comments. Statements
end with a semicolon. Some statements can contain a block of
statements. Again, each statement in the block is terminated with a
semicolon Table 11-2 lists named.conf statements and their definitions.

Table 11-2 /etc/named.conf Statement Definitions

Statement Definition

acl Defines a named IP address match list used for access control.
The address match list designates one or more IP addresses or
IP prefixes. The named IP address match list must be defined
by an acl statement before it can be used elsewhere; no forward
references are allowed.

include Inserts an include file at the point where the include statement
is encountered. Use include to break up the configuration into
more easily managed chunks.

key Specifies a key ID used for authentication and authorization on
a particular name server. See the server statement.

logging Specifies the information the server logs and the destination of
log messages.

options Controls global server configuration options and sets default
values for other statements.

server Sets designated configuration options associated with a remote
name server. Selectively applies options on a per-server basis,
rather than to all servers.

zone Defines a zone. Selectively applies options on a per-zone basis,
rather than to all zones.
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DNS Server Configuration

DNS Resource Records

Records contained in the name server database files are called resource
records. Each record contains information pertaining to a particular
machine, such as its address, services running on the machine, and
contact information. You can edit resource records to customize your
configuration. Each line in a file is in resource record format. The
general syntax of a resource record is:

[name] [ttl] class type data

Resource records have the following fields:

● Domain Name – This field specifies the domain name for which
the resource record is defining information. Since the DNS is a
distributed database, this record also defines the possible key
values which may be used in DNS queries.
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DNS Server Configuration

DNS Resource Records (Continued)

● Time to Live – This field specifies the time-to-live value which is
passed out to remote DNS servers when they query the
information specified by this record.



11

11-30 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

DNS Server Configuration

DNS Resource Records (Continued)

● Class – This field specifies the type of network. The examples in
this module will use only the “IN” or Internet class.

● Record Type – This field specifies the type of information being
defined with respect to the domain in field 1. Table 11-3 lists
commonly used resource record types.

Table 11-3 Resource Record Types

Record Type Purpose

A The A record (address record) yields an IP address
that corresponds to a host name. There can be
multiple IP addresses corresponding to a single
host name; there can also be multiple host names,
each of which maps to the same IP address.

CNAME The CNAME (Canonical Name) record is used to
define an alias host name.

MX MX records specify a list of hosts that are
configured to receive mail sent to this domain
name. (A host can perform MX functions for itself.)

NS Each subdomain that is a separate nameserver
must have at least one corresponding name service
(NS) record. Name servers use NS records to find
each other.

PTR PTR allows special names to point to some other
location in the domain. PTR records are used only
in reverse (IN-ADDR.ARPA) domains. There must
be exactly one PTR record for each Internet
address.

SOA Start of Authority (SOA) record identifies who has
authoritative responsibility for this domain.

TXT The TXT (text) record allows you to associate any
arbitrary text with a host name.
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DNS Server Configuration

DNS Resource Records (Continued)

● Record Data – This field defines the appropriate data for this
resource record and is dependent on the record type specified in
field 4. Some record types specify a single argument in this field,
other record types specify multiple arguments in this field.

Note – Depending on the record type and other shortcuts being taken,
some fields are optional some of the time. Examples of such fields will
be discussed in the following sections.

Note – DNS configuration files may also contain blank lines and
comments. Comments begin with a semicolon.
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DNS Server Setup

/var/named/named.root File

The named.root file specifies name-to-address mapping of root
servers (and it is to your benefit, generally, to specify as many root
servers as possible in this file).

The information in this file is described as “hints” to the name daemon
process as the name daemon process attempts to contact the servers
listed until one of them responds. The responding root server returns a
list of root servers. The name daemon uses the list returned from the
root server and not the servers specified in this file until the time-to-
live expires (hence “hints”).

Accordingly, it is not imperative that this file be precisely up to date,
but it should be checked every few months or so because root servers
do change from time to time.
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DNS Server Setup

/var/named/named.root File (Continued)

Some features of this file are:

● It provides “hints” as to the identity of root servers.

● The actual root servers used are the result of querying the servers
listed in the “hints” file.

After the cached root server information time-to-live expires, the hints
are used again to contact root servers to refresh the cache.

The following is an excerpt taken from a named.root file available at
ftp://ftp.rs.internic.net/domain/named.root:

; formerly NS.INTERNIC.NET

. IN NS A.ROOT-SERVERS.NET.

A.ROOT-SERVERS.NET. IN A 198.41.0.4

; formerly NS1.ISI.EDU

. IN NS B.ROOT-SERVERS.NET.

B.ROOT-SERVERS.NET. IN A 128.9.0.107

.

.

.

; End of File
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DNS Server Setup

/var/named/named.root File (Continued)

Where:

● In the first record:

▼ The dot (.) in the first field pertains to the root domain.

▼ The time-to-live field is 3600000 seconds. If this field is left
blank, the default time-to-live is specified in the Start of
Authority resource record.

▼ The class IN stands for Internet.

▼ The record type NS, indicates a name server is being defined
for the root domain.

▼ The fifth field of the first record (the data field) is the fully
qualified domain name (FQDN) (note the trailing dot) of a root
name server.

● In the second record:

▼ The first (domain) field contains the FQDN of the root server
defined in the previous record.

▼ The time-to-live field is 3600000 seconds. If this field is left
blank, the default time-to-live is specified in the Start of
Authority resource record.

▼ The record type, A, contains an IP address.

▼ For A records, the fifth data field contains the IP address of the
domain specified in the first field.

The NS and A type records are combined to define the name and
address of a single root server. Additional pairs of records would be
specified in this file as appropriate.
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DNS Server Setup

/var/named/domain-info File

This file contains the mappings of names to IP addresses for all
systems in the domain being served by this name server. In addition,
this file must specify an SOA record and NS records for all name
servers for this domain. For example:

; Information for the "forward" domain zoo.edu.
;
@ IN SOA horse.zoo.edu.  hostmaster.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )
; Define name servers for this domain.
                        IN NS  horse.zoo.edu. ; primary
                        IN NS  pea.veggie.edu. ; secondary
                        IN NS  tuna.fish.edu. ; secondary

; Glue records - needed for secondaries residing in other domains.
pea.veggie.edu. IN A   128.50.2.1
tuna.fish.edu. IN A   128.50.3.1

; Define name to address mappings for this domain.
lion IN A   128.50.1.250

IN A   128.50.2.250
lion-r IN A   128.50.2.250

rhino IN A   128.50.1.3
mule IN A   128.50.1.2
horse IN A 128.50.1.1

; CNAME aliases.
www                     IN CNAME mule

; Loopback domain definition (required).
localhost                  IN A   127.0.0.1

Note – Refer to Figure 11-3 (page 11-63) for an illustration of this
domain.
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DNS Server Setup

/var/named/domain-info File (Continued)

The SOA record is mandatory and has the following items of note:

● An at sign (@) in the domain field – A shortcut for the domain
being served (zoo.edu. in this case). The actual value for the @
comes from the second field of the appropriate record in the
named.conf file. The @ also serves to define the default origin –
that domain appended to any domain name in the configuration
file which is not fully qualified.

● Data field argument 1 – Name of the primary master server for
this domain in FQDN format.

● Data field argument 2 – Email address which can be used to report
on problems with the domain. The current standards specify this
address should be hostmaster@domain . Note the @ is replaced
with a dot in the SOA record since the @ has special meaning in
this file.

● Data field argument 3 – Serial number used by secondary master
servers to see if they need to perform a zone transfer, re-acquiring
a fresh copy of zone data. Anytime you make changes to this file
you must remember to update the serial number in such a manner
that it gets larger. Consult DNS & BIND for serial number
strategies. (It is always safe to start at one and add one with each
change.)

● Data field argument 4 – The refresh timer is a time interval, in
seconds, after which the secondary master servers should check to
see if the serial number has changed and hence a new zone
transfer needs to occur.

● Data field argument 5 – The retry timer is a time interval, in
seconds, after which the secondary master servers would check
back if a normal refresh failed. This timer is typically set to a
smaller value than the refresh timer.
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DNS Server Setup

/var/named/domain-info File (Continued)

▼ Data field argument 6 – The expire timer is a time interval, in
seconds, after which, if a secondary is unable to contact the
primary server or another secondary server, the entire zone
data should be discarded. The secondaries which have lost
contact with the rest of the name servers for a zone will not
continue to give out potentially out-of-date information
indefinitely.

▼ Data field argument 7 – The minimum timer is the default
time-to-live value given out in normal query replies to servers
from remote domains. If the time-to-live value is omitted in the
second field of subsequent resource records, this value is used
instead.

▼ An NS record should be defined for all name servers in this
domain that you want the world to know about. For any of
these name servers which reside in other domains, you must
also define “glue” address records.

▼ The remainder of the file contains address records for each host
in the domain.

▼ Host one has two address records because it is a router.

▼ In the second address record for host one, you can omit the
name in field 1. With DNS hosts, you can have one name with
many addresses. This is in contrast to the operation of the
UNIX /etc/inet/hosts file where each host interface has a
different name.

▼ Most of the host names are not fully qualified. Those which are
not, have the domain name origin (the value of the @ in the
SOA record by default) appended to them. This shorthand can
save a lot of typing and improve the readability and
maintainability of the file.

▼ The CNAMErecord is used to define host aliases or nicknames
for hosts. The CNAMEin this instance is somewhat analogous to
the hosts file fragment 128.50.1.2 mule www.

▼ The localhost entry is required for proper functioning of the
name server.
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DNS Server Setup

/var/named/inverse-domain-info File

This file contains mappings for address to name translation. Address
to name translation is important and is used by such varying utilities
as NFS, web servers, BIND, and the Berkeley r-command series, to
name a few.

; Information for the "inverse" domain 1.50.128.in-addr.arpa.

@ IN SOA horse.zoo.edu. hostmaster.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  horse.zoo.edu.; primary
                        IN NS  pea.veggie.edu.; secondary
                        IN NS  tuna.fish.edu.; secondary

; Define address to name mappings for this domain.

250 IN PTR lion.zoo.edu.
3 IN PTR rhino.zoo.edu.
2 IN PTR mule.zoo.edu.
1 IN PTR horse.zoo.edu.

Note – Refer to Figure 11-3 (page 11-63) for an illustration of this
domain.
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/var/named/inverse-domain-info File (Continued)

Some items of note are:

● The SOA record is as it was in the forward domain file. The @ in
this case refers to the inverse domain, however.

● The address to name mappings are defined with the PTR record
type.

● The first domain field contains the number used to complete the
fourth octet of the IP address portion of the inverse in-addr.arpa
domain.

● The first field is always a domain field. Since the domain name
here does not end with a dot, it will be completed with the value
of the @.

● The argument field of the PTR record should contain the FQDN of
the name of the host being pointed at. This, in effect, completes the
reverse address to name mapping.
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DNS Server Setup

/var/named/loopback-domain-info File

This file is used to specify the inverse loopback domain address to
name translation. The contents are hard coded and this file is required
on all DNS servers.

; Information for the loopback domain 127.in-addr.arpa.

@ IN SOA horse.zoo.edu.  hostmaster.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  horse.zoo.edu.

; Define appropriate mappings for this domain.

1.0.0                   IN PTR localhost.zoo.edu.

Some items of note are:

● The only items you change from domain to domain in the SOA
record are the hostname (first) argument and the email address
used to report problems.

● On the NS line, specify the name of the system being configured.

● All other lines can be used as shown in this example.

Note – Refer to Figure 11-3 (page 11-63) for an illustration of this
domain.
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Final Configuration Note

Recall that one of the items a DNS server needs to know is the name
and addresses of servers for all domains one level below.

You must inform your parent domain of the names and addresses of
all newly configured subdomains. This is a critical part of establishing
the proper parenting relationship between upper- and lower-level
domains.

Although this will not be done in the lab, bare in mind that every
domain setup requires notifying the parent domain of the names and
addresses of all name servers in the subdomain.
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Client/Server Common File Setup

The two files which need to be configured on clients as well as servers
are nsswitch.conf and resolv.conf .

/etc/nsswitch.conf

The nsswitch.conf file specifies to the resolver library routines that
the DNS is to be used in resolving host names and addresses. Modify
the nsswitch.conf file by editing the hosts line so that the keyword
dns appears somewhere in the list of name services. Place this
keyword last as local name services are usually consulted first.

A resulting appropriately configured file would contain a line that
looks like

hosts: files nisplus dns

/etc/resolv.conf

This file is used to specify to the resolver library routines the domain
search list to apply to any names which are not specified in the FQDN
form and to specify the IP addresses of DNS servers to query.

; resolv.conf file for DNS clients of the zoo.edu.domain.

search zoo.edu
nameserver 128.50.1.1    ; Primary Master Server for zoo
nameserver 128.50.2.1 ; Secondary Master Server for zoo

Some items of note are:

● The search keyword specifies domain names to append to names
which were not specified in the FQDN format as well as in what
order to append them.

Note – Refer to Figure 11-3 (page 11-63) for an illustration of this
domain.
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Client/Server Common File Setup

/etc/resolv.conf (Continued)

● The nameserver keyword specifies DNS servers to query by IP
address. (Do not specify host names!) Up to three nameserver
keywords can be used to increase your chances of finding a
responsive server. In general, the more responsive servers should
be listed first. If this system is a name server itself, the loopback
address may be used.
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Testing DNS Information

Once all of your configuration files have been entered you will want to
test your DNS domain information.

nslookup

The primary test tool which comes bundled with BIND is the
nslookup utility. In general, nslookup is used to do the following:

● Send queries and display replies for any of the valid resource
record types

● Query the DNS server of choice

● Debug almost any domain that is not protected by a firewall

In general, you will not be able to test each and every record in your
domain files. Test representative samples, and test a few servers in
other domains to ensure that you have correctly identified the root
servers.
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Testing DNS Information

nslookup (Continued)

A typical debug session might look something like the following:

Note – Much of the output has been omitted for clarity.

horse# nslookup
Default Server: horse.zoo.edu
Address: 128.50.1.1

The server listed as the default server should be the first listed server
in the /etc/resolv.conf file. This server can later be changed using
the nslookup server directive.

> lion.zoo.edu.
Server: horse.zoo.edu
Address: 128.50.1.1

Name: lion.zoo.edu
Address: 128.50.1.250

nslookup uses a greater-than (>) prompt. The name of the server
being queried is always displayed first (and will be omitted from
future examples) followed by the query and the reply.

In this example, the address (the default query) of the domain
lion.zoo.edu. was requested.

> set type=ns
> zoo.edu.
...
zoo.edu. nameserver = horse.zoo.edu
horse.zoo.edu internet address = 128.50.1.1

In this example, all of the name servers for the domain are listed.

> set type=ptr
> 128.50.1.1
...
1.1.50.128.in-addr.arpa name = horse.zoo.edu
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Testing DNS Information

nslookup (Continued)

In this example, the inverse address lookup is tested. Notice that
nslookup allows you to enter the IP address in regular forward
notation without the trailing in-addr.arpa. domain name.

General testing might proceed as follows:

● Test several name to IP address translations within your domain.

● Test several IP address (PTR record) translations within your
domain.

● Test name to address and address to name translations in other
domains.

● List name servers for your own and a few remote domains.

● List SOA records for your own and a few remote domains.

If any of your tests have errors or has no response, it is time to debug.
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BIND Debugging Tools

The main debug tool you have with BIND is having the name daemon
dump its database to an ASCII file.

pkill -INT in.named

This signal causes the name daemon to take a snapshot of its in-
memory cached data and write this information to the file
/var/named/named_dump.db in ASCII (resource record) format.
(Notice that the name daemon process stores its process ID number in
the file /etc/named.pid at start-up. This can be used with the shell
command substitution shown previously to send signals to the name
daemon without having to know its process number or use the ps
command to determine its process number.)

Note – The pkill command is not supported previous to Solaris 7.
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BIND Debugging Tool

pkill -INT in.named (Continued)

The resulting file can then be edited with your text editor and
examined for problems. Here is a list of typical problems you might
have and how to discover them during debugging.

● Misspelled /etc/resolv.conf file name

When this is the case, the nslookup command will not give you a
prompt. Any time you type nslookup and do not get a prompt,
check the spelling of this file name.

● Missing trailing dot in a domain name

Depending on where you missed a trailing dot (perhaps the most
common error of all in the configuration files), the symptoms can
vary. A missing trailing dot at the end of an FQDN will result in
the name being stored internally with the domain part of the name
doubled. Check the named_dump.db file created by the pkill -
INT command and look for doubled domain names for any and all
resource records which refuse to work properly in nslookup .

● Incorrectly specified IP addresses for name servers in the
/etc/resolv.conf file

When this happens the nslookup utility will not give you a
prompt. Double-check the spelling of the nameserver keyword
and the entering of IP addresses in the /etc/resolv.conf file.

● Incorrect entry of either the forward or inverse entries for the
loopback domain

This is another problem which will cause nslookup to not give
you a prompt. Add this to your list of items to check when
nslookup “hangs.”
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pkill -USR1 in.named

This signal causes the name daemon to increase its debug level
(disabled by default) by one. Each successive increase generates more
debug output. You can examine the resulting output in the
/var/named/named.run file. A discussion of this file is beyond the
scope of this course and is discussed in DNS & BIND.

pkill -USR2 in.named

This signal causes the name daemon to return to debug level 0–no
debug output.

pkill -HUP in.named

This signal causes the name daemon to reread all of its configuration
files. If you are having problems getting the name daemon to behave,
it is sometimes wise to kill and restart the name daemon process rather
than use the HUP signal
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Secondary DNS Server Setup

/etc/named.conf File on Secondary Server

The contents of the /etc/named.conf file is simpler than that of the
primary server. If a server is to provide both roles, a primary server for
some domains and a secondary server for other domains, the
/etc/named.conf file must contain keywords appropriate to both of
these functions.
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Secondary DNS Server Setup

/etc/named.conf File on Secondary Server (Continued)

A sample /etc/named.conf file for a secondary master server is as
follows:

options {
DIRECTORY “/var/named”;

};
zone “.” in {

type hint;
file “named.root”;

};
zone “127.in-addr.arpa” in {

type master;
file “loopback-domain-info”;

};
zone “zoo.edu” in {

type slave;
file “zoo-backup”;
masters {

128.50.1.1;
};

};
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Secondary DNS Server Setup

/var/named/domain-info File on Primary Server

When adding a secondary server, it is important to coordinate with the
primary server. The primary server should have an NS record for the
secondary server in any and all files describing any and all domains
for which the secondary will be serving. A completed example is
shown in the lab exercise.

Testing and Debugging

Secondary servers should be tested and debugged essentially the same
as primary servers (using nslookup and pkill -INT to dump the
name server’s database when necessary).
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DNS Security

DNS by its very nature makes networks connected to the Internet
vulnerable to unauthorized access. Up to BIND Version 4.9, domain
administrators had no way to control look-up data on their name
servers. Solaris 7 reduces the vulnerability of your network by
implementing BIND Version 8.1.2.

Using the BIND Configuration File

BIND Version 8.1.2 features are established in the configuration file
/etc/named.conf . This configuration file specifies the type of server
it is running on and the zones that it serves as a master, slave, or stub.
It also defines security, logging, and a finer granularity of options
applied to zones.
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DNS Security

Restricting Queries

The BIND Version 8.1.2 allow-query statement enables you to establish
an IP address-based access list on queries. This list can apply to a zone,
or to any queries received by the server. The access list determines
which systems are allowed to send queries to the server.

Restricting All Queries

Used as an argument to the options statements, allow-query imposes a
restricted access list across the Internet. For example:

options {
allow-query { 128.50.1.3/24; 128.50.2.2/24; };

};

In this case, only systems with IP address 128.50.1.3 and 128.50.2.2
would have access to the name server.

Restricting Queries in a Particular Zone

Used as an argument to the zone statement, allow-query imposes a
restricted access list to a particular zone. For example:

zone “central.sun.com” {
type slave;
file “db.central”;
masters { 128.50.1.1; };
allow-query { “zoo.edu”; };

};

In this case, only subnet zoo.edu would have access to the name
server.
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Preventing Unauthorized Zone Transfers

Another important security issue is ensuring that only authorized
slave name servers can transfer zones from your name server. The
BIND Version 8.1.2 allow-transfer statement allows you to establish
an IP address-based access list on zone transfers.

Authorizing Zone Transfer

Used as an argument to the zone statement, allow-transfer imposes a
restricted access list to a particular slave server for zone transfers. For
example:

zone “central.sun.com” {
type master;
file “db.central”;
allow-transfer { 128.50.1.2; };

};

In this case, only slave server 128.50.1.2 could perform zone transfers.

Block All Transfers

The BIND default access list for zone transfers is any host. If you want
to block all transfers from your name server specify the allow-transfer
host as “none”. For example:

zone “central.sun.com” {
type master;
file “db.central”;
allow-transfer { none; };

};
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DNS Security

Preventing Unauthorized Zone Transfers (Continued)

Authorizing Global Zone Transfer

BIND will also let you establish a global access list on zone transfers.
This applies to any zones that do not have their own, explicit access
list defined as zone statements. The option allow-transfer limits
zone transfers to only the enumerated address. For example:

options {
allow-transfer { 128.50.1.3/24;};

};

In this case, only slave server 128.50.1.3 could perform zone transfers
across the Internet.
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Miscellaneous DNS Topics

DNS Configuration File $ Directives

DNS configuration has two special keyword directives which begin
with a dollar sign ($). Both of these are optional but can be used to
make your administrative life easier.

$ORIGIN domain.name.

The $ORIGIN directive resets the current origin, which is set to the
value of the @ at the beginning of the SOA record by default. Recall
the current origin is appended to any domain name on any resource
record not ending in a dot.
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Miscellaneous DNS Topics

DNS Configuration File $ Directives (Continued)

$ORIGIN is sometimes used when defining many records which
reference systems in another domain and when using $ORIGIN would
save keystrokes.

$ORIGIN can be used as many times in a file as desired.

$INCLUDE path-to-file

The $INCLUDEdirective is used to include the text of the file specified
by path-to-file at the current point in the configuration file.

Included text occurs as if you had typed it in the file yourself at exactly
the same place as the $ORIGIN with the exception that any origin set in
the original file with a $ORIGIN directive does not carry over to the
records from the included file.

$INCLUDEcan be used as many times in a file as desired.
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h2n

h2n is a Perl script which largely automates the initial setup and
subsequent maintenance of DNS zones.

h2n takes command-line options, reads the /etc/inet/hosts-like
file and several other configuration files, and generates all of the
required DNS configuration files.

Updating a domain consists of editing the original /etc/inet/hosts-
like file and rerunning h2n . Serial numbers are also automatically
updated so as to keep secondary servers updating correctly.

h2n can be found on the Internet by using your favorite search engine.
The script that you download assumes that you have Perl loaded and
running on your DNS server.

DIG

DIG is a DNS debugging tool created by the developer of DNS which
allows more in-depth control over debugging than the nslookup
utility which comes with BIND.

DIG can be found on the Internet by using your favorite search engine.
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DNS Resources

The following is a list of resources you can use when configuring DNS:

● info.bind newsgroup

This newsgroup contains discussions about DNS and BIND and
announcements of various kinds from the BIND developers and
the NIC. It is a good newsgroup to browse from time to time.

● www.internic.net.

The web site of the InterNIC contains information about how to
register a domain, the official list of root servers, and various DNS
procedures and policies. It is the originating repository for all
RFCs.
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DNS Resources

● RFCs

There are many of RFCs on or related to DNS. The following list
identifies a few of the more significant ones:

▼ RFC 1032 – Domain Administrators Guide

▼ RFC 1033 – Domain Administrators Operations Guide

▼ RFC 1034 – Domain Names – Concepts and Facilities

▼ RFC 1536 – Common DNS Implementation Errors and Suggested
Fixes

▼ RFC 1713 – Tools for DNS Debugging

▼ RFC 1886 – DNS Extensions to Support IP Version 6

▼ RFC 1912 – Common DNS Operational and Configuration Errors

▼ RFC 2136 – Dynamic Updates in the Domain Name System (DNS
UPDATE)
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Exercise: Installing DNS

Exercise objective – Configure a DNS server and clients on three
networks and practice using troubleshooting tools such as the
nslookup command.

Preparation

Before starting this lab; make sure:

● The lab has been previously set up with three subnets.

● The subnets are numbered 128.50.1.0, 128.50.2.0, and 128.50.3.0,
and are using the netmask 255.255.255.0. If your environment
differs, make the appropriate modifications.

● The instructor has previously set up a root server for use in this
lab.

● The domains to be set up are called zoo.edu. , veggie.edu. , and
fish.edu.

● The self-contained root server serves the following domains:
. (root), edu ., 50.128.in-addr.arpa ., and 127.in-addr.arpa.
loopback .

The instructions in this lab are tailored for zoo so you should make the
appropriate modifications if you are setting up subnet veggie or
subnet fish .

See the Figure 11-3 (page 11-63) for an illustration of the setup for
your domain.
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Figure 11-3 DNS Lab Layout

Domain: edu.

zoo  subnet veggie  subnet fish  subnet

128.50.3.0128.50.2.0128.50.1.0
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128.50.1.250

rhino root server
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mule
128.50.1.2
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shark
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tuna
128.50.3.1

swordfish-r3
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Exercise: Installing DNS

Tasks

Set up the Primary Servers

Complete the following steps:

1. Set up the /etc/named.conf file on horse.zoo.edu.

options {
DIRECTORY “/var/named”;

};
zone “.” in {

type hint;
file “named.root”;

};
zone “zoo.edu” in {

type master;
file “domain-info”;

};
zone “1.50.128.in-addr.arpa” in {

type master;
file “inverse-domain-info”;

};
zone “127.in-addr.arpa” in {

type master;
file “loopback-domain-info”;

};

What is the purpose of the /etc/named.conf file?

______________________________________________________________
______________________________________________________________
______________________________________________________________
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Exercise: Installing DNS

Tasks (Continued)

What is purpose of the following /etc/named.conf file
keywords?

▼ zone

__________________________________________________________

▼ option

__________________________________________________________

What is implied by type hint ?

__________________________________________________________

2. Set up the named.root file.

. IN NS lion.edu.

lion.edu. IN A 128.50.1.250

What is the purpose of the named.root file?

__________________________________________________________

Where can a template of this file be obtained?

__________________________________________________________

What is the purpose of the following resource record types?

▼ NS

__________________________________________________________

▼ A

__________________________________________________________
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Exercise: Installing DNS

Tasks (Continued)

3. Set up the domain-info zone file.

; Information for the "forward" domain zoo.edu.
; The SOA record must be present and must be first.

@ IN SOA horse.zoo.edu.  hostmaster.horse.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.
                        IN NS  horse.zoo.edu ; primary

; Glue records - needed for secondaries residing in other domains.
;   None yet.

; Define name to address mappings for this domain.
lion IN A   128.50.1.250

IN A   128.50.2.250
lion-r IN A   128.50.2.250

rhino IN A   128.50.1.3
mule                     IN A   128.50.1.2
horse                    IN A   128.50.1.1

; CNAME aliases.
;  None yet.
; Mail exchangers.
;  None yet.

; Loopback domain definition (required).
localhost                  IN A   127.0.0.1
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Exercise: Installing DNS

Tasks (Continued)

What is the purpose of the domain-info zone file?

___________________________________________________________
___________________________________________________________
________________________________________________________

What is the purpose of the SOA resource record?

___________________________________________________________
_________________________________________________________

What is the purpose of the CNAME resource record?

___________________________________________________________
_________________________________________________________

What is the purpose of the MX resource record?

___________________________________________________________
_________________________________________________________
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Exercise: Installing DNS

Tasks (Continued)

4. Set up the inverse-domain-info zone file.

; Information for the "inverse" domain 1.50.128.in-addr.arpa.

@ IN SOA horse.zoo.edu.  hostmaster.horse.zoo.edu(
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  horse.zoo.edu.   ; primary

; Define address to name mappings for this domain.

250 IN PTR lion.zoo.edu.
3 IN PTR rhino.zoo.edu.
2 IN PTR mule.zoo.edu.
1 IN PTR horse.zoo.edu.

What is the purpose of the inverse-domain-info zone file?

___________________________________________________________
___________________________________________________________
________________________________________________________

What is the purpose of the PTR resource record?

__________________________________________________________
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Exercise: Installing DNS

Tasks (Continued)

5. Set up the loopback-domain-info zone file.

; Information for the loopback domain 127.in-addr.arpa.

@ IN SOA horse.zoo.edu.  hostmaster.namehorse.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  horse.zoo.edu.

; Define appropriate mappings for this domain.

1  IN PTR localhost.zoo.edu.
;
;
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Exercise: Installing DNS

Tasks (Continued)

6. On all machines, modify the hosts line of the /etc/nsswitch
file so that the keyword DNSappears at the end.

hosts: files dns

What is the purpose of the /etc/nsswitch file?

___________________________________________________________
___________________________________________________________
________________________________________________________

What effect will adding the dns keyword to this file have on host
operation?

___________________________________________________________
_________________________________________________________

7. Set up the /etc/resolv.conf file on server and clients.

; resolv.conf file for DNS clients of the zoo.edu.domain.

search zoo.edu edu
nameserver 128.50.1.1    ; Primary Server for zoo

What is the purpose of the /etc/resolv.conf file?

___________________________________________________________
___________________________________________________________
________________________________________________________

What is the purpose of the search keyword?

___________________________________________________________
_________________________________________________________

What is the purpose of the nameserver keyword?

___________________________________________________________
_________________________________________________________
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Exercise: Installing DNS

Tasks (Continued)

8. Start the named daemon.

# /usr/sbin/in.named

Do not forget to check standard output and the UNIX console for
error messages. Correct any syntax errors and restart the name
daemon if necessary before proceeding to step 9.

Note – Contact your instructor if you have any problems getting the
name daemon to run without any start-up error messages.

9. Test (and debug) your setup.

# nslookup

# pkill -INT ‘cat /etc/named.pid‘

# vi /var/named/named_dump.db

Test and debug as required. Use the techniques discussed in the
lecture part of the module, testing both your local domain and
remote domain servers as they become available.
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Exercise: Installing DNS

Tasks (Continued)

Set up the Secondary Server

10. Set up the /etc/named.conf file.

options {
DIRECTORY “/var/named”;

};
zone “.” in {

type hint;
file “named.root”;

};
zone “0.0.127.in-addr.arpa” in {

type master;
file “loopback-domain-info”;

};
zone “zoo.edu” in {

type slave;
file “zoo-backup”;
masters {

128.50.1.1;
};

};

11. Set up the named.root file.

Copy this file from the existing primary server for the domain and
use it as is.
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Exercise: Installing DNS

Tasks (Continued)

12. Set up the loopback-domain-info file.

; Information for the loopback domain 127.in-addr.arpa.

@ IN SOA mule.zoo.edu.  hostmaster.mule.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  lion.zoo.edu.

; Define appropriate mappings for this domain.

1.0.0                   IN PTR localhost.zoo.edu.

13. Modify the domain-info file on the primary server.

Add the following line after the existing name server resource
record:

                        IN NS  mule.zoo.edu ; secondary

14. Modify the inverse-domain-info file on the primary server.

Add the following line after the existing name server resource
record:

                        IN NS  mule.zoo.edu.   ; secondary



11

11-74 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Installing DNS

Tasks (Continued)

15. Start the name daemon.

# /usr/sbin/in.named

Do not forget to check standard output and the UNIX console for
error messages. Correct any syntax errors and restart the name
daemon if necessary before proceeding to step 16.

Note – Contact your instructor if you have any problems getting the
name daemon to run without any start-up error messages.

16. Test (and debug) your setup. (Refer to step 9.)

Other (Optional) Exercises

17. Add CNAME records to the domain-info file.

Add the following record to the CNAME section of the domain-
info file, replacing the existing comment in that section:

www                     IN CNAME mule
mailhost                IN MX 10 mule
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Exercise: Installing DNS

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Installing DNS

Task Solutions

Set up the Primary Servers

Complete the following steps:

1. Set up the /etc/named.conf file on horse.zoo.edu. :

options {
DIRECTORY “/var/named”;

};
zone “.” in {

type hint;
file “named.root”;

};
zone “zoo.edu” in {

type master;
file “domain-info”;

};
zone “1.50.128.in-addr.arpa” in {

type master;
file “inverse-domain-info”;

};
zone “127.in-addr.arpa” in {

type master;
file “loopback-domain-info”;

};

What is the purpose of the /etc/named.conf file?

The /etc/named.conf file is the primary configuration file read by
in.named at start-up time. The name.boot file specifies the directory
which contains the other configurations files, root servers, the domains
served by this server, and what type of server this system will be for
each of those domains.
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Exercise: Installing DNS

Task Solutions (Continued)

What is purpose of the following /etc/named.conf file
keywords?

zone

It defines a zone and selectively applies options on a per-zone basis,
rather than to all zones.

options

It controls global server configuration options and sets default values for
other statements.

What is implied by type hint ?

Zone “.” only contains root server hints.
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Exercise: Installing DNS

Task Solutions (Continued)

2. Set up the named.root file.

. IN NS lion.edu.

lion.edu. IN A 128.50.1.250

What is the purpose of the named.root file?

Root servers are positioned at the top, or root, of the DNS hierarchy, and
maintain data about each of the top-level zones.

Where can a copy of this file be obtained?

ftp://rs.internic.net/domain/named.root

What is the purpose of the following resource record types?

▼ NS

Each subdomain that is separately served by a nameserver must have at
least one corresponding name service (NS) record. Nameserver maintains
an authoritative set of resource records for the domain. Name servers use
NS records to find each other in order to redirect queries pertaining to
their domain.

▼ A

The A record (address record) yields an IP address that corresponds to a
host name. There can be multiple IP addresses corresponding to a single
host name; there can also be multiple host names each of which maps to
the same IP address.
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Exercise: Installing DNS

Task Solutions (Continued)

3. Set up the domain-info zone file.

; Information for the "forward" domain zoo.edu.
; The SOA record must be present and must be first.

@ IN SOA horse.zoo.edu.  hostmaster.horse.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.
                        IN NS  horse.zoo.edu ; primary

; Glue records - needed for secondaries residing in other domains.
;   None yet.

; Define name to address mappings for this domain.
lion IN A   128.50.1.250

IN A   128.50.2.250
lion-r IN A   128.50.2.250

rhino IN A   128.50.1.3
mule IN A   128.50.1.2
horse IN A   128.50.1.1

; CNAME aliases.
;  None yet.
; Mail exchangers.
;  None yet.

; Loopback domain definition (required).
localhost                  IN A   127.0.0.1



11

11-80 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Installing DNS

Task Solutions (Continued)

What is the purpose of the domain-info zone file?

This file contains the mappings of names to IP addresses for all
systems in the domain being served by this name server. In addition,
this file must specify an SOA record and NS records for all name
servers for this domain.

What is the purpose of the SOA resource record?

The start of Authority (SOA) record identifies who has authoritative
responsibility for this domain.

What is the purpose of the CNAME resource record?

The CNAME (Canonical Name) record is used to define an alias host
name.

What is the purpose of the MX resource record?

MX records specify a list of hosts that are configured to receive mail sent
to this domain name. (A host can perform MX functions for itself.)
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Exercise: Installing DNS

Task Solutions (Continued)

4. Set up the inverse-domain-info file.

; Information for the "inverse" domain 1.50.128.in-addr.arpa.

@ IN SOA horse.zoo.edu.  hostmaster.horse.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

IN NS  horse.zoo.edu.   ; primary

; Define address to name mappings for this domain.

250 IN PTR lion.zoo.edu.
3 IN PTR rhino.zoo.edu.
2 IN PTR mule.zoo.edu.
1 IN PTR horse.zoo.edu.

What is the purpose of the inverse-domain-info zone file?

This file contains mappings for address to name translation.

What is the purpose of the PTR resource record?

PTR allows special names to point to some other location in the domain.
PTR records are used only in reverse (IN-ADDR.ARPA) domains. There
must be exactly one PTR record for each Internet address.
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Exercise: Installing DNS

Task Solutions (Continued)

5. Set up the loopback-domain-info zone file.

; Information for the loopback domain 127.in-addr.arpa.

@ IN SOA horse.zoo.edu.  hostmaster.horse.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  horse.zoo.edu.

; Define appropriate mappings for this domain.

1.0.0                   IN PTR localhost.zoo.edu.
;
;
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Exercise: Installing DNS

Task Solutions (Continued)

6. On all machines, modify the hosts line of the /etc/nsswitch file
so that the keyword DNS appears at the end.

hosts: files dns

What is the purpose of the /etc/nsswitch file?

The nsswitch.conf file specifies which resolver library routines are to
be used in resolving host names and addresses.

What effect will adding the dns keyword to this file have on host
operation?

The dns keyword causes the dns resolver library routine to be added
when resolving host names and addresses. Its position in the hosts:
line determines the order in which it is used.

7. Set up the /etc/resolv.conf file on server and clients.

; resolv.conf file for DNS clients of the zoo.edu.domain.

search zoo.edu edu
nameserver 128.50.1.1    ; Primary Server for zoo

What is the purpose of the /etc/resolv.conf file?

This file is used to specify to the resolver library routines the domain
search list to apply to any names which are not specified in the FQDN
form and to specify the IP addresses of DNS servers to query.

What is the purpose of the search keyword?

The search keyword specifies domain names to append to names which
were not specified in the FQDN format and in what order to append
them.

What is the purpose of the nameserver keyword?

The nameserver keyword specifies DNS servers to query by IP
address.
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Exercise: Installing DNS

Task Solutions (Continued)

8. Start the named daemon.

# /usr/sbin/in.named

Do not forget to check standard output and the UNIX console for
error messages. Correct any syntax errors and restart the name
daemon if necessary before proceeding to step 9.

Note – Contact your instructor if you have any problems getting the
name daemon to run without any start-up error messages.

9. Test (and debug) your setup.

# nslookup

# pkill -INT ‘cat /etc/named.pid‘

# vi /var/named/named_dump.db

Test and debug as required. Use the techniques discussed in the
lecture part of the module, testing both your local domain and
remote domain servers as they become available.
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Exercise: Installing DNS

Task Solutions (Continued)

Set up the Secondary Server

10. Set up the /etc/named.conf file.

options {
DIRECTORY “/var/named”;

};
zone “.” in {

type hint;
file “named.root”;

};
zone “0.0.127.in-addr.arpa” in {

type master;
file “loopback-domain-info”;

};
zone “zoo.edu” in {

type slave;
file “zoo-backup”;
masters {

128.50.1.1;
};

};

DIRECTORY     /var/named

CACHE         .                          named.root

PRIMARY       127.in-addr.arpa           loopback-domain-info

SECONDARY     zoo.edu             128.50.1.1 zoo-backup
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Exercise: Installing DNS

Task Solutions (Continued)

11. Set up the named.root file.

You can copy this file from the existing primary server for the
domain and use it unchanged.

12. Set up the loopback-domain-info file.

; Information for the loopback domain 127.in-addr.arpa.

@ IN SOA mule.zoo.edu.  hostmaster.mule.zoo.edu. (
                               1      ; Serial number
                               43200  ; Refresh timer - 12 hours
                               3600   ; Retry timer - 1 hour
                               604800 ; Expire timer - 1 week
                               86400  ; Minimum timer - 1 day
                               )

; Define name servers for this domain.

                        IN NS  lion.zoo.edu.

; Define appropriate mappings for this domain.

1.0.0                   IN PTR localhost.zoo.edu.

13. Modify the domain-info file on the primary server.

Add the following line after the existing name server resource
record:

                        IN NS  mule.zoo   ; secondary

14. Modify the inverse-domain-info file on the primary server.

Add the following line after the existing name server resource
record:

                        IN NS  mule.zoo.edu.   ; secondary



11

Domain Name System 11-87
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Installing DNS

Task Solutions (Continued)

15. Start the name daemon.

# /usr/sbin/in.named

Do not forget to check standard output and the UNIX console for
error messages. Correct any syntax errors and restart the name
daemon if necessary before proceeding to step 16.

Note – Contact your instructor if you have any problems getting the
name daemon to run without any start-up error messages.

16. Test (and debug) your setup.

Refer to step 9.

Other (Optional) Exercises

17. Add CNAME records to the domain-info file.

Add the following record to the CNAME section of the domain-
info file, replacing the existing comment in that section:

www IN CNAME mule
mailhost IN MX 10 mule
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Describe the purpose of the Domain Name Service (DNS)

❑ Describe the differences between the DNS namespace, a domain,
and a zone of authority

❑ Describe the concept of a nameserver, including the different types
of nameservers, such as a primary nameserver, a secondary
nameserver, and a caching only nameserver

❑ Describe what a resolver is and understand the processes of
address resolution and reverse address resolution

❑ Describe the syntax of the server side DNS setup files, including
the /etc/named.conf file, the cache file, and zone files

❑ Describe the information included in the Start Of Authority (SOA),
Name Server (NS), Address (A), and Pointer (PTR) resource
records

❑ Describe the syntax of the client side DNS setup file
/etc/resolv.conf

❑ Describe the various DNS debugging and troubleshooting
methods available to the administrator

❑ Set up a DNS secondary server

❑ Explain the syntax of the client side DNS setup file
/etc/resolv.conf

❑ Describe the various DNS debugging and troubleshooting
methods available to the administrator
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Think Beyond

You have learned how host names are translated into IP addresses for
Internet access. How do network services such as electronic mail use
this scheme?
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EmailFundamentals 12

Objectives

Upon completion of this module you should be able to:

● Name and describe the different functions of hosts used for
electronic mail (email)

● Describe a mail address

● Name and describe the different alias files

● Create alias entries in the different alias files

● Create .forward files

● Set up a mailbox server
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Relevance

Discussion – The following questions are relevant to understanding
the content of this module:

● What are the elements of electronic mail addresses?

● What are mail aliases and how are they defined?

● What are some of the issues surrounding the electronic mail
configuration, management, and troubleshooting?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● Costales, Brian. 1997. Sendmail, Second Edition, O’Reilly.

● Sun Microsystems Inc., Solaris 7 Mail Administration Guide.
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Introduction to Electronic Mail

Electronic mail (email) is the exchange of computer-stored messages
by telecommunication. Electronic mail is an important and necessary
communication tool.

Given a domain style address or an IP address, you are able to reach
any machine connected to the Internet. For mail addressing, you must
give an email address to reach a particular user.

To reach a machine on a remote network, datagrams must pass
through intermediate systems called routers or gateways. The routing of
the datagrams through the intermediate systems is performed at the
TCP/IP Internet layer. For more information regarding routers and
gateways, refer to the Module 6, “Routing.”

To reach a particular user, the email address contains the location of
the user. If the user is distant, for example, if you are sending a
message from the United States. to France, the message has to be
routed through intermediate systems called mail relays. The routing of
the email message is different than the routing of datagrams; it is
handled at the Application layer.
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Introduction to Electronic Mail

Electronic mail is one of the most widely used tools on the Internet
today. Given an address with a name service or an IP address, you are
able to reach any machine connected to the Internet. For mail
addressing, you must give an email address to reach a particular user.

From a user perspective, electronic mail appears to be a simple
application. While simple to use, electronic mail is complicated to
implement and maintain. Adding to electronic mail’s complexity is the
variety of programs and protocols which can be used to create a
functional mail environment.

The electronic mail system is an internetwork mail delivery facility
that consists of three fundamental components: mail user agent, mail
transport agent, and the mail delivery agent.
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Introduction to Electronic Mail

Mail User Agent

The mail user agent is the program that acts as the interface between
the user and mail transfer agent, such as the sendmail program. The
mail user agents supplied with the Solaris operating environment are
/usr/bin/mail , /usr/bin/mailx , $OPENWINHOME/bin/mailtool ,
and /usr/dt/bin/dtmail .

Mail Transfer Agent

The mail transfer agent is responsible for the routing of mail messages
and resolution of mail addresses. This is also known as a mail
transport agent. The transfer agent for the Solaris operating
environment is sendmail . The mail transfer agent is where the
system administrator spends most of the time configuring and
administrating. The transfer agent performs these functions:

● Accepts messages from the mail user agent

● Resolves destination addresses

● Selects a proper mailer to deliver the mail

● Receives incoming mail from other mail transfer agents

There are several differing versions of sendmail (Berkeley and IDA
sendmail being the most well known), as well as alternative Mail
Transfer Agents such as smail . This module covers the Berkeley
sendmail program.

Note – The Solaris version of sendmail has some minor differences
from the Berkeley version of sendmail .
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Introduction to Electronic Mail

Mail Delivery Agent

A mail delivery agent (MDA) is a program that implements a mail
delivery protocol which is responsible for putting email into a user’s
local mailbox file. The following mail delivery agents are provided
with the Solaris operating environment:

● The local mail delivery agent, which is mail.local in the
standard Solaris release.

● /bin/mail

Other MDAs include:

● procmail which is used for advanced filtering of mail before
delivery

Mailers

A mailer is a sendmail specific term. A mailer specifies the programs
that will be used to deliver various kinds of mail.(for example, local
mailbox delivery, delivery to a file, or delivery to a program. Mailers
also specify sendmail ’s interaction with the mail. Some of the various
mailers definitions include:

● local - Defines local mail delivery

● prog - Defines delivering mail to programs

● SMTP - Defines TCP/IP mail delivery, 7 bit text host-to-host
transfers.

● ESMTP - Defines Extended SMTP mailer, 8 bit text host-to-host
transfers.

● relay - Defines mailer that relays TCP/IP mail through an external
mail relay host.
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Introduction to Electronic Mail

Mail Program Interaction

Figure 12-1 illustrates the interaction that occurs between the various
electronic mail components.

Figure 12-1 Mail Program Interaction

The mail programs function as follows:

● A user sends a message using a program such as mailx or
mailtool .

Note – See the mailx(1) or mailtool(1 ) man pages for information
about these programs.

● The message is collected by whichever program was used to
generate it and is passed to the sendmail daemon.

/bin/mailx

/usr/lib/sendmail

/usr/lib/mail.local

/bin/mailx

User sends message
Message is collected

Message is delivered

Message is routed

User reads message
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Introduction to Electronic Mail

Mail Program Interaction (Continued)

● The sendmail daemon parses the address in the message,
dividing it into identifiable segments.

Information from the configuration file and the
/etc/mail/sendmail.cf file is used to determine network name
syntax, aliases, forwarding information, and network topology.

● Using this information, sendmail determines the route a message
must take to get to a recipient.

● The sendmail daemon passes the message to the appropriate
system. The /usr/lib/mail.local program on the local system
delivers the mail to the mailbox in the /var/mail/username
directory of the recipient of the message.

● The recipient is notified that mail has arrived, and retrieves it
using mail , mailx , mailtool , or a similar program.
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Concept of Mail Routing

Sender/Recipient

In order for electronic mail routing to take place, two key elements
must be present; the sender and the recipient.

● The sender is the person composing the message and providing the
address of the recipient.

● The recipient can be a user, an alias (an address which may be
substituted for an actual user or list of multiple users), a file, or a
program.

▼ A user is the person to which the message is sent.

▼ An alias is used when the message is intended for one or more
users.

▼ A file name is used when the recipient is not a person but a file.
The message is stored in the named file. An address starting
with a slash (/ ) is identified as a file name.
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Concept of Mail Routing (Continued)

Sender/Recipient

▼ The recipient may also be a program that performs an action
upon receipt of a message. For example, when you are away
from your workstation, you want the sender to know that you
are not present for the moment. If you use the vacation
program, an automatic reply is sent back to the sender. An
address starting with a vertical bar or pipe (| ) is identified as a
program.

Routing

To route any message to its recipient, the message may have to pass
through different machines. This can include mail host, a relay host, a
gateway, a mail server, and a mail client.

● Mail host – Decodes any address and reroutes the mail within the
domain. Mail going outside the domain is forwarded to the relay
host.

A domain is a common mail address for groups of users. For
example, all Sun Microsystems, Inc. employees working in Canada
are in the domain Canada.sun.com .

You need at least one mail host in the domain.

● Relay host – Delivers mail between mail domains.

A good candidate for a relay host is a system attached to an
Ethernet network or to phone lines, and a system configured as a
router to the Internet. You may want to configure the mail host as
a relay host or configure another system as relay host.

If your electronic mail system does not need access outside your
domain, the relay host is not needed.
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Concept of Mail Routing

Routing

● Gateway – Is the system used to deliver mail between domains
running different mail protocols.

● Mailbox server – Is the system that stores mail boxes in a local
/var/mail directory. You must have at least one mail server to use
email.

● Mail client – Is the system that receives mail on a mail server and
NFS mounts the mail boxes from the mail server or retrieves mail
via a POP3 (Post Office Version 3) or IMAP4 (Internet message
access protocol rev. 4 client).

Figure 12-2 illustrates the different elements involved in the mail
environment.

Figure 12-2 Electronic Mail Routing Diagram
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Types of Mail Addresses

When you are sending email to someone, the address varies
depending on the mail protocol that the mail host uses to transfer the
message.

The different types of addresses are:

● Unqualified address – username or an alias

This type of addressing is used when the recipient of the message
is known to the host itself and has a mailbox on that host.

● Qualified address – username@machine

This type of addressing is used when the recipient of the message
is known within the local mail domain. The user’s login name is
typically used as the name of the recipient. For example,
peter@maple indicates peter is the user name and maple is the
machine name.
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Type of Mail Addresses

● Fully qualified address –
username @subdomain2.subdomain1.top-level-domain

This type of addressing is used when the recipient of the message
is not local. The address is location independent; the part to the
right of the @ is the mail domain and indicates the place where the
user is known; for example, peter@France.Sun.Com indicates
peter is the user name, France is a subdomain defined in Sun
subdomain which is defined in the top-level domain, Com(for
commercial sites).
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Elements of an Address

Independent of the type of addressing, the address is divided into
three elements: the recipient, the delimiter, and the destination
address.

● The recipient can be the actual user name or a mail alias.

▼ The recipient’s user name is usually the same as the mail box
name which is where the mail is located.

▼ An alias is an alternate name. You can use aliases to assign
additional names to a user, route mail to a particular system, or
define mailing lists. For example:

● When a user is known by multiple names, you can group
the names under a single alias.

● If you are temporarily relocated to another city, you can
create an alias that will forward your own mail to the new
system.

● To simplify the mailing of messages to a department, you
can create a mailing list that includes the names of the
department employees.
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Elements of an Address

● An address delimiter breaks the address into tokens. Some
examples of an address delimiter are:

▼ .

▼ :

▼ %

▼ @

▼ !

▼ ^

▼ =

▼ /

▼ []

sendmail splits the addresses at any occurrence of these tokens.
For example, the address: hosta!user1@saveggie.edu will be
broken up as follows:

hosta ! user1 @ veggie . edu

● The destination address is where the recipient’s mailbox is located
and is identified by a domain name.

The domain can be an organization, a physical area, or a
geographic region. For example, the domain address
EBay.Sun.Com , the Comindicates that it is a commercial
organization, Sun is the name of the organization, and EBay is the
physical location.
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Alias Resolution and Mail Alias Files

Alias Resolution

sendmail accesses /etc/mail/aliases , NIS+ aliases, and/or NIS
aliases depending on the /etc/nsswitch.conf file.

The following files are consulted during the delivery process of the
message:

● $HOME/.mailrc file

.mailrc is used for private aliases and is located in the sender’s
home directory.

This file is consulted by dtmail , mailtool , or mailx before the
sender’s message is passed to sendmail. It is an optional file
created and maintained by the sender.

● /etc/mail/aliases file

The /etc/mail/aliases file is located on the local system. This
file is consulted by sendmail when sendmail identifies the address
as a local delivery. The superuser of the local system maintains this
file.

A mail message is identified for local delivery when the recipient
domain address is the same as the mail host domain address.

● Network Information Services Plus (NIS+) aliases table

aliases is a system administration table used by NIS+. This table
is consulted by sendmail when sendmail identifies the address as
local delivery. Special privileges are required to modify the map.
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Alias Resolution and Mail Alias Files

Alias Resolution (Continued)

● $HOME/.forward file

The file .forward is used for the redirection of mail and is located
in the recipient’s home directory.

This file is created and maintained by the recipient. For example,
this file is used with the vacation program to automatically send
a reply to the sender when the recipient is away. This file is
consulted by sendmail when sendmail identifies the address as
local delivery.
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Alias Resolution and Mail Alias Files

Alias Resolution

Figure 12-3 illustrates the resolution of different alias files. The user
can compose a message using dtmail , mailtool , mail , or mailx .

Figure 12-3 Diagram of Mail Alias Files and Alias Resolution
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Notes
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Using Mail Aliases

As previously discussed, three files are used for aliasing:
$HOME/.mailrc , /etc/mail/aliases , and $HOME/.forward . Each of
these files is discussed in the following sections.

$HOME/.mailrc

The $HOME/.mailrc file is used to customize various common user
mail interfaces or mail user agent (MUA), including those available
with Solaris 7; /usr/bin/mailx , /usr/openwin/bin/mailtool (for
OpenWindows™) and /usr/dt/bin/dtmail (for Common Desktop
Environment [CDE]). Among the capabilities of the .mailrc file is that
it can contain local aliases; that is, aliases which apply to the user. It
must be in the home directory of the user in order for it to have an
effect.
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Using Mail Aliases

$HOME/.mailrc (Continued)

Aliases can be entered in the .mailrc file as follows:

Now, whenever one of the aliases, managers , group , or all , is used as
the recipient, the alias will be expanded by the MUA before being
passed to sendmail.

alias managers hank@pyramid mary@egypt frank@mexico
alias group jane@cirrus bill@cs.berkeley.edu sue@lonestar
alias all managers group
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Using Mail Aliases

/etc/mail/aliases

The /etc/mail/aliases file is a system-wide alias file. Its entries are
interpreted by sendmail itself and are available to all users on the
system, and to any external users who send mail to the system. All
mail that passes through the system will be checked against the
/etc/mail/aliases file for alias expansion. If you are using NIS or
NIS+ and there is an alias map or table, these aliases are available
throughout the NIS or NIS+ domain (assuming that
/etc/nsswitch.conf is appropriately configured).

The /etc/mail/aliases file will accept entries in the following
forms:

● alias_name: username

● alias_name: /file

● alias_name: |program

● alias_name: :include: list

The alias_name: username form takes the alias, alias_name, and expands
it to the user, username. The username entry can be in the form of any
valid email address; for example, mary.smith@acme.com .

Note – The postmaster alias can be assigned to a user other than
root . This ensures that someone will identify problems. MAILER-
DAEMONis aliased to Postmaster to ensure that error messages are
received by someone who reads mail regularly.

The alias_name: /file form causes the alias, alias_name, to be expanded to
an absolute pathname of a file. Email is then appended to the end.
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Using Mail Aliases

/etc/mail/aliases (Continued)

The alias_name: |program form expands the alias, alias_name, to a
program. The email is then piped into that program or shell script. The
absolute pathname of the program or shell script must be specified.

The alias_name: :include: list form expands the alias, alias_name, to
include every entry found in list. list must be an absolute pathname
which may contain the right side of the forms shown previously: a
username, an absolute path of a file, or a program.

The following /etc/mail/aliases file provides examples of each of
the four forms that have been discussed.

/etc/mail/aliases Example

#ident"@(#)aliases1.1392/07/14 SMI"/* SVr4.0 1.1*/

##
# Aliases can have any mix of upper and lower case on the left-hand
#side, but the right-hand side should be proper case (usually lower)
#
#>>>>>>>>>>The program "newaliases" will need to be run after
#>> NOTE >>this file is updated for any changes to
#>>>>>>>>>>show through to sendmail.
#
#@(#)aliases 1.8 98/07/16 SMI
##

# Following alias is required by the mail protocol, RFC 822
# Set it to the address of a HUMAN who deals with this system’s mail
#problems.
Postmaster: seamus

# Alias for mailer daemon; returned messages from our MAILER-DAEMON
# should be routed to our local Postmaster.
MAILER-DAEMON: postmaster

# Aliases to handle mail to programs or files, eg news or vacation
# decode: "|/usr/bin/uudecode"
nobody: /dev/null
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Using Mail Aliases

/etc/mail/aliases (Continued)

/etc/mail/aliases Example (Continued)

# Sample aliases:

root:mary

memo: mike,tom,betty,steve

room8:root@lion.zoo.edu,root@rhino.zoo.edu,root@mule.zoo.edu

sports: :include:/home/tsmith/sports

bob: "| /usr/bin/cat | /usr/bin/sed ‘s/A/a/g‘ > /tmp/newfile"
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Using Mail Aliases

/etc/mail/aliases (Continued)

:include: Example

sports: :include:/home/tsmith/sports
owner-sports: sports-request
sports-request: tsmith

/home/tsmith/sports

john@mars
sondra@pluto
kirk@margin
danielle@mercury
mike@venus
fred@earth
tom@zippynet.com

Note – The names listed in the included file comprise the alias.
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Using Mail Aliases

/etc/mail/aliases (Continued)

|program Example #1

An alias may also direct mail to a specific program.

bob: "| /usr/bin/cat | /usr/bin/sed ‘s/A/a/g‘ > /tmp/newfile"

Note – In this case any mail that is addressed to Bob will have all
capital A’s changed to lower case a’s and is then saved to
/tmp/newfile.
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Using Mail Aliases

$HOME/.forward

Users can create a .forward file in their home directories that
sendmail uses to temporarily redirect mail or send mail to a custom set
of programs without consulting a system administrator.

In order for a .forward file to be consulted during the delivery of
mail, the file must be writable only by the owner of the file. This
prevents other users from breaking security. In addition, the paths
leading up to the home directory must be owned and writable by root
only. The root and bin accounts should never have .forward files.
Creating these files can create a security risk if the file is writeable by
anyone but the user. If a user had write permission for root’s
.forward file, the user could edit it and place commands into it to
create an suid program. That program would be created whenever an
email was set to the root. The user could then execute the suid
program and become root . If necessary, forward mail using the
aliases file instead. In addition to the standard .forward file, a
.forward. hostname file can be created to redirect mail sent to a
specific host. The .forward file incorporates the following forms:

● user

● /file

● |program

● \user, "|program"
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Using Mail Aliases

$HOME/.forward

In the case of a user entry, user, sendmail will forward email to the
user specified in the file. The user entry can take any valid email
address form.

As with the /etc/mail/aliases file, if an absolute path name of a file
is given, sendmail will append the email to the end of the file. With
sendmail V8 (Solaris 7 implements sendmail V8.9), file locking is
performed to ensure that the file specified in the .forward file does
not get overwritten.

The |program form is as described for /etc/mail/aliases . The
additional syntax of \user, "|program" causes sendmail to put a copy
of the email in the user’s mailbox and pipe a copy to the program.

.forward Examples

It is possible to combine the forms into one file. For example, a
.forward file could be created to both place the email in the user’s
mailbox and append it to a file.

\bob
/export/home/bob/mail.backup

When the user, bob , is on vacation, an additional entry could be added
to cause an automatic response. (This will be discussed further in the
exercise.)

\bob, "|/usr/bin/vacation bob || exit 75"
/export/home/bob/mail.backup

Note – The || exit 75 entry to the vacation line is not automatically
added by the vacation program. The effect of this additional entry is
that if the program is unavailable (for example, the NFS mount is
down), then sendmail will again attempt to deliver the mail later
instead of bouncing it.
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Setting Up the Postmaster

The postmaster is the person receiving the mail error messages and
doing the troubleshooting of the mail system.

Every system should be able to send mail to a Postmaster mailbox.
You can create an NIS or NIS+ alias for each postmaster, or you can
create one in each local /etc/mail/aliases file.

Create the Postmaster alias to point to the person who will act as
postmaster. The default Postmaster entry in the /etc/mail/aliases
file redirects mail to root . For example:

# Following alias is required by the mail protocol, RFC 822
# Set to address of a HUMAN who deals with this system's mail
# problems.

Postmaster: root
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Planning Your Mail System

Determining Required Mail System Elements

There are various types of mail configurations depending on the needs
of your organization. The configurations start with the basic local mail
(no connection to the outside world) and increase in complexity to
multi-domain configurations with relays and gateways.

Regardless of the mail system configuration, you need the following
elements:

● A sendmail.cf configuration file on each system

● Applicable alias files with predefined aliases

● A mailbox to store mail files for each user

● A postmaster alias for the person who administers mail services

How you set up the configuration file and the alias file and where you
put the mailboxes depend on the configuration you choose.
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Planning Your Mail System

Configuring Local Mail in Local Mode

This is the simplest mail configuration: one mail host with two or more
workstations connected to it. Mail is completely local. All the clients
store mail on their local disks and as mail servers. Mail addresses are
parsed using the /etc/mail/aliases files.

To set up this kind of mail configuration, you must:

● Have a default /etc/mail/sendmail.cf file on each mail client
system (no editing required)

● Designate a server as the local MTA.

● Add the local MTA IP address line to the /etc/hosts file of all
mail clients

● Provide enough space in /var/mail on each host to hold the
mailboxes

● Provide each local MTA with a mail domain name in the
/etc/hosts file.
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Planning Your Mail System

Configuring Local Mail in Remote Mode

In this configuration, each mail client mounts its mail from one mail
server that provides mail spooling for client mailboxes. This server can
also be the mail host. This configuration makes it easy to back up the
mailboxes for each client.

Mailboxes are normally kept in the /var/mail directory on the mail
server. The mail server uses NFS to export mailboxes to each mail
client.

Make sure you choose a mail server machine with enough disk space.
The size depends on the size of your network (LAN and WAN
included) and how regularly users delete old mail messages.

Figure 12-4 illustrates a small LAN with a mail server and two mail
clients.

Figure 12-4 A LAN With a Mail Server and Two Mail Clients

Mail serverMail clients

/var/mail
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Planning Your Mail System

Configuring Local Mail in Remote Mode (Continued)

To set up this kind of mail configuration, you must

● Have a default /etc/mail/sendmail.cf file on each mail client
system (no editing required)

● Designate a server as the local MTA

● Add the local MTA IP address line to the /etc/hosts file of all
mail clients

● Configure entries in each mail client's /etc/vfstab file to NFS
mount the mail server’s shared /var/mail directory

● Have enough space in /var/mail on the mail server to hold the
client mailboxes

● Provide each local MTA with a mail domain name in the
/etc/hosts file.

● All the local mail users must be added to the local /etc/passwd
file or configured through a naming service such as NIS or NIS+.
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Setting Up a Mail Server and Mail Clients

Configuring Mail Servers

If you have multiple mail servers, the following steps must be
repeated on each mail server:

1. Become superuser on the mail server.

2. Verify that the /var/mail file is shared. Issue the following
command:

# share

If it is currently being exported, stop here. If it is not currently
being exported, continue to the next step.

3. Edit the /etc/dfs/dfstab file and add the entry:

share -F nfs -o anon=0 rw /var/mail

4. Save the modification and quit the text editor.

5. If the machine is an NFS server, type:

# shareall

If the machine was not an NFS server, type:

# /etc/init.d/nfs.server start

Verify the Configuration

Issue the following commands:

# ps -edf | grep nfsd

# ps -edf | grep mountd

# share
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Setting Up a Mail Server and Mail Clients

Configuring Mail Clients

The following steps are repeated on each mail client:

1. Become superuser on the mail client.

2. Issue the following command:

# ping server_name

If the message ping: unknown host server_name is displayed,
add the server to the appropriate file, /etc/inet/hosts , NIS
map, or NIS+ table.

3. Test whether the server is actually sharing.

# dfshares server_name

4. Verify that the mount_point directory exists and is empty.

# ls -al /var/mail

5. Mount the /var/mail directory from the mail server.

a. To mount /var/mail at boot time, edit the /etc/vfstab file and
add the following entry:

server_name :/var/mail - /var/mail nfs - no rw,hard,\
actimeo=0

b. To manually mount the mailbox, run the mount command.

# mount /var/mail

6. Add the client in the proper alias database: the
/etc/mail/aliases file, the NIS aliases map, or the NIS+ aliases
table.
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Internet Message Access Protocol

The Internet Message Access Protocol Version 4 (IMAP4) is a Mail
Transfer Agent (MTA) protocol which supports three different types of
mail access:

● Off-line access

In off-line operation, messages are delivered to a server which is
then contacted by a client system. All messages are downloaded
from the server to the client and removed from the server. A home
computer which accesses a service provider would be an example
of this type of access.

● On-line access

On-line operation causes messages to remain on the server while
being manipulated by the client. Mounting /var/mail via NFS
would be an example of this type of access.
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Internet Message Access Protocol

● Disconnected access

Using disconnected access allows a remote user to download
messages to a client where the messages are cached. The remote
user can manipulate messages and upload them to the server. The
server does not remove the messages after downloading. A
nomadic system such as a laptop would benefit from this access
method.

Note – Solaris 7 supports IMAP4 clients. In order to take advantage of
this functionality, an IMAP4 server, such as Solstice Internet Mail
Server™, needs to be configured in the environment.



12

12-38 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Reviewing the Module

Exercise objective – Review module information.

Tasks

Circle the appropriate answer.

1. What is sendmail ?

a. sendmail is a mail delivery agent.

b. sendmail is a mail transfer agent.

c. sendmail is a mail user agent.

d. sendmail is a mail relay agent.

2. Which system is used to store user mailboxes and export the
/var/mail directory?

a. The mail client

b. The mail server

c. The mail host

d. The relay host

3. Which system determines if mail is undeliverable within a
domain?

a. The gateway

b. The mail server

c. The mail host

d. The relay host
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Exercise: Reviewing the Module

Tasks (Continued)

4. Which system handles unmatched protocols when sending a
message from a UNIX user to a VMS user?

a. The gateway

b. The mail server

c. The mail host

d. The relay host

5. Which alias file is consulted on the sender machine regardless if the
mail address is local or remote?

a. .mailrc

b. /etc/mail/aliases

c. NIS+/NIS aliases

d. .forward

6. Which alias file is always consulted on the recipient machine?

a. .mailrc

b. /etc/mail/aliases

c. NIS+/NIS aliases

d. .forward
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Exercise: Reviewing the Module

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercises.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Reviewing the Module

Task Solutions

Circle the appropriate answer.

1. What is sendmail?

b. sendmail is a mail transfer agent.

2. Which system is used to store user mailboxes and export the
/var/mail directory?

b. The mail server

3. Which system determines if mail is undeliverable within a
domain?

c. The mail host
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Exercise: Reviewing the Module

Task Solutions (Continued)

4. Which system handles unmatched protocols when sending a
message from a UNIX user to a VMS user?

a. The gateway

5. Which alias file is consulted on the sender machine regardless if the
mail address is local or remote?

a. .mailrc

6. Which alias file is always consulted on the recipient machine?

b. .forward
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Exercise: Configuring Local Email in Local Mode

Exercise objective – Demonstrate one way to set up basic local email
services in an office that does not need to send or receive email from
the Internet. Later, expand this setup to include email outside the local
domain. Set up each machine to be a mail server. Each subnet will be
its own mail domain.

The task of configuration and verification of local email requires three
distinct task phases:

● Setting up local users and local mail servers,

● Verifying local email configurations and testing remote email

● Setting up mail forwarding, vacation, and mail aliases

Preparation

Consider ahead of time that all machines will be their own mail server.
Remember, each subnet will be its own mail domain.

If you have any questions, ask your instructor.
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Exercise: Configuring Local Email in Local Mode

Tasks

Setting up Local Users

Complete the following steps with a partner in your domain:

1. Use admintool (or your preferred method) to create two unique
users per machine.

▼ The names are not critical, but should be unique between each
host since each machine is going to receive mail from itself
locally.

For example, you might create these users in your mail
server/client groups:

Machine Name Name UID GID
1 joebob 1000 10

mary  1001 10

2 susie 1002 10
larry 1003 10

Creating different usernames between all machines will make
troubleshooting easier. If one machine has a user named joebob ,
another machine should not use the name joebob .

2. Give each of the users:

▼ The password of cangetin

▼ A home directory in /export/home/ username directory.
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Setting up Local Hosts

3. Edit the /etc/hosts file.

a. Add your hostname . fully qualified domain name
as an alias for your machine and do not put a dot at the end of your
domain name.

b. Point the mail host to the router for later use.

Consider the following /etc/hosts file entries example:

127.0.0.1   localhost loghost
128.50.1.1 yourhost yourhost .veggie.edu mailhost

4. Stop and start the sendmail daemon. Any time you make changes
to /etc/hosts which might effect email, you need to stop and
start the sendmail daemon.

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Verifying Local Email Configuration and Testing Remote Email

Complete the following steps:

1. As root , send email to both of your users.

# mailx user
Subject: TEST from root
Hello user!
.
EOT

2. Verify that the users have received email. For example,

# su - user
$ mailx

Did the users receive email from root?

_________________________________________

3. Send mail from one user on your machine to the other user on your
machine. For example:

$ id
user
$ mailx mary
Subject: test from joebob
hello
.
EOT

4. Verify that the users have received email by exiting from your
current user profile, su to the userid of the mail destination.

Was email received by the user?

_________________________________________

_________________________________________
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Verifying Local Email Configuration and Testing Remote Email

5. Switch back to the root userid.

6. Send mail to a user on another machine in your domain. Use
format user @machine .

# mailx user @machine
Subject: test
test
.
EOT

Can you send mail within your domain?

_______________________________________

Note – Because you set up DNS domains based on your subnets, every
machine in a subnet should be in the same mail domain

7. Attempt to send mail between users in different mail domains
(which in this case means they are on different subnets). Use
format user @machine .domain.

Verifying Email Configuration

8. Check the recipient’s email.

Was it received?

____________________________________________

____________________________________________
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Verifying Local Email Configuration and Testing Remote Email

9. Check the sender’s returned email, and root ’s email on the
sender’s mail host.

What error message, with a reference to an “MX problem”, is
returned?

____________________________________________

____________________________________________

10.Send email between users in the same mail domain, but this time
use:

# mailx -v user@host

How does mailx -v user differ from mailx user ?

____________________________________________

____________________________________________
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

Complete the following steps:

1. Create a .forward file in one of your user’s home directory, and
have that user’s email get directed to the other user created on
your machine. For example, a $HOME/.forward file would contain:

\ otheruser
# su - user
$ vi .foward

2. Send mail to the user (with the .forward file) using mailx -v .

What error, if any, is generated?

____________________________________________

____________________________________________

Was the email correctly forwarded?

____________________________________________

If it was not forwarded, then did the person the email was
explicitly sent to receive it?

____________________________________________
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

3. On the recipient’s system, change the permissions for the /export
directory.

# ls -ld /export
# chmod -R 755 /export
# ls -ld /export

4. Use mailx -v to send email to the user with the .forward file.

Was there an error message?

____________________________________________

Did the mail message get correctly forwarded to the user?

____________________________________________

5. Remove the .forward file from the user’s home directory.

6. The vacation program will put you in vi , save and quit. It then
asks three questions. The first two questions deal with the content
of the vacation message. Answer no to the first two questions.
For the third question, which prompts you with Would you like
to enable the vacation feature? , answer y.

$ vacation
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

7. Send mail to the user who ran the vacation program.

Did that user get the email?

____________________________________________

Did the sender get a response back about the user being on
vacation ?

____________________________________________

8. Display the.forward file for the user who ran the vacation
program.

Note – This .forward file was created by the vacation program.

Can you explain how this .forward file works?

____________________________________________

____________________________________________

____________________________________________

Note – The next step is very important.

9. Run the vacation program a second time and answer yes to
disable it. Delete all .forward files for all users.

Have you deleted the .forward files for all of your users?

____________________________________________

____________________________________________
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Exercise: Configuring Local Email in Local Mode

Tasks (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

10.Edit the /etc/mail/aliases and add an alias for a local user and
a remote user, consider the following example:

local: user1
remote:user2@ remotemachine

11.Send mail to the aliases you just created.

Did that user get the email?

____________________________________________
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Exercise: Configuring Local Email in Local Mode

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercises.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Configuring Local Email in Local Mode

Task Solutions

Setting up Local Users, and Local Mail Servers

Complete the following steps:

1. Use admintool (or your preferred method) to create two unique
users per machine.

▼ The names are not critical, but should be unique between each
host since each machine is going to receive mail from itself
locally.

For example, you might create these users in your mail
server/client groups:

Machine Name Name UID GID
1 joebob 1000 10

mary  1001 10

2 susie 1002 10
larry 1003 10

Creating different usernames between all machines will make
troubleshooting easier. If one machine has a user named joebob,
another machine should not use the name joebob.

2. Give each of the users:

▼ The password of cangetin

▼ A home directory in /export/home/ username directory.
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Setting up Local Hosts and Local Mail Servers

3. Edit the /etc/hosts file.

a. Add your hostname . fully qualified domain name
as an alias for your machine and do not put a dot at the end of your
domain name.

b. Point the mail host to the router for later use.

Consider the following /etc/hosts file entries example:

127.0.0.1   localhost loghost
128.50.1.1 yourhost yourhost .veggie.edu mailhost

4. Stop and start the sendmail daemon. Any time you make changes
to /etc/hosts which might effect email, you need to stop and
start the sendmail daemon.

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Verifying Local Email Configuration and Testing Remote Email

Complete the following steps:

1. As root , send email to both of your users.

# mailx user
Subject: TEST from root
Hello user!
.
EOT

2. Verify that the users have received email. For example:

# su - user
$ mailx

Did the users receive email from root?

Yes

3. Send mail from one user on your machine to the other user on your
machine. For example:

$ id
user
$ mailx mary
Subject: test from joebob
hello
.
EOT

4. Verify that the users have received email by exiting from your
current user profile, su to the userid of the mail destination.

Was email received by the user?

Yes
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Verifying Local Email Configuration and Testing Remote Email

5. Switch back to the root userid.

6. Send to a user on another machine in your domain. The format you
will use is user @machine .

# mailx user @machine
Subject: test
test
.
EOT

Can you send mail within your domain?

Yes

Note – Because you set up DNS domains based on your subnets, every
machine in a subnet should be in the same mail domain

7. Attempt to send mail between users in different mail domains
(which in this case means they are on different subnets). The
format you will use is user @machine .domain.

Verifying Email Configuration

8. Check the recipient’s email.

Was it received?

No, although it appears to have been sent.
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Verifying Local Email Configuration and Testing Remote Email

9. Check the sender’s returned email, and root ’s email on the
sender’s mail host.

What error message, with a reference to an “MX problem”, is
returned?

You should see mail with the error message; config error: mail
loops back to me (MX problem?)

10.Send email between users in the same mail domain, but this time
use:

# mailx -v user@host

How does mailx -v user differ from mailx user ?

It provides verbose output and alias expansions are announced.
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

1. Create a .forward file in one of your user’s home directory, and
have that user’s email get directed to the other user created on
your machine. For example, a $HOME/.forward file would contain:

\ otheruser
# su - user
$ vi .forward

2. Send mail to the user (with the .forward file) using mailx -v .

What error, if any, is generated?

Multiple errors regarding group writeable directory.

Was the email correctly forwarded?

No

If it was not forwarded, then did the person the email was
explicitly sent to receive it?

Yes



12

12-60 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

3. On the recipient’s system change the permissions for the /export
directory.

# ls -ld /export
# chmod -R 755 /export
# ls -ld /export

4. Use mailx -v to send email to the user with the .forward file.

Was there an error message?

No

Did the mail message get correctly forwarded to the user?

Yes

5. Remove the .forward file from the user’s home directory.

6. The vacation program will put you in vi , save and quit. It then
asks three questions. The first two questions deal with the content
of the vacation message. Answer no to the first two questions.
For the third question, which prompts you with Would you like
to enable the vacation feature? , answer y.

$ vacation
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

7. Send mail to the user who ran the vacation program.

Did that user get the email?

Yes

Did the sender get a response back about the user being on
vacation?

Yes

8. Display the .forward file for the user who ran the vacation
program.

Note – This .forward file was created by the vacation program.

Can you explain how this .forward file works?

One copy of an incoming message is sent to the username and another
copy is piped the vacation program.

Note – The next step is very important.

9. Run the vacation program a second time and answer yes to
disable it. Delete all .forward files for all users.

Have you deleted the .forward files for all of your users?

Yes
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Exercise: Configuring Local Email in Local Mode

Task Solutions (Continued)

Setting up Mail Forwarding, Vacation, and Mail Aliases

10.Edit the /etc/mail/aliases and add an alias for a local user and
a remote user, consider the following example:

local: user1
remote:user2@ remotemachine

11.Send mail to the aliases you just created.

Did that user get the email?

Yes
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Name and describe the types of machines used for electronic mail
(email)

❑ Describe a mail address

❑ Name and describe the different alias files

❑ Create alias entries in the different alias files

❑ Create .forward files

❑ Set up a mail server
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Think Beyond

You have learned how to set up electronic mail for local use on the
LAN. How are mail messages sent to remote hosts on heterogeneous
networks?
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Introduction to sendmail 13

Objectives

Upon completion of this module, you should be able to:

● Name and describe the new features in Solaris sendmail

● Describe the contents of the .mc configuration file

● Stop and start the sendmail daemon

● Create the sendmail.cf file

● Set up mail between two domains
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Relevance

Discussion – The sendmail program is used to deliver preformatted
messages to one or more people, routing the message over whatever
networks are necessary and performing internetwork forwarding as
necessary to deliver the message to the correct place.

● What features does the sendmail program provide?

● How has sendmail functionality changed with Version 8.9.1 that
released with Solaris 7?

● How do you build a sendmail configuration file?

Additional Resources

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.

● Costales, Brian. 1997. Sendmail, Second Edition, O’Reilly.

● Sun Microsystems Inc., Solaris 7 Mail Administration Guide.
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sendmail Overview

The focus of this module is to introduce you to the sendmail message
routing program. Topics covered in this module include:

● History of sendmail

● Definition and features of sendmail

● Security issues with sendmail

● Functions of sendmail processing

● Changes to sendmail under Solaris 7

● Directory structure for sendmail

● Configuration files for sendmail

● Stopping and starting sendmail
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History of sendmail

The sendmail software was developed by Eric Allman while a student
and staff member at the University of California, Berkeley. In 1979,
with the advent of numerous networking protocols, Eric Allman wrote
a mail routing program called Delivermail, which was designed to
route mail between different protocols. This program was shipped
with the BSD 4.0 and 4.1 releases of UNIX.

In 1983, the first sendmail program was shipped with BSD 4.1c. The
sendmail program represented a major rewrite of Delivermail to
accommodate known and as yet unknown protocols. Over the years,
many people have contributed to the sendmail program. In 1994, V8.7
of sendmail was released and in 1996, V8.8. Both of these versions
were written in conjunction with the Internet Engineering Task Force
(IETF) and the standards put forth by that organization. It is a
testimony of the flexibility of sendmail that it is still widely used.

As of this writing (August, 1999), Sun Microsystems distributes
sendmail Version 8.9.1 with Solaris 7.
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Features of sendmail

The sendmail program provides the following features:

● It supports UNIX System V mail, UNIX Version 7 mail, and
Internet mail.

● It is reliable. It is designed to correctly deliver every message. No
message should ever be completely lost.

● It uses existing mailer software for delivery whenever possible.

● It can be configured to handle complex environments containing a
variety of programs and protocols such as SMTP, UUCP, and local
mail. The sendmail program checks the contents of a name as
well as its syntax to determine which mailer to use.

● It uses configuration files to control mail configuration.
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Features of sendmail

● Groups can maintain their own mailing lists.

● Individual forwarding can be specified without modifying the
domain-wide alias file (typically located in the domain-wide
aliases maintained by NIS or NIS+).

● Each user can specify a custom MUA (mail user agent) mailer to
process incoming mail.
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Security Issues With sendmail

Over the years, many security flaws have been discovered with the
sendmail program and most of these have been fixed. While sendmail
Version 8.9.1 is considered to be much more secure than earlier
versions, it continues to have some have security drawbacks because
of its open exchange of arbitrary data.

The topic of security in sendmail is very involved and often both
vendor and application specific. For information about sendmail
security and other sendmail topics, refer to:

● Costales, Brian. 1997. sendmail , Second Edition, O’Reilly.

● Sun Microsystems web site: http://www.sun.com

● The sendmail web site: http://www.sendmail.org

● SunSolve Online web site: http://sunsolve.sun.com/
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Functions of sendmail Processing

sendmail does the following:

Programs such as dtmail , mailtool , mailx , and mail are some of the
user interfaces to electronic mail. Any message sent by these programs
is passed to the sendmail program, which performs the following
steps:

● Argument processing and address parsing

▼ Scanning of the arguments

For example, stdin (standard in) and the argument list (for mail
from the command line).

▼ Address parsing

Takes the mail address and determines which is the user
portion, which is the hostname portion, and which is the
domain portion.
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Functions of sendmail Processing

● Processing of the option specifications

For example, where to queue messages, log levels, the collection
of the recipient names, and the creation of a list of recipients.

● Message collection

The sendmail program then collects the message. The message
should have a header at the beginning. The header and the body
of the message must be separated by a blank line. The sendmail
program collects the message which comes in three parts:

▼ An envelope which contains the addresses the message is
sent to

▼ A message header which contains lines such as From: , To: ,
Subject: , and Cc:

▼ A message body which is composed of a series of text lines and
limited to ASCII characters

When the message is first composed, the addresses on the
envelope and the ones associated with the To: and Cc: fields are
the same. In order to route a message to a particular address,
sendmail must resolve that address to a triple {delivery agent,
host, user}. Each Triple is associated with an envelope. Each
envelope contains a copy of the message header and the message
body.
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Functions of sendmail Processing

Note – With multimedia dtmail , users can transmit binary data.
However, it must be encoded by dtmail . The sendmail program does
not automatically encode binary data. Refer to the dtmail
documentation for information about how to encode and decode
binary data messages.

● Message delivery

For each unique mailer and host in the recipient list, sendmail
calls the appropriate mailer. The mailer sends the message to all
recipients on the host.

The sendmail program sends the message to the mailer using
one of the same interfaces used to submit a message to sendmail
(using the conventional UNIX argument vector/return status,
communicating over a pair of UNIX pipes, or using SMTP over a
TCP connection). Each copy of the message has a customized
header.

● Error handling

When mail can not be delivered, the mailer catches and checks
the status code, and a suitable error message is given as
appropriate. The exit code must conform to a system standard. If
a nonstandard exit code is used, sendmail transmits the
message, services unavailable.

● Queueing for retransmission

When the mailer returns a temporary failure exit status,
sendmail queues the mail in /var/spool/mqueue and tries
again later (by default, every 15 minutes). Also, by default, the
message is kept in the queue for up to five days. This operation
is only performed when the mail cannot be delivered to the
recipient.
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Functions of sendmail Processing

● Return to sender

If errors occur during processing, sendmail returns the message
to the sender for retransmission. The letter may be mailed back
or written to the dead.letter file in the sender’s home
directory.

● Message format

A mail message consists of three parts: an envelope, a message
header and a message body.

▼ The envelope consists of the sender address, recipient address
and routing information as defined by RFC 821 and is used by
the Mail Transport Agent for delivery. It is not usually seen by
the sender or recipient.

▼ The message header consists of a series of standard text lines
used to incorporate addresses, routing, date, and other
information into the message. RFC 822 specifies the exact
format and format of header fields. The first blank line in the
message terminates the message header.

▼ Everything that follows the header is the message body and it is
passed uninterpreted from the sender to the recipient.

● ESMTP protocol

ESMTP (Extended Simple Mail Transfer Protocol) is a simple
protocol by which sendmail can send and receive a message.
ESMTP is defined by RFC 1869 which defines how two Mail
Transfer Agents communicate with each other across a TCP
connection.
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Functions of sendmail Processing

SMTP uses a client/server model by which the client sends
commands to the server. The server responds back with numeric
reply codes and optional human readable strings. There are 14
commands in the Solaris implementation of SMTP. Figure 13-1
shows generic SMTP flow (with handshaking).

Figure 13-1 Generic SMTP Flow

The process flows as follows:

▼ The sender SMTP establishes connection TCP port 25 with the
destination SMTP and then waits for the server to send a 220
service greeting message or a 421 service not available message
when the destination is temporarily unable to proceed.

SMTP ReceiverSMTP Sender

HELO <sender domain>

MAIL FROM: <sender path>

RCPT TO: <recipient path>

DATA

message text
message text

message text

.

QUIT

220 <server domain> server ready

250 <server domain>, pleased to meet you

250 OK

250 OK

354 Enter mail, end with “.”on a line by itself

250 OK

221 <server> closing connect

Establishes a connection
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Functions of sendmail Processing

▼ HELO is sent, which identifies the client, and the receiver
identifies himself or herself by sending back a domain name. In
Figure 13-3 the sender was identified with the EHLO
command. This is because the sender SMTP supports SMTP
service extensions as defined in RFC 1869. If the receiver SMTP
does not support service extensions, it will respond with a 500
syntax error, command unrecognized message. If the receiver
SMTP does support service extensions, it responds with a
multi-line 250 OK message, which includes a list of service
extensions that it supports.

▼ The sender starts the mail transaction by sending a MAIL
command to the receiver. The MAIL command identifies the
originator of the message. The receiver replies with a 250 OK if
accepted.

▼ RCPT identifies the recipient providing the server SMTP with
the destinations for the message. If there are multiple
recipients, then multiple RCPT TO:<recipient path> commands
are used. Each recipient will receive a reply 250 OK if the
destination is known to the server, or a 550 No such user here if
it is not.

▼ The sender issues a DATA command to indicate that the
message contents are following. The server replies with a 354
Enter mail message.

▼ The client now sends the data line by line. The receiver
acknowledges with a 250 OK or an appropriate error message
if anything went wrong. The end of the message is indicated by
a period.

▼ When the sender has no more messages to send, the SMTP
client ends the connection with a QUIT command, which is
answered with a 221 service closing transmission channel reply.
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Functions of sendmail Processing

The following output shows an actual mail message using the mail
user agent mailx invoked with the -v (verbose) flag which is passed
to sendmail , the mail transfer agent:

$ mailx -v mike@bear.zoo.edu
Subject: SMTP example
Hi Mike,

this is a test

.
EOT
$ mike@bear.zoo.edu... Connecting to bear.zoo.edu. via esmtp...
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Thu, 19 Aug 1999
16:05:57 -0600 (MDT)
>>> EHLO trout.fish.edu
250-bear.zoo.edu Hello blanca [192.9.10.3], pleased to meet you
250-EXPN
250-VERB
250-8BITMIME
250-SIZE
250-DSN
250-ONEX
250-ETRN
250-XUSR
250 HELP
>>> MAIL From:<joebob@trout.fish.edu> SIZE=101
250 <joebob@trout.fish.edu>... Sender ok
>>> RCPT To:<mike@bear.zoo.edu>
250 <mike@bear.zoo.edu>... Recipient ok
>>> DATA
354 Enter mail, end with "." on a line by itself
>>> .
250 QAA10863 Message accepted for delivery
mike@bear.zoo.edu... Sent (QAA10863 Message accepted for delivery)
Closing connection to bear.zoo.edu.
>>> QUIT
221 bear.zoo.edu closing connection
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Changes to sendmail Under the Solaris 7 OS

Version 8.9.1 of sendmail is included with the Solaris 7 OS. Some of
the important or user-visible changes from previous releases of
sendmail on a Solaris platform are:

● The sendmail program now has its own packages, SUNWsndmr
and SUNWsndmu, to facilitate independent releases.

▼ SUNWsndmrinstalls the configuration files under /etc and the
necessary /var/spool directories.

▼ SUNWsndmuinstalls the binaries required for sendmail .

Use pkginfo to verify installation of the sendmail packages;
for example:

% pkginfo SUNWsndmr
system      SUNWsndmr      Sendmail root
% pkginfo SUNWsndmu
system      SUNWsndmu      Sendmail user
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Changes to sendmail, Under the Solaris 7 OS

Note – Additional detailed information on the Solaris version of
sendmail can be found at
http://www.sendmail.org/sun-specific/migration+sun.html

● A new system for building configuration files using m4.

● Strong anti-spam support is available; details are in
/usr/lib/mail/README .

● The permissions and the ownership of several directories have
been changed in order to increase security. When the Solaris 7 OS
is installed, /etc/mail and /var/spool/mqueue and the parent
directories will have the correct permissions.

● Increased security on .forward files that point to a file or pipe to a
program requires that the default shells (as listed in /etc/passwd )
of all users trying to employ such a .forward file must be listed in
/etc/shells for the file to be accessed. The migration page has a
shell script which will generate a proper /etc/shells file, which
is optional.

● Additional restrictions have been put in place on .forward and
:include: files. Neither these files nor the directory structure that
they are placed in can be group or world writable. A script called
/usr/lib/mail/sh/check-permissions is included to help
identify files with unsafe permissions.

● The way sendmail reacts when an owner alias exists has changed.
You can download a script from the migration page, which checks
all alias files listed in /etc/mail/sendmail.cf for an improperly
configured owner aliases.

● The sendmail program requires a fully qualified host name when
starting. A script called /usr/lib/mail/sh/check-hostname is
included with the release to identify host configurations that do
not support fully qualified host names.
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Directory Structure for sendmail

Many files and directories exist for sendmail . Some of the locations
where configuration files were previously located have changed. The
next three tables list files and locations of the sendmail hierarchy
which include the:

● Hierarchy of /usr/lib/mail directory

● Featured files in /usr/lib/mail

● Contents of the /etc/mail directory
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Directory Structure for sendmail

Table 13-1 Hierarchy of /usr/lib/mail Directory

The contents of these directories are various files, which are processed
by m4. They are the component modules which m4builds into a valid
xxx.cf file. This output file will be copied to /etc/mail/sendmail.cf .

Table 13-2

/usr/lib/mail/ Function

m4/ General support routines that are important and should
not be changed without very careful consideration.

cf/ The configuration files which have .mc  suffixes, and
must be run through m4 to become complete. The
resulting output should have a .cf  suffix.

ostype/ Definitions describing a particular operating system
type. These should always be referenced using the
OSTYPE macro in the .mc  file.

domain/ Definitions describing a particular domain, referenced
using the DOMAIN macro in the .mc  file.

mailer/ Descriptions of mailers. These are referenced using the
MAILER macro in the .mc  file.

sh/ Shell files used when building the .cf file from the .mc
file in the cf  subdirectory.

feature/ These hold special features that you might want to
include. They should be referenced using the FEATURE
macro.
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Directory Structure for sendmail

Table 13-3 Featured Files In /usr/lib/mail

Table 13-4

File/Directory Description

README Describes the configuration files

cf/main-v7sun.mc Is the main configuration file

cf/makefile Contains rules for building new
configuration files

cf/subsidiary-v7sun.mc Is the configuration file for hosts that
NFS-mount /var/mail  from another
host

domain/generic.m4 Is the generic domain file from Berkeley

domain/solaris-antispam.m4 Is the domain file which contains the
changes that make sendmail  function
like previous Solaris versions, except
that relaying is disabled completely,
sender addresses with no hostname are
rejected, and unresolved domains are
rejected

domain/solaris-generic.m4 Is the domain file which contains the
changes that make sendmail  function
like previous Solaris versions (default)

ostype/solaris2.m4 Defines local mailer as mail

ostype/solaris2.ml.m4 Defines local mailer as mail.local
(default)

sh/check-permissions Checks permissions of :include:
aliases and .forward  files and their
parent directory path for correct
permissions

sh/check-hostname Verifies that sendmail  is able to
determine the fully qualified host name

feature Defines specific features for particular
hosts (see README for a full description
of the features)
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mailer Defines mailers which include local,
smtp  and uucp

Table 13-4

File/Directory Description
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Directory Structure for sendmail

Table 13-5 Contents of the /etc/mail Directory

Table 13-6

Name Description

Mail.rc Contains default settings for the mailtool  user agent

aliases Contains mail-forwarding information

aliases.dir Is the binary form of mail-forwarding information
(created by running newaliases )

aliases.pag Is the binary form of mail-forwarding information
(created by running newaliases )

mailx.rc Contains default settings for the mailx  user agent

main.cf Sample configuration file for main systems

relay-domains Contains a list of all domains for which relaying is
allowed; by default, only the local domain is allowed

sendmail.cf Is the configuration file for mail routing

sendmail.cw Is the optional file that you can create if the number of
aliases for the mail host is too long.

sendmail.hf Is the help file used by the SMTP HELP command

sendmail.pid Lists the Process Identification Number of the listening
daemon

sendmail.st Is the sendmail  statistics file; if this file is present,
sendmail logs the amount of traffic through each mailer

sendmailvars Stores macro and class definitions for name space
lookup from sendmail.cf

subsidiary.cf Is the sample configuration file for subsidiary systems

aliases.db Is the aliases database map, which can be created in
three different formats, dbm, hash , and btree ; the
aliases.db  map is created using the makemap
command.
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Configuration Files for sendmail

sendmail.cf Configuration File

Previous versions of sendmail in the Solaris environment required
manual edits of the sendmail.cf file. The sendmail.cf file is read
every time the sendmail daemon is started, and it is read by every
spawned copy of the daemon. sendmail.cf contains most of the
sendmail configuration and provides the following functionality:

● Defines the sendmail environment using symbols, classes,
options, and parameters

● Specifies how sendmail will rewrite addresses

● Determines how addresses are to be interpreted

● Determines how mail will be routed
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Configuration Files for sendmail

sendmail.cf Configuration File

In early versions of sendmail, the contents of the sendmail.cf file
appeared cryptic and terse. The command syntax made customizing
difficult for most administrators. Electronic mail transfer protocols
were not standardized so the sendmail.cf file was designed to be as
flexible and efficient as possible for sendmail to read and parse.

Contents

The sendmail.cf file consists of:

● Mail delivery agents – The programs used to deliver mail

● Macros – Built-in or user-defined variables

● Options – Definitions of sendmail behavior

● Rule sets – A subroutine of rewrite rules

● Rewrite rules – Rules governing the transformation of addresses
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Configuration Files for sendmail

m4Preprocessor

The current version of Solaris sendmail uses the m4preprocessor to
build the sendmail.cf file. Beginning with Version 8.8 of Solaris
sendmail , a set of macros for the m4macro language are used to make
it easier to create, modify, and maintain the common configurations for
the sendmail.cf file. The file which contains these macros is called a
.mc file. When the .mc file is processed, it brings in the defined m4
macros as input from several directories located under
/usr/lib/mail . The m4macro preprocessor translates the simplified
sendmail configuration language (.mc ) to the terse native
configuration used in the file sendmail.cf . The new configuration
process decreases the configuration process down to several lines in
the configuration file (.mc ), which is then used with m4to generate a
sendmail.cf file which is several hundred lines.

Figure 13-2 m4Files and Parameters

/usr/ccs/bin/m4

/usr/lib/mail/m4/cf.m4 /usr/lib/mail/cf/example.mc example.cf

cfhead.m4

proto.m4

yyyy.m4
xxxx.m4

alias file

mailer file

help file

status file

local.m4

smtp.m4

MAILER (smtp)

MAILER (local)

OSTYPE (solaris2.ml)

DOMAIN (solaris-generic)
VERSIONID (text only)

feature/redirect.m4

solaris-generic.m4
FEATURE (redirect)

Input files Output file

Support for
include  files
like
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Configuration Files for sendmail

m4Preprocessor (Continued)

The following example of an m4macro file is located in
/usr/lib/mail/cf and was created from a copy of the
main-v7sun.mc file:

% cat example.mc
divert(0)dnl
VERSIONID(‘@(#)main-v7sun.mc    1.2 (Sun) 01/27/98’)
OSTYPE(solaris2.ml)dnl
DOMAIN(solaris-generic)dnl
FEATURE(relay_entire_domain)dnl
MAILER(local)dnl
MAILER(smtp)dnl

These macros are related to specific files, as follows:

● OSTYPE(solaris2.ml) will bring in
/usr/lib/mail/ostype/solaris2.ml.m4

● DOMAIN(solaris-generic) will bring in
/usr/lib/mail/domain/solaris-generic.m4

● FEATURE(relay_entire_domain ) will bring in
/usr/lib/mail/feature/relay_entire_domain

● MAILER(local) will bring in /usr/lib/mail/mailers/local.m4

● MAILER(smtp) will bring in /usr/lib/mail/mailers/smtp.m4

Note – These macros are discussed in upcoming sections.
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Configuration Files for sendmail

Default .mc Structure

In order to customize your mail system, it is necessary to reconfigure
sendmail . The file main-v7sun.mc must be edited and then processed
by the m4macro processor to produce the actual configuration files.
The /usr/lib/mail directory tree under Solaris sendmail package
contains the various sendmail configuration macros divided between
descriptively named subdirectories.

For example, the main-v7sun.mc file contains the following macros:

divert(0)dnl
VERSIONID(̀ @(#)main-v7sun.mc    1.2 (Sun) 01/27/98')
OSTYPE(solaris2.ml)dnl
DOMAIN(solaris-generic)dnl
MAILER(local)dnl
MAILER(smtp)dnl

These macros are defined as follows:

● VERSIONID is a macro that places version information into
sendmail.cf as a comment. Sites may use this along with
Revision Control System or Source Code Control System to list
which version is being used. This macro is not required.

● OSTYPEis the operating system type and must be defined or the
configuration build will fail. It will read in the file solaris2.ml
stored in directory/ostype . The file defines default directories,
files, and flags particular to sendmail on Solaris. The dnl is a
commonly used m4macro that discards characters up to and
including the next newline. It prevents m4from inserting blank
lines. It is not required.

● The DOMAINmacro allows site-wide configuration decisions to be
common in one place and then referred to in each host's
configuration file. It will read in the file solaris-generic
located in the domain directory and set any defined options or
settings.

● The MAILERmacro is needed to specify each mail delivery agent
that will be supported on the local machine. local declares local
and prog delivery agents. smtp declares smtp , esmtp , smtp8 , and
relay .
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Configuration Files for sendmail

FEATUREMacro

The FEATUREmacro defines optional features that are included in the
sendmail.cf file when it is generated. FEATUREis placed into the .mc
file to use predefined macros that insert or remove rewrite rules which
had to be inserted manually in previous versions of sendmail . Some
of the more commonly used features are shown in Table 13-7.

Table 13-7 Commonly Used FEATUREmacros

Table 13-8

FEATURE Description

FEATURE(nodns)dnl Specifies that there is not a DNS
server and that UUCP is being used
for mail.

FEATURE(nouucp)dnl Specifies nothing special is to be done
for UUCP style addresses.

FEATURE(always_add_domain) Includes the local domain host name,
even on locally delivered mail.

FEATURE(relay_entire_domain) Allows any host within a domain to
relay mail through the system

FEATURE(allmasquerade) Is used to force all mail to appear to
originate from the site’s official
domain name. You need to use this
feature in conjunction with
MASQUERADE_AS.
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Configuration Files for sendmail

Sendmail Configuration Files

You learned earlier that sendmail works with a configuration file
called sendmail.cf . This file resides in the /etc/mail directory.

# ls -al
total 200
drwxr-xr-x   2 root     mail         512 Jul 16 20:32 .
drwxr-xr-x  31 root     sys         3072 Aug 20 10:29 ..
-rw-r--r--   1 root     bin         1201 Jul 16 18:29 aliases
-rw-r--r--   1 root     root           0 Jul 16 20:32 aliases.dir
-rw-r--r--   1 root     root        1024 Jul 16 20:32 aliases.pag
-rw-r--r--   1 bin      bin          153 Jul 16 18:28 Mail.rc
-rw-r--r--   1 bin      bin         1829 Jul 16 18:06 mailx.rc
-r--r--r--   1 bin      bin        27781 Jul 16 18:29 main.cf
-r--r--r--   1 bin      bin        28407 Jul 16 18:29 sendmail.cf
-rw-r--r--   1 root     bin         4911 Sep  1  1998 sendmail.hf
-r--r--r--   1 bin      bin        28407 Jul 16 18:29 subsidiary.cf

Three important files, sendmail.cf , main.cf , and subsidiary.cf,
are found in the /etc directory. These files can help you set up your
email system.

● sendmail.cf is the file used by sendmail for the configuration
parameters.

● main.cf is a template file used by the mail host, relay host, and
gateway.

● subsidiary.cf is a template file used on a machine that is not a
mail host, a relay host, or a gateway.
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Configuration Files for sendmail

How to Build a New Configuration File

The /usr/lib/mail directory contains a READMEfile. It is vital that
you read this file to gain a better understanding of the features and
options which are available. You might also want to check out
http://www.sendmail.org , specifically the link for vendor-specific
information that pertains to the Sun/Solaris environment.

The procedure to generate your own config file when you need to add
a new feature to the main.cf file is as follows:

1. Type the following command:

# cd /usr/lib/mail/cf

2. Type the following command:

# cp main-v7sun.mc example.mc

3. Edit your new .mc file and make any necessary changes such as
adding or removing a OSTYPE, MAILER, DOMAIN, or FEATURE
macro. The /usr/lib/mail/README file describes the
requirements and restrictions which must be met when editing
this file.

4. Edit the Makefile in this directory. Add an entry for example .cf
at the end of the line starting with ALL as follows:

ALL= main-v7sun.cf subsidiary-v7sun.cf example . cf

5. Run /usr/ccs/bin/make to compile a example .cf file from
the example .mc file. Notice it creates a backup of the original
cf files.

# /usr/ccs/bin/make

6. Type the following command:

# cp example.cf /etc/mail/sendmail.cf
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The Stopping and Starting of sendmail

Automatic Startup

The sendmail daemon is normally started on system reboot. The
startup script for sendmail is /etc/init.d/sendmail . Any changes
to the sendmail configuration files would require the sendmail
daemon to be restarted before the changes will take effect. The
following syntax shows how you can start and stop the sendmail
service:

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start
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The Stopping and Starting of sendmail

Automatic Startup

The sendmail script first checks for the existence of the
sendmail.cf file. If the sendmail.cf file exists, then existence
of /var/spool/mqueue directory is checked along with
verification of ownership and permissions of that directory.

The line that actually invokes sendmail has two flags:

● -bd causes the sendmail daemon to listen on the SMTP port

● -q15m indicates that sendmail should attempt to deliver the
outgoing mail in /var/spool/mqueue at 15-minute intervals.

The script confirms that a /var/mail directory mounted from an
NFS mailbox server has the option actime=0 set. If this option is
not set, the script will log an error message in
/var/adm/messages .
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The Stopping and Starting of sendmail

Automatic Startup

The /etc/init.d/sendmail script is as follows:

# !/sbin/sh
#
# Copyright (c) 1999 by Sun Microsystems, Inc.
# All rights reserved.
#
# ident  "@(#)sendmail   1.14    97/12/08 SMI"
ERRMSG1=’WARNING: /var/mail is NFS-mounted without setting actimeo=0,’
ERRMSG2=’this can cause mailbox locking and access problems.’

case "$1" in
’start’)
        if [ -f /usr/lib/sendmail -a -f /etc/mail/sendmail.cf ]; then
                if [ ! -d /var/spool/mqueue ]; then
                        /usr/bin/mkdir -m 0750 /var/spool/mqueue
                        /usr/bin/chown root:bin /var/spool/mqueue
                fi
                /usr/lib/sendmail -bd -q15m &
        fi

        if /usr/bin/nawk ’BEGIN{s = 1}
            $2 == "/var/mail" && $3 == "nfs" && $4 !~ /actimeo=0/ &&
            $4 !~ /noac/{s = 0} END{exit s}’ /etc/mnttab; then

                /usr/bin/logger -p mail.crit "$ERRMSG1"
                /usr/bin/logger -p mail.crit "$ERRMSG2"
        fi
        ;;

’stop’)
        /usr/bin/pkill -x -u 0 sendmail
        ;;

*)
        echo "Usage: $0 { start | stop }"
        exit 1
        ;;
esac
exit 0
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The Stopping and Starting of sendmail

Manual Startup

The sendmail daemon can also be stopped and started using the
following syntax:

# pkill sendmail
# /usr/lib/sendmail -bd -q15m

Keep in mind that if the startup script /etc/init.d/sendmail has
been modified, you want to use the same command line that is in the
script to maintain sendmail startup values.
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Configuration Files for sendmail

Mail Exchange (MX) Records

DNS supplies routing information for email through the use of a mail
exchange (MX) record. The mail-exchanger resource records are used
to specify a machine that “knows” how to deliver mail to a domain or
specific machines in a domain. There may be more than one MX
resource record for a given name. A mail exchange record is used
when a site has a central mailhub and for the following purposes:

● To make sure that mail addressed to a remote site can be relayed
through the appropriate gateway

● To provide a backup host to deliver mail to if the destination host
is down

Initially, the local DNS server is configured to forward mail messages
to your mail server. This is done by adding a MX (mail exchange)
record to the DNS zone file. MX records are resource records in the
BIND database. The MX record tells DNS which computer receives
inbound mail.
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Configuration Files for sendmail

Mail Exchange (MX) Records

The Mail Exchanger Resource Record has the following characteristics:

● MX records specify hosts which will accept mail for the specified
domain object.

● Lowest preference value is tried first, equally weighted entries are
tried randomly.

#
# Mail Exchanger Information
#

bass IN A 130.111.148.45
fish.edu. IN MX 10 bass.fish.edu.
fish.edu. IN MX 20 trout.fish.edu.

Note – MX records are setup on the primary DNS server in the root
zone file, for example /var/named/domain-info.

Now you have a couple of MX records for the domain itself. The MX
records specify where to send mail destined for the machine/domain
that the MX record is for. In this case, all mail for nancy should be
sent to bass.fish.edu. If that does not work, send it to
trout.fish.edu . The numbering scheme sets the priority for domain
searching. The domain with the smallest number is attempted first. If
the message cannot be sent to the first machine/domain , then the next
sequentially numbered machine/domain will be tried.
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Miscellaneous sendmail Support

This section addresses miscellaneous tables of information that can be
useful when setting up your mail services. Topics include tables that
define:

● Configuration file version values

● Additional mail service programs and files, such as:

▼ /usr/bin directory used for mail services

▼ /usr/lib mail files

▼ Additional files used for mail services
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Miscellaneous sendmail Support

Determining the Configuration File Version

The new version of sendmail (Version 8) includes a new configuration
option which defines the version of the sendmail.cf file. This will
allow older configuration files to be used with Version 8 sendmail .
You can set the version level to values between 0 and 8. You can also
define the vendor. Either Berkeley or Sun are valid vendor options. If
the V option is not defined in the configuration file, the default setting
is V1/Sun . If a version level is specified but no vendor is defined, then
Sun is used as the default vendor setting. Table 13-9 lists some of the
valid options.

Table 13-9 Configuration File Version Values

Table 13-10

Field Description

V1/Sun Use Solaris extensions of name service support. This option
allows for old configuration files to be used with the new
version of sendmail . This is the default setting if nothing is
specified

V7/Sun Use for Version 8.8 of sendmail.

V8/Sun Use for Version 8.9 of sendmail . This setting is included in a
prebuilt configuration file in the Solaris 7 OS release.



13

13-38 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Miscellaneous sendmail Support

Additional Mail Service Programs and Files

Table 13-11 list the contents of the /usr/bin directory that are related
to mail services.

Table 13-11/usr/bin Directory Used for Mail Services

Table 13-12

Name Description

aliasadm A program to manipulate the NIS+ aliases map

mail A user agent

mailcompat A filter to store mail in SunOS 4.1 mailbox format

mailq Link to /usr/lib/sendmail ; used to list the mail
queue

mailstats A program used to read mail statistics stored in the
etc/mail/sendmail.st  file (if present)

mailx A user agent

mconnect An interactive connection to sendmail

newaliases An alias of /usr/lib/sendmail  which causes the
alias database to be rebuilt

rmail A link to /usr/bin/mail

vacation A program which allows automatic response to
incoming mail messages
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Miscellaneous sendmail Support

Additional Mail Service Programs and Files (Continued)

Table 13-13 list the contents of the /usr/lib directory that are related
to mail services.

Table 13-13/usr/lib Mail Files

Table 13-15 lists additional system files that are used for mail services.

Table 13-15Additional Files Used for Mail Services

Table 13-14

Name Description

mail.local Mailer that delivers mail to mailboxes

sendmail The routing program, also known as the mail
transfer agent

Table 13-16

Name Description

sendmailvars.org_dir Is the version of the sendmailvars  file

/etc/shells Lists the valid login shells

/usr/sbin/in.comsat Are the mail-notification daemons

/usr/sbin/makemap Builds binary forms of keyed map

/usr/sbin/syslogd Logs error messages used by sendmail

/usr/dt/bin/dtmail Is the CDE mail user agent

/var/mail/mailbox1 Is the location of the user’s incoming
mailbox

/var/spool/mqueue Is the location of the outgoing mail queue

$OPENWINHOME/bin/mailtool Is the OpenWindows mail user agent
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Exercise: Configuring Domain to Domain Mail

Exercise objective – Demonstrate one way to set up email between
domains.

This task is performed in four distinct phases:

● Setting up mail servers to share home and mail directories

● Configuring the mail clients to mount home and mail directories

● Configuring and testing DNS Mail exchange (MX) records

● Configuring the mailhost relay between mail domains

Preparation

This exercise requires you to have successfully completed the exercise
in Module 12.

In each subnet (mail domain), you will create one mail host to handle
routing email within the domain. Consider ahead of time which
machine will be the mailhost for each domain.

Note – If you have any questions, ask your instructor.
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Exercise: Configuring Domain to Domain Mail

Tasks

Setting up the Mail Servers to Share Home and Mail Directories

Complete the following steps:

1. Select a machine in your domain to be a mail server.

2. Edit the /etc/dfs/dfstab file and add a line to share /var/mail
and /export/home . For example:

share -F nfs -o anon=0 /var/mail
share -F nfs /export/home

3. Stop and start the NFS server daemons.

# /etc/init.d/nfs.server stop
# /etc/init.d/nfs.server start

4. Verify that you are sharing the /var/mail and /export/home
directories.

# dfshares

If the output does not list /var/mail and /export/home as shared
directories, you may have the syntax wrong in step 1.
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring the Mail Clients to Mount Home and Mail Directories

Complete the following steps on all mail clients:

1. Comment out any line referencing /export/home in your
/etc/vfstab file.

Note – Depending on how the installation was performed, there may
not be any /export/home entries in the /etc/vfstab file.

2. Unmount /export/home .

# umount /export/home

3. Edit vfstab and add both /export/home and /var/mail .

mailserver :/var/mail - /var/mail nfs - yes actimeo=0
mailserver :/export/home - /export/home nfs - yes -

4. Ensure the mail server is set up to share the /var/mail and
/export/home directories.

# dfshares yourmailserver

5. Mount the home and mail directories from the mail server.

# mount /var/mail
# mount /export/home

6. Ensure the mount worked properly.

# mount
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring and Testing DNS Mail Exchange (MX) Record

Complete the following steps:

1. On all hosts, stop the name service cache daemon to disable
caching DNS lookups. This may help in troubleshooting.

Move the executable so that it is not restarted at boot time.

# /etc/init.d/nscd stop
# mv /usr/sbin/nscd /usr/sbin/nscd.orig

Note – This step is not absolutely necessary, but it can keep you from
caching old data from the DNS server as updates are made to the DNS
configuration. In addition, this will force DNS lookups whenever an
MX record is requested and place more meaningful data in the snoop
output for troubleshooting purposes.

2. On the DNS server, add an MX record for the mail server in your
domain. You can put these lines at the end of the file
/var/named/zone.

domain_name IN   MX  10 mailhost . domain .

The ten (10) indicates the preference for this mail host if there is
more than one to choose from. Because each email domain will
have only one mail host, this number is arbitrary.

3. Stop and start the DNS daemon.

# pkill in.named
# in.named

4. Repeat the stop/start DNS daemon on all the hosts in your
domain and remove the entry in /etc/hosts referring to
mailhost.

Note – This will force the daemon to go to DNS to find the mail host.
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring and Testing DNS Mail Exchange (MX) Record

5. Test the host MX record with nslookup on each machine.

# nslookup
> set type=mx
> domain

Note – The extended output here is deleted for brevity, however, you
should see a mail exchanger record referring to your mail host.

6. On the mailhost, create a file called /etc/mail/sendmail.cw
and put your domain name in it without a trailing dot; for
example:

veggie.edu

Note – This file lists the domains your mail host will receive email for.

7. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

8. Type in /usr/lib/sendmail -d0.4 -bp and check for your
domain.
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring and Testing DNS Mail Exchange (MX) Record

Complete the following steps:

1. Use the snoop command to capture and display network packets
between a mail client and the mail server. Use the grep
command to filter out all messages other than DNS message
traffic between the machines.

# snoop mailclient mailserver  | grep DNS

2. Send email to a user in your domain using
username @machinename , then try again using the
username @domain format.

Are there differences between these snoop outputs?

____________________________________________

____________________________________________

Are your email attempts successful?

____________________________________________

3. Send mail to a user in another domain.

Are your email attempts successful?

____________________________________________
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring the Mailhost Relay Between Mail Domains

Complete the following steps:

1. Change directory to the sendmail m4 configuration directory.

# cd /usr/lib/mail/cf

2. Copy the Main template to a file you can edit. Name the new file
after your mailhost machine.

# cp main-v7sun.mc example .mc

3. Edit your working copy of the file and add a feature to relay
email. Be sure to put the feature line between the domain and
mailer lines.

# vi  example .mc

...lines omitted for brevity

DOMAIN(solaris-generic)dnl
FEATURE(relay_entire_domain)dnl
MAILER(local)dnl

...lines omitted for brevity

4. Edit the Makefile in this directory. Add an entry for example .cf
at the end of the line starting with ALL as follows:

ALL=    main-v7sun.cf subsidiary-v7sun.cf example . cf

5. Run /usr/ccs/bin/make to compile a example .cf file from
the example .mc file. Notice it creates a backup of the original
cf files.

# /usr/ccs/bin/make

6. On the mailhost copy your new example .cf file into place so
sendmail will use it.

# cp example .cf /etc/mail/sendmail.cf
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring the Mailhost Relay Between Mail Domains

7. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

8. Test your configuration by sending email to a user within your
domain.

Does this work properly?

____________________________________________

____________________________________________

Note – Notice the from line is from the mail server. This is because
when you mount /var/mail , sendmail rewrites the from line to
show email as coming from the mail server. sendmail is looking for a
NIS or a NIS+ environment and it is expecting a central machine to
function as the mail server. Normally mail is not sent to a machine in
an environment, instead it is sent to a domain. By configuring
sendmail in this manner all mail sent out from the domain will
appear to come from the mail server as opposed to the local machines
they were sent from.

9. Test your configuration by sending mail to other domains using
user@otherdomain .

Does this work?

_________________________________________
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring the Mailhost Relay Between Mail Domains

10. Try sending mail to user@machine.otherdomain

Does this work?

_________________________________________

11. Use mailx -v to send email to another domain.

What machine does your machine really send the email to?

__________________________________________________________

Why?

__________________________________________________________

__________________________________________________________

How does your machine discover which machine is setup to
receive email for the other domain?

__________________________________________________________

__________________________________________________________

Who does mail appear to come from?
(user @machine.domain )

____________________________________________
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Exercise: Configuring Domain to Domain Mail

Tasks

Configuring the Mailhost Relay Between Mail Domains

12. To hide a hostname on the mailhost, edit the example .mc file on
the mailhost to include the following lines:

MASQUERADE_AS(domain )dnl
FEATURE(masquerade_entire_domain)dnl
FEATURE(allmasquerade)dnl

13. Run /usr/ccs/bin/make to compile example .cf file from the
example .mc file. Notice it creates a backup of the original cf
files.

# /usr/ccs/bin/make

14. Only on the mailhost, copy the new example .cf file into place
so sendmail will use it.

# cp example .cf /etc/mail/sendmail.cf

15. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

16. Test your configuration by sending email to a user outside your
domain.

Does this work properly?

____________________________________________

____________________________________________
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Exercise: Configuring Domain to Domain Mail

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercises.

● Experiences

● Interpretations

● Conclusions

● Applications



13

13-52 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Configuring Domain to Domain Mail

Task Solutions

Setting up the Mail Servers to Share Home and Mail Directories

Complete the following steps:

1. Select a machine in your domain to be a mail server.

2. Edit the /etc/dfs/dfstab file and add a line to share /var/mail
and /export/home . For example:

share -F nfs -o anon=0 /var/mail
share -F nfs /export/home

3. Stop and start the NFS server daemons.

# /etc/init.d/nfs.server stop
# /etc/init.d/nfs.server start

4. Verify that you are sharing the /var/mail and /export/home
directories.

# dfshares

If the output does not list /var/mail and /export/home as shared
directories, you may have the syntax wrong in step 1.
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring the Mail Clients to Mount Home and Mail Directories

Complete the following steps on all mail clients:

1. Comment out any line referencing /export/home in your
/etc/vfstab file.

Note – Depending on how the installation was performed, there may
not be any /export/home entries in the /etc/vfstab file.

2. Unmount /export/home .

# umount /export/home

3. Edit /etc/vfstab and add both /export/home and
/var/mail .

mailserver :/var/mail - /var/mail nfs - yes actimeo=0
mailserver :/export/home - /export/home nfs - yes -

4. Ensure the mail server is set up to share the /var/mail and
/export/home directories.

# dfshares yourmailserver

5. Mount the home and mail directories from the mail server.

# mount /var/mail
# mount /export/home

6. Ensure the mount worked properly.

# mount
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring and Testing DNS Mail Exchange (MX) Record

Complete the following steps:

1. On all hosts, stop the name service cache daemon to disable
caching DNS lookups. This may help in troubleshooting.

Move the executable so that it is not restarted at boot time.

# /etc/init.d/nscd stop
# mv /usr/sbin/nscd /usr/sbin/nscd.orig

Note – This step is not absolutely necessary, but it can keep you from
caching old data from the DNS server as updates are made to the DNS
configuration. In addition, this will force DNS lookups whenever an
MX record is requested and place more meaningful data in the snoop
output for troubleshooting purposes.

2. On the DNS server, add an MX record for mail server in your
domain. You can put these lines at the end of the file
/var/named/zone .

domain_name  IN   MX  10 mailhost . domain .

The ten (10) indicates the preference for this mail host if there is
more than one to choose from. Because each email domain will
have only one mail host, this number is arbitrary.

3. Stop and start the DNS daemon.

# pkill in.named
# in.named

4. Repeat the stop/start DNS daemon on all the hosts in your
domain and remove the entry in /etc/hosts referring to
mailhost.

Note – This will force the daemon to go to DNS to find the mail host.
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring and Testing DNS Mail Exchange (MX) Record

5. Test the host MX record with nslookup on each machine.

# nslookup
> set type=mx
> domain

Note – The extended output here is deleted for brevity, however, you
should see a mail exchanger record referring to your mail host.

6. On the mailhost, create a file called /etc/mail/sendmail.cw
and put your domain name in it without a trailing dot; for
example:

veggie.edu

Note – This file lists the domains your mail host will receive email for.

7. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

8. Type in /usr/lib/sendmail -d0.4 -bp and check for your
domain.
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring and Testing DNS Mail Exchange (MX) Record

Complete the following steps:

9. Use the snoop command to capture and display network packets
between a mail client and the mail server. Use the grep
command to filter out all messages other than DNS message
traffic between the machines.

# snoop mailclient mailserver  | grep DNS

10. Send email to a user in your domain using
username @machinename , then try again using the
username @domain format.

Are there differences between these snoop outputs?

When using just the user name there are no messages; when using
username@domain format, there will be a DNS MX record lookup
in the snoop output.

Are your email attempts successful?

Yes

Send mail to a user in another domain.

Are your email attempts successful?

No
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring the Mailhost Relay Between Mail Domains

Complete the following steps:

1. Change directory to the sendmail m4 configuration directory.

# cd /usr/lib/mail/cf

2. Copy the Main template to a file you can edit. Name the new file
after your mailhost machine.

# cp main-v7sun.mc example .mc

3. Edit your working copy of the file and add a feature to relay
email. Be sure to put the feature line between the domain and
mailer lines.

# vi  example .mc

...lines omitted for brevity

DOMAIN(solaris-generic)dnl
FEATURE(relay_entire_domain)dnl
MAILER(local)dnl

...lines omitted for brevity

4. Edit the Makefile in this directory. Add an entry for example .cf
at the end of the line starting with ALL as follows:

ALL=    main-v7sun.cf subsidiary-v7sun.cf example . cf

5. Run /usr/ccs/bin/make to compile a example .cf file from
the example .mc file. Notice it creates a backup of the original
cf files.

# /usr/ccs/bin/make

6. On the mailhost copy, your new example .cf file into place so
sendmail will use it.

# cp example .cf /etc/mail/sendmail.cf
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring the Mailhost Relay Between Mail Domains

7. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

8. Test your configuration by sending email to a user within your
domain.

Does this work properly?

Yes

Note – Notice the from line is from the mail server. This is because
when you mount /var/mail , sendmail rewrites the from line to
show email as coming from the mail server. sendmail is looking for a
NIS or a NIS+ environment and it is expecting a central machine to
function as the mail server. Normally mail is not sent to a machine in
an environment, instead it is sent to a domain. By configuring
sendmail in this manner all mail sent out from the domain will
appear to come from the mail server as opposed to the local machines
they were sent from.

9. Test your configuration by sending mail to other domains using
user@otherdomain .

Does this work?

Yes
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Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring the Mailhost Relay Between Mail Domains

10. Try sending mail to user@machine.otherdomain.

Does this work?

Yes

11. Use mailx -v to send email to another domain.

What machine does your machine really send the email to?

The email is sent to the mail host

Why?

There is not a /etc/hosts or DNS entry for the other domain so the
mail server forwards the email to the mailhost.

How does your machine discover which machine is setup to
receive email for the other domain?

The MTA queries its DNS name server for an MX record to forward
the email to.

Who does mail appear to come from?

user @machine.domain



13

13-60 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Configuring Domain to Domain Mail

Task Solutions

Configuring the Mailhost Relay Between Mail Domains

12. To hide a hostname on the mailhost, edit the example .mc file on
the mailhost to include the following lines:

MASQUERADE_AS(domain )dnl
FEATURE(masquerade_entire_domain)dnl
FEATURE(allmasquerade)dnl

13. Run /usr/ccs/bin/make to compile example .cf file from the
example .mc file. Notice it creates a backup of the original cf
files.

# /usr/ccs/bin/make

14. Only on the mailhost, copy the new example .cf file into place
so sendmail will use it.

# cp example .cf /etc/mail/sendmail.cf

15. Stop and start sendmail .

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start

16. Test your configuration by sending email to a user outside your
domain.

Does this work properly?

Yes
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Name and describe the new features in Solaris sendmail

❑ Describe the contents of the .mc configuration file

❑ Stop and start the sendmail demon

❑ Create the sendmail.cf file

❑ Set up mail between two domains
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Think Beyond

You have learned how to set up electronic mail between two domains
using a mail host and mail relay. How would a system administrator
trace or prevent unwanted mailings from outside their company?
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CommonMailTasks 14

Objectives

Upon completion of this module, you should be able to:

● Debug sendmail with mconnect and telnet

● Describe SMTP and use its command set

● Use mail, mailx, and sendmail to create verbose output

● Administer the mail queue

● Describe SPAM

● Read and understand mail headers

● Set up anti-relay in sendmail
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Relevance

Discussion – Once sendmail is configured and running there are
additional administrative tasks and functions to perform.

● What methods can be used to troubleshoot sendmail ?

● How is sendmail affected if the mail server goes down?

● What kind of statistics are available regarding mail?

● What is SPAM and how does it affect a sendmail domain?

Additional Resources

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● Mulligan, Geoff. 1999. Removing the Spam, Email Processing and
Filtering. Addison-Wesley.

● http://www.sendmail.org/m4/anti-spam.html
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Overview of Mail

Additional resources – The focus of this module is to introduce you to
some common mail tasks. Topics covered in this module include:

● Debugging sendmail with mconnect

● Name and describe the features in Solaris sendmail

● Using SMTP

● Testing the mail configuration

● Verifying a user

● Expanding an alias or list

● Setting up the postmaster alias

● Administering the mail configuration

● Defining SPAM

● Detecting masquerading hosts
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Debugging sendmail With mconnect

There is more than one way to debug sendmail problems.

● One method of troubleshooting sendmail is to use the
command mailx -v .

● Another method used to troubleshoot sendmail is by
connecting to the sendmail daemon and issuing Simple Mail
Transfer Protocol (SMTP) commands to observe verbose
output. These commands include two commands that are
used to connect to the sendmail daemon:

● mconnect

● telnet
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Debugging sendmail With mconnect

The mconnect or telnet port 25 commands open a connection to
the mail server on a given host, so that it can be tested independently
of all other mail software.

If no host is given, the mconnect connection is made to the local host.
Servers expect to use the Simple Mail Transfer Protocol (SMTP) on this
connection. Exit by typing the quit command. Typing EOFsends an
end of file message to the server. An interrupt closes the connection
immediately and exits.

The following examples show that sendmail is up and running using
mconnect and telnet :

# mconnect
connecting to host localhost (127.0.0.1), port 25
connection open
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:34:39 -0600 (MDT)

This also tells you what sendmail has its name set to (bear.zoo.edu )
and what version of sendmail you are running (Sendmail
8.9.1b+Sun/8.9.1).

# telnet localhost 25
Trying 127.0.0.1...
Connected to localhost.
Escape character is ’̂ ]’.
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:35:29 -0600 (MDT)

Once you have connected to the sendmail port 25, you can use the
SMTP help command to see the available SMTP commands or
examine the help file /etc/mail/sendmail.hf .



14

14-6 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Simple Mail Transfer Protocol

SMTP is a protocol (specified by RFC 821) which sendmail uses to
send/receive messages.

● It is governed by a simple command set.

● It follows a basic handshaking process when exchanging mail
messages.
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Simple Mail Transfer Protocol

Commands

Some of its commands are:

● HELO <hostname> – Initiates a session, and identifies the
sending hostname

● MAIL FROM: <sender> – Identifies who the mail is from

● RCPT TO: <recipient> – Identifies who the mail is to (use
multiple RCPT TO:commands)

● DATA– Signal the start of the text (which is terminated by a
line with a single dot [.])

● QUIT – Ends session

● RSET– Resets the session

● NOOP– Does nothing

● HELP– Displays help text

● VRFY<recipient> – Prints the recipient’s full-name

● EXPN <recipient> – Expands the address (for example,
taking into account aliases/.forward files)

Use the HELPcommand to find out which commands the sendmail
host supports. Note that most mail locations directly attached to the
Internet have disabled the EXPN(expand alias) and VRFY(verify user)
due to security risks associated with their use.

Note – RFC 1869 specifies the framework for extensions that were
added to SMTP. The result is extended SMTP (ESMTP). Solaris 2.7
makes use of ESMTP and one noticeable difference is in the initiation
of an ESMTP session using EHLOinstead of HELO. ESMTP servers will
announce which of the optional RFC SMTP commands they support in
addition to new commands.
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Simple Mail Transfer Protocol

mconnect Local

This section describes how to use SMTP commands to send mail
directly to a local SMTP port 25.

The sendmail daemon listens for connection requests on the SMTP
TCP port (specified in /etc/services and normally 25), and when it
receives such a request, it forks an SMTP server to communicate with
the remote process.

The message is transferred between them by means of an interactive
dialog – the envelope with HELO, MAIL, and RCPTcommands, and the
header/body with a DATAcommand.

HELO: sending-hostname
MAIL FROM: yourname@yourdomain.com (yourname@yourdomain.com is the
sender)
RCPT TO: user@destination (user@destination is where you want the mail to
go)
DATA
(put in Subject: and body of email message here)
.  (this is a period on a line by itself)
QUIT
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Simple Mail Transfer Protocol

mconnect Local (Continued)

For example:

# mconnect
connecting to host localhost (127.0.0.1), port 25
connection open
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:40:03 -0600 (MDT)
mail from: mary@fish.edu
250 mary@fish.edu... Sender ok
rcpt to: mike@zoo.edu
250 mike@zoo.edu... Recipient ok
data
354 Enter mail, end with "." on a line by itself
this is a test......
please delete.....
.
250 NAA01566 Message accepted for delivery
quit
221 bear.zoo.edu closing connection
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Simple Mail Transfer Protocol

mconnect Remote

This example uses commands to send mail directly to remote host
SMTP port 25.

# mconnect bear
connecting to host bear(192.9.9.1), port 25
connection open
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:39:50 -0600 (MDT)
mail from: joebob
250 joebob... Sender ok
rcpt to: cyndi@tomato.veggie.edu
250 cyndi@tomato.veggie.edu... Recipient ok
data
354 Enter mail, end with "." on a line by itself
testing SMTP mail to remote host
.
250 NAA00665 Message accepted for delivery
quit
221 bear.zoo.edu closing connection
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Simple Mail Transfer Protocol

Verbose Output

The -v arg to mailx is passed to sendmail when delivering the
message. This causes sendmail to show the delivery attempt
verbosely. This is an easy way to get valuable information about how
sendmail is configured on the host.

It is particularly helpful because, for outgoing mail, it will show you
where mail is going, and how it is communicating.

# /usr/ucb/mailx -v mike@zoo.edu
Subject: verbose mail test

please delete this mail

.
EOT
# mike@zoo.edu... Connecting to bear.zoo.edu. via esmtp...
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:42:57 -0600 (MDT)
>>> EHLO trout.fish.edu
250-bear.zoo.edu Hello trout[192.9.10.3], pleased to meet you
250-EXPN
250-VERB
250-8BITMIME
250-SIZE
250-DSN
250-ONEX
250-ETRN
250-XUSR
250 HELP
>>> MAIL From:<root@trout.fish.edu> SIZE=97
250 <root@trout.fish.edu>... Sender ok
>>> RCPT To:<mike@zoo.edu>
250 <mike@zoo.edu>... Recipient ok
>>> DATA
354 Enter mail, end with "." on a line by itself
>>> .
250 NAA00671 Message accepted for delivery
mike@zoo.edu... Sent (NAA00671 Message accepted for delivery)
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Closing connection to bear.zoo.edu.
>>> QUIT
221 bear.zoo.edu closing connection

Note – Mail or mailx in verbose mode will often give you hints for
easy sendmail problems, particularly “bounced” messages. If it is
insufficient, /usr/lib/sendmail itself provides some much more
robust verbose functionality. For example:

# /usr/lib/sendmail -v cyndi@zoo.edu
this mail shouldn’t bounce...

.
cyndi@zoo.edu... Connecting to bear.zoo.edu. via esmtp...
220 bear.zoo.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:45:15 -0600 (MDT)
>>> EHLO trout.fish.edu
250-bear.zoo.edu Hello trout [192.9.10.3], pleased to meet you
250-EXPN
250-VERB
250-8BITMIME
250-SIZE
250-DSN
250-ONEX
250-ETRN
250-XUSR
250 HELP
>>> MAIL From:<root@trout.fish.edu> SIZE=31
250 <root@trout.fish.edu>... Sender ok
>>> RCPT To:<cyndi@zoo.edu>
250 <cyndi@zoo.edu>... Recipient ok
>>> DATA
354 Enter mail, end with "." on a line by itself
>>> .
250 NAA00675 Message accepted for delivery
cyndi@zoo.edu... Sent (NAA00675 Message accepted for delivery)
Closing connection to bear.zoo.edu.
>>> QUIT
221 bear.zoo.edu closing connection
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After any modification of the mail configuration file, test the
configuration changes as follows:

1. Reboot any system for which you have changed a configuration
file, or just stop and start the sendmail daemon on those
systems.

2. Send test messages from each system by typing mailx -v or
mconnect .

3. Run the following tests:

a. Send mail to yourself or other people on the local system by
addressing the message to a regular user name.

b. If you are on Ethernet, send mail to someone on another
system. Do this in three directions: from the main system to a
subsidiary system, from a subsidiary system to the main
system, and from a subsidiary system to another subsidiary
system.
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c. If you have a relay host, send mail to another domain from the
mail host to ensure that the relay mailer and host are
configured properly.

d. If you have set up a uucp connection on your phone line to
another host, send mail to someone at that host, and have that
person send mail back or call you when he or she receives the
message.

e. Ask someone to send mail to you over the uucp connection.

Note – The sendmail program cannot tell whether the message gets
through, because it hands the message to uucp for delivery.

f. Send a message to postmaster on different systems and make
sure that it comes to your postmaster’s mailbox .

Mail Problems

If you cannot use mconnect to connect to an SMTP port, check these
conditions:

● Is the system load too high?

● Is the sendmail daemon running?

● Does the system have the appropriate
/etc/mail/sendmail.cf file?

● Is port 25 (the port that sendmail uses) active?
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Additional Diagnostic Information

For other diagnostic information, check the following sources:

● Look at the received lines in the header of the message. These
lines trace the route the message took as it was relayed.

● Look at the messages from MAILER-DAEMON. These typically
report delivery problems.

● Check the system logs in /var/adm and /var/log/syslog
for delivery problems.

● Since the sendmail program always records what it is doing
in the system log, modify the crontab file to run a shell script
nightly that searches the log for SYSERRmessages and mails
any that it finds to the postmaster.

● Use the mailstats program to test mail types and determine
the number of messages coming in and going out.
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The VRFYcommand can be used to verify that the server knows about
the user, prior to sending the message. Otherwise, a message sent to an
unknown user with the RCPT TO:command might be accepted by the
mail server, although local delivery would fail, resulting in the
message being returned to the originating system. By using VRFYprior
to RCPT TO:, the recipient is verified before the mail is sent.

The VRFYcommand is not commonly used by SMTP clients. Instead, it
is most useful as a tool for network managers attempting to debug
mail delivery problems. If mail being sent to a particular user appears
to be getting lost, you can use telnet to contact the SMTP server on
the remote system and verify that the user exists.

In the following example, two users are verified with the VRFY
command. User root is known to the system, so it will accept and
probably deliver mail for that account. User gumby is unknown, so the
system may accept mail for that user, although delivery will probably
fail.
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# mconnect
connecting to host localhost (127.0.0.1), port 25
connection open
220 trout.fish.edu ESMTP Sendmail 8.9.1b+Sun/8.9.1; Tue, 31 Aug 1999
13:49:53 -0600 (MDT)
vrfy mary
250 <mary@trout.fish.edu>
vrfy root
250 Super-User <root@trout.fish.edu>
vrfy gumby
550 gumby... User unknown
quit
221 trout.fish.edu closing connection

Note – You may not want to enable the VRFYcommand on your SMTP
server, as it can be considered a security risk by some organizations.
Although it cannot be used to cause damage to your systems directly,
it can be used to provide hackers with the ability to locate user
accounts. Once they have determined a user account, they can attempt
to determine a password for that account.
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The EXPNcommand enables you to expand a mailing list or an alias, to
see the accounts underneath it. For example, if you have an alias
postmaster account that is rerouted to another account, then you
could use EXPN postmaster to see the destination mail account(s) for
the postmaster alias.

The EXPNcommand is often used with mailing lists, although it can
also be useful for debugging purposes. If mail being sent to a
particular list or alias appears to be getting lost, you can use telnet to
connect to the SMTP server on the remote system and expand that list
or alias.
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# mconnect
connecting to host localhost (127.0.0.1), port 25
connection open
220 bandit.Domain.Corp.COM ESMTP Sendmail 8.9.1b+Sun/8.9.1; Fri, 3 Sep
1999 08:14:22 -0600 (MDT)
EXPN tjones
250 <tjones@mserver.Domain.Corp.COM>
EXPN tom.jones
250 <tjones@mserver.Domain.Corp.COM>
EXPN imap_alias
550 imap_alias... User unknown
EXPN postmaster
250-<levans@mserver.Domain.Corp.COM>
250-<nviar@mserver.Domain.Corp.COM>
250-<rwinters@mserver.Domain.Corp.COM>
250 <wsmith@mserver.Domain.Corp.COM>
quit
221 bandit.Domain.Corp.COM closing connection
#

Note – You should avoid enabling the EXPNcommand on your SMTP
server, as it can be considered a security risk by some organizations.
Although it cannot be used to cause damage to your systems directly,
it can be used to provide hackers and mass mailers with the ability to
locate user accounts. Once they have determined a user account, they
can attempt to determine a password for that account.
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The postmaster is the person receiving the mail error messages and
doing the troubleshooting of the mail system.

Every system should be able to send mail to a postmaster mailbox.
You can create an NIS or NIS+ alias for postmaster , or create one in
each local /etc/mail/aliases file. Here is the default
/etc/mail/aliases entry:

# Following alias is required by the mail protocol, RFC 822
# Set it to the address of a HUMAN who deals with this system’s
# mail problems.
Postmaster: root

To create the postmaster alias, edit each system’s
/etc/mail/aliases file and change root to the mail address of the
person who will act as postmaster. You may want to create a separate
mailbox for the postmaster to keep postmaster mail separate from
personal mail.
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This section describes how to keep the mail service running smoothly.

Duties of the Postmaster

Your responsibilities as postmaster for administering mail include the
following tasks:

● Check the mail queues to be sure mail is flowing in and out.

● Check any downed systems where mail is backing up. If the
system is not needed, delete it from the mail service, or bring
the system up to keep mail moving.

● Fix personal aliases, as requested.

● Administer alias databases as people move in and out of the
domain.

● Set up temporary forwarding files.
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Duties of the Postmaster (Continued)

● Contact owners of mailing lists and help them fix mailing list
problems.

● Go through postmaster mail daily and look for problems,
like broken .forward files and mail alias loops.

● Answer questions outside the company.

● Truncate log files periodically.

Mail Queue

The mail queue is a directory which contains data and control files for
mail messages delivered by the sendmail command. In the Solaris OS
the mail queue is located in /var/spool/mqueue . Under high-load or
temporary-failure conditions, sendmail puts a message into a job
queue instead of delivering it immediately.The mail queue usually is
processed automatically, but sometimes you may have to intervene.
For example, if a major host is down for a period of time, the queue
may become clogged. Although sendmail ought to recover gracefully
when the host comes up, you may find performance unacceptably bad
in the meantime.
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Format of Queue Files

Table 14-1 Types of Queue Files

Type Description

d Data file. The message body (excluding the header)
is kept in this file.

l Lock file. If this file is present, the job is currently
being processed and running the job in the queue
will not process it. For this reason, an extraneous
lock file can cause a job to seem to disappear.

n A file created when an ID is created. It is a separate
file that ensures no mail can ever be destroyed
because of a race condition. This file should not exist
for more than a few milliseconds at any given time.

q Queue control file. This file contains the information
needed to process the job.

t A temporary file. This file is an image of the qf  file
when it is being rebuilt. When the rebuild is
complete, the file is renamed qf .

x Transcript file that shows everything that happens
during that session.
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The q file, also known as the qf file or the queue control file contains
a series of lines each beginning with a code letter, as shown in Table
14-2.

Table 14-2 Codes for the qf File

Code Description

P The current message priority, which is used to order
the queue. The higher the number, the lower the
priority. The priority increases as the message sits in
the queue. The initial priority depends on the
message class and the size of the message.

T The job creation or submission time in seconds,
which is used to compute when the job times out.

D The name of the data file.

M A message line, which is printed by using sendmail
with the -bp  flag, and is generally used to store
status information. It can contain any text.

S The sender name.

E The error recipient name. Error messages are sent to
this user instead of the sender. This line is optional.

H A header definition. There may be any number of
these lines. The order is important: it represents the
order in the final message. The syntax is the same as
header definitions in the configuration file.

R A recipient name. There will be one line for each
recipient. The recipient name will normally have
complete aliases, but its aliases are redone when the
job is processed. The recipient name must be at the
end of the qf  file.
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The queue is automatically run at the interval specified in the
sendmail.cf file (the default is every 15 minutes). The queue is read
and sorted, and then sendmail tries to process all jobs in order. The
sendmail program first checks to see if a job is locked. If the job is
locked, sendmail ignores the job; if the job is not locked, sendmail
processes it.

If a major host goes down for several days, the queue may become
prohibitively large, and sendmail will spend time sorting the queue.
You can fix this by moving the queue to a temporary place and
creating a new queue. You can run the old queue later when the host is
returned to service.

Printing the Queue

You can print the contents of the queue by specifying the -bp flag to
sendmail , as follows:

# /usr/lib/sendmail -bp | more

The -p argument prints the contents of the queue. A list of the queue
IDs, the size of the message, the date the message entered the queue,
message status, and the sender and recipients are displayed.

Note – mailq | more lists the contents of the mail queue.
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Forcing the Queue

Follow these steps:

1. Become root on the mail host.

# pkill sendmail

2. Kill the old sendmail daemon PID to keep it from trying to
process the old queue directory.

# pkill sendmail

3. Change to the spool directory.

# cd /var/spool

4. Move the directory, mqueue, and all its contents to the directory,
omqueue, and then create a new empty mqueue directory.

# mv mqueue omqueue; mkdir mqueue

5. Set the permissions of the directory to read/write/execute by
owner, and read/execute by group and others; these commands
also set the owner and group to daemon.

# chmod 750 mqueue; chown root mqueue; chgrp rootmqueue
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6. Start a new sendmail daemon, with a queue run time of 15
minutes.

# /usr/lib/sendmail -bd -q15m

Old Mail Queue

1. To run the old mail queue, enter:

# /usr/lib/sendmail -oQ/var/spool/omqueue -q

The -oQflag specifies an alternate queue directory and the -q flag
says to run every job in the queue. Use the -v flag if you want to
see the verbose output displayed on the screen.

2. When the queue is finally emptied, enter:

# rmdir /var/spool/omqueue

This removes the empty directory.

Partial Queue Processing

You can run a subset of the queue at any time with:

● -Rstring – Run queue where any recipient name matches
string

● -Mnnnn – Run just one message with queue ID nnnn

To run a subset of the mail queue, type

# /usr/lib/sendmail -R string

For example, the following line processes everything in the queue for
recipient jones :

# /usr/lib/sendmail -Rjones
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System Log

The mail services log most errors using the syslogd program. The
default is for syslogd to send messages to the loghost . You can
define a system called loghost in the /etc/hosts file to hold all logs
for an entire NIS domain. The system log file is supported by the
syslogd . You specify a loghost in /etc/hosts . If no loghost is
specified, then error messages from syslogd are not reported.
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Here is the default /etc/syslog.conf file:

#ident  "@(#)syslog.conf        1.4     96/10/11 SMI"   /* SunOS 5.0 */
#
# Copyright (c) 1991-1993, by Sun Microsystems, Inc.
#
# syslog configuration file.
#
# This file is processed by m4 so be careful to quote (‘’) names
# that match m4 reserved words.  Also, within ifdef’s, arguments
# containing commas must be quoted.
#
*.err;kern.notice;auth.notice                   /dev/console
*.err;kern.debug;daemon.notice;mail.crit        /var/adm/messages

*.alert;kern.err;daemon.err                     operator
*.alert                                         root

*.emerg                                         *

# if a non-loghost machine chooses to have authentication messages
# sent to the loghost machine, un-comment out the following line:
#auth.notice                    ifdef(‘LOGHOST’, /var/log/authlog,
@loghost)

mail.debug                      ifdef(‘LOGHOST’, /var/log/syslog,
@loghost)

#
# non-loghost machines will use the following lines to cause "user"
# log messages to be logged locally.
#
ifdef(‘LOGHOST’, ,
user.err                                        /dev/console
user.err                                        /var/adm/messages
user.alert                                      ‘root, operator’
user.emerg                                      *
)
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Each line in the system log contains a time stamp, the name of the
system that generated it, and a message. The syslog file can log a
large amount of information.

The log is arranged as a succession of levels. At the lowest level, only
unusual occurrences are logged. At the highest level, even the most
mundane and uninteresting events are recorded. As a convention, log
levels under 10 are considered “useful.” Log levels higher than 10 are
usually used for debugging.

You can change the default configuration by editing the
/etc/syslog.conf file. You must restart the syslog daemon for any
changes to take effect. You can add these selections to the file to gather
information about mail:

● mail.alert – Messages about conditions that should be fixed
now

● mail.crit – Critical messages

● mail.warning – Warning messages

● mail.notice – Messages that are not errors, but might need
attention

● mail.info – Informational messages

● mail.debug – Debugging messages

The following entry sends a copy of all critical, informational, and
debug messages to /var/log/syslog :

● mail.debug /var/log/syslog
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Mailer Statistics

The mailstats utility prints out the statistics collected by the
sendmail program on mailer usage. The sendmail program collects
statistics on all incoming and outgoing mail messages handled by each
delivery agent. The delivery agents are:

● Local delivery agent

● SMTP delivery agent

● UUCP delivery agent.

To start the collection of message statistics, you must create the
/etc/mail/sendmail.st file by typing:

# touch /etc/mail/sendmail.st

Each time sendmail processes a message it updates the information in
the file. The statics are cumulative from the file creation date. The
collecting of statistics may be terminated by deleting or renaming this
file.

The data collected in the /etc/mail/sendmail.st file is in a database
format that cannot be viewed as a text file. To view the mailer
statistics, type the command:

# /usr/bin/mailstats

After issuing the touch command, the sendmail.st file is of course
empty, therefore, you do not see any collected data. Now, you sent one
message and received five messages. After processing the mailstats
command you see the following result:

# mailstats
Statistics from Wed Aug 25 15:55:27 1999
 M   msgs_fr  bytes_from msgs_to    bytes_to  msgsrej msgsdis  Mailer
 3        1          1K        0          0K        0       0  local
 5        0          0K        1          1K        0       0  esmtp
=============================================================
 T        1          1K        1          1K        0       0
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The default statistics file is /etc/mail/sendmail.st . The mailstats
command first prints the time that the statistics file was created and
the last time it was modified. It will then print a table with one row for
each mailer specified in the configuration file. The first column is the
mailer number, followed by the total number of messages sent from
this mailer. The next two columns refer to the number of messages
received by sendmail , and the last two columns refer to messages sent
by sendmail . The number of messages and their total size (in 1024-
byte units) is given.

The fields in the report have the following meanings:

● M– The mailer number

● msgs_fr – The number of messages received by the local
machine from the indicated mailer

● bytes_fr – The number of bytes in the messages received by
the local machine from the indicated mailer

● msgs_to – The number of messages sent from the local
machine using the indicated mailer

● bytes_to – The number of bytes in the messages sent from
the local machine using the indicated mailer

● msgrej - Messages rejected; the message is not accepted and is
returned to sender with reject message.

● msgsdis - Messages discarded, the message is not accepted
and is discarded without a response to the sender.
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.forward Files

This section contains several procedures related to .forward file
administration. Because these files can be edited by users, the files can
cause problems.

Disabling .forward Files

This procedure disables .forward files only for a particular host.

1. Become root .

2. Make a copy of /usr/lib/mail/domain/solaris-generic.m4
or your site-specific domain m4file.

Note – This example assumes the existence of
/usr/lib/mail/cf/myhost.domain.m4.

# cd /usr/lib/mail/domain
# cp solaris-generic.m4 myhost.domain.m4

3. Add the following line to the file you just created:

define(‘confFORWARD_PATH’,‘’)dnl

If a line already exists in the domain m4file that you are using,
replace the line.

4. Build and install a new configuration file.

(Refer to Module 13, “Introduction to sendmail” .)
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.forward Files (Continued)

Changing the .forward File Search Path

1. Become root .

2. Make a copy of /usr/lib/mail/domain/solaris-generic.m4
or your site-specific domain m4file.

# cd /usr/lib/mail/domain
# cp solaris-generic.m4 myhost.domain.m4 .forward Files (Continued)

3. Add a line like the following to the file you just created:

define(‘confFORWARD_PATH’,‘~z/.forward:/var/forward/$u username’)dnl

If a line already exists in the domain m4file that you are using,
replace the line.

4. Build and install a new configuration file.

(Refer to Module 13, “Introduction to sendmail” .)
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SPAM is unsolicited, mass distributed advertisements sent via email or
newsgroup posting.

If you have ever directed your browser to a site on the Internet and
logged in to a newsgroup or web site, chances are your email address
has been captured and added to mass mailing lists which can be
available for purchase.



14

14-36 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

SPAM

The most common “spam attacks” are where the hacker exploits the
willingness of some sites sendmail daemon to forward (relay) mail to
another site(s).

These spam attacks take advantage of the ease of impersonating
someone else by using SMTP protocol, or use a “mail reader” program
to alter user identity and outgoing mail server entries.

When the mail is sent, it is the content that the person sending the
spam (spammer) wants to get out to the audience, and the fact that
recipients cannot reply is irrelevant. In fact, the inability to reply is the
main idea. In this way, someone else “takes the rap” for the unsolicited
mail. In these scenarios, one method of combating it is to prevent
people from unauthorized relaying.
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Forging a Mail Header Example

Forging a mail header is very simple. The one concept to remember is
that when a mail message is sent to a host, it is sent to port 25. The
mail delivery agent performs the transfer of information and the mail
gets delivered. Consider the following example:

1. Connect to the SMTP port 25 of a host. This port does not have to
be on the local or the destination host. It should give you an
greeting message. If not, the target computer may not be running
a mail daemon. Try to connect to another host.

# telnet hostname  25

2. Recall that SMTP is a common interface for mail. Say “hello” to
the host to tell it you are here. You are supposed identify yourself
to the host on this line, but supplying a hostname is optional.

HELO my.forged.hostname

3. Now, define who you want the originator of the mail to be (the
FROM:entry).

MAIL FROM: sales@ripoff.com

4. Enter a destination address or recipient. If there are to be
multiple recipients, enter a destination address or recipient for
each one.

RCPT TO: mike@zoo.edu
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Forging a Mail Header Example (Continued)

5. Enter the data of the mail message, include all of the header
information, as well as the message text. Some of the standard
elements to put in the header are:

● DATE:

● SUBJECT:

● TO:

● FROM:

● Cc:

● OTHER:

When you finish entering the header information, insert a blank
line, and then type your message. Terminate the mail by entering
a period (. ) alone on a line.

DATA
DATE: 09:05:00 Wed 19 Jul 1999
SUBJECT: GREAT DEALS!
TO: potential_customers
FROM: mike@zoo.edu

Hi,

I’m selling vacuum cleaners....want to buy?

.

In this example, it looks like the mail was sent to
potential_customers instead of the recipient entered in step 4.
Note that some SMTP hosts are “smart,” which means they may
attach your email address to the header. Others are dumb and
will accept any input given to them.

6. End the SMTP session.

quit
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An example of an output header is:

$ mail
From sales@ripoff.com Tue Aug 31 14:15:48 1999
Message-Id: <199908312015.OAA00715@bear.zoo.edu>
DATE: 09:05:00 Tue 31 Aug 1999
SUBJECT: GREAT DEALS!
TO: potential_customers
FROM: mike@zoo.edu
Content-Length: 51

Hi,

I’m selling vacuum cleaners...want to buy?
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Deciphering Email Headers

This is an introduction on how to decipher an email header. Since
much spam email is forged it is important to learn how to identify
where the mail message originated. This allows you to report the
originator of the spam to domain administrators at that site.

Every mail message consists of two parts, the body and the header.
The header can be thought of as the envelope of the message; it
contains the address of the sender, the recipient, and the subject. The
body contains the actual text message or data you are sending via
email.

Valid Email Headers

A valid email header is created by a sender who makes no attempt to
conceal its origin. A valid email header using dtmail would look
similar to the following:

From: mike@bear.zoo.edu
Date: Tue, 31 Aug 1999 16:40:21 -0600 (MDT)
To: mary@fish.edu
Subject: mail headers

Yes, you should select view and abbreviated headers
to see all the header information.
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SPAM

Deciphering Email Headers (Continued)

What most mail user agents show is not the entire header. Here is the
message complete with all its headers. To view the complete header in
dtmail , select View and click on abbreviated headers.

Received: from bear.zoo.edu (bear [192.9.9.1]) by
trout.fish.edu (8.9.1b+Sun/8.9.1) with ESMTP id QAA01811 for
<mary@fish.edu>; Tue, 31 Aug 1999 16:43:37 -0600 (MDT)
From: mike@bear.zoo.edu
Received: (from mike@localhost) by bear.zoo.edu (8.9.1b+Sun/8.9.1)
 id QAA00732 for mary@fish.edu; Tue, 31 Aug 1999 16:40:21 -0600 (MDT)
Date: Tue, 31 Aug 1999 16:40:21 -0600 (MDT)
Message-Id: <199908312240.QAA00732@bear.zoo.edu>
To: mary@fish.edu
Subject: mail headers
Content-Length: 88

Yes, you should select view and abbreviated headers
to see all the header information.

Only certain portions of the headers are used to trace how the mail got
to the user. Headers are what allow the programs that deliver email to
assure arrival at the proper destination.
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SPAM

Deciphering Email Headers (Continued)

The From: and From lines usually indicate the sender of the message.
One way to identify a forged message is by determining if the From:
or From lines contain valid addresses. Spammers usually alter the
From: line to a address different than their own. The address may be
fake or it may be set to another valid email address. If valid, the
person who owns this address may be flooded with complaints or
returned mail responding to the spam. Since the From: line can be
forged, it does not provide much information other than showing an
obvious forgery. The From line is the information provided by the
sending mail server in response to the MAIL FROM SMTP command.
The From line contains whatever the sender types in.

The most useful piece of information in determining email forgery and
identifying the sender is the Received: line. This line can be used to
identify the sender and the origin of the email message. It can also
identify any mail servers that assisted in the delivery of the mail
message. As the message is passed through mail servers toward a final
destination, each server “stamps” the mail message. It adds the
Received line, showing where the message came from and who the
recipient is.

The Received line is always added at the top of a message; This means
that the “stamp” from each server is placed at the beginning of the
header lines and must be read in reverse order. The first Received: that
is seen is the last added by your internet service provider (ISP) or
company mail server.
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SPAM

Deciphering Email Headers (Continued)

The Message-Id: line can provide a way of identifying the system the
mail message originated from. The unique identifier for the message
can be used to find an entry in the mail server’s log files, which may
provide additional trace information.

How do you know it is a valid email message? Consider the following
when examining an email header:

● Who is this mail from? Does it seem to be a valid user at a
valid domain?

Look at the From: and Received: headers. Does the same
username appears in both entries? Does the IP address seem to
be valid?

● Which address was it sent to?

Is there a To: or Return-Path field? Was it sent to one person or a
mail list?

When was the mail sent?

Look at the receive header(s). Is the format for the date and time
correct and do the times appear to match up?

Did the mail go from one mail server to another and show a
reasonable time lapse?
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SPAM

Deciphering Email Headers (Continued)

System logs can provide further clues when trying to track email
messages. The mail servers keep logs of all processed incoming and
outgoing messages. In the Solaris 7 OS the log file is
/var/log/syslog .

The following entries were logged by sendmail when it received an
email message:

Aug 31 16:43:37 trout sendmail[1811]: QAA01811: from=<mike@bear.zoo.edu>,
size=427, class=0, pri=30427, nrcpts=1,
msgid=<199908312240.QAA00732@bear.zoo.edu>, proto=ESMTP, relay=bear
[192.9.9.1]
Aug 31 16:43:38 trout sendmail[1812]: QAA01811: to=<mary@fish.edu>,
delay=00:00:01, xdelay=00:00:01, mailer=local, stat=Sent

The first entry was recorded when sendmail received the email
message. The second line was recorded when sendmail delivered the
mail message. The first entry containing the relay= line is the one you
are most concerned with. This line shows who owned the process
which sent the mail message. The only way for the mail forger to
alter the system logs would be by breaking into the mail server.
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SPAM

Deciphering Email Headers (Continued)

Invalid Mail Header

Forged email can be created by first-time users or by a sophisticated
spammer. There are a variety of tricks spammers use to hide their
tracks and slow down identification.

Here is a simple spam forged message containing the common mail
headers. The mail message might look like this in your mail reader:

Date: Tue, 31 Aug 1999 16:50:00 -0600 (MDT)
From: findme@spam.net
X-Authentication-Warning: trout.fish.edu: localhost [127.0.0.1] didn’t
use HELO protocol

forged email is the topic today

Notice that the mail address in the From: header seems to be a fake
address. Also notice that there is no To: line in the message. The
absence of the To: header can be a sign of a incorrectly configured mail
program. Examine all the header information in the mail user agent to
determine where it came from.

Received: from localhost (localhost [127.0.0.1]) by trout.fish.edu
(8.9.1b+Sun/8.9.1) with SMTP id QAA01834 for mary; Tue, 31 Aug 1999
16:50:00 -0600 (MDT)
Date: Tue, 31 Aug 1999 16:50:00 -0600 (MDT)
From: findme@spam.net
Message-Id: <199908312250.QAA01834@trout.fish.edu>
X-Authentication-Warning: trout.fish.edu: localhost [127.0.0.1] didn’t
use HELO protocol
Content-Length: 32

forged email is the topic today
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SPAM

Deciphering Email Headers (Continued)

Note that the From: headers is probably forged. The Received: header
indicates that the message is from the local host. Also, this was
probably initiated through interactive SMTP since the HELOcommand
was not used during the session. An unknown or bogus mail address
in the From: header can indicate an amateur forgery. The site was the
local mailhost and as far as you can tell, there is no user. This example
shows that you may only get enough information to identify the site
the message came from.

Examination of the log file /var/log/syslog provides the following
information:

Aug 31 16:50:44 trout sendmail[1834]: QAA01834: from=findme@spam.net,
size=32, class=0, pri=30032, nrcpts=1,
msgid=<199908312250.QAA01834@trout.fish.edu>, proto=SMTP, relay=localhost
[127.0.0.1]
Aug 31 16:50:44 trout sendmail[1835]: QAA01834: to=mary, delay=00:00:44,
xdelay=00:00:00, mailer=local, stat=Sent

Note that the from and relay tags do not match. This indicates a forged
mail message.
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SPAM

Deciphering Email Headers (Continued)

Here is another example of a more realistic forgery using common
mail header:

Date: Tue, 31 Aug 1999 17:06:03 -0600 (MDT)
From: mystery
To: the green hornet <green.hornet@superhero.com>

where’s kato?

Have you ever received spam that is not addressed to you? When
sending email, the mail program must identify who the mail message
is addressed to. As mentioned earlier, the To: header can be easily
forged using the SMTP protocol.

Examine the entire header. The questions you must try to answer are:
who sent the message, where was it sent from, and who was the
message really addressed to?

Received: from localhost (localhost [127.0.0.1]) by trout.fish.edu
(8.9.1b+Sun/8.9.1) with ESMTP id RAA01869 for mary; Tue, 31 Aug 1999
17:06:03 -0600 (MDT)
Date: Tue, 31 Aug 1999 17:06:03 -0600 (MDT)
From: mystery
Message-Id: <199908312306.RAA01869@trout.fish.edu>
To: the green hornet <green.hornet@superhero.com>
Content-Length: 14

where’s kato?

The mail message was sent by local host to mary “ESMTP id
RAA01869 for mary”. Notice that a pattern is developing. Whenever
you suspect forged email, examine the Received: header. Using the
Received: header to trace the message’s origin.
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SPAM

Deciphering Email Headers (Continued)

Here are the sendmail log entries for the previous mail message. It
should verify your suspicions.

Aug 31 17:07:01 trout sendmail[1869]: RAA01869: from=mystery, size=65,
class=0, pri=30065, nrcpts=1,
msgid=<199908312306.RAA01869@trout.fish.edu>, proto=ESMTP,
relay=localhost [127.0.0.1]
Aug 31 17:07:01 trout sendmail[1870]: RAA01869: to=mary, delay=00:00:58,
xdelay=00:00:00, mailer=local, stat=Sent

Apr  1 23:18:08 hornet sendmail[447]: XAA00447: from=nobody@nowhere.com,
size=133, class=0, pri=30133, nrcpts=1,
msgid=<199704020416.XAA00447@hornet.tbsys.ca>, proto=SMTP,
relay=jsmith@localhost [127.0.0.1]
Apr  1 23:18:08 hornet sendmail[448]: XAA00447: to=tburgess,
delay=00:01:16, mailer=local, stat=Sent

If you are still wondering how the To: header works, take a look at the
logs. Do you see any entries containing green hornet or the
green.hornet@superhero.com ? The fact that these two items do not
appear in the log entry shows how meaningless the To: header really
is.

Tracking spammers can be complicated but not impossible. With
practice, reading mail headers becomes easier.
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SPAM

Other Trace Tools

Other tools used to trace information gathered from mail headers
include:

● traceroute

● whois

● dig

● nslookup

The following sections briefly explain these tools.

traceroute

The traceroute command traces the route that mail you send from
your domain (computer) to the sender’s domain takes. The Internet is
a large and complex aggregation of network hardware, connected by
gateways. Tracking the route a packet follows can be difficult. The
utility traceroute traces the route that an IP packet follows between
Internet hosts. Along the way, packets will pass through one or more
domains (machines). The traceroute command helps you find the
domain of the spammer and, if necessary, his or her internet service
provider (ISP).

nslookup

The nslookup command enables an Internet server administrator or
user enter a host name (for example, sun.com ) and find out the
corresponding Internet address. It will also do reverse name lookup
and find the host name for any IP address that you specify.
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SPAM

Other Trace Tools

dig

The dig command is similar to the nslookup . It provides you with a
lot of information, some of which you will not need. You can search
for the nameserver (where the DNS lookups happen) for a given
domain, host information, and a mail exchanger.

whois

The whois command returns to you the owner of a domain. This
information is provided by Internic.net for .com , .net , .org , .edu
and .gov domains. Ripe.net returns the domain owner for most
European domains. Other nets exist for other parts of the world;
http://Alldomains.com may help you find the proper database and,
in most cases, a way to do the query on the World Wide Web.
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SPAM

Disabling SPAM

Sendmail 8.9.1b+Sun has an anti-spam feature built into the standard
main.cf and subsidiary.cf files. This in itself is not complete; the
rules are there, but in order for the anti-spam to work, you have to edit
the *.mc file and add the feature access_db and a definition that
describes what type of database file it is.

Note – Sun only supports dbmdatabase format, and if you do not
specify this in the *.mc file, you will end up with a hash file format.

Here is what a typical mcfile would look like if you were to copy the
/usr/lib/mail/cf/main-v7sun.mc file to
/usr/lib/mail/cf/spam.mc, and then edit the spam.mc file to add
the feature access_db and define the database type format.

#
# This is a generic configuration file for SunOS 5.x (a.k.a. Solaris 2.x)
# It has support for local and SMTP mail only.  If you want to
# customize it, copy it to a name appropriate for your environment
# and do the modifications there.
#

divert(0)dnl
VERSIONID(‘@(#)main-v7sun.mc    1.2 (Sun) 01/27/98’)
OSTYPE(solaris2.ml)dnl
define(‘DATABASE_MAP_TYPE’,‘dbm’)
FEATURE(access_db)
DOMAIN(solaris-generic)dnl
FEATURE(relay_entire_domain)
MAILER(local)dnl
MAILER(smtp)dnl
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SPAM

Disabling SPAM (Continued)

After performing a make on the *.mc, file, you need to set-up the
access database file. The location for the file (by default) is
/etc/mail/access . There is information on the usage of this file and
other features that can be implemented to simplify anti-spam
configuration in the /usr/lib/mail/README file.

The access file can be used to allow or reject certain email. The table
itself uses email addresses, domain names, and network numbers as
keys. For example:

joebob@fish.edu REJECT

192.9.10 REJECT

This entry would refuse mail from joebob@fish.edu . It would
subsequently allow any host on the 192.9.10 network to relay email
through the mailhost.

The value part of the map can contain:

● OK– Accept mail even if other rules in the running rule set
reject it.

● RELAY– Allow domain to relay through your SMTP server.
RELAY also serves as an implicit OK for the other checks.

● REJECT– Reject the sender/recipient with a general purpose
message.

● DISCARD– Discard the message completely using the discard
mailer

● 5xx any text – Return the message any text with 5xx an
RFC 821 compliant error code.
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Stopping SPAM With sendmail

This procedure shows how to stop SPAM from joebob@fish.edu . and
the network 192.9.10

1. Become root.

2. Make a copy of /usr/lib/mail/cf/main-v7sun.mc file.

# cd /usr/lib/mail/cf
# cp main-v7sun.mc spam.mc

3. Add the following line to the file you just created:

define(‘DATABASE_MAP_TYPE’,‘dbm’)dnl
FEATURE(access_db)dnl

4. Build and install a new configuration file.

(Refer to Module 13, “Introduction to sendmail .”)

5. Create the /etc/mail/access file with the following entries:

joebob@fish.edu REJECT
192.9.10 REJECT

6. Create the access database files.

# cd /etc/mail
# makemap dbm access < access

7. Stop and start the sendmail daemon.

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start
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Host Masquerading

How do you hide hostnames? You can have your host masquerade as
another using MASQUERADE_AS(host.domain) .

This causes mail being sent to be labeled as coming from the indicated
host.domain . This behavior is modified by a plethora of FEATUREs; in
particular, masquerade_envelope , allmasquerade ,
limited_masquerade , and masquerade_entire_domain .

The masquerade name should be your fully qualified, one true name
and not a CNAME.

Normally the only addresses that are masqueraded are those that
come from this host (that is, are either unqualified, or a list of local
domain names).
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Host Masquerading

This list can be augmenting using the feature MASQUERADE_DOMAIN.
Consider the following example;

MASQUERADE_DOMAIN(otherhost.domain).

Although mail to user@otherhost.domain will not be delivered
locally, mail including any user@otherhost.domain will, when
relayed, be rewritten to have the MASQUERADE_ASaddress.

Normally only header addresses are masqueraded. If you want to
masquerade the envelope as well, use:

FEATURE(masquerade_envelope).

There are always users that need to be exposed; that is, their internal
site name should be displayed instead of the masquerade name
(example, the root user). You can add users to this list using:

EXPOSED_USER(user).

Here the name used is appended to the class E which is used by the V8
configuration file to hold a list of usernames that should never be
masqueraded.
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Host Masquerading

Enabling Host Masquerading

This procedure shows how to enable host masquerading.

1. Become root .

2. Make a copy of /usr/lib/mail/cf/ main-v7sun.mc file.

# cd /usr/lib/mail/cf
# cp main-v7sun.mc mask.mc

3. Add the following line to the file you just created:

MASQUERADE_AS(sa387.edu)dnl
FEATURE(masquerade_entire_domain)dnl

4. Build and install a new configuration file.

5. Stop and start the sendmail daemon

# /etc/init.d/sendmail stop
# /etc/init.d/sendmail start
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Debug sendmail using mconnect and telnet

❑ Describe SMTP and use its command set

❑ Use mail, mailx, and sendmail to create verbose output

❑ Administer the mail queue

❑ Describe SPAM

❑ Read and understand mail headers

❑ Set up anti-relay in sendmail
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Think Beyond

You covered the basics of mail. You have configured various hosts
within your network to serve mailhost, relay host, mail client, and
DNS servers. How do these recent changes affect the other planned
uses of your network hosts? How can solid planning help you avoid
conflicts on your network?
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LANPlanning 15

Objectives

Upon completion of this module you should be able to:

● Develop a list of considerations when planning a LAN

● Define LAN management and implementation standards

● Discriminate between LAN cable types and topologies based on
cost, performance, flexibility, reliability, and security

● Create a LAN topology that meets case-study business
requirements

● Create a LAN blueprint specifying cable runs and the locations
of servers, clients, bridges, repeaters, routers, and gateways

● Compile a list of all network cable and associated hardware
required for LAN implementation
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Relevance

Discussion – Network design is a complex, involved process requiring
extensive technical and managerial skill. The goal of this module is to
introduce you to this complex process and give you an appreciation of
the effort required to implement a LAN. It is not intended to give you
mastery-level network design skills.

The following questions are relevant to understanding the content of
this module:

● When developing a plan for installing a LAN in your organization,
where do you begin?

● Who should be involved?

● What should your plan cover?

References

Additional resources – The following reference can provide additional
details on the topics discussed in this module:

● Sun Microsystems Inc., TCP/IP and Data Communications
Administration Guide, Part Number 802-5753-10.
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Introduction to LAN Planning

The purpose of this module is to define a process for implementing an
Ethernet LAN. It discusses the key elements of the LAN development
planning process, starting with assessment of organizational needs. It
then discusses the creation and enforcement of LAN standards and the
selection of a LAN topology based on cost, performance, reliability, and
security criteria.

Building on the material presented in this course, this module
demonstrates LAN implementation by creating a LAN blueprint and
compiling a list of media requirements and associated hardware.
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Planning Considerations

A good strategy when beginning the planning phase of establishing a
LAN is to develop a list of considerations that covers the LAN
requirements of your organization.

The following is a list of considerations common to most organizations:

● Review the relationship of the LAN to the organization’s goals

▼ List the products or services of the organization

▼ Determine how this information relates to the organization

▼ Decide what role sharing and collaboration play in the
organization’s work
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Planning Considerations

● Identify generic functions required

▼ Share spreadsheet data

▼ Pass documents from person to person in electronic format

▼ Share common databases

▼ Send email

▼ Share resources like printers or CPUs

▼ Access the Internet and World Wide Web

▼ Save money through concurrent licensing of software

● Follow industry standards

▼ Use standards like IEEE and American National Standards
Institute (ANSI) to keep options open

▼ Avoid proprietary products that reduce interoperability
between systems

▼ Address Year 2000 compliance for all components

● Gather data as a basis for design specifications

▼ Diagram information flows in the organization

▼ Survey network users for functions they require of the LAN

▼ Coordinate LAN planning with facility and workspace
planning

▼ Coordinate with personnel department on role/assignment
needs

● Analyze and interpret the data gathered

▼ Answer the question: “How much bandwidth is needed?”

▼ Give file sharing and email less bandwidth

▼ Give graphic applications more bandwidth

▼ Give multimedia applications the most bandwidth
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Planning Considerations

▼ Estimate extra growth capacity in hardware, software, and
personnel

▼ Determine quantity of software licenses needed; concurrent
where possible

▼ Consider human factors and needs for physical
accommodation and health

● List mission-critical requirements for redundancy, security, or
backup

▼ Identify single points of failure and eliminate them if possible

▼ Give special consideration to confidentiality, health, and safety
issues

▼ Provide backup for critical functions and data
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Determining Business Requirements

Good network design should reflect the needs of the organization. Try
to estimate network requirements based on the users who will access
the network. Some questions to ask are:

● What types of applications do users need in order to perform their
jobs?

● What network loads are imposed by these applications?

● Can the network handle these application loads?
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Determining Business Requirements

● What resources (such as file servers, print servers, name servers,
and so on) need to be shared?

● How will the needs change over time?

● Will the structural layout of the building support the installation
of required network hardware?

Document the responses to each of these questions. This information
will help determine the LAN standards, topology, and cabling
requirements (Figure 15-1).

Figure 15-1 LAN Development Planning Process

LAN development planning process

I. Define LAN
Standards

II. Choose a LAN III. Blueprint
topology

Business requirements

Company wide

Standards
Wiring
Supplier
Policy

❍

❍

❍

Management team❍

Design considerations

Cost❍

Performance
Flexibility❍

❍

Separate networks❍

Identify routers

Cable types❍

❍

Cable lengths
Cable termination
Cable placement
Transceiver type

Wiring Assessment

Identify bridges❍

Identify repeaters❍

Identify gateways❍

Reliability❍

Security❍

Network mapping I

Create logical
network topology

Network mapping II

Create physical
network topology

❍❍

❍

❍

❍

❍

Implementation

Homogeneous or❍

heterogeneous?

the LAN

Configuration❍
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Defining LAN Standards

Homogeneous or Heterogeneous?

Decide whether the LAN will be homogeneous or heterogeneous.

A homogeneous LAN usually requires one protocol suite (such as
TCP/IP). A heterogeneous LAN may run other protocols besides
TCP/IP, such as DECnet®, OSI, Novell® IPX, XNS, and AppleTalk®.

Heterogeneous LANs require gateways to manage multiple protocol
suites. A Sun system configured as router (that is, equipped with more
than one Ethernet interface) normally only forwards IP packets.
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Defining LAN Standards

Network Media

Decide on a single Ethernet media standard and enforce it.

For example, if you decide that Category 5 (100 Mbits per second
media) is right for your organization, try not to combine it with slower
media such as 10BASET. Machines that have the 10BASET in their
network path will only achieve 10BASET throughput rates.

Remember, your network is only as fast as its slowest link!

Suppliers

All types of components used to build the LAN should come from the
same manufacturer. This will avoid compatibility problems introduced
by different vendor implementations of a single Ethernet specification.
If this is not possible, try to contain the differing components
(transceivers, controllers, and so on) in separate network segments.

Policy

Record the name, type, and supplier for each network component used.
Document the steps required to configure the device in your LAN and
record any other pertinent information that may not be found in the
manual that accompanies the device. Keep this information in a central
yet accessible location.

Make rules about adding network components such as routers and
enforce them (that is, make sure everyone knows about and follows the
network configuration policy).

Management Team

Assign responsibility of network expansion and configuration to a
single individual or group of individuals. This will facilitate network
policy enforcement.
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Choosing a LAN Topology

Design Considerations

Cost

Table 15-1 lists the relative costs of each Ethernet cable type and its
recommended uses.
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Choosing a LAN Topology

Design Considerations (Continued)

Cost

Performance

Bandwidth is an issue when selecting an Ethernet media. 10BASE2,
10BASE5, and 10BASET implementations only support 10 Mbits/sec
transfer rates. Category 5 and 10BaseF support much higher speed
transfer rates.

Table 15-1 Network Media Costs

Media Type Relative Cost

10BASE5 Thick Ethernet is expensive, though it may be cheaper to
install in existing structures than 10BASET.

10BASE2 Thin Ethernet is less expensive than 10BASE5, though it is
expensive to place in existing walled structures. It should
be used for open laboratory environments. It is also useful
for connecting to existing network interfaces that require
10BASE2, such as PC-based systems.

10BASET Twisted-pair may already be present in an office building
and be the least expensive way to provide a 10BASET
network. Data-grade twisted-pair should be used for all
new structures.

10BASEF Fiber-optic Ethernet is very expensive to install and
maintain.

Category 5 (100BASET) Upgrade to 10BASET network. Data-grade twisted-pair
should be used for all new structures. Average cost is 30–40
percent higher then 10BASET mainly due to rigorous
testing during installation.
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Choosing a LAN Topology

Design Considerations (Continued)

Flexibility

The ease of installation of each Ethernet cable type differs. Table 15-2
lists the flexibility of installation for each cable type and its appropriate
use.

Table 15-2 Network Media Flexibility

Media Type Relative Flexibility

10BASE5 Thick Ethernet is difficult to install, though it may be
appropriate for existing structures.

10BASE2 Thin Ethernet is easier to handle than 10BASE2. It has less
distance capabilities than 10BASE2 and 10BASET and may
not be appropriate for LANs spanning many rooms.

10BASET Twisted-pair is easy to install and allows for flexibility in
network design since it is much easier to route around
ceilings and into offices than 10BASE5 or 10BASE2.

10BASEF Fiber-optic Ethernet is difficult to install and maintain.

Category 5 (100BASET) Like 10BASET, Category 5 twisted-pair is easy to install
and allows for flexibility in network design since it is much
easier to route around ceilings and into offices than
10BASE5 or 10BASE2.
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Choosing a LAN Topology

Design Considerations (Continued)

Reliability

Though each Ethernet cable type is normally highly reliable, when a
problem does occur, the degree of troubleshooting is important.
describes the ease of troubleshooting for each cable type.

Table 15-3 Network Media Ease of Troubleshooting

Cable Type Ease of Troubleshooting

10BASE5 Thick Ethernet is difficult to troubleshoot.

10BASE2 Thin Ethernet wiring can be accidentally disconnected and
damaged quite easily. Like 10BASE5, it is fairly difficult to
troubleshoot.

10BASET Some manufacturers offer intelligent 10BASET hubs that
support SNMP. These devices offer powerful network
management capabilities, such as the ability to remotely
shut down a port of an offending host.

10BASEF Once installed, fiber-optic Ethernet is fairly easy to
troubleshoot.

Category 5 (100BASET) Category 5 initially requires much more testing during the
installation phase. Once the media has passed testing, it is
considered very reliable. Intelligent Category 5 hubs that
support the SNMP are standard.
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Choosing a LAN Topology

Design Considerations (Continued)

Security

The broadcast nature of Ethernet allows any superuser on any host
attached to a segment to capture and decipher messages traveling on
that segment. Most security issues in Ethernet LANs deal with data
encryption algorithms, network segmentation, and firewall creation. A
firewall is a router configured to prevent packets from traveling from
one network segment to another.

Bridges and repeaters normally do not permit firewall creation because
they allow broadcast packets to pass through from one network
segment to another.

If ultra-high security is a must, consider using fiber media. Fiber media
does not emit radio frequencies (EMF) because it uses light to transmit
data. Non-fiber media (10BASET, Category 5, and so on) emit radio
frequencies and are therefore more vulnerable to electronic
eavesdropping.
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LAN Topology

Network Mapping

Decide how many network segments will be used, if any. The following
example topologies are guidelines for choosing a LAN topology based
on varying levels network performance, security, and management.
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LAN Topology

Hierarchy

The backbone is the root of the hierarchy, providing expandability and
accommodation of network growth. Each individual network or subnet
attaches to the backbone via file servers configured with dual Ethernet
interfaces to act as routers. Figure 15-2 illustrates a network backbone
layout.

Figure 15-2 Network Backbone Layout

Each network requires a unique network address. The host network
address comprises an Internet layer address mapped to a Network
Interface layer/Hardware layer address. The clients in each network
are segmented by department.

Backbone: 129.145.6.0

Clients:

Gateway

Finance: 129.145.7.0 Engineering: 129.145.8.0 Testing: 129.145.9.0

diskless
Clients:
PCs

Clients:
standalone

HubHub Hub

File server/
router
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LAN Topology

Network Segmentation

Segmenting the network by department has several advantages:

● Performance

In a computing environment performance is defined as the
ability to perform activities with a minimum consumption of
resources and the fastest response time. Notice how in each
department uses different client types. The Finance department
uses diskless clients, which tend to generate network loads while
booting and paging. Paging is when a host moves a unit of
memory from physical memory to disk. Too many systems on
the Finance network may cause heavy network traffic objecting
the performance of user applications. Segmenting these diskless
clients from the other departments helps overall network
performance.

● Security

The broadcast nature of Ethernet allows any superuser on any
host attached to a segment to capture network activity. By
segmenting the network with routers that can act as firewalls and
carefully placing cable runs, the security risk to sensitive
information can be minimized.

● Management

A segmented network architecture facilitates the diagnosis and
troubleshooting of network problems. Finding a problem in a
network segment that comprises less than 100 hosts is much
easier than having to do the same in a network segment with 300
hosts.

Smaller cable runs are easier to install. Should problems such as
breaks and reflections arise in the cable, the smaller lengths will
speed the troubleshooting effort as diagnostic equipment will
find the trouble sooner.

Network segmentation is an excellent way to build a network
that is easy to understand, easy to debug, and reliable.
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LAN Topology

Network Segmentation (Continued)

A two-tiered topology adds the benefit of a large server that can act as
a central authority for name service lookups, database access, and
remote distribution of file systems to smaller servers. Figure 15-3
illustrates a two-tiered network layout.

Figure 15-3 Two-Tiered Network Topology

Backbone: 129.145.6.0

Clients:

Gateway

Finance: 129.145.7.0 Engineering: 129.145.8.0 Testing: 129.145.9.0

diskless
Clients:
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Clients:
standalone

HubHub Hub

Larger server

Small server/
router

Small server/
router
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router



15

15-20 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

LAN Topology

Network Segmentation (Continued)

A dual-backbone hierarchy provides each subnet with redundant
connectivity (at a higher cost) via a second router. This architecture is
excellent in environments that demand high levels of connectivity.
Figure 15-4 illustrates a dual-backbone network layout.

Figure 15-4 Dual-Backbone Network Topology

Backbone: 129.145.6.0

HubHub Hub

Larger server

Small server/
router

Small server/
router

Small server/
router

Backbone: 129.145.5.0

Small server/
router
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router

Small server/
router

Larger server
Gateway

Gateway
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LAN Topology

Network Segmentation (Continued)

A two-tiered hierarchy demonstrates the flexibility inherent in using a
network backbone. Network growth, connectivity, and management is
accommodated by segmentation. Figure 15-5 illustrates dual-backbone
network flexibility.

Figure 15-5 Two-Tiered Network Flexibility

Hub
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Hub HubHub
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Blueprinting a LAN

A LAN blueprint is similar to a LAN topology, but it is more detailed.
It specifies the types, lengths, and locations of network cable and
associated hardware. It also details the placement of each LAN
component, including servers, clients, bridges, repeaters, routers,
and gateways.

Ideally, the LAN blueprint is based on an actual architectural rendition
of the physical building layout where the LAN is to be built. It is a
useful planning tool for assessing the ideal placement of cable runs and
other LAN components.

The LAN blueprint is also used to assess the cabling requirements for
the LAN, and can flag potential problems with component placement
as well.
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Blueprinting a LAN

Assessing Cabling Requirements

Each cable type (Category 3, Category 5, and so on) has specific
hardware requirements and distance limitations that must be identified
when detailing the LAN blueprint.

Table 15-4 and Table 15-5 show examples of cable planning worksheets
that can assist you when developing the blueprint.

10/100BASET (Twisted-Pair Ethernet)

Table 15-4 Cable Requirements Worksheet

Table 15-5 Host Requirements Worksheet

Component
Sets of

Twisted-
pairs

Multiplier Total

Station drop
connector

Patch panel
punchdown slot

Hub
connecting
block slot

Hub port

Component
Number of

Hosts
Multiplier Total

Transceivers

Transceiver
cable
connector
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Exercise: Solving a LAN Development Planning Process
Case Study

Exercise objective – Using the process described in this module, solve
a case study connectivity problem by:

● Defining the LAN standards

● Creating the LAN topology

● Establishing security policy

Tasks

Your assignment is to define the standards, design a network topology,
and create a network blueprint that provides the required levels of
service.

Assessing Business Requirements

Your client is a corporate training center, CTC. CTC is moving into a
newly refurbished building where they plan to conduct, develop, and
administer training.

You have been hired as the network design and development planning
architect. Working with a limited budget, you must develop a plan to
meet your client’s business needs in a timely manner.

CTC is made up of course developers, course managers,
administrators, instructors, and students who each have different
connectivity needs.

● Course manager and administrator needs

The members of this group (15) are heavy users of productivity
applications such as desktop publishing, electronic mail, and
financial analysis tools. They have no system administration
knowledge, and usually rely on a dedicated system administrator
for systems support. They sporadically print small documents.
They reside in the office area of the CTC building.
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Exercise: Solving a LAN Development Planning Process
Case Study

Tasks (Continued)

● Course developer needs

This group (10) focuses on technical course development. They
regularly run software development and desktop publishing
applications. They deal with massive amounts of data on a daily
basis, and have significant storage and processing requirements.
They demand superb network performance to meet tight
deadlines. They regularly print course materials that are very
large.

Though they occupy offices in the CTC office area, they
sometimes use the labs for testing and development purposes.

● Instructor and student needs

This group (50) runs a gamut of applications, ranging from
system administration tools to network connectivity and
software development applications.

The instructors sometimes require an isolated environment to
run certain third-party application software and network
connectivity courses.

This group resides almost exclusively in the CTC classroom area.

● Resource sharing

The course managers, administrators, and course developers
need to exchange email messages as well as share access to
course materials. They also require access to desktop
productivity applications.

In addition, they share a database that lists course scheduling
and registration information.

● Future needs

CTC believes that their organizational structure will remain
relatively stable and will not change dramatically over time.
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Exercise: Solving a LAN Development Planning Process
Case Study

Tasks (Continued)

Answer the following questions:

1. Will the LAN be homogeneous or heterogeneous?

__________________________________________________________

Why?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

2. When choosing LAN suppliers, what are the considerations?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

3. What is the LAN policy?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

4. Why is it important to establish a LAN management team?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Solving a LAN Development Planning Process
Case Study

Tasks (Continued)

5. Which topology would you recommend?

__________________________________________________________

Why?
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

6. What LAN media type(s) would you choose?

__________________________________________________________

Why?
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________

7. What is the security policy?

__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
__________________________________________________________
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Exercise: Solving a LAN Development Planning Process
Case Study

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercise.

● Experiences

● Interpretations

● Conclusions

● Applications
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Check Your Progress

Before continuing on to the next module, check that you are able to
accomplish or answer the following:

❑ Develop a list of considerations when planning a LAN

❑ Define LAN management and implementation standards

❑ Discriminate between LAN cable types and topologies based on
cost, performance, flexibility, reliability, and security

❑ Create a LAN topology that meets case-study business
requirements

❑ Create a LAN blueprint specifying cable runs and the locations
of servers, clients, bridges, repeaters, routers, and gateways

❑ Compile a list of all network cable and associated hardware
required for LAN implementation
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Think Beyond

Since the beginning of this course, you have explored many aspects of
TCP/IP networking. You should now be able to:

● Understand the OSI layer terminology and TCP/IP technology
and identify the major protocols of the TCP/IP networking model

● Understand and configure routing and routing tables

● Understand and configure subnet masks including variable length
masks

● Add Internet and RPC services

● Implement DHCP

● Implement network security

● Use network troubleshooting tools to maintain the network

● Understand and configure DNS

● Implement electronic mail

● Plan a TCP/IP LAN

Your final task will be to determine what is wrong when your network
is not functioning as expected.



16-1
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

NetworkTroubleshooting 16

Objectives

Upon completion of this module you should be able to:

● Describe general methods of troubleshooting networking
problems

● Identify network troubleshooting commands

● Determine which layer of the TCP/IP layer model is causing the
problem

● Repair common networking problems
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Relevance

Discussion – You will be expected to configure network services. As
part of configuration you will experience failure; things will not work
as expected. You may be called in as a senior troubleshooter after
other troubleshooters have failed to bring a service into operation.

● Where should you start troubleshooting?

● What should you look for?

● What tools are available?

● How do you use the tools?

● How do you interpret the output from the tools?

References

Additional resources – The following references can provide
additional details on the topics discussed in this module:

● The Solaris tools. Available: http://www.docs.sun.com

● The Solaris online man pages
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Troubleshooting

General Troubleshooting Guidelines

When troubleshooting, first define the problem in your own words
and check with the user reporting the problem if your usage of words
is correct. This will eliminate problems where the user reports a
problem but uses technical terms incorrectly; for example, “my system
crashes.” Your version of the same problem could be “a specific
application terminates unexpectedly.”

Attempt to locate the lowest level of the problem, for example,
applications that appear to be failing may be impacted by
underpinning network problems.

Do not take anything for granted. For example, the link LED (light
emitting diode) on a hub may light when a cable is connected, leading
you to believe that the link has been established and that the network
cabling is functional. The transmit wire or connector could be broken
causing loss of communications. The link LED will light because the
link signal is being received from the receive line.
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Troubleshooting

General Troubleshooting Guidelines (Continued)

Attempt to create a backup of the faulty system before fixing anything.
This will prove to be useful if the fault disappears on its own. Faults
that fix themselves will often come back on their own too.

Localize the problem, simplify where possible by removing routers
and firewalls and other networking devices from the network. Often
problems are introduced by network devices. For example, someone
may have upgraded a router’s operating system or a firewall’s rule set,
introducing unexpected results.

Always test and retest. Make sure that you can replicate the reported
fault at will. This is important because you should always attempt to
re-create the reported fault after effecting any changes. You need to be
sure that you are not changing or adding to the problem.

Document all steps and results. This is important because you could
forget exactly what you did to fix or change the problem. This is
especially true when someone interrupts you as you are about to test a
configuration change. You can always revert the system to the faulty
state if you backed it up as suggested earlier.

Where possible, make permanent changes to the configuration
settings. Temporary changes may be faster to implement but cause
confusion when the system reboots after a power failure months or
even years later and the fault occurs again. Nobody will remember
what was done by whom to repair the system.
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Troubleshooting Tools

The Solaris operating environment includes troubleshooting tools to
assist both the network and system administrator. This section
concentrates on network-based troubleshooting tools.

ping

The ping (packet internet groper) utility is probably one of the most
recognized UNIX tools available. The ping utility sends ICMP echo
request packets to the target host or hosts. Once ICMP echo responses
are received, the message target is alive, where target is the
hostname of the device receiving the ICMP echo requests, is displayed.

# ping one
one is alive
#

The -s option is useful when attempting to connect to a remote host
that is down or not available. No output will be produced until an
ICMP echo response is received from the target host.
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Troubleshooting Tools

ping (Continued)

Statistics are displayed when the ping -s command is terminated.

# ping -s one
PING one: 56 data bytes
64 bytes from one (172.20.4.106): icmp_seq=0. time=1. ms
64 bytes from one (172.20.4.106): icmp_seq=1. time=0. ms
64 bytes from one (172.20.4.106): icmp_seq=2. time=0. ms
64 bytes from one (172.20.4.106): icmp_seq=3. time=0. ms
^C
----one PING Statistics----
4 packets transmitted, 4 packets received, 0% packet loss
round-trip (ms)  min/avg/max = 0/0/1
#

Another useful troubleshooting technique using ping is to send ICMP
echo requests to the entire network by using the broadcast address as
the target host. Using the -s option provides good information about
which systems are available on the network.

# ping -s 172.20.4.255
PING 172.20.4.255: 56 data bytes
64 bytes from three (172.20.4.108): icmp_seq=0. time=0. ms
64 bytes from 172.20.4.115: icmp_seq=0. time=4. ms
64 bytes from two (172.20.4.107): icmp_seq=0. time=5. ms
64 bytes from 172.20.4.1: icmp_seq=0. time=6. ms
64 bytes from dpl (172.20.4.110): icmp_seq=0. time=7. ms
64 bytes from 172.20.4.111: icmp_seq=0. time=7. ms
64 bytes from 172.20.4.212: icmp_seq=0. time=8. ms
64 bytes from one (172.20.4.106): icmp_seq=0. time=9. ms
64 bytes from 172.20.4.254: icmp_seq=0. time=10. ms
64 bytes from 172.20.4.214: icmp_seq=0. time=11. ms
64 bytes from 172.20.4.211: icmp_seq=0. time=15. ms
64 bytes from 172.20.4.241: icmp_seq=0. time=16. ms
64 bytes from 172.20.4.240: icmp_seq=0. time=43. ms
^C
----172.20.4.255 PING Statistics----
1 packets transmitted, 16 packets received, 16.00 times amplification
round-trip (ms)  min/avg/max = 0/11/43
#
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Troubleshooting Tools

ifconfig

The ifconfig utility is useful when troubleshooting networking
problems. It can be used to display an interface’s current status
including the settings for the following:

● MTU

● Address family

● IP address

● Netmask

● Broadcast address

● Ethernet address (MAC address)
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Troubleshooting Tools

ifconfig (Continued)

Be aware that there are two ifconfig commands. The two versions
differ in how they use name services. The /sbin/ifconfig is called
by the /etc/rc2.d/S30sysid.net startup script. This version is not
affected by the configuration of the /etc/nsswitch.conf file.

The /usr/sbin/ifconfig is called by the /etc/rc2.d/S69inet and
the /etc/rc2.d/S72inetsvc startup scripts. This version of the
ifconfig command is affected by the name service settings in the
/etc/nsswitch.conf file.

Power user – Use the plumb switch when troubleshooting interfaces
that have been manually added and configured. Often an interface
will report that it is up and running yet a snoop session from another
host shows that no traffic is flowing out of the suspect interface. Using
the plumb switch resolves the misconfiguration problem.
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Troubleshooting Tools

arp

The arp (Address Resolution Protocol) utility can be useful when
attempting to locate network problems relating to duplicate IP address
usage. For example:

1. Determine the Ethernet address of the target host. This can be
accomplished by using the banner utility at the ok prompt, or
the ifconfig utility at a shell prompt on a Sun system.

2. Armed with the Ethernet address (also known as the MAC
address) use the ping utility to determine if the target host can be
reached.

3. Use the arp utility immediately after using the ping utility and
verify that the arp table reflects the expected (correct) Ethernet
address.
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Troubleshooting Tools

arp (Continued)

The following example demonstrates this technique.

Working from the system three , use the ping and arp utilities to
determine if the system one is really responding to the system called
three .

1. First, determine the Ethernet address of the host called one .

one# ifconfig -a
lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu 8232
        inet 127.0.0.1 netmask ff000000
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500
        inet 172.20.4.106 netmask ffffff00 broadcast 172.20.4.255
        ether 8:0:20:76:6:b
one#

The ifconfig utility shows that the Ethernet address of the hme0
interface is 8:0:20:76:6:b. The first half of the address, 08:00:20
shows that the system is a Sun computer. The last half of the
address, 76:06:0b is the unique part of the system’s Ethernet
address.

Power user – Search the Internet to determine the manufacturer of
devices with unknown Ethernet addresses.

2. Use the ping utility to send ICMP echo requests from system
three to system one .

three# ping one
one is alive
three#
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Troubleshooting Tools

arp (Continued)

3. View the arp table to determine if the device that sent the ICMP
echo response is the correct system, 76:06:0b.

three# arp -a
Net to Media Table
Device   IP Address               Mask      Flags   Phys Addr
------ -------------------- --------------- ----- ---------------
hme0    one                  255.255.255.255 08:00:20:76:06:0b
hme0    two                  255.255.255.255       08:00:20:8e:ee:18
hme0    three                255.255.255.255 SP    08:00:20:7a:0b:b8
hme0    dpl                  255.255.255.255       08:00:20:78:54:90
hme0    172.20.4.201         255.255.255.255       00:60:97:7f:4f:dd
hme0    224.0.0.0            240.0.0.0       SM    01:00:5e:00:00:00
three#

The table displayed in step 3 proved that the correct device
responded. If the wrong system responded, it could have been
quickly tracked down by using the Ethernet address. Once
located, it can be configured with the correct IP address.

Many hubs and switches will report the Ethernet address of the
attached device, making it easier to track down incorrectly
configured devices.

The first half of the Ethernet address can also be used to refine
the search. The previous example showed a device, presumably a
personal computer, as it reported an Ethernet address of
00:60:97:7f:4f:dd. A quick search on the Internet reveals that the
00:60:97 vendor code is assigned to the 3COM corporation.
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Notes



16

Network Troubleshooting 16-13
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Troubleshooting Tools

snoop

The snoop utility can be particularly useful when troubleshooting
virtually any networking problems. The traces that are produced by
the snoop utility can be most helpful when attempting remote
troubleshooting because an end-user (with access to the root
password) can capture a snoop trace and email it or send it using ftp
to a network troubleshooter for remote diagnosis.

The snoop utility can be used to display packets on the fly or to write
to a file. Writing to a file using the -o switch is preferable because each
packet can be interrogated later.

one# snoop -o traceful
Using device /dev/le (promiscuous mode)
3^C
one#
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Troubleshooting Tools

snoop (Continued)

The snoop file can be viewed by using the -i switch and the filename
in any of the standard modes, namely

● Terse mode – No option switch is required.

● Summary verbose mode – The -V switch is used.

● Verbose mode – The -v switch is used.

Terse Mode

one# snoop -i tracefile
1   0.00000 dpl -> one TELNET C port=33000
2   0.00019 one -> dpl TELNET R port=33000 /dev/le (promiscuous
3   0.04959 dpl -> one TELNET C port=33000

one#

Summary Verbose Mode

one# snoop -V -i tracefile
________________________________

1   0.00000 dpl -> one ETHER Type=0800 (IP), size = 60 bytes
1   0.00000 dpl -> one IP  D=172.20.4.106 S=172.20.4.110 LEN=40, ID=3616
1   0.00000 dpl -> one TCP D=23 S=33000 Ack=269923071 Seq=614964538 Len=0

Win=8760
1   0.00000 dpl -> one TELNET C port=33000

________________________________
2   0.00019 one -> dpl ETHER Type=0800 (IP), size = 86 bytes
2   0.00019 one -> dpl IP  D=172.20.4.110 S=172.20.4.106 LEN=72, ID=45163
2   0.00019 one -> dpl TCP D=33000 S=23 Ack=614964538 Seq=269923071 Len=32

Win=8760
2   0.00019 one -> dpl TELNET R port=33000 /dev/le (promiscuous

________________________________
3   0.04959 dpl -> one ETHER Type=0800 (IP), size = 60 bytes
3   0.04959 dpl -> one IP  D=172.20.4.106 S=172.20.4.110 LEN=40, ID=3617
3   0.04959 dpl -> one TCP D=23 S=33000 Ack=269923103 Seq=614964538 Len=0

Win=8760
3   0.04959 dpl -> one TELNET C port=33000

one#
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Troubleshooting Tools

snoop (Continued)

Verbose Mode

Verbose is most useful when troubleshooting routing, network
booting, Trivial File Transport Protocol (TFTP), and any network-
related problems that require diagnosis at the packet level. Each layer
of the packet is clearly defined by the specific headers.

one# snoop -v -i tracefile
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 1 arrived at 11:19:28.74
ETHER:  Packet size = 60 bytes
ETHER:  Destination = 8:0:20:76:6:b, Sun
ETHER:  Source      = 8:0:20:78:54:90, Sun
ETHER:  Ethertype = 0800 (IP)
ETHER:
IP:   ----- IP Header -----
IP:
IP:   Version = 4
IP:   Header length = 20 bytes
IP:   Type of service = 0x00
IP:         xxx. .... = 0 (precedence)
IP:         ...0 .... = normal delay
IP:         .... 0... = normal throughput
IP:         .... .0.. = normal reliability
IP:   Total length = 40 bytes
IP:   Identification = 3616
IP:   Flags = 0x4
IP:         .1.. .... = do not fragment
IP:         ..0. .... = last fragment
IP:   Fragment offset = 0 bytes
IP:   Time to live = 255 seconds/hops
IP:   Protocol = 6 (TCP)
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Troubleshooting Tools

snoop

Verbose Mode (Continued)

IP:   Header checksum = 0caf
IP:   Source address = 172.20.4.110, dpl
IP:   Destination address = 172.20.4.106, one
IP:   No options
IP:
TCP:  ----- TCP Header -----
TCP:
TCP:  Source port = 33000
TCP:  Destination port = 23 (TELNET)
TCP:  Sequence number = 614964538
TCP:  Acknowledgement number = 269923071
TCP:  Data offset = 20 bytes
TCP:  Flags = 0x10
TCP:        ..0. .... = No urgent pointer
TCP:        ...1 .... = Acknowledgement
TCP:        .... 0... = No push
TCP:        .... .0.. = No reset
TCP:        .... ..0. = No Syn
TCP:        .... ...0 = No Fin
TCP:  Window = 8760
TCP:  Checksum = 0x26a5
TCP:  Urgent pointer = 0
TCP:  No options
TCP:
TELNET:  ----- TELNET:   -----
TELNET:
TELNET:  ““
TELNET:



16

Network Troubleshooting 16-17
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Troubleshooting Tools

snoop

Verbose Mode (Continued)

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 11:19:28.74
...
...
TELNET:  ““
TELNET:

one#

Power user – View the snoop output file in terse mode and locate a
packet or range of packets of interest. Use the -p switch to view these
packets. For example, if packet two is of interest, type

one# snoop -p2,2 -v -i tracefile
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 11:19:28.74
...
...
TELNET:  “/dev/le (promiscuous mode)\r\n\r\0000 “
TELNET:

one#
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Troubleshooting Tools

ndd

Extreme caution should be used when using the ndd utility since the
system could be rendered inoperable if parameters are incorrectly set.

Use an escaped question mark (\? ) to determine which parameters a
driver supports. For example, to determine which parameters the
100-Mbit Ethernet (hme) device supports, type:

# ndd /dev/hme \?
?                             (read only)
transceiver_inuse             (read only)
link_status                   (read only)
link_speed                    (read only)
...
...
lance_mode                    (read and write)
ipg0                          (read and write)
#
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Troubleshooting Tools

ndd (Continued)

Routing/IP Forwarding

Many systems configured as multi-homed hosts or firewalls may have
IP forwarding disabled. A fast way to determine the state of IP
forwarding is to use the ndd utility.

one# ndd /dev/ip ip_forwarding
0

This example shows that the system is not forwarding IP packets
between its interfaces. The value for ip_forwarding is 1 when the
system is routing or forwarding IP packets.

Interface Speed

The hme (100-Mbit Ethernet) Ethernet card can operate at two speeds,
10 or 100 Mbits per second. The ndd utility can be used to quickly
display the speed that the interface is running at.

# ndd /dev/hme link_speed
1

A one (1) indicates that the interface is running at 100 MBits per
second. A zero (0) indicates that the interface is running at 10 MBits
per second.

Interface Mode

The hme interface can run in either full-duplex or half-duplex mode.
Again, the ndd utility provides a fast way to determine the mode of
the interface.

# ndd /dev/hme link_mode
1
#

One (1) indicates that the interface is running in full-duplex mode. A
zero (0) indicates that the interface is running in half-duplex mode.
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Troubleshooting Tools

netstat

The netstat utility can be used to display the status of the system’s
network interfaces. Of particular interest when troubleshooting
networks are the routing tables of all the systems in question. The -r
switch can be used to display a system’s routing tables.

# netstat -r

Routing Table:
  Destination           Gateway           Flags  Ref   Use   Interface
-------------------- -------------------- ----- ----- ------ ---------
192.9.92.0           msbravo               UG       0      0
129.147.11.0         dungeon               U        3    166  hme0
172.20.4.0           dpl                   U        2     90  hme0
224.0.0.0            dungeon               U        3      0  hme0
default              129.147.11.248        UG       0   2613
localhost            localhost             UH       0  21163  lo0
#
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Troubleshooting Tools

netstat (Continued)

Although interesting, the displayed routing table is not of much use
unless you are familiar with the name resolution services, be they the
/etc/hosts , NIS, or NIS+ services. The problem is that it is difficult to
concentrate on routing issues when any doubt can be cast on the name
services. For example, someone could have intentionally or accidently
modified the name service database and the system msbravo may no
longer be the IP address that you expected. Using the -n switch
eliminates this uncertainty.

# netstat -rn

Routing Table:
  Destination           Gateway           Flags  Ref   Use   Interface
-------------------- -------------------- ----- ----- ------ ---------
192.9.92.0           172.20.4.111          UG       0      0
129.147.11.0         129.147.11.59         U        3    166  hme0
172.20.4.0           172.20.4.110          U        2     90  hme0
224.0.0.0            129.147.11.59         U        3      0  hme0
default              129.147.11.248        UG       0   2619
127.0.0.1            127.0.0.1             UH       0  21207  lo0
#

This routing table is much easier to translate and troubleshoot,
especially when combined with the information from the
ifconfig -a utility.

# ifconfig -a
lo0: flags=849<UP,LOOPBACK,RUNNING,MULTICAST> mtu 8232
        inet 127.0.0.1 netmask ff000000
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500
        inet 129.147.11.59 netmask ffffff00 broadcast 129.147.11.255
hme0: flags=863<UP,BROADCAST,NOTRAILERS,RUNNING,MULTICAST> mtu 1500
        inet 172.20.4.110 netmask ffffff00 broadcast 172.20.4.255
#
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Troubleshooting Tools

netstat (Continued)

The verbose mode switch, -v causes additional information to be
displayed, including the MTU size configured for the interface.

# netstat -rnv

IRE Table:
  DestinationMask Gateway Device Mxfrg Rtt Ref Flg Out
In/Fwd
-------------------- --------------- -------------------- --
192.9.92.0 255.255.255.0 172.20.4.111 1500* 0 0 UG 0 0
129.147.11.0 255.255.255.0 129.147.11.59 hme0 1500* 0 3 U 173 0
172.20.4.0 255.255.255.0 172.20.4.110 hme0 1500* 0 2 U 92 0
224.0.0.0 240.0.0.0 129.147.11.59 hme0 1500* 0 3 U 0 0
default 0.0.0.0 129.147.11.248 1500* 0 0 UG 2691 0
127.0.0.1 255.255.255.255127.0.0.1 lo0 8232* 0 0 UH 21886 0
#
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Troubleshooting Tools

traceroute

The traceroute utility is useful when performing network
troubleshooting. The person performing the troubleshooting can
quickly determine if the expected route is being taken when
communicating or attempting to communicate with a target network
device. As with most network troubleshooting, it is useful to have a
benchmark against which current traceroute output can be
compared. The traceroute output can report network problems to
other network troubleshooters. For example, you could say, “Our
normal route to a host is from our router called router1-ISP to your
routers called rtr-a1 to rtr-c4 .” Today, however, users are
complaining that performance is very slow. Screen refreshes are taking
more than 40 seconds where they normally take less than a second.
The output from traceroute shows that the route to the host is from
our router router1-ISP to your routers called rtr-a1 , rtr-d4 rtr-
x5, and then to rtr-c4 . What is going on?”
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Troubleshooting Tools

traceroute (Continued)

The traceroute utility uses the IP TTL (time to live) and tries to force
ICMP TIME_EXCEEDEDresponses from all gateways and routers along
the path to the target host. The traceroute utility also tries to force a
PORT_UNREACHABLEmessage from the target host. The traceroute
utility can also attempt to force an ICMP ECHO_REPLYmessage from
the target host by using the -I (ICMP ECHO) option when issuing the
traceroute command.

The traceroute utility will, by default, resolve IP addresses as shown
in the following example:

# traceroute 172.20.4.110
traceroute to 172.20.4.110 (172.20.4.110), 30 hops max, 40 byte packets
 1  129.147.11.253 (129.147.11.253)  1.037 ms  0.785 ms  0.702 ms
 2  129.147.3.249 (129.147.3.249)  1.452 ms  1.569 ms  0.766 ms
 3  * dungeon (129.147.11.59)  1.320 ms *
#

IP addresses instead of hostnames can be displayed by using the -n
switch as shown in the following example. In this example, the
hostname dungeon for IP address 129.147.11.59 on line 3 is no longer
resolved.

# traceroute -n 172.20.4.110
traceroute to 172.20.4.110 (172.20.4.110), 30 hops max, 40 byte packets
 1  129.147.11.253  0.954 ms  0.657 ms  0.695 ms
 2  129.147.3.249  0.844 ms  0.745 ms  0.771 ms
 3  129.147.11.59  0.534 ms *  0.640 ms
#
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Common Network Problems

Following is a list of some common problems that occur:

● Faulty RJ-45 – The network connection fails intermittently.

● Faulty wiring on patch cable – No network communications.

● mdi to mdi (no mdi-x) – Media data interfaces, such as hubs, are
not connected to another mdi device. Many hubs have a port that
can be switched to become an mdi-x mdi crossover port.

● Badly configured encryption – Once encryption is configured,
things are not as they appear. Standard tools such as ifconfig ,
and netstat will not locate the problem. Use the snoop utility to
view the contents of packets to determine if all is normal.
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Common Network Problems

● Hub or switch configured to block the MAC – Modern hubs and
switches are configured to block specific MAC addresses or any
addresses if the connection is tampered with. Access to the console
of the hub or switch is necessary to unblock a port.

● Bad routing tables – Routing table is corrupted.

● Protocol not being routed – jumpstart or bootp is being used
across routers.

● Interface not plumbed – Additional interfaces, when configured,
are not plumbed. The interface will appear to be functioning but it
will not pass traffic.

● Bad information in the /etc/hosts or NIS database – The IP
address of systems is incorrect or missing.
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Connectivity Problems

The user statement, “My application does not work.” might mean an
application requiring network access to a server fails when the
network is not available. Ask the user:

● Is the server up and functioning normally?

● Can other users access the server?

● Is the client system up and functioning normally?

● Has anything changed on the server?

● Has anything changed on the client?
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Connectivity Problems

● Have any changes been made to the network devices?

● Can the client contact the server using ping ?

● Can the client contact any system using ping ?

● Can the server contact the client using ping ?

● Can the client system use ping to contact any other hosts on the
local network segment?

● Can the client use ping to contact the far interface of the router?

● Can the client use ping to contact any hosts on the server’s
subnet?

● Is the server in the client’s arp cache?

● Can snoop be used to determine what happens to the service or
arp request

● Is the client’s interface correctly configured? (Has it been
plumbed?)

● Has any encryption software installation been attempted?
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Troubleshooting Techniques

When troubleshooting networks, some people prefer to think in layers,
similar to the ISO/OSI Reference Model or the TCP/IP Model while
others prefer to think in terms of functionality. Each person develops a
troubleshooting technique, no one way is better than another.

Using the TCP/IP Model layered approach, you could start at either
the Physical or Application layer. Start at either end of the model and
test, draw conclusions, move to the next layer and so on.

The Application Layer

A user complains that an application is not functioning. Assuming the
application has everything that it needs, such as disk space, name
servers, and the like, determine if the Application layer is functional
by using another system.
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Troubleshooting Techniques

The Application Layer (Continued)

Application layer programs often have diagnostic capabilities and may
report that a remote system is not available. Use the snoop command
to determine if the application program is receiving and sending the
expected data.

The Transport Layer and the Internet Layer

These two layers can be bundled together for the purposes of
troubleshooting. Determine if the systems can communicate with each
other. Look for ICMP messages which can provide clues as to where
the problem lies. Could this be a router or switching problem? Are the
protocols (TFTP, BOOTP) being routed? Are you attempting to use
protocols that cannot be routed? Are the hostnames being translated to
the correct IP addresses? Are the correct netmask and broadcast
addresses being used? Tests between the client and server can include
using ping , traceroute , arp , and snoop .

The Network Interface

Use snoop to determine if the network interface is actually
functioning. Use the arp command to determine if the arp cache has
the expected Ethernet or MAC address. Fourth generation hubs and
some switches can be configured to block certain MAC addresses.

The Physical Layer

Check that the link status LED is lit. Test it with a known working
cable. The link LED will be lit even if the transmit line is damaged.
Verify that a mdi-x connection or crossover cable is being used if
connecting hub to hub.
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Troubleshooting Scenarios

Multi-Homed System Acts as Core Router

Reported problem

System A can use telnet to contact system B, but system B cannot use
telnet to contact system A. Further questioning of the user revealed
that this problem appeared shortly after a power failure.

Troubleshooting

Use these steps:

1. Use the traceroute utility to show the route that network traffic
takes from system B to system A.

The traceroute output reveals that router rtr-2 directs traffic
to router rtr-3 then to system C. The traffic should have gone
from router rtr-2 , through the network cloud, to router rtr-1
to system A. (See Figure 16-1.)
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Troubleshooting Scenarios

Multi-Homed System Acts as Core Router

Troubleshooting (Continued)

Figure 16-1 Multi-Homed System Acts as Core Router

Investigation reveals that system C had been modified by an end-user.
An additional interface was added and the route daemons killed.
However, after rebooting the system, it came up as a router and
started advertising routes which confused the core routers and
disrupted network traffic patterns.

Solution

To fix this problem:

1. Create the /etc/notrouter file on system C.

2. Clear the IP routes on router rtr-2 so that it can access the
correct routes from adjacent routers.

Internet

A B

C

rtr-1 rtr-2

rtr-3
net-1

net-2
net-3

net-4



16

Network Troubleshooting 16-35
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Troubleshooting Scenarios

Faulty Cable

Reported Problem

Users on network net-1 could not reach hosts on network net-2 even
though routers rtr-1 and rtr-2 appeared to be functioning normally.

Troubleshooting

Use the following steps to rectify this situation:

1. Verify that the routers rtr-1 and rtr-2 were configured
correctly and that the interfaces are up.

2. Verify that system A and B were up and configured correctly.
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Troubleshooting Scenarios

Faulty Cable

Troubleshooting (Continued)

3. Use the traceroute utility to show the route from system A to
system B.

The traceroute output shows that the attempted route from
system A on network net-1 goes through router rtr-1 as
expected. The traffic does not attempt to go through router rtr-
2 though.

Figure 16-2 Faulty Cable on Router rtr-2

4. Investigation of the router rtr-2 log files shows that the
interface to network net-2 is flapping (going up and down at a
very high rate). The flapping interface on the intermediate router
rtr-2 corrupted routing tables.
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Solution

To solve this problem, replace the network net-2 cable to router rtr-
2. It is faulty and causes intermittent connections.

Internet

A B

rtr-1 rtr-2

net-1 net-2
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Troubleshooting Scenarios

Duplicate IP Address

Reported Problem

Systems on network net-1 could not use ping past router rtr-1 to a
recently configured network, net-2 .

Troubleshooting

As a system administrator:

You must be “root” or the sys to perform some of the other
troubleshooting step in the previous examples.

1. Verify that the T1 link between the routers rtr-1 and rtr-2 is
functioning properly.

2. Verify that router rtr-1 can use ping to contact router rtr-2 .

3. Verify that system A can use ping to reach the close interface of
router rtr-2 . System A cannot use ping on the far interface of
router rtr-2 , though.
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Troubleshooting Scenarios

Duplicate IP Address

Troubleshooting (Continued)

Figure 16-3 Duplicate IP Address

4. Confirm that systems on network net-1 can use ping to reach
router rtr-1 .

5. Check that systems on network net-2 can use ping to reach
router rtr-2 .

6. Determine that the routers are configured correctly.

7. Verify that the systems on network net-1 and network net-2 are
configured correctly.

8. Make sure the systems on network net-1 can communicate with
each other.

9. Verify that systems on network net-2 can communicate with
each other.

Internet

A B

rtr-1 rtr-2

net-1 (new)net-2

C
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Troubleshooting Scenarios

Duplicate IP Address

Troubleshooting (Continued)

10. Log onto router rtr-1 and use traceroute to display how the
data is routed from router rtr-1 to router rtr-2 .

traceroute reported that the traffic from router
rtr-1 to router rtr-2 was going out the network net-1 side
interface of the router instead of the network net-2 side as
expected. This indicates that the IP address for router rtr-2 may
also exist on network net-1 .

11. Check the Ethernet address of router rtr-2 ; compare the actual
address with the contents of router rtr-1 ’s arp cache. The arp
cache revealed that the device was of a different manufacturer
than expected.

Solution

To solve the problem:

1. Track down the device on network net-1 , system C, that has an
illegal IP address (one which is the same as the network net-1
side interface of router rtr-2 ). This resulted in a routing loop as
the routers had multiple best case paths to take to the same
location (which were actually in two different sites).

2. Correct the duplicate IP address problem on system C and make
sure communications work as expected.
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Notes



16

16-42 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Troubleshooting Networks

Exercise objective – Enhance your troubleshooting skills by working
against and with other students.

Preparation

To prepare for this lab:

● Move your system’s man pages to /usr/share/man.orig.

# mv /usr/share/man /usr/share/man.orig
#

Note – Document all changes that you make to systems. This will
enable you to reverse all modifications at the end of the exercise.
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Exercise: Troubleshooting Networks

Tasks

Task 1

Your first task is to work with a partner to determine why you cannot
access the man pages which are made available by means of NFS
shares.

1. Working at the Application level, replicate the failure of the man
pages.

__________________________________________________________

__________________________________________________________

__________________________________________________________

2. Use what you, as a system administrator, know about man pages
to determine, at a high level, what the problem is.

__________________________________________________________

__________________________________________________________

__________________________________________________________

3. Determine if the problem is on your side. Is your system
mounting the man pages?

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Tasks

Task 1 (Continued)

4. Determine if the server is making the resource available.

__________________________________________________________

__________________________________________________________

__________________________________________________________

5. Determine why the server is not sharing the resource.

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

__________________________________________________________

6. Configure the server to automatically share the man pages on
start up.

__________________________________________________________

__________________________________________________________

__________________________________________________________

7. Manually start the NFS daemons on the server.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Tasks

Task 1 (Continued)

8. From the client, verify that the server is now sharing the man
pages.

__________________________________________________________

__________________________________________________________

__________________________________________________________

9. Check if the man pages are now functioning. Why are the man
pages working or not working?

__________________________________________________________

__________________________________________________________

__________________________________________________________

10. Mount the resource.

__________________________________________________________

__________________________________________________________

__________________________________________________________

11. Verify that the man pages function as expected.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Tasks

Task 1 (Continued)

12. Use the snoop utility to capture the network traffic during a man
page request.

__________________________________________________________

__________________________________________________________

__________________________________________________________

13. Write the verbose snoop data to a text file.

__________________________________________________________

__________________________________________________________

__________________________________________________________

14. Read the snoop trace to determine what two files are read during
the execution of the mancommand.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Tasks

Task 2

Your second task is to use some of the tools introduced in this module.

1. View your systems routing tables in numerical format.

2. Determine the route to another student’s system, in numerical
format.

3. Display your system’s arp cache.

4. Remove your partner’s system from your arp cache.

__________________________________________________________

__________________________________________________________

__________________________________________________________

5. View network activity as you use ping to contact your partner’s
system.

__________________________________________________________

__________________________________________________________

__________________________________________________________

6. Use your snoop trace to determine the destination Ethernet
address for an arp request.

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Tasks

Task 2 (Continued)

7. Use your snoop trace to determine why there is an Opcode 1 in
an ARP/RARP frame.

__________________________________________________________

__________________________________________________________

__________________________________________________________

Why was an ARP request performed before the ping took place?

__________________________________________________________

__________________________________________________________

__________________________________________________________
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Exercise: Troubleshooting Networks

Exercise Summary

Discussion – Take a few minutes to discuss what experiences, issues,
or discoveries you had during the lab exercises.

● Experiences

● Interpretations

● Conclusions

● Applications
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Exercise: Troubleshooting Networks

Task Solutions

Task 1

Your first task is to work with a partner team to determine why you
cannot access the man pages which are made available by means of
NFS shares.

1. Working at the Application level, replicate the failure of the man
pages.

one# man man
No manual entry for man.
one#

2. Use what you, as a system administrator know about man pages
to determine, at a high level, what the problem is.

one# cd /usr/share/man
one# ls
man1    sman3x
one#

Observe that the man pages do not exist. This is why the mancommand
fails.

3. Determine if the problem is on your side. Is your system
mounting the man pages?

one# mount
/proc on /proc read/write/setuid on Tue Oct 13 16:08:50 1998
/ on /dev/dsk/c0t3d0s0 read/write/setuid/largefiles on Tue Oct 13
16:08:50 1998
/dev/fd on fd read/write/setuid on Tue Oct 13 16:08:50 1998
/tmp on swap read/write on Tue Oct 13 16:08:52 1998
one#

The man pages are not mounted.



16

Network Troubleshooting 16-51
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Exercise: Troubleshooting Networks

Task Solutions

Task 1 (Continued)

4. Determine if the server is making the resource available.

one# dfshares three
nfs dfshares:three: RPC: Program not registered
one#

The server is not making the resource available.

5. Determine why the server is not sharing the resource.

Check to see if the server is sharing the resource. The earlier result,
RPC: Program not registered is a hint that the daemons are not
running. Two things could result in the daemons failing, someone killed
the process or the dfstab file is empty. Check the dfstab file for share
statements.

three# cat /etc/dfs/dfstab

#       Place share(1M) commands here for automatic execution
#       on entering init state 3.
#
#       Issue the command ‘/etc/init.d/nfs.server start’ to run the NFS
#       daemon processes and the share commands, after adding the very
#       first entry to this file.
#
# share [-F fstype] [ -o options] [-d “<text>”] <pathname> [resource]
#       .e.g,
#       share  -F nfs  -o rw=engineering  -d “home dirs”  /export/home2

three#

The dfstab file is empty, causing the nfs daemons not to start at boot
time.
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Exercise: Troubleshooting Networks

Task Solutions

Task 1 (Continued)

6. Configure the server to automatically share the man pages on
start-up.

Edit the /etc/dfs/dfstab file to resemble the following:

three# cat /etc/dfs/dfstab

#       Place share(1M) commands here for automatic execution
#       on entering init state 3.
#
#       Issue the command ‘/etc/init.d/nfs.server start’ to run the NFS
#       daemon processes and the share commands, after adding the very
#       first entry to this file.
#
# share [-F fstype] [ -o options] [-d “<text>”] <pathname> [resource]
#       .e.g,
#       share  -F nfs  -o rw=engineering  -d “home dirs”  /export/home2
share -F nfs -o ro=one -d “man pages” /usr/share/man
three#

7. Manually start the NFS daemons on the server.

three# /etc/init.d/nfs.server start
three#

8. From the client, verify that the server is now sharing the man
pages.

one# dfshares three
RESOURCE SERVER ACCESS    TRANSPORT
three:/usr/share/man three  -         -
one#
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Exercise: Troubleshooting Networks

Task Solutions

Task 1 (Continued)

9. Check if the man pages are now functioning. Why are the man
pages working or not working?

one# man man
No manual entry for man.
one#

The man pages still do not work because the resource must be mounted
now that it has been shared.

10. Mount the resource.

one# mount three:/usr/share/man /usr/share/man
one#

11. Verify that the man pages function as expected.

one# man man
Reformatting page.  Wait... done

User Commands man(1)

...

...

12. Use the snoop utility to capture the network traffic during a man
page request.

three# snoop -o tracefile
Using device /dev/le (promiscuous mode)
161 ̂ C
three#

13. Write the verbose snoop data to a text file.

three# snoop -i tracefile -v > tfile.txt
three#
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Exercise: Troubleshooting Networks

Task Solutions

Task 1 (Continued)

14. Read the snoop trace to determine what two files are read during
the execution of the mancommand.

three# view tfile.txt
...
NFS:  ----- Sun NFS -----
NFS:
NFS:  Proc = 3 (Look up file name)
NFS:  File handle = [0084]
NFS:   0080000600000002000A0000000190805EA7BDDA000A0000000190805EA7BDDA
NFS:  File name = man.cf
NFS:
...
...
NFS:  ----- Sun NFS -----
NFS:
NFS:  Proc = 3 (Look up file name)
NFS:  File handle = [0084]
NFS:   0080000600000002000A0000000190805EA7BDDA000A0000000190805EA7BDDA
NFS:  File name = windex
NFS:
...
...
three#

The man.cf and windex files are referenced.
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Exercise: Troubleshooting Networks

Task Solutions

Task 2

Your second task is to use some of the tools introduced in this module.

1. View your systems routing tables in numerical format.

one# netstat -rn

Routing Table:
  Destination           Gateway           Flags  Ref   Use   Interface
-------------------- -------------------- ----- ----- ------ ---------
172.20.4.0           172.20.4.106          U        3    116  hme0
224.0.0.0            172.20.4.106          U        3      0  hme0
127.0.0.1            127.0.0.1             UH       02441008  lo0
one#

2. Determine the route to another student’s system, in numerical
format.

one# traceroute -n three
traceroute to three (172.20.4.108), 30 hops max, 40 byte packets
 1  172.20.4.108  2.035 ms *  1.492 ms
one#

3. Display your system’s arp cache.

one# arp -a
Net to Media Table
Device   IP Address               Mask      Flags   Phys Addr
------ -------------------- --------------- ----- ---------------
hme0    three                255.255.255.255       08:00:20:7a:0b:b8
hme0    dpl                  255.255.255.255       08:00:20:78:54:90
hme0    192.9.92.13          255.255.255.255       08:00:20:93:c9:af
hme0    one                  255.255.255.255 SP    08:00:20:76:06:0b
hme0    224.0.0.0            240.0.0.0       SM    01:00:5e:00:00:00
one#
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Exercise: Troubleshooting Networks

Task Solutions

Task 2 (Continued)

4. Remove your partner’s system from your arp cache.

one# arp -d three
three (172.20.4.108) deleted
one#

5. View the network activity as you use ping to contact your
partner’s system.

three# snoop -o trace2
Using device /dev/le (promiscuous mode)
68 ^C
three#
three# snoop -i trace2 -v > trace2.txt
three# view trace2.txt

6. Use your snoop trace to determine the destination Ethernet
address for an arp request.

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 53 arrived at 21:41:37.95
ETHER:  Packet size = 60 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:76:6:b, Sun
ETHER:  Ethertype = 0806 (ARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----

The broadcast Ethernet address ff:ff:ff:ff:ff:ff is used.
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Exercise: Troubleshooting Networks

Task Solutions

Task 2 (Continued)

7. Use your snoop trace to determine why there is an Opcode 1 in
an ARP/RARP frame.

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 53 arrived at 21:41:37.95
ETHER:  Packet size = 60 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:76:6:b, Sun
ETHER:  Ethertype = 0806 (ARP)
ETHER:
ARP:  ----- ARP/RARP Frame -----
ARP:
ARP:  Hardware type = 1
ARP:  Protocol type = 0800 (IP)
ARP:  Length of hardware address = 6 bytes
ARP:  Length of protocol address = 4 bytes
ARP:  Opcode 1 (ARP Request)
ARP:  Sender’s hardware address = 8:0:20:76:6:b
ARP:  Sender’s protocol address = 172.20.4.106, one
ARP:  Target hardware address = ?
ARP:  Target protocol address = 172.20.4.108, three
ARP:

ETHER:  ----- Ether Header -----

It is an ARP request

Why was an ARP request performed before the ping took place?

The Ethernet addresses are used at the Network level.
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Check Your Progress

Before continuing, check that you are able to accomplish or answer the
following:

❑ Describe general methods of troubleshooting networking
problems

❑ Identify network troubleshooting commands

❑ Determine which layer of the TCP/IP layer model is causing the
problem

❑ Repair common networking problems
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Think Beyond

Now that you have been exposed to troubleshooting techniques and
tools, how could you be more proactive about increasing the level of
service that your network and systems provide?
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Internet Protocol Version 6

Overview

The rapid expansion of the Internet caused IETF to begin exploring
alternatives to IPv4 addressing. Since IPv4 uses 32-bit addresses, the
addition of thousands of LANs and WANs has rapidly depleted the
available addresses.

In deriving IPv6, the IETF addressed not only the need for more
addresses but also emerging technologies. While the IPv6 protocol
retains many features of the IPv4 protocol, there are some significant
differences. Among these differences are:

● Larger addresses

IPv6 uses a 128-bit address instead of 32 bits. Provisions are
made for backwards compatibility with IPv4 addressing.
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Internet Protocol Version 6

Overview (Continued)

● New header format

IPv6 introduces a completely new and IPv4-incompatible header
format. It requires a router which connects to both an IPv4
network and an IPv6 network to be able to translate back and
forth. Each network, therefore, will use either IPv6 or IPv4, but
not both (it would be inefficient to do so).

● Options

IPv6 incorporates new options in the IP datagram.

● Resource allocation support

IPv6 provides support for such emerging technologies as real-
time video.

● Protocol extension

Unlike IPv4, IPv6 provides for future extensions to the protocol.

Note – For a more thorough treatment of IPv6, see Internetworking With
TCP/IP Volume 1, Second Edition, by Douglas E. Comer and IPv6: The
New Internet Protocol, by Christian Huitema. Additionally, the RFCs
which, in part, created IPv6 are available at many Internet sites.
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IPv6 Addressing

Basic Address Types

IPv6 uses three basic address types:

● Unicast

A unicast address is identical to IPv4 in concept. It specifies a
certain network interface.

● Multicast

A multicast address specifies a group of network interfaces. Any
communication sent to a multicast address will be delivered to
all interfaces in the group. Broadcasts or packets addressed to
interfaces sharing the same physical network and the same
network number are a special case of multicast addressing in
IPv6.

● Anycast or Cluster

An anycast or cluster address also identifies a group of interfaces.
The difference between anycast and multicast is that a packet
addressed to an anycast address will only be delivered to the
nearest member of the group.
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IPv6 Address Examples

While 128-bit addresses solve the issue of IP address depletion, it
creates a very large address size. For example, an IPv6 address in
decimal-dot notation:

5.40.161.101.255.255.0.0.80.191.119.8.13.201.78.118

is untenable for the network administrator.

It is suggested that IPv6 addresses be represented in colon-hexadecimal
notation using a colon-separated list of 16-bit values. This example thus
becomes:

0528:a165:ff00:50bf:7708:0dc9:4d76

This makes the addresses easier to manage.
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IPv6 Addressing

IPv6 Address Examples (Continued)

For further ease of use, colon-hexadecimal notation also allows for
compression of 0s. For example:

ff01:8a27:030a:0000:0000:0000:0000:3a1f

becomes

ff01:8a27:030a::3a1f

The double colon (::) represents all bits set to 0.

Thus an IPv4 address of 192.8.4.77 can be represented in IPv6 as

::c008:044d

This approach could easily cause mistakes. So the designers of IPv6
permitted the mixed use of colon-hexadecimal and decimal-dotted
notation. In other words, the IPv4 address of 192.8.4.77 could be
represented in IPv6 as:

::192.8.4.77
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IPv6 Address Space Assignment

Table A-1 IPv6 Address Space Assignment

Binary Prefix Type of Address
Fraction of
Address Space

0000 0000 Reserved (IPv4 compatible) 1/256

0000 0001 Reserved 1/256

0000 001 Network Service Access Point
(NSAP) recommended for ATM

1/128

0000 010 IPX addresses 1/128

0000 011 Reserved 1/128

0000 100 Reserved 1/128

0000 101 Reserved 1/128

0000 110 Reserved 1/128

0000 111 Reserved 1/128

0001 Reserved 1/16

001 Reserved 1/8

010 Provider assigned unicast 1/8

011 Reserved 1/8

100 Geographic specific addresses 1/8

101 Reserved 1/8

110 Reserved 1/8

1110 Reserved 1/16

1111 0 Reserved 1/32

1111 10 Reserved 1/64

1111 110 Reserved 1/128

1111 1110 Local use addresses 1/256

1111 1111 Multicast addresses 1/256
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DHCPSupplement B
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dhcptab Internal Symbol Names

The typical macro is made up of internal symbol names. These
symbols are predefined. Table B-1 contains a list of DHCP internal
symbol names, their code reference, and description.

Table B-1 DHCP Internal Symbols

Symbol Code Description

Subnet 1  Subnet mask, dotted Internet address
(IP).

UTCoffst 2 Coordinated universal time offset
(seconds).

Router 3 List of routers, IP.

Timeserv 4 List of RFC-868 servers, IP.

IEN116ns 5 List of IEN 116 name servers, IP.

DNSserv 6 List of DNS name servers, IP.

Logserv 7 List of MIT-LCS UDP log servers, IP.

Cookie 8 List of RFC-865 cookie servers, IP.

Lprserv 9 List of RFC-1179 line-printer servers, IP.

Impress 10 List of Imagen Impress servers, IP.

Resource 11 List of RFC-887 resource location
servers, IP.

Hostname 12 Client’s hostname, value from hosts
database.

Bootsize 13 Number of 512 octet blocks in boot
image, NUMBER.

Dumpfile 14 Path where core image should be
dumped, ASCII.

DNSdmain 15 DNS domain name, ASCII.

Swapserv 16 Client’s swap server, IP.

Rootpath 17 Client’s Root path, ASCII.

ExtendP 18 Extensions path, ASCII.



B

DHCP Supplement B-3
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

IpFwdF 19 IP forwarding enable/disable,
NUMBER.

NLrouteF 20 Non-local source routing, NUMBER.

PFilter 21 Policy filter, IP,IP.

MaxIpSiz 22 Policy filter, IP,IP.

IpTTL 23 Default IP time to live, (1=<x<=255),
NUMBER.

PathTO 24 RFC-1191 path MTU aging timeout,
NUMBER.

PathTbl 25 RFC-1191 Path MTU plateau table,
NUMBER.

MTU 26 Interface MTU, x>=68, NUMBER.

SameMtuF 27 All subnets are local, NUMBER.

Broadcst 28 Broadcast address, IP.

MaskDscF 29 Perform mask discovery, NUMBER.

MaskSupF 30 Mask supplier, NUMBER.

RDiscvyF 31 Perform router discovery, NUMBER.

RSolictS 32 Router solicitation address, IP.

StaticRt 33 Static route, double IP (network router).

TrailerF 34 Trailer encapsulation, NUMBER.

ArpTimeO 35 ARP cache time out, NUMBER.

EthEncap 36 Ethernet encapsulation, NUMBER.

TcpTTL 37 TCP default time to live, NUMBER.

TcpKaInt 38 TCP keepalive interval, NUMBER.

TcpKaGbF 39 TCP keepalive garbage, NUMBER.

NISdmain 40 NIS domain name, ASCII.

NISservs 41 List of NIS servers, IP.

NTPservs 42 List of NTP servers, IP.

Symbol Code Description

dhcptab Internal Symbol Names
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NetBNms 44 List of NetBIOS name servers, IP.

NetBDsts 45 List of NetBIOS distribution servers, IP.

NetBNdT 46 NetBIOS Node type (1=B-node, 2=P,
4=M, 8=H)

NetBScop 47 NetBIOS scope, ASCII.

XFontSrv 48 List of X Window font servers, IP.

XDispMgr 49 List of X Window display managers, IP.

LeaseTim 51 Lease Time Policy, (-1 = PERM),
NUMBER.

Message 56 Message to be displayed on client,
ASCII.

T1Time 58 Renewal (T1) time, NUMBER.

T2Time 59 Rebinding (T2) time, NUMBER.

NW_dmain 62 NetWare/IP domain name, ASCII.

NWIPOpts 63 NetWare/IP options, OCTET (unknown
type).

NIS+dom 64 NIS+ domain name, ASCII.

NIS+serv 65 NIS+ servers, IP.

TFTPsrvN 66 TFTP server hostname, ASCII.

OptBootF 67 Optional bootfile path, ASCII.

MblIPAgt 68 Mobile IP home agent, IP.

SMTPserv 69 Simple Mail Transport Protocol server,
IP.

POP3serv 70 Post Office Protocol (POP3) server, IP.

NNTPserv 71 Network News Transport Proto.
(NNTP) server, IP.

WWWservs 72 Default World Wide Web Server, IP.

Fingersv 73 Default Finger Server, IP.

Symbol Code Description

dhcptab Internal Symbol Names
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IRCservs 74 Internet relay chat server, IP.

STservs 75 StreetTalk server, IP.

STDAservs 76 StreetTalk directory assist. server, IP.

BootFile N/A File to boot, ASCII.

BootSrvA N/A Boot server, IP.

BootSrvN N/A Boot server hostname, ASCII.

LeaseNeg N/A Lease is negotiable flag,
(Present=TRUE)

Include N/A Include listed macro values in this
macro.

Symbol Code Description

dhcptab Internal Symbol Names
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snoop Output Example

ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 1 arrived at 14:34:35.44
ETHER:  Packet size = 590 bytes
ETHER:  Destination = ff:ff:ff:ff:ff:ff, (broadcast)
ETHER:  Source      = 8:0:20:7a:b:b8, Sun
ETHER:  Ethertype = 0800 (IP)
ETHER:
IP:   ----- IP Header -----
IP:
IP:   Version = 4
IP:   Header length = 20 bytes
IP:   Type of service = 0x00
IP:         xxx. .... = 0 (precedence)
IP:         ...0 .... = normal delay
IP:         .... 0... = normal throughput
IP:         .... .0.. = normal reliability
IP:   Total length = 576 bytes
IP:   Identification = 2
IP:   Flags = 0x0
IP:         .0.. .... = may fragment
IP:         ..0. .... = last fragment
IP:   Fragment offset = 0 bytes
IP:   Time to live = 255 seconds/hops
IP:   Protocol = 17 (UDP)
IP:   Header checksum = b9ab
IP:   Source address = 0.0.0.0, OLD-BROADCAST
IP:   Destination address = 255.255.255.255, BROADCAST
IP:   No options
IP:
UDP:  ----- UDP Header -----
UDP:
UDP:  Source port = 68
UDP:  Destination port = 67 (BOOTPS)
UDP:  Length = 556
UDP:  Checksum = 0000 (no checksum)
UDP:
DHCP: ----- Dynamic Host Configuration Protocol -----
DHCP:
DHCP: Hardware address type (htype) = 1 (Ethernet (10Mb))
DHCP: Hardware address length (hlen) = 6 octets
DHCP: Relay agent hops = 0
DHCP: Transaction ID = 0x6827a445
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snoop Output Example

DHCP: Time since boot = 4 seconds
DHCP: Flags = 0x0000
DHCP: Client address (ciaddr) = 0.0.0.0
DHCP: Your client address (yiaddr) = 0.0.0.0
DHCP: Next server address (siaddr) = 0.0.0.0
DHCP: Relay agent address (giaddr) = 0.0.0.0
DHCP: Client hardware address (chaddr) = 08:00:20:7A:0B:B8
DHCP:
DHCP: ----- (Options) field options -----
DHCP:
DHCP: Message type = DHCPREQUEST
DHCP: Client Hostname = HostB
DHCP: Requested IP Address = 128.50.1.6
DHCP: Requested Options:
DHCP:    1 (Subnet Mask)
DHCP:    2 (UTC Time Offset)
DHCP:    3 (Router)
DHCP:    5 (IEN 116 Name Servers)
DHCP:    6 (DNS Servers)
DHCP:   12 (Client Hostname)
DHCP:   15 (DNS Domain Name)
DHCP:   19 (IP Forwarding Flag)
DHCP:   28 (Broadcast Address)
DHCP:   33 (Static Routes)
DHCP:   40 (NIS Domainname)
DHCP:   41 (NIS Servers)
DHCP:   64 (NISPLUS Domainname)
DHCP:   65 (NISPLUS Servers)
DHCP: Client Class Identifier = “SUNW.sparc.SUNW,Ultra-
1.SunOS”
DHCP: Client Identifier = 0x010800207A0BB82E6C6530
(unprintable)
ETHER:  ----- Ether Header -----
ETHER:
ETHER:  Packet 2 arrived at 14:34:35.44
ETHER:  Packet size = 342 bytes
ETHER:  Destination = 8:0:20:7a:b:b8, Sun
ETHER:  Source      = 8:0:20:8e:ee:18, Sun
ETHER:  Ethertype = 0800 (IP)
ETHER:
IP:   ----- IP Header -----
IP:
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snoop Output Example

IP:   Version = 4
IP:   Header length = 20 bytes
IP:   Type of service = 0x00
IP:         xxx. .... = 0 (precedence)
IP:         ...0 .... = normal delay
IP:         .... 0... = normal throughput
IP:         .... .0.. = normal reliability
IP:   Total length = 328 bytes
IP:   Identification = 10693
IP:   Flags = 0x4
IP:         .1.. .... = do not fragment
IP:         ..0. .... = last fragment
IP:   Fragment offset = 0 bytes
IP:   Time to live = 255 seconds/hops
IP:   Protocol = 17 (UDP)
IP:   Header checksum = 4e73
IP:   Source address = 128.50.1.2, system2
IP:   Destination address = 128.50.1.6, HostB
IP:   No options
IP:
UDP:  ----- UDP Header -----
UDP:
UDP:  Source port = 67
UDP:  Destination port = 68 (BOOTPC)
UDP:  Length = 308
UDP:  Checksum = 24E9
UDP:
DHCP: ----- Dynamic Host Configuration Protocol -----
DHCP:
DHCP: Hardware address type (htype) = 1 (Ethernet (10Mb))
DHCP: Hardware address length (hlen) = 6 octets
DHCP: Relay agent hops = 0
DHCP: Transaction ID = 0x6827a445
DHCP: Time since boot = 4 seconds
DHCP: Flags = 0x0000
DHCP: Client address (ciaddr) = 0.0.0.0
DHCP: Your client address (yiaddr) = 128.50.1.6
DHCP: Next server address (siaddr) = 0.0.0.0
DHCP: Relay agent address (giaddr) = 0.0.0.0
DHCP: Client hardware address (chaddr) = 08:00:20:7A:0B:B8
DHCP:
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snoop Output Example

DHCP: ----- (Options) field options -----
DHCP:
DHCP: Message type = DHCPACK
DHCP: DHCP Server Identifier = 128.50.1.2
DHCP: Broadcast Address = 128.50.1.255
DHCP: Subnet Mask = 255.255.255.0
DHCP: Interface MTU Size = 1500 bytes
DHCP: UTC Time Offset = -21600 seconds
DHCP: RFC868 Time Servers at = 128.50.1.2
DHCP: IP Address Lease Time = -1 seconds
DHCP: Client Hostname = HostB
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Server dhcpagent Debug Mode Example

 Daemon Version: 3.1
 Maximum relay hops: 4
 Run mode is: DHCP Server Mode.
 Datastore: files
 Path: /var/dhcp
 DHCP offer TTL: 10
 ICMP validation timeout: 1000 milliseconds, Attempts: 2.
 Monitor (0005/le0) started...
 Thread Id: 0005 - Monitoring Interface: le0 *****
 MTU: 1500      Type: SOCKET
 Broadcast: 128.50.1.255
 Netmask: 255.255.255.0
 Address: 128.50.1.2
Read 4 entries from DHCP macro database Mon Sep 14 08:27:36

1998
 Datagram received on network device: le0
 Database write unnecessary for DHCP client:

010800207A0BB82E6C6530, 128.50.1.6
 Client: 010800207A0BB82E6C6530 maps to IP: 128.50.1.6
 Unicasting datagram to 128.50.1.6 address.
 Adding ARP entry: 128.50.1.6 == 0800207A0BB8
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/etc/named.boot File

The /etc/named .boot file is the primary configuration for BIND
Version 4.x. This file is read by in.named at startup time. The
name.boot file specifies the directory which contains the other
configurations files, root servers, the domains served by this server,
and what type of server this system will be for each of those domains.

The name of the file can be changed on the command line (with the
-b bootfile option), but this is typically only done for testing
purposes.

The named.boot file is keyword driven, with the first field being the
keyword and the second field being one or more keyword-specific
arguments.

/etc/named.boot File Example

A sample /etc/named.boot file would appear as:

; This is the /etc/named.boot file for net1.sa380.edu. domain.
; 28 Sep 1997 - John Q. Public

DIRECTORY /var/named

CACHE . named.root

PRIMARY net1.sa380.edu domain-info
RIMARY 1.50.128.in-addr.arpa inverse-domain-info
PRIMARY 127.in-addr.arpa loopback-domain-info

SECONDARY net2.sa380.edu 128.50.2.8 net2-backup
SECONDARY net3.sa380.edu 128.50.3.12 net3-backup
; FORWARDERS ip_address_list
; OPTIONS FORWARD-ONLY

Note – Comments and blank lines are used to improve readability.
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/etc/named.boot File

/etc/named.boot File Example (Continued)

Where:

● The DIRECTORYkeyword is used to specify the directory which
will contain the remainder of the DNS configuration files. Typical
arguments include /var/named and /etc/named.

● The CACHEkeyword is used to specify a file containing root server
name and address information. With the CACHEkeyword, the first
argument field must be a single dot representing the root domain.

● The PRIMARYkeyword is used to define this system as a primary
master server for a domain. This keyword takes two arguments:
the name of the domain being served (without the trailing dot)
and the name of a file containing configuration information for
this domain.

In this example, the net1.sa380.edu. forward domain, the
1.50.128.in-addr.arpa. inverse domain, and the 127.in-
addr.arpa. loopback domain are being served.

● The SECONDARYkeyword is used to define this system as a
secondary master server for a domain. This keyword takes one or
more arguments; all but the final argument are IP addresses of the
primary master server or other secondary master server(s) for the
domain being served. The final argument is a file name which is
automatically populated by in.named with information about the
domain being served. This file serves as an alternative mechanism
for loading the secondaries zone, in case none of the servers
referenced are available at boot time.

● The FORWARDERSkeyword (commented out in this example) tells
this server to forward all requests for remote domains to the list of
IP addresses specified in the argument field first, thus making this
server a forwarder.

● The OPTIONS FORWARD-ONLYmakes this server a slave server. The
server will forward requests for remote domains to the servers
specified in a separate FORWARDERSline and not do any further
resolution if the forwards fail. (In versions of BIND prior to 4.9.3,
this option was specified with the SLAVEkeyword.)
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Overview of PPP

Understanding PPP

Solaris PPP is an asynchronous implementation of the standard data-
link level PPP included in the TCP/IP protocol suite.

PPP enables you to connect computers and networks at separate
physical locations by using modems and telephone lines to create a
virtual network. You can use PPP to set up a virtual network wherein
the modems, PPP software, and telephone wires become the virtual
network media.

PPP Virtual Network Interfaces

PPP enables asynchronous devices, such as modems, to become
network interfaces. Solaris PPP enables you to configure two types of
virtual network interfaces, ipdptp n and ipd n. The letter n represents
the device number you assign to the interface.

PPP network interfaces are considered virtual network interfaces because
they do not involve network hardware, as does an Ethernet interface.
The PPP network interfaces reside in the /devices directories along
with the physical network interfaces, but they are not associated with
any particular serial port.

The type of network interface you use depends on the PPP
communications link you want to set up. The ipdptp interface
supports point-to-point PPP links; the ipd interface supports point-to-
mulitpoint links.
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Extending Your Network With PPP

Point-to-Point Communications

PPP enables you to set up a point-to-point link to connect two stand-
alone machines in separate locations, effectively creating a network
consisting solely of these two machines. This is the simplest point-to-
point configuration because it involves only the two endpoints. This
set up is described in the remaining parts of this appendix.

Figure D-1 Point-to-Point Communications
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Modem
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Endpoint B

Physical network
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PPP Components

The PPP Software

The PPP software is installed when you run the Solaris installation
program and select the entire distribution. The PPP software is
contained in the following three packages: SUNWpppk, SUNWapppu, and
SUNWapppr. If PPP is not installed on each endpoint system, install the
software using the pkgadd command or the admintool software
manager.

The PPP component software includes:

● Link manager (/usr/sbin/aspppd )

● Log in service (/usr/sbin/aspppls )

● Configuration file (/etc/asppp.cf )

● Log file (/var/adm/log/asppp.log )

● FIFO (first-in-first-out) file (/tmp/.asppp.fifo )

Figure D-2 PPP Software
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PPP Components

The PPP Software (Continued)

Login Service

The /usr/sbin/aspppls login service is invoked when a login
shell starts PPP after you dial up and log in. Its function is
similar to the /usr/lib/uucp/uucico command which sets up a
UUCP connection. When configuring a machine as a dial-in
server, you must specify aspppls as the login shell for each host
entry in the /etc/passwd file.

Link Manager

The /usr/bin/aspppd link manager is a user-level daemon that
automates the process of connecting to a remote host. If a remote
hosts tries to establish a connection, the link manager on the local
host will complete the connection.

Configuration File

The asppp.cf file provides the link manager with information
about each remote endpoint with which the local host will
communicate. The configuration file defines the PPP interface to
be used, how communications will take place, and how to deal
with security issues.

Log File

The link manager produces messages and logs them in the log
file /var/adm/log/asppp.log . The level of detail reported to the
log can be controlled by the -d option of aspppd or by the
debug_level variable in the asppp.cf configuration file.

FIFO File

The PPP FIFO /tmp/.asppp.fifo is a named pipe used to
communicate between aspppd and aspppls . This file must be
present in /tmp for PPP login service.
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Configuring PPP

Configuring a PPP Connection

In order to configure a PPP connection, the following steps are
required:

1. Verify that the PPP software is installed. If it is not, then install it.

2. Edit the /etc/inet/hosts file on all machines involved.

3. Edit the UUCP database files for all dial-out machines.

4. Create user entries for /etc/passwd and /etc/shadow on the
dial-in machine.

5. Edit the /etc/asppp.cf file on each machine involved.

6. Start the link manager, aspppd , on each machine involved.

Each of these steps is outlined in the following sections. Throughout
this example, the host bear will be the dial-in system and the host
lion will be the dial-out system. bear will be standalone and lion
will be additionally connected to another network.

Verifying the PPP Software

Before proceeding, you must check that the Solaris version of PPP is
installed on all machines involved with the PPP link. If your machine
was not installed with the entire distribution, you need to install PPP
as a separate package.

# pkginfo | grep ppp

systemSUNWappprPPP/IP Asynchronous PPP daemon
configuration files
systemSUNWapppuPPP/IP Asynchronous PPP daemon and PPP
login service
systemSUNWpppkPPP/IP and IPdialup Device Drivers

If PPP is installed, the previous packages will be displayed. If not, use
pkgadd or AdminTool software manger to add the needed packages.
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Configuring PPP

Editing the /etc/inet/hosts File

The /etc/inet/hosts file must be updated with every machine name
on the other end of the PPP link that the local machine needs to
communicate with. The local /etc/inet/hosts file must be updated
regardless of the naming service (NIS, NIS+, DNS) being used because
PPP starts before the name service daemons during the boot process.

Sample /etc/inet/hosts on Dial-In Systems

The /etc/inet/hosts file needs to minimally include all PPP
systems. In this example, lion is the dial-in system which also is
connected to another network. Its /etc/inet/hosts file would look
something like this:

# Internet host table for lion
#
127.0.0.1localhostloghost
207.6.49.8lion# canonical name
197.18.4.17lion-ppp# PPP dial-in system
197.18.4.18bear# remote PPP client

Recall that each interface for a given system must have a unique name.
The name, lion-ppp , represents the hostname for the virtual PPP
interface. Configuration details are discussed later.

Sample /etc/inet/hosts on Dial-Out Systems

Once again, the /etc/inet/hosts file needs to minimally include all
PPP systems. In this example, bear is the dial-out system. It is also a
standalone system (no other network connection).

# Internet host table for bear
#
127.0.0.1localhostloghost
197.18.4.18bear# remote PPP client
197.18.4.17lion-ppp# PPP dial-in system
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Configuring PPP

Configuring the /etc/uucp Files on the Dial-Out System

The Systems File on bear

The Systems file defines the attributes of each system that can be
reached. For example:

Sys-Name    Time    Type Class   PhoneChat Script
lion-ppp Any;20 ACUEC384005552345ogin: Pbear
ssword: cangetin

where:

● Sys-Name

Name of remote system.

● Time

Allowable time (and days) to place call, with optional minimum
wait until retry time (in minutes after the semi-colon).

● Type

Device type, matched against the first field of the Devices file.

● Class

Line speed, matched against the fourth field of the Devices file.

● Phone

Phone number to call.

● ChatScript

Login chat script, consisting of a series of expect-send sequences.
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Configuring PPP

Configuring the /etc/uucp Files on the Dial-Out System
(Continued)

The Devices File on bear

The Devices file defines the specifics of each device that uucp or PPP
uses. The file is referenced based upon the Type and Class fields from
the Systems file. The following example shows a USRobotics V.32bis
modem (usrv32bis-ec) attached to serial port B:

TypeLineLine2 Class Dialer-Token-Pair(s)
ACUECcua/b-38400usrv32bis-ec

Where

● Type

Device type, matched from the third field of the Systems file,
with optional protocols specified.

● Line

Device name of port to use.

● Line2

Placeholder, specified as – a dash.

● Class

Line speed, matched from the fourth field of the Systems file.

● Dialer-Token-Pairs

Name of dialer to use, matched against the first field of the
Dialers file. The token is an optional string passed to the dialer,
usually taken from the Phone field of the Systems file.



D

D-10 Solaris – TCP/IP Network Administration
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

Configuring PPP

Configuring the /etc/uucp Files on the Dial-Out System
(Continued)

Using the Dialers File on bear

The Dialcodes file defines the signals and codes for each dialer
device. The file is referenced based upon the Dialer-Token-Pair
field of the Devices file. For example:

DialerSubsExpect-Send
usrv32bis-ec=,-""
\dA\pTE1V1X1Q0S2=255S12=255&A0&H1&M5&B2\r\c OK\r
\EATDT\T\r\c CONNECT STTY=crtscts,crtsxoff

where

● Dialer

Name of dialer, matched from the fifth field of the Devices file.

● Subs

A simple substitution or translation string where the first
character of each pair is mapped to the second character of each
pair during any expect-send sequence processing.

● Expect-Send

chat script used to initiate dialog with dialing device.

Note – The more common modems, such as Hayes, penril,
USRobotics, Telebit, and ventel, are already defined in this file.
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Configuring PPP

Editing the /etc/asppp.cf for the Dial-Out System

The /etc/asppp.cf configuration file provides the PPP link manager
on one endpoint machine with information about the machine on the
other end of the link. The basic configuration file must contain at least
two main sections: an ifconfig line and at least one path section. For
example:

ifconfig ipdptp0 plumb bear lion-ppp up path
inactivity_timeout 120 # Allow 2 minutes to timeout.
interface ipdptp0
peer_system_name lion-ppp # The Sys-Name in /etc/uucp/Systems
will_do_authenticate pap   # PAP authentication
pap_id nomad  # PAP name
pap_password blue!sky  # PAP password

The link manager first runs the ifconfig command on the local
machine to configure the ipdptp0 point-to-point interface. bear is
the name of the local (dial-out) host. lion-ppp is the name of the
dial-in server to which bear will connect through the point-to-point
link. The path section tells the link manager the name of the remote
endpoint and the name of the interface linking the endpoint machines.

Using the ifconfig Section of the asppp.cf File

The asppp.cf file on the dial-out system file must contain an
ifconfig section with the following syntax:

ifconfig interface plumb dial-out-system dial-in-system up

A description of each field is as follows:

● ifconfig

Command that tells the link manager to run the ifconfig
command on the specified interface.
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Configuring PPP

Using the ifconfig Section of the asppp.cf File
(Continued)

● interface

The PPP interface. It must be ipdptp n for a point-to-point link or
ipd n for a multipoint link, where n is the number of the interface.

● plumb

The interface (associate the interface with the appropriate kernel
modules).

● dial-out-system

Hostname or IP address of the dial-out system.

● dial-in-system

Hostname or IP address of the dial-in system.

● up

Command which causes the interface to accept and send packets.

Note – See the ifconfig man page and the Solaris 7 TCP/IP and Data
Communications Guide for more information.

The path Section of the asppp.cf File

The path section of the asppp.cf file is also required. The syntax for
the path section is as follows:

path

interface interface

peer_system_name dial-in-system

inactivity_timeout timeout

will_do_authenticate authtype1 authtype2 ...
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Configuring PPP

Using the ifconfig Section of the asppp.cf File (Continued)

pap_id pap_name

pap_password pap_password

The keywords are described as follows:

● interface – This keyword is required. After the interface
keyword, the name of the interface follows; for example, ipdptp0 .

● peer_system_name – This keyword is required. On the dial-out
system, this keyword is followed by the dial-in-system, which is
lion-ppp in this example. Note that this keyword has a different
meaning for the dial-in-system.

● inactivity_timeout – This optional keyword specifies the
timeout period in seconds. If there is no activity on the link for
timeout seconds, the link manager drops the connection. The
default timeout is 120 seconds.

● will_do_authenticate – This optional keyword indicates the
type or types of authentication which will be performed for this
connection. Currently, the Password Authentication Protocol
(PAP) and the Challenge-Handshake Authentication Protocol
(CHAP) are supported. The default is no authentication.

It should be noted that PAP sends its password over the network
in clear text when the connection is initiated. CHAP, on the other
hand, causes a challenge to be sent by the dial-in system. The
response is checked against a secret not sent over the link. Once
connected, CHAP periodically verified the identity of the dial-
out system, thus providing greater security than PAP.

pap_id – This keyword is required only if PAP authentication has
been specified. It is followed by pap_name, which is the PAP
identifier.
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Configuring PPP

Using the ifconfig Section of the asppp.cf File (Continued)

● pap_password – This keyword is required only if PAP authentication
has been specified. It is followed by pap_password, which is the PAP
password for this connection.

Creating Users for Dial-In Systems

When a remote host calls the dial-in server, it reads its UUCP
databases and passes the server a user ID and password (see the
systems file) for the host initiating the call. When the user’s password
is authenticated, the server then logs the user in to a special shell for
PPP hosts, /usr/sbin/aspppls .

An example /etc/passwd entry for the host bear , the user Pbear is

Pbear:x:90:20:student 1:/:/usr/sbin/aspppls

Make sure that there is a matching entry in the /etc/shadow file.

Pbear:ZonQn5leQa80o:10112::::::

Editing the /etc/asppp.cf for the Dial-In System

The basic configuration file must contain at least two main sections: an
ifconfig line and at least one path section. This is the same as the
dial-out system. In the following example, lion-ppp is a dial-in
system for two dial-out systems:
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Configuring PPP

Editing the /etc/asppp.cf for the Dial-In System

ifconfig ipd0 plumb lion-ppp up
path
interface ipd0
peer_system_name Pbear    # The username in /etc/passwd
peer_ip_address bear      # hostname or IP address of dial-in host
require_authenticate pap   # PAP authentication
pap_peer_id nomad  # PAP name
pap_peer_password blue!sky  # PAP password path
interface ipd0
peer_system_name Ptiger    # The username in /etc/passwd
peer_ip_address tiger      # hostname or IP

The keywords are

● ifconfig – The ifconfig line is the same as before except there is
no need to specify the dial-out system and the interface name is
different.

● path – The path keyword is required for each system which will
dial in.

● interface – The interface in this example is ipd0 , which is the
multipoint interface. It has the form ipd n, where n is the interface
number.

● peer_system_name – The peer_system_name takes the PPP
username as an argument. This keyword is required for each dial-
out system that this dial-in system will accept.

● peer_ip_address – The peer_ip_address takes the hostname or
IP address of the dial-out system as its argument. It is required for
each dial-out system.
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Configuring PPP

Editing the /etc/asppp.cf for the Dial-In System
(Continued)

● require_authenticate – This keyword dictates the type of
authentication, if any, that is required. It needs to specify the same
authentication types that are specified by the dial-out system. The
available authentication types are PAP and CHAP.

● pap_peer_id – The pap_peer_id takes the name used for PAP
authentication. The name must match the one in the dial-out
system’s asppp.conf file.

● pap_peer_password – The pap_peer_password takes the
password used for PAP authentication. The password must match
the one in the dial-out system’s asppp.conf file.

Note – There are other keywords that can be used in this file. Refer to
the Solaris 7 TCP/IP and Data Communications Administration Guide for
more information.
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Starting and Stopping Your PPP Link

Complete these steps:

1. Manually start PPP.

# /etc/init.d/asppp start

2. Verify that PPP is running.

# ps |grep asppp

3. Check for PPP errors.

# tail /var/adm/log/asppp.log

4. Stop PPP.

# /etc/init.d/asppp stop
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/usr/bin/netstat 3-22
/usr/dt/bin/dtmail 12-20
/usr/lib/uucp/uucico D-5
/usr/openwin/bin/

mailtool 12-20
/usr/sbin/aspppd D-4
/usr/sbin/aspppls D-4, D-5,

D-14
/usr/sbin/ifconfig 3-23
/usr/sbin/in.rdisc 6-26
/usr/sbin/in.rdisc -r 6-26
/usr/sbin/in.rdisc -r -T 100 6-26
/usr/sbin/in.rdisc -s 6-26
/usr/sbin/in.routed 6-24
/usr/sbin/in.routed -q 6-24
/usr/sbin/in.routed -v 6-24
/usr/sbin/snoop 3-17
/var/adm/log/asppp.log D-4,

D-5, D-17
/var/adm/routelog 6-24
/var/mail 12-11, 12-34, 12-36
/var/named C-3
/var/named/

domain-info-file 11-35, 11-36,
11-37

/var/named/
inverse-domain-info-file 11-38

/var/named/
net1-domain-info 11-52

/var/named/
root-server-list 11-32

/var/tmp/named.run 11-49
/var/tmp/

named_dump.db 11-47
/var/yp 5-33
@ 11-36, 11-37, 11-39

Numerics
100BaseFX 2-24
100-BASE-T 2-16
100BaseT 2-24
100BaseT4 2-24
100BaseTX 2-24
10BaseT 2-24
10-BASE-T hubs 2-15

128 bit addresses A-5
53-byte cells 2-16

A
A type record 11-34
AALs 2-16
absolute address 12-13
address 3-22
address records 11-37
Address Resolution

Protocol 3-13, 4-6
address space 8-10
address to name

translation 11-38
addressing 12-14
admintool D-6
Advanced Research Project

Agency 5-3
algorithm 3-13
alias 12-22
alias resolution 12-16
alias_name 12-22
aliases 12-16
all routes 6-15
alternate name 12-14
anycast A-4
Application layer 8-4, 12-3
application program 7-11
arbitrary port 8-10
arbitrary port number 8-14
ARP 4-1, 4-6, 4-13
arp -a 4-10
arp -d 4-12
arp -f 4-12
ARP reply 4-8
ARP reply caching 4-9
ARP request 4-7, 4-9, 4-12
arp -s 4-11, 4-12
ARP table 4-6, 4-9, 4-11, 4-12
ARP table management 4-10
ARPA 5-3
arpa 11-9
ARPANET 5-4
AS 6-12, 6-13
ASCII file 11-47
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asppp D-17
asppp.cf D-11, D-12
asppp.conf D-16
aspppd D-5, D-6
aspppls D-5
asynchronous D-2
asynchronous traffic 2-19
ATM 2-13, 7-16
ATM adaptation layers 2-16
ATM switches 2-16
ATM WAN 2-16
ATM-622 2-24
authentication D-13
authoritative 11-16, 11-17, 11-19
autonomous system 6-12

B
backbone 2-9
Berkeley 11-38, 13-4
Berkeley Internet Name

Domain 11-6
Berkeley Software

Distribution 5-3
best reliability 6-19
BGP 6-15
BGPv4 6-16
BIND 11-6, 11-38, 11-44, 11-47,

11-59, 11-60, C-3
black hole 6-25
BOOTP 9-5
Border Gateway Protocol 6-17
bouncing 12-28
bridges 2-9, 2-16
BROADCAST 5-40
broadcast 5-11, 5-39
broadcast address 3-10, 5-11
broadcast packet 4-14
BSD 5-3
BSD 4.0 13-4
BSD 4.1c 13-4
buffered transfer 7-14
byte bounded subnet masks 5-20

C
CACHE keyword C-3
cached 12-37
cached root server

information 11-33
caching-only servers 11-17
category 5 2-16
central hub 3-7
centralized 2-4
Challenge-Handshake

Authentication Protocol D-13
CHAP D-13, D-16
chat script D-10
ChatScript D-8
CIDR 6-16, 6-17
Class D-8, D-9
class 11-30
Class A 5-8
Class B 5-8, 5-16
Class B networks 5-9
Class C 5-8
Class C networks 5-10
Class D 5-8, 5-10
classless inter-domain

routing 6-16, 6-17
client 8-4, 12-36
client class 9-24
client identifier 9-25
client resolver 11-21
client side resolver 11-21
Client_ID 9-14
Client_IP 9-15
client-server interaction 8-10
client-server model 8-3, 8-14
CLNP 1-10
cluster A-4
CNAME record 11-37
coaxial 2-4, 2-5
code 9-21, 9-23
Coll 3-22
collisions 3-6
colon hexadecimal A-6
colon hexadecimal notation A-5,

A-6
com 11-9
comment 9-15
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common DNS implementation
errors and suggested
fixes 11-61

common DNS operational and
configuration errors 11-61

complete path 6-15
compression of 0s A-6
concentrator 2-10
concurrent transfer 7-14
configuration file D-4
configuration parameters 13-27
configure a multihomed

host 6-38
configure a Solaris 2.x

router 6-34
congestion 7-16
connectionless 7-11
connectionless protocols 1-21,

7-6
connection-oriented 1-21, 7-5
context 9-21
contiguous high order bits 5-29
contiguous subnet masks 5-29
CRC 3-13, 4-5
CSMA/CD 3-4, 3-6
customize 12-20
cyclical redundancy check 3-13

D
data delivery 1-21
data field 3-13
database 11-47
database servers 6-27
datagrams 5-7, 7-12
data-link level D-2
debug 11-46
debug level 11-49
debug session 11-45
debugged 11-52
debugging tool 11-59
decentralized 2-4
decimal dotted A-6
default broadcast 5-11
default route 6-8
default routing 6-1

delegation of authority 11-16
delivermail 13-4
destination 6-29
destination address 3-13
destination IP address 6-9
destination network number 6-9
devices file D-9, D-10
dfshares 12-35
DHCP 9-2, 9-3
dhcp_network 9-12
DHCPACK 9-36
DHCPREQUEST 9-36
dhcptab 9-12
dhcptab Entry Format 9-17
dhtadm 9-34
dial in D-15
dialcodes D-10
dialer D-10
dialer device D-10
Dialer-Token-Pairs D-10
dialer-token-pairs D-9
dial-in machine D-6
dial-in server D-14
dial-in system D-7, D-12, D-13,

D-15
dial-out D-15
dial-out machines D-6
dial-out system D-7, D-11, D-12,

D-13, D-14
DIG 11-59
DIRECTORY keyword C-3
disconnected access 12-37
diskless clients 4-14
distance vector 6-14
distance vector protocol 6-19
distributed database 11-28
DNS 11-19, 11-23, 11-42, 11-44,

11-60, 11-61, D-7
dns 11-42
DNS client 11-17, 11-22
DNS configuration files 11-31,

11-59, C-3
DNS domain 11-7
DNS hosts 11-37
DNS name resolution 11-21
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DNS name resolution
process 11-22

DNS name servers 11-25
DNS namespace 11-7
DNS resource records 11-28,

11-29
DNS server 11-12, 11-15, 11-21,

11-24, 11-25, 11-40, 11-41,
11-42, 11-59

DNS tree 11-9
DNS zones 11-59
dollar sign 11-57
domain 11-40, 12-10
domain address 11-40, 12-14
Domain Administrators

Guide 11-61, 11-63
Domain Administrators

Operations Guide 11-61
domain name 11-28
domain names - concepts and

facilities 11-61
dot C-3
downloaded 12-36
dtmail 12-16, 12-18
dual-ring 2-18
dynamic router processes 6-8
dynamic routing 6-1, 6-6
dynamic updates in the domain

name system (DNS
UPDATE) 11-61

E
echo request 5-7, 6-7
edu 11-9
EGP 6-12, 6-13, 6-15
electronic mail 12-3
email address 11-36, 11-40, 12-3
email system 13-27
encapsulation 3-14
endpoint machine D-11
end-to-end communication 7-3
Eric Allman 13-4
error detection 7-3
error messages 12-29
etc/hostname.xxn 5-32

etc/mail/aliases 12-22
Ether 5-39
Ethernet 2-13, 2-15, 2-18

cable 2-12
controller 2-11
terminator resistors 2-12
transceiver 2-11

Ethernet access method 3-4
Ethernet address 3-9, 4-5
Ethernet frame 3-12, 3-13, 4-4,

5-7
Ethernet frame

encapsulation 4-4
Ethernet interface D-2
Ethernet MTU 3-15
Ethernet packet 3-4
Ethernet preamble 3-13
Ethernet/IEEE 802.3 2-17
Expect-Send D-10
exported 12-34
Extend 9-22
extended dialogues 2-19
Exterior Gateway Protocol 6-12

F
Fast Ethernet 2-14, 2-16
fast, loopless convergency 6-19
FDDI 2-14, 2-18, 7-16
fiber distributed data

interface 2-18
fibre-optical 2-4
FIFO D-5
FIFO file D-4
file locking 12-28
file name 12-9
firewall 11-44
firewall gateways 6-27
Flags 9-14
flow-control 7-11
flowing stream 7-14
forward 11-48
forwarders 11-18
FORWARDERS keyword C-3
FORWARDERS line C-3
forwarding 12-14
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forwarding servers 11-18
FQDN 11-11, 11-36, 11-39, 11-42,

11-48
fragmenting 1-20
fragments 5-7
frame relay 2-16
frames 1-19, 5-37
FTP 1-14, 11-3
ftp 8-11, 8-12, 11-21

//ftp.rs.internic.net/
domain/named.root 11-33

ftp-data 8-11
full duplex 7-14
full duplex connection 7-14
fully qualified name 11-11

G
gateway 2-10, 5-7, 6-29, 12-3,

12-10, 12-11, 13-27
glue address records 11-37
gov 11-9
granularity 9-21, 9-23

H
h2n 11-59
hang-up signals 8-13
hardware D-2
hardware I/O 3-4
Hayes D-10
heterogenous

environments 4-12
home computer 12-36
hostmaster@domain 11-36
hostname 11-40
hosts

files nisplus dns 11-42
hosts file 11-3
HOSTS.TXT 11-3
http

//www.isc.org/
bind.html 11-6

hub 2-6, 2-8, 2-9, 2-16
hybrid address 12-13

I
ICMP 1-20, 3-13, 6-10
ICMP redirects 6-7, 6-8
ICMP Router Discovery

Protocol 6-26
identity 11-33
IEEE 802.3 2-18, 2-24
IEEE 802.5 2-17, 2-18
IETF 5-4, 13-4, A-2
ifconfig 3-23, 5-35, 5-37, 5-38,

5-42, 6-6, D-11, D-14, D-15
ifconfig -a 5-32, 5-33, 5-34, 5-39,

6-35, 6-36, 6-38
ifconfig ipdptp0 D-11
ifconfig le0 5-39
ifconfig le0 down 5-41
ifconfig le0 plumb 5-41
ifconfig le0 unplumb 5-35, 5-41
ifconfig le0 up 5-41
IGP 6-12, 6-18
IMAP4 12-36
IN 11-30
in.named C-2
in.named process 11-25
in.rarpd 4-15, 4-16
in.rdisc 6-1, 6-8, 6-25, 8-12
in.rdisc -r 6-25, 6-28
in.routed 6-1, 6-8, 6-24, 8-12
in.routed -q 5-17
in.routed -s 6-28
inactivity_timeout D-12, D-13
in-addr.arpa. 11-12
independent service

provider 5-20
Inet 5-39
inetd 8-13, 8-15
info.bind newsgroup 11-60
init 0 6-34
init process 5-36
interface 5-38, 6-29, D-12, D-15
interface configuration 5-36
interface keyword D-13
interface name D-15
Interior Gateway Protocols 6-12
intermediate routers 5-7
intermediate systems 12-3
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Internet 11-59
Internet class 11-30
Internet Control Message

Protocol 5-7, 6-7
Internet Engineering Task

Force 5-4, 13-4
Internet layer 1-17, 1-20, 4-6,

7-12, 7-13
Internet Message Access

Protocol Version 4 12-36
Internet Network Information

Center 5-4
Internet Protocol - Next

Generation 5-4
Internet Protocol Version 4 5-4
Internet Protocol Version 6 5-4
INTERNIC 5-4, 6-12
InterNIC 11-60
internic.net 11-24
inverse entries 11-48
inverse loopback 11-40
IP 1-20, 3-13, 3-17
IP Address 9-25
IP addresses 11-42
IP datagram 6-9
ipdn D-2, D-15
ipdptp0 D-11, D-13
ipdptpn D-2
Ipkts/Ierrs 3-22
IPng 5-4
IPv4 5-4, 5-7, 5-8, 5-10, 5-12, 5-13,

5-20, 6-17
IPv4 address 5-32, 5-33
IPv4 addressing A-2
IPv6 5-4, 5-7, 6-17, A-2, A-4, A-6
IPv6 address space

assignments A-7
ISO 2-18
ISO/OSI 2-4
ISO/OSI network layer 1-20
ISO/OSI reference model 1-3,

1-22
ISP 5-20

J
JumpStart systems 4-13

K
keep alive 6-14, 6-15
kernel routing table 6-6
keyword driven C-2
keywords 11-50
kill -HUP 8-13, 11-49
kill -INT 11-48, 11-52
kill -USR1 11-49
kill -USR2 11-49

L
LAN 2-4, 12-32
large route table 6-7
larger addresses A-2
largest 6-19
largest throughput 6-19
laser light 2-4
layers 1-3
le0 5-39
lease 9-15
lease time policy 9-26
LeaseNeg 9-26
LeaseTim 9-26
Line D-9
Line2 D-9
link manager D-4, D-6, D-13
link-state protocol 6-19
list of persons 12-9
lo0 5-39
load balancing 6-19
load sharing 11-17
local address 12-12
local area network 12-32
local cache 11-17
local delivery 12-16, 12-17
local DNS server 11-23
localhost 11-37
log file D-4, D-5
login service D-4, D-5
looked up names 11-17
loopback address 11-43
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loopback domain 11-48
loopback interface 3-15
looping problems 6-15
lower level domains 11-41
lowest delay 6-19
lowest metric 6-32

M
Macro 9-15, 9-19
mail 8-12, 12-16, 12-18
mail access 12-36
mail addressing 12-3
mail alias 12-14
mail box 12-14, 12-32
mail client 12-11, 12-32, 12-35
mail host 12-10, 13-27
mail routing program 13-4
mail server 12-10, 12-32, 12-34
mail system 12-29
Mail Transfer Agent 12-36
Mail User Agent 12-20
mailbox 12-29
MAILER-DAEMON 12-22
mailing lists 12-14
mailtool 12-16, 12-18
mailx 12-16, 12-18
main.cf 13-27
management 2-4
mandatory 11-36
mappings 11-35
Maximum 9-21, 9-23
maximum transfer unit 3-15
metric 6-32
minimum timer 11-37
modems D-2
mount /var/mail 12-35
mountd 8-15
MTA 12-36
MTU 3-15, 3-22, 5-7, 5-39
MUA 12-20
multiband 2-4
MULTICAST 5-40
multicast A-4
multicast address 5-10
multihomed host 6-27, 6-38

multimode Ethernet 2-24, 3-9
multimode fiber 2-16
multiple metrics 6-19
multiple paths 6-19
multiple routes 6-19
multipoint interface D-15

N
Name 3-22, 9-18
name daemon 11-47, 11-49
name mapping 11-39
name server 11-17, 11-34, 11-37
name translation 11-38
name uniqueness 11-4
name.boot file C-2
named pipe D-5
named_dump.db 11-48
nameless root domain 11-9
names to IP addresses 11-35
nameserver keyword 11-43
naming service D-7
neighbor acquisition 6-13
neighbor reachability 6-14
Net/Dest 3-22
netmask 5-13, 5-39
netstat -a 8-18
netstat command 6-1
netstat -r 6-5, 6-29, 6-30
network 9-25
Network Information

Center 8-11, 11-4
network interface 1-17, 5-37
Network Interface and

Hardware layers 1-18, 1-19
network interface

configuration 5-36
Network Interface layer 4-6
network interfaces D-2
network is unreachable 6-10
network number 5-8
network reachability 6-14
networking models 1-3
network-name 6-30
network-number 6-30
new header format A-3
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NFS 1-14, 3-17, 11-38, 12-36
NFS server 6-27, 12-32
nfsd 8-15
NIC 8-11, 11-4, 11-60
nickname 6-30
NIS 12-29, D-7
NIS map 8-16, 12-35
NIS+ 12-29, D-7
NIS+ aliases 12-16
NIS+ master 5-34
NIS+ server 11-23
NIS+ tables 8-16, 12-35
NIS/NIS 4-17
no route to host 6-10
non-authoritative 11-16, 11-19
non-contiguous subnet

masks 5-29
normal refresh 11-36
NOTRAILERS 5-40
NS 11-34, 11-40
NS record 11-35, 11-37, 11-52
nslookup 11-44, 11-48, 11-52,

11-59
nslookup command 11-48
nsswitch.conf 11-42

O
octets 7-13
off-line access 12-36
off-site DNS queries 11-18
off-site queries 11-18
on-line access 12-36
open shortest path first 6-19
Open System

Interconnection 2-18
Opkts/Oerrs 3-22
OPTIONS

FORWARD-ONLY C-3
org 11-9
OSI

Application Layer 1-14
Layer Model 1-4, 1-5
Presentation Layer 1-13
Transport Layer 1-11

OSPF 6-19
out-of-date information 11-37

P
PAP D-13, D-16
pap_id D-13
pap_name D-13
pap_password D-13, D-14
pap_peer_id D-16
pap_peer_password D-16
parent domain 11-41
parenting 11-25
Password Authentication

Protocol D-13
path D-12
path keyword D-15
path section D-12
path vector 6-15
peer_ip_address D-15
peer_system_name D-12, D-13,

D-15
peer-to-peer 1-23
penril D-10
Perl script 11-59
person 12-9
phone D-8
physical network medium 2-4
physical port 8-10
piggybacking 7-14
ping 5-7, 6-7, 12-35
pkgadd D-6
pkginfo D-6
plumb 5-38, D-12
pntadm 9-33
point-to-mulitpoint D-2
point-to-point interface D-11
port 8-10
port number 7-3, 8-17
port number 111 8-14
portmap 8-14
postmaster 12-22, 12-29
PPP D-2
PPP connection D-6
PPP link manager D-11
PPP packages D-4
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PPP software D-4
PPP username D-15
primary configuration file C-2
PRIMARY keyword C-3
primary master C-3
primary master servers 11-16,

11-17, 11-36, 11-52
priority scheme 2-19
program number 8-17
program number 100232 8-15
protocol extension A-3
protocols 2-16, 8-11

TP-0 to TP-4 1-11
XDR 1-13

prtconf 6-36
ps -edf 12-34
PTR record 11-39, 11-46
published ARP entry 4-12

Q
queries 11-44
querying servers 11-33
queue 3-22

R
RARP 4-1, 4-13, 4-15
RARP reply 4-15
RARP reply server 4-15
RARP request 4-14
rcp 5-3
RDISC 6-1, 6-18, 6-25
RDN 11-11
recipient 12-9
reconfigure boot 6-38
record data 11-31
record type 11-30
recursive DNS query 11-23
redundancy 11-17
Ref 6-29
refresh timer 11-36
register 8-11
relative address 12-13
relative domain names 11-11
relay host 12-10, 13-27
relays 12-3

reliable protocol 7-9
remote host D-14
remote procedure call 8-14
repeater 2-9
replies 11-44
Request for Comments 5-4
require_authenticate D-16
reserved port numbers 8-11
resolving 11-42
resource allocation support A-3
resource records 11-28, 11-37,

11-44, 11-47
resource sharing 2-4
responsive servers 11-43
Reverse Address Resolution

Protocol 4-13
Reverse ARP 3-13
RFC 5-4, 11-60, 11-61
RFC 1032 11-61
RFC 1033 11-61
RFC 1034 11-61
RFC 1323 7-16
RFC 1536 11-61
RFC 1713 11-61
RFC 1886 11-61
RFC 1912 11-61
RFC 2136 11-61
RFC 950 5-29
RIP 6-18, 6-19, 6-20, 6-25, 6-32
rlogin 5-3, 8-12
root domain C-3
root name server 11-34
root servers 11-15, 11-24, 11-25,

11-32, 11-33, C-3
route 12-10
route add net 6-31
route command 6-1, 6-31
route delete net 6-32
route -f 6-32
route mail 12-14
router 2-10, 2-16, 11-37, 12-3
router advertisement 6-25
routing 1-20
routing algorithm 6-1
routing table 6-5, 6-20
routing table information 6-29



Index-11
Copyright 2000 Sun Microsystems, Inc. All Rights Reserved. Enterprise Services May 2000, Revision C.1

RPC 3-17, 8-14
RPC TIME OUT 8-15
RPC TIME OUT, PROGRAM

NOT FOUND 8-15
rpc.nisd 8-15
RPC-based applications 8-14
RPC-based processes 8-15
rpcbind 8-14
rpcinfo 8-17
rpcinfo -d 8-17
rpcinfo -p 8-17
rpcinfo -u 8-17
RUNNING 5-40
rwalld 8-15

S
sadmind 8-15
search engine 11-59
search keyword 11-42
second address record 11-37
second level domains 11-10
secondaries 11-37
SECONDARY keyword C-3
secondary master C-3
secondary master servers 11-16,

11-36, 11-52
segments 2-7, 2-9
sender 12-9
sendmail 8-12, 12-16, 12-17,

12-19, 12-28, 13-4, 13-27
serial numbers 11-36, 11-59
server 8-4, 12-36
server databases 9-12
server directive 11-45
server process 8-12
Server_IP 9-15
services 8-3, 8-11
share 12-34
share -F 12-34
shareall 12-34
single user phase 5-37
single-mode 2-16
single-user mode 5-37
Site 9-22
SLAVE keyword C-3

slave server C-3
sliding window principle 7-15
SMDS 2-16
SMTP 1-14
smtp 8-11
SNMP 1-14
snoop 3-17
snoop broadcast 3-18
snoop -v 3-19, 4-16
SOA record 11-36
SOA records 11-35, 11-36, 11-37,

11-39, 11-40, 11-46, 11-57
source address 3-13
source Ethernet address 4-5
sprayd 8-15
sri-nic 11-3
standalone D-6
star 2-8
star configuration 2-15
star LAN 2-6
star topology 2-17
start-up time C-2
stateful protocol 7-7
stateless protocol 1-21, 7-8, 7-11
static entries 6-6
static routes 6-5
static routing 6-1
stream orientation 7-13
streams 7-13
stub clients 11-23
subdomains 11-41
subnet 5-17, 5-35
Subs D-10
subsidiary.cf 13-27
sun.com 11-10
SunATM-155 SBus adapter 2-17
SunATM-622/MMF SBus

adapter 2-17
sunrpc 8-11
SUNWapppr D-4
SUNWapppu D-4
SUNWpppk D-4
switch 2-10
switched Ethernet 3-7
Symbol 9-19
synchronization 3-13
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synchronizes 11-16
synchronous traffic 2-19
Sys-Name D-8
system startup 5-37
systems files D-8

T
table-driven routing 6-1, 6-5
TCP 5-7, 7-3, 7-9, 7-13, 7-14, 7-15

advertised window 7-16
congestion window 7-16
slow-start 7-16
window advertisement 7-15

TCP window 7-16
TCP/IP 1-3, 1-23, 2-4, D-2
TCP/IP Internet layer 12-3
TCP/IP model 8-4
TCP/IP suite 1-3
Telebit D-10
telephone lines D-2
TELNET 1-14
telnet 8-11
test 11-44
tested 11-52
Time D-8
time interval 11-36, 11-37
timeout D-13
time-to-live 4-9, 11-34
token D-9
Token Ring 2-14, 2-17, 2-18
tools for DNS debugging 11-61
top level domains 11-9
topology 2-5
trailing dot 11-48
translations 11-46
Transmission Control

Protocol 7-13
Transport layer 1-17, 1-21, 7-3
troubleshooting 12-29
troubleshooting the network

interface 5-43
TTL 4-9, 5-7
twisted-pair 2-4
Type 9-18, 9-21, 9-23, D-8, D-9
type 3-13

U
UDP 1-21, 3-17, 5-7, 7-3, 7-9, 7-11
unicast A-4
unicast address 3-10
unicast transmissions 3-10
unique 16-bit address 6-12
unique port number 8-14
unplumb 5-38
unreliable 7-11
unreliable protocol 7-9
unshielded twisted-pair 2-16
UP 5-40
Use 6-29
user 12-22
user name 12-14
USRobotics D-10
UTP 2-16
UUCP D-6
UUCP databases D-14

V
vacation program 12-10, 12-17,

12-28, 12-50, 12-51, 12-60, 12-61
Value 9-18
Vendor=Client Class 9-22
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